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Abstract
ABSTRACT
This work represents a contribution to the rapidly expanding field of microarray technology, 
which consists in the pooling of a large number of miniaturised biorecognition elements on a 
single solid substrate so as to allow heterogeneous bioassays to be performed in a highly 
multiplexed fashion. Numerous applications of life science research and pharmaceutical 
development, such as diagnostics and molecular medicine, are expected to greatly benefit from 
the increased levels of throughput provided by the microarray approach. However, most 
microarray platforms developed as of this writing have merely been based on a two-dimensional 
configuration in which the biorecognition sites are distributed on the surface of a planar, 
unpenetrable substrate; this format does not adress the mass-transfer limitations inherent to 
heterogeneous ligand binding kinetics and thus does not provide optimal assay performance in 
terms of speed and sensitivity.
In this thesis, a novel concept is presented that has been devised to increase the intrinsic 
analytical performance of microarrays. The approach is based on the use of three-dimensional, 
uniformly porous substrates featuring a regular array of discrete, ordered, high aspect ratio 
microchannels. The fabrication of such microstructures, with feature sizes in the micrometre 
range and aspect ratios in excess of 30:1, was achieved using two subtractive silicon 
processing techniques, electrochemical etching and deep dry etching, whose relative merits 
have been assessed. Commercially available microchannel glass substrates were also used.
Nucleic acid molecules were immobilised as capture probes on the sidewalls of the 
microchannels, in a conformation allowing biorecognition through heterogeneous hybridisation. 
To that end, a chemical strategy was developed for the functional immobilisation of 
oligonucleotide probes onto silica-rich substrates such as glass and oxidised silicon. Nucleic 
acid hybridisation was chosen as the model ligand binding process due not only to the relative 
ease of handling of DNA (including the availability of chemically pure, synthetic 
oligonucleotides) but also to its relevance, through genomics, to a number of clinical, medical 
and pharmaceutical applications.
The particular wetting properties of microchannel substrates were characterised and 
subsequently taken into account in the development of a microarraying procedure based on 
non-contact, ink-jet dispensing technology. In this respect, the physical-chemical processes 
that control the formation of spots on microchannel substrates, i.e. the wetting properties of the 
substrates, as well as the main parameters involved in the arraying process, such as the 
concentration of the capture probe solution and volume of the aliquots dispensed, have been 
investigated. Medium-density microchannel oligoarrays were produced that comprised as many 
as 256 probe spots over a 1 cm2 area. Since the effective surface area available for probe 
immobilisation was increased by expansion into the third dimension, a higher spatial density of 
probes could be achieved as compared to planar substrates with the same lateral dimensions.
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Biorecognition events between the immobilised capture probes and solution-borne target 
molecules were allowed to take place, in a dynamic mode, by convectively pumping sample 
through the microchannel array. As each microchannel acted as a miniature analytical 
chamber, probe-target hybridisation kinetics were enhanced by spatial confinement, while 
recirculation of the sample provided enhanced mass transfer. The feasibility of using 
electrokinetic transport of the targets was also assessed.
Quantitative detection of heterogeneous hybridisation events taking place along the 
microchannel sidewalls was achieved through a CCD camera-based epifluorescence detection 
scheme. In a first instance, conventional low magnification microscope objective lenses were 
used as imaging optics whose depth-of-field characteristics matched the thickness of the 
microchannel substrate. The suitability of the approach was illustrated by the achievement of 
detection limits as low as a few attomoles of fluorescent dye per spot. This level of performance 
was made possible by the remarkable optical properties of the substrate, which were 
characterised both experimentally and through simulations based on ray-tracing procedures.
Since the use of microchannel chips of increased thickness provided a way of increasing the 
number of capture probe molecules immobilised within each spot without increasing the lateral 
dimensions of the spots, a range of chip thicknesses were considered in a first step towards 
optimisation of the substrate geometry. Potential limitations to the benefits associated with an 
increase in chip thickness were discussed, in terms of the effectiveness of both the 
fluorescence detection scheme and the process of probe immobilisation on the microchannel 
sidewalls.
Comparative hybridisation experiments were conducted which demonstrated the improved 
performance of the flow-through microchannel configuration over the conventional planar 
configuration, with an observed circa 5 times enhancement in hybridisation kinetics and a one to 
two orders of magnitude higher detectability. A few routes for further improving the 
performance of flow-through microchannel DNA chips are suggested, along with other possible 
bioanalytical applications of the microchannel biochip platform.
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CHAPTER 1. INTRODUCTION
The starting point of this research was provided by the conceptual formulation of a novel biochip 
design (the “flow-through, microchannel” configuration) expected to offer enhanced 
performance in multiplexed bioassays. The work presented herein was concerned with 
implementing the concept into a functional platform applicable to genomic analyses, and to 
demonstrate the superiority of the approach over traditional DNA chip formats. The highly 
multidisciplinary nature of the biochip technology field is thus reflected in the contents of this 
work, in which a range of varied technical issues were adressed.
This introductory chapter begins with a review of the state-of-the-art in DNA chip technology, 
including the level of performance and limitations thereof, at the time of writing (Section 1.1). 
Then, the concept of the flow-through microchannel biochip is presented in terms of its potential 
advantages and associated technical constraints (Section 1. 2). Finaily, technical directions are 
suggested whose implementations and developments, which formed the bulk of this research, 
are reported over the next chapters.
1.1.  State of the art in DNA microarray technology
1 .1 .1 .  Biochips and microarrays
Over the last decade, biochip technology has emerged as a discipline that addresses the 
ever-increasing demand, in many bioanalytical applications, for higher levels of throughput.
In this context, the term biochip has been coined to refer to a class of tools whose main function 
is to allow the multiplexing of bioassays.1 The biochip formai consists of the pooling (and 
possibly miniaturisation) of biorecognition sites such as nucleic acids2 or antibodies3 on a single 
substrate, in the form of sensing elements, so as to allow as many as hundreds of thousands of 
assays to be performed simultaneously, in a parallel fashion, thereby dramatically increasing 
throughput. Initial efforts directly related to biochip technology started in 1986 with the 
development of miniaturised, multianalyte antibody "microspot" assays.4
The term microarray refers to a subset of the biochip group for which the density of sensing 
elements exceeds a certain value. One author5 has defined DNA microarrays as arrays of 
nucleic acid binding sites in which the spacing between discrete sensing elements is at most 
500 |im (regardless of the support). This translates into densities in excess of 400 genes per 
cm2. Numerous applications of life science research and pharmaceutical development, such as 
applied genomics, diagnostics and molecular medicine, greatly benefit from being implemented 
in a microarray format.6 The main advantages associated with this approach are its higher
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information content, decreased assay times, and lower unit and operating costs. These 
improvements in technical and commercial performance result not only from the high levels of 
parallelism and throughput that can be achieved, but also from a number of advantages 
inherent to the miniaturisation of (bio)analytical systems, such as large scale mass production, 
smaller working solutions (i.e. samples and reagents) requirements and reduced incubation 
times due to enhanced mass-transport kinetics, for example.
The rapid development of various biochip formats has been made possible by the combination 
of several disciplines: life science and technology (biochemistry, biotechnology, chemistry, 
molecular biology), engineering (including microfabrication and, for some microarray formats, 
microelectronics as well), instrumentation, automation, and computer science (bioinformatics). 
Automation has been, and remains, a key factor in the succesful expansion of biochip 
technology.7 Although massive parallelism is an intrinsic feature of microarrays, the bottleneck 
to attaining high levels of throughput resides not necessarily in the assay completion stage 
itself, but possibly in other processing steps such as microarray fabrication, sample preparation 
and handling, or assay detection. Therefore, a whole range of automated instruments, based 
on high-speed robotics, has been developed. In this respect, a parallel can be drawn between 
biochip technology (for bioanalytical applications) and combinatorial chemistry (for chemical 
synthesis). Indeed, the manufacture of a few types of microarrays is based on a typically 
combinatorial approach.8'10
The fact that microarrays are essentially miniature bioanalytical tools suggests their possible 
coupling to, or integration with, other microfabricated devices with complementary 
functionalities, such as on-chip PCR11'17 and on-chip electrophoresis18'22 for sample treatment; 
microfluidics23,24 and electrokinetic pumping25 for fluid delivery; integrated optical modules,26 
e.g. phototransitors27 and waveguides,28'29 for signal transduction and assay detection.
Although still in its infancy, this field of research opens promising routes for the future 
development of high throughput lab-on-a-chip devices.30,31
1 .1 .2 .  DNA chips
1. 1. 2. 1. Impetus
The main impetus behind the development of DNA chip technology has been the prospect of 
performing nucleic acid hyridisation assays in a multiplexed and heterogeneous format, leading 
to so-called hybridisation array assays. Here, heterogeneous is understood as the existence of 
two distinct phases, namely, biorecognition elements attached to a solid substrate, and sample 
in solution).
Microarray-based DNA/RNA analysis technologies were formally initiated in the USA in 1992 
by the establishment of the Genosensor Consortium. This effort was prompted by the 
acknowledgement of the importance of DNA as a biological marker,32 as illustrated by the 
international establishment, in October 1990, of the Human Genome Project. The relative ease
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with which DNA samples can be prepared and handled have also contributed to make DNA 
chips the most common form of biochips to date, so much so that the term microarray is often 
used to refer to DNA microarrays. Alternative terms used in the literature to describe DNA chips 
include genosensor and gene array, whilst GeneChip™ is a trademark of Affymetrix, Inc.
1. 1. 2. 2. Heterogeneous, multiplexed nucleic acid hybridisation assays 
1. 1. 2. 2. 1. From filters and membranes to chips
Early implementations of heterogeneous hybridisation assays were based on porous substrates 
such as nylon membranes and nitrocellulose filters,33 onto which nucleic acids were attached by 
physisorption. This approach was made possible by the fact that single-stranded DNA 
molecules bound to membranes did not reanneal with each other and had the ability to 
hybridise with complementary RNA. The multiplexing capability of this mixed phase approach 
lay in the possibility of processing many samples simultaneously. Higher levels of multiplexing 
were later achieved with dot-blot methods, in which several different sensing elements were 
placed on a single support, in the form of spots.34 Although assay detection still typically relied 
on radiolabels and autoradiography,35 expediency, sensitivity and reliability were significantly 
improved as compared to the traditional centrifuge- and column-based techniques used hitherto 
in the separation of single- and double-stranded nucleic acids.36
The real breakthrough in the advancement from membrane- and filter-based methodologies to 
microarray technology was brought about in the early nineties by the combined use of glass 
substrates8,9 and fluorescence detection 37 The advantages of glass over filters and 
membranes are multiple. Glass is a low cost but durable material that can withstand high 
temperatures, high electric fields and high ionic strength washes (unlike nitrocellulose filters 
which can be damaged during hybridisation in aqueous solutions at 68°C or in solvents 
containing quaternary ammonium salts38). In terms of nucleic acid immobilisation, the 
derivatisability of the surface silanol moieties of glass (in particular through organosilane 
chemistry) provides many routes for robust, covalent attachment of polynucleotides to the 
substrate, in a functional conformation.9 In addition, the non-permeable nature of glass allows 
for more precise, higher density spotting as compared to filters and membranes, for which spot 
density is limited by significant lateral diffusion within the porous structure. With glass 
substrates, interaction between hybridisation partners does not involve diffusion through pores, 
thereby enhancing hybridisation rates. Glass is also amenable to photolithographic patterning, 
a process through which extremely high densities of sensing elements can be achieved10,12 
(see Section 1. 1 .2 .3 .  3). Finally, the optical properties of glass make it compatible with optical 
detection schemes such as fluorescence imaging, including confocal fluorescence 
microscopy.39 Alternative substrates (e.g. silicon) and transduction schemes (e.g. mass 
spectrometry) are now gaining importance in current DNA chip research and development, as 
discussed below.
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1. 1. 2. 2. 2. Nucleic acid probes and targets in hybridisation array assays 
Nomenclature
In this thesis, hybridisation partners are designated according to the terminology of the reverse 
dot blot approach, in which the binding sites (nucleic acids tethered to the substrate) are refered 
to as capture probes or simply probes, whilst the free nucleic acids contained in the sample 
solution that is assayed against the chip are refered to as targets. This terminology is now 
widely accepted within the microarray community.40 The various types of probes and targets 
used in hybridisation array assays are described below.
Capture probes
From an analytical point of view, the DNA chip format lends itself to the use of nucleic acid 
probes of a wide range of complexity, from short oligonucleotides (10-100 bases) to longer DNA 
strands (100-2000 bases). In practice, capture probes are prepared either through chemical 
synthesis or by molecular cloning of genomic DNA.
Oligoarrays41-43 feature 16 to 70 base-long nucleic acid oligomers (oligodeoxynucleotides, 
ODNs) as probes. These oligonucleotides are in most cases prepared prior to attachment to 
the substrate, through automated phosphoramidite chemistry synthesis,44 although a few 
microarray platforms involve the in situ synthesis of the oligonucleotide probes, base after base, 
in a combinatorial approach8'10 (see Section 1. 1. 2. 3. 2). The use of such synthetic probes is 
valid within the framework of purely sequence-specific hybridisation pattern recognition 
strategies, of which redundancy is an important component, as further discussed in Section
1. 1. 2. 2. 3 below.
Microarrays have also been designed and manufactured that use cDNA probes as long as 2000 
bases.45-47 Sample preparation involved in the construction of the relevant cDNA libraries is 
typically based on isolation of mRNA (e.g. from tissue) followed by reverse transcription to 
cDNA and amplification of the resultant cDNA using standard PCR protocols. Although this 
sample preparation procedure is rather labour-intensive (purification of the PCR products by 
precipitation and/or gel filtration is required), the approach is applicable to simultaneous de novo 
gene discovery45,48 and gene expression monitoring47 (discussed in Section 1. 1 . 2 . 4 .  2).
Targets
Although the many different applications of DNA microarrays require or entail different types of 
targets, as further mentionned in Section 1. 1. 2. 4, microarray-based analyses are in most 
cases directed to complex samples such as cellular mRNA, or RNA transcribed from genomic
49DNA. Since such long nucleic acid strands are prone to secondary structure rearrangements 
(resulting from intramolecular base pairing) that are likely to adversely affect hybridisation with 
the probes, target complexity within the sample is usually reduced by fragmentation in order to 
improve mismatch discrimination and duplex formation rates. Purity of the target RNA is also
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crucial to hybridisation, since cellular components (lipids, proteins, and carbohydrates) tend to 
promote non-specific adsorption of target molecules onto the substrate.
An important issue to consider in the preparation of the sample is the labelling of the target 
molecules for detection. Although detection schemes are currently in development that do not 
require any sample labelling (as described later), the majority of current DNA chip platforms rely 
on the incorporation of fluorescent tags in the target molecules. This is commonly achieved 
through enzymatic incorporation of fluorescently-labelled oligonucleotides into cDNA targets 
prepared by reverse transcription from mRNA, and by the use of fluorescent PCR primers in 
the case of cloned DNA fragments.
1. 1. 2. 2. 3. Kinetics and thermodynamics of hybridisation array assays 
Hybridisation in solution
Nucleic acid hybridisation is a reversible, two-step process in which the two complementary 
stretches of DNA strands first come into contact and then “zip up” to form the duplex. The 
rate-limiting step is the first one, which is controlled by a bimolecular process. Thus, 
hybridisation between free probes and free targets in solution follows a second order kinetics 50 
Parameters which affect hybridisation include strand length and structure (e.g., hairpin probes), 
base composition (GC content), molecular complexity, and molar concentrations of probe and 
target; as well as temperature, ionic strength, viscosity, pH, and presence of destabilising 
(e.g. formamide) and chaotropic (e.g. quaternary ammonium salts) agents in the hybridisation 
medium.
Mixed phase hybridisation
Overall, parameters affecting probe-target hybridisation in solution have similar effects in mixed 
phase systems.36,51 However, two-dimensional diffusion of nucleic acid target molecules over 
the surface of a microarray does contribute to the overall hybridisation process.52'54 In addition, 
the implementation of hybridisation assays in a mixed phase format requires consideration of 
the extent to which attaching probes to a substrate affects duplex formation with solution-borne 
targets.48 Even when the probes are attached at one end, as is usually the case with short 
oligonucleotides (16-25 mers), the possibility of steric hindrance effects and electrostatic 
interactions between the probes and the substrate has to be taken into account. This involves 
consideration of the distances between adjacent probes, as well as distances from the probe 
nucleobases to the surface.
Since probe molecules are bound to the substrate, their abundance is characterised by a 
surface, rather than volume, concentration. The spacing between probe molecules is fixed, and 
determined by the surface coverage density. A higher surface concentration of probes permits 
higher levels of sensitivity and dynamic range to be attained. However, for hybridisation events 
to take place, target molecules must be able to gain access to the probes, a process which can
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be impeded by steric hindrance if the density of probes is too high.49 Consequently, the 
strategy used for the attachment of the probe molecules to the substrate should provide control 
over the final probe coverage density, so as to allow for optimised performance of the 
biorecognition layer.
Likewise, the probes should be somewhat isolated from the surface of the substrate, in order to 
alleviate steric constraints between the solid support and non-complementary stretches in the 
target strands, as well as excessive charge densities. This can be achieved by the insertion of 
a spacer arm of suitable length within the probes, between the first base and the anchoring 
group, as further discussed in Section 4. 2. 2. 2.
Multiplexed, mixed phase hybridisation
Issues arising from the high levels of multiplexing that characterise microarrays include possible 
interactions between individual spots, henceforth referred to as cross-talk. The latter is 
expected to take place when conditions ensuring perfect discriminination between non-identical 
targets are not met. Obviation of cross-talk requires the use of an appropriate set of probes, 
which has to be selected in consideration of parameters such as length, GC content and 
sequence.55 For example, shorter probes allow for more efficient discrimination between 
perfect and mismatched duplexes, but since the probability of internal repetitions of the length of 
the probe within targets is increased, the length of the sample strands that can be 
unambiguously analysed decreases. Stringency conditions under which the hybridisation array 
assay is conducted are of paramount importance as well. Unless the assay is carried out on an 
active platform that enables stringency to be controlled independently at each spot (see Section 
1. 1. 2. 3. 4), thermodynamics and kinetics differences between duplexes that differ in length, 
composition and sequence can result in biasing of the final array-wide hybridisation pattern.
These issues can be addressed in oligoarrays by resorting to redundancy as part of the probe 
set design. Redundancy consists in the use of a larger set of probes, so that the array includes, 
for example, several probes that are representative of several different regions of a same gene, 
and/or mismatched probes. Redundancy has been shown to improve affinity and specificity in 
hybridisation array assays, resulting in better signal-to-noise ratios (S/N), reduced cross-talk, 
and increased dynamic range.41,43
1. 1. 2. 3. DNA chip platforms
The DNA chip concept has been translated into a whole range of platforms, based on a variety 
of substrates and assay transduction schemes. A brief overview of the state of the art as of this 
writing is given below.
1.1.  2. 3. 1. Substrates
The many properties that make glass an attractive substrate material for microarrays have been 
described above (Section 1. 1. 2. 2. 1). The use of ceramic slides as biochip substrates has
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also been reported.56 Silicon is another commonly used biochip substrate material.57,58 High 
quality (i.e. chemically pure and crystallographically well-defined) wafers are readily available at 
relatively low cost due to the widespread use of silicon in the microelectronics industry.
In addition, the latter has contributed over the years to the development of a wide range of 
microfabrication techniques59 (photolithography, wet and dry etching, metal thin film deposition 
methods) in the framework of very large scale integration (VLSI) strategies. These techniques 
are technically and economically relevant to the fabrication of microarray platforms, as 
illustrated by part of the work presented in this thesis (see Chapter 2). A definitive advantage in 
the use of silicon as a substrate is that it permits the direct interfacing of biorecognition events 
with microelectronic devices, resulting in truly “active” biochip platforms, as further discussed in 
Section 1.1.  2. 3. 4.
Non-porous polymeric materials (plastics) are gaining popularity in microfabrication technology 
due to their low cost and versatility. A number of processing techniques such as embossing, 
imprinting and molding are now commonly used for the manufacture of biochemical sensing 
modules,60 including integrated optics and microfluidics.61,62 As with silicon, further 
developments, in particular the possibility to modulate surface properties such as hydrophilicity, 
biocompatibility and electrical charge, are likely to impige directly onto microarray technology. 
Medium-density arrays of oligonucleotides attached onto planar polypropylene substrates63 
have been shown to feature low levels of non-specific adsorption and reduced steric hindrance 
effects during hybridisation. Polystyrene microtitre plates64 and poly(methylmetacrylate) 
(PMMA) substrates65 derivatised with oligonucleotide probes have also been reported.
An investigation into the use of poly(dimethylsiloxane) as a substrate material for planar and 
microchannel DNA chips is presented in this thesis (Chapters 2 and 4).
Hydrogels have also been used as substrates for the manufacture of microarrays. In this 
approach, nucleic acid probes are immobilised within the porous hydrophilic structure of a 
polyacrylamide66"68 or agarose69 film deposited on a glass slide or a silicon wafer. Coupling 
moieties co-polymerised in the matrix allow for attachment of the probes by covalent or strong 
affinity (e.g. avidin-biotin) binding. The rationale behind the approach is that the large effective 
surface area of the porous polymer matrix permits a much greater number of probe molecules 
to be immobilised as compared to a planar, non-permeable substrate. In addition, the aqueous 
nature of the hydrogel is comparable to a bulk liquid phase, although limitations to the kinetics 
of hybridisation assays are introduced by the necessary diffusion of the target molecules 
through the polymeric matrix. The relative merits of hydrogels as compared to the flow-through, 
microchannel substrates on which this thesis is based are discussed in the next chapter.
1. 1. 2. 3. 2. Structured immobilisation of multiple oligonucleotide probes 
In situ (on-chip) synthesis of oligonucleotide probes
As stated above, the direct combinatorial synthesis of oligonucleotide probes on a glass 
substrate is a well-developed process for the fabrication of oligoarrays.8,10 This approach is
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based on the use of photolabile protecting groups for the sequential activation of selected sites, 
at which oligonucleotides are synthesised base after base, in an incremental fashion. The main 
advantage of the process results from the use of ultraviolet (UV) light illumination as the 
deprotection-inducing step. UV illumination of photoactive polymeric films (photoresists) 
through contact or close proximity photomasks, a process known as photolithography, is widely 
used in microelectronics for the generation of small feature size (down to a few tens of 
micrometers) patterns. In its current implementation, the light-directed oligoarray manufacturing 
technique allows individual probe features as small as 25 x 25 pm2 to be generated on a glass 
substrate, so that more than 250,000 different probe sequences can be fitted on a half inch 
square chip surface.70
Post-synthesis attachment
In this approach, oligonucleotide probes are first synthesised using standard techniques 
(usually phosphoramidite chemistry-based44), then attached to the substrate by covalent or 
strong affinity binding. To that end, an appropriate moiety is incorporated into the probes (at 
either the 3’ or the 5’ end) during the synthesis process, so as to allow for subsequent coupling 
to the substrate. This approach benefits from the reliability, expediency and flexibility of 
automated solid-phase oligonucleotide synthesis techniques, and allows for quality control and 
assurance (QC/QA) of the probes to be carried out prior to substrate processing.
Structured attachment of a probe to the substrate is achieved either through delivery of the 
probe to a spatially defined area of a uniformly activated substrate, or by dispensing of the 
probe over the entire substrate followed by localised attachment at an actively adressable site. 
The former approach consists in “spotting” the substrate with probe solutions, using specially 
designed robots71'73 as described in Section 1. 2. 6. 3. 1. The latter approach involves the use 
of a substrate featuring an array of independently and electronically activable sites, typically 
photolithographically-defined thin metal film microelectrodes. In one such implementation, a 
probe which has been derivatised so as to bear a polymerisable monomer group (pyrrole), is 
electrochemically co-polymerised in situ within a polymer film (polypyrrole).74’75 In another such 
implementation, biotinylated probes are electrophoretically transported and accumulated at 
electronically active sites within a streptavidin-containing hydrogel layer.69
Compared to the in situ synthesis approach, post-synthesis immobilisation is characterised by 
lower density levels. The spotting method is limited by the minimum volume of solution that can 
be reproducibly dispensed as well as by the spatial resolution of the mechanical actuation 
stages. In the electronic adressing approach, although the electrode array is manufactured by 
high-resolution photolithographic techniques, the need for the electrodes to be individually 
adressable requires electrical wiring of each and every electrode, which eventually limits the 
achievable spatial resolution of sensing elements.
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1. 1. 2. 3. 3. Array density
Since the multiplexing capability of a biochip is based on the spatial distribution of sensing 
elements, the level of multiplexing of a two-dimensional (2D), planar chip is determined by both 
the feature size of the spots and the lateral dimensions of the substrate. Given the advantages 
associated with the miniaturisation of bioanalytical devices, increasing the dimensions of the 
chip is not appropriate, especially in terms of mass-transport kinetics and required amounts of 
working solutions. As seen above, the process used in the manufacturing of a microarray 
ultimately determines the maximum density that can be achieved for that particular type of 
array. However, the highest density is often not desirable. On the contrary, it can result in a 
decreased performance of the DNA chip, as a smaller spot size is accompanied by a smaller 
number of probe molecules within each spot, which in turn limits the detectability and the 
dynamic range, as well as the kinetics, of the hybridisation assay.5
The resulting tradeoff, for a biochip of given dimensions, between the level of multiplexing and 
the inherent analytical performance of each sensing element underlies the need for different 
types of DNA chips to be used in different applications. Whereas the real-life applicability of 
ultra-high-density arrays is limited by the above-mentioned considerations regarding stringency 
control, cross-talk between probes, sensitivity, and dynamic range, lower density DNA chips are 
still relevant to a number of key diagnostic and therapeutic applications, in which high levels of 
throughput are beneficial, without the need for high levels of parallelism. This includes DNA 
chips specific to a few genes (tens to hundreds) relevant to one particular disease, e.g. breast 
cancer. The microarray platform presented in this thesis belongs to this category, with a few 
hundred sensing elements per chip, most typically 256 spots ( 16x16  array).
1. 1. 2. 3. 4. Active biochip platforms
Even though a number of microarray platforms are manufactured using microfabrication 
techniques borrowed or derived from the microelectronics industry, most of these platforms are 
passive in nature in that they do not take advantage of the electronic properties of the substrate. 
For instance, assay detection is usually based on far field optical processes (typically, molecular 
luminescence methodologies such as fluorescence and chemiluminescence) rather than on 
direct electronic or electrochemical signal transduction on the substrate (see next Section). 
Likewise, fluid delivery and handling most commonly rely on mechanical schemes such as 
convective pumping.
On the contrary, active biochip platforms use electronic biasing for the control of hybridisation 
(or at least aspects of it), thereby truly bridging the fields of microelectronics and molecular 
biology.69,76,77 This approach is made possible by the fact that polynucleic acid molecules carry 
a significant electrical charge over a wide range of pH, a property that can be exploited in 
applications such as electrokinetic pumping of fluids and electronic stringency control. The
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latter allows several steps of the assay (pre-hybridisation, hybridisation, washing) to be carried 
out without physically changing buffers, and adresses some of the issues mentioned in Section 
1. 1. 2. 2. 3 by permiting independent control of the stringency conditions at individual sensing 
elements.
1. 1. 2. 3. 5. Transduction schemes for multiplexed hybridisation assays
A variety of transduction schemes are used in hybridisation array assays. These schemes have 
been either adapted from the field of biosensors,78 or developed specifically. The performance 
of the transducer (in terms of sensitivity, selectivity and dynamic range) must accommodate for 
the miniature size of the sensing elements in addition to being compatible with the high levels of 
multiplexing that characterise biochips.
Autoradiography, a technique in which nucleic acids are labelled with radioactive elements 
(most commonly 32P and 33P) was used extensively until the 1990s in conjunction with 
membrane- and filter-based assays. X-ray film now tends to be replaced by imaging plate 
devices or even charge couple devices (CCDs).79 As an imaging technique, radioactive 
detection features some degree of multiplexing capability, in addition to its intrinsically high 
sensitivity and large dynamic range; however, its low spatial resolution (of the order of 100 pm), 
sufficient for dot-blot assays, is not appropriate for microarrays. In addition, the handling of 
radiolabelled compounds is complicated by the associated legal health and environmental 
issues, as well as their limited shelf-life.
Optical detection schemes have now superseded radiography in all but a few array-based 
applications, due to their exquisite sensitivity (comparable to that of radioactive labels) as well 
as to their versatility stemming from the availability of a wide number of labelling and detection 
schemes, such as FRET (fluorescence resonance energy transfer),50 that provide high 
selectivity at the molecular level. Implementation of fluorescence and chemiluminescence 
detection in DNA chip technology is further discussed in Chapters 3 and 7 of this thesis.
Far-field optical imaging techniques are particularly well suited to multiplexed detection from 
high-density arrays. The high spatial resolution, below 1 pm, of imaging optics such as 
microscope objective lenses is at least one order of magnitude higher than the density of 
sensing elements on the surface of a microarray. In addition, true imaging detectors such as 
digital CCD cameras are now available that feature high levels of sensitivity, dynamic range 
(16-bit digitation is available) and image resolution (with pixels down to a few micron square). 
The obtention of imaging data in digital format facilitates subsequent data analysis and 
archiving. Confocal scanning microscopy has been implemented in microarray applications that 
require extremely high levels of lateral and axial resolution. In this approach, a point detector 
(typically a PMT, photomultiplier tube) is used in conjunction with high-resolution optics, the 
imaging capability deriving from two-dimensional mechanical scanning of the optics relative to
39the array followed by digital image reconstruction.
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Optical sensing has also been succesfully implemented in microarray formats. Here, we refer to 
optical sensing as near- or far-field techniques in which the chip substrate plays an active role in 
the propagation of the incoming stimulus and resulting signal electromagnetic radiation. This 
differs from the imaging schemes mentioned above in which the substrate is not actively 
involved in light propagation, thereby allowing physical separation between a biochip and its 
imaging system. The multiplexed detection capability of optical sensing schemes comes from 
the multiplication of the number of sensing elements according to the pattern of biorecognition 
sites on the substrate. Highly sensitive DNA arrays using evanescent-field fluorescence
OCk A f i  P Aexcitation have been constructed, based on fibre optics ’ and planar waveguide devices.
Also in this category are the highly multiplexed sensors based on imaging fibre optics 
developed by Walt et a/.81,82
Electrochemical and electronic sensing are attractive analytical detection schemes for 
microarray technology due to the miniaturisation and integration possibilities offered by the 
development of molecular electronics. A distinction can be made between electrochemical 
sensing, in which faradaic currents resulting from electron transfers occuring during redox 
processes are measured,83 and electronic sensing, which is based on the measurement of 
changes in the properties of a biorecognition layer considered as part of an electrical circuit. 
Indirect electrochemical detection of DNA hybridisation based on charge transduction 
measurements has been demonstrated, using redox-active intercalators bound to DNA-modified 
Au surfaces, whose electrochemical properties are sensitive to single-base mismatches within 
the duplexes.84 Examples of electronic transduction include field effect, impedance,85 and 
dielectric86 sensors. The main challenge involved in making these detection schemes suitable 
to microarrays concerns multiplexing, spatial resolution, and sensitivity.
Mass spectrometry has also been applied to DNA microarrays.87 In this approach, a primer 
extension chemistry is used to generate gene-specific products, each with a unique molecular 
weight, that are subsequently arrayed onto a silicon substrate. Each spot incorporates light 
absorbing crystals that form a desorption / ionisation matrix specially optimised so that the 
primer extension products can be analysed by MALDI-TOF (matrix assisted laser 
desorption/ ionisation - time-of-flight) mass spectrometry, in a sequential (scanning) fashion.
The expediency and accuracy of the approach is well suited to high throughput screening.
1. 1 .2 .4.  Applications of DNA chips
Although the analytical ability of DNA chips is based exclusively, at the molecular level, on 
nucleic acid hybridisation events, the importance of DNA and RNA as biological markers hints 
at a wealth of applications for microarrays in such varied fields as diagnostics and drug 
discovery. These applications can be broadly classified into two categories, sequence and 
polymorphism analysis on the one hand and gene expression on the other hand.
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1. 1 .2 .4 .  1. Sequence and polymorphism analysis
Sequencing by hybridisation (SBH) using oligoarrays has been implemented as a 
high-throughput alternative to the traditional Sanger sequencing method.88 The latter, which 
involves PCR amplification of a target sequence of interest followed by gel-based analysis 
(electrophoretic separation) of PCR products, is a laborious technique hardly appropriate to 
large-scale efforts such as the Human Genome Project.
The limited number of complementary units involved in the process of nucleic acid hybridisation 
(two pairs of nucleobases) is at the source of the concept of a universal or generic array, in 
which all possible 4n probes of length n are present on a single chip. Such an array theoretically 
allows the discrimination between targets of moderate length, and can therefore be applied to 
sequencing by hybridisation. An experimental validation of this approach has been 
demonstrated through the sequencing of 1100 base-long samples using a generic 7-mer 
oligoarray (47 = 8,192 different probes).85 The power of SBH can be enhanced by contiguous 
stacking hybridisation (CSH),89 which allows larger DNA strands (megabase-long) to be 
analysed without having to resort to prohibitively complex generic chips (n > 13).
Apart from its role in sequencing the genome of model organisms (human included), SBH is 
widely used in the analysis of genetic polymorphisms, which can be seen as a “quasi­
sequencing” application.90,91 For example, polymorphism analysis of kilobase-long DNA has 
been achieved using a generic 9-mer chip92 featuring 49 = 262,144 different probes, fabricated 
through the in situ photolithographic process described in Section 1. 1. 2. 3. 2. Besides, 
identification of mutations by differential hybridisation with allele-specific oligonucleotide (ASO) 
probes37 has been employed in the diagnosis of genetic diseases, and in the detection 
and/or identification of infectious agents in human blood or tissue. Polymorphism analysis 
is also employed in forensics, in paternity testing, and for environmental protection.
1. 1. 2. 4. 2. Gene expression analysis
Principle and benefits of microarray-based gene expression analysis
The analysis of gene expression levels can be achieved by hybridisation of cellular mRNA 
(or cDNA representations thereof) with appropriate genetic markers, such as Expressed 
Sequence Tags (ESTs). Since the associated hybridisation assays can be implemented in 
a mixed-phase format, microarray technology provides a high-throughput route to gene 
expression determination; in effect, the high levels of multiplexing characteristic of microarrays 
make it possible to infer gene expression profiles of up to several thousands genes from a 
single hybridisation experiment in which a complex target sample containing many sequences 
in various amounts is assayed against the array.5 In fact, this approach allows for the whole 
genome of certain organisms to be analysed at once, as is the case for yeasts whose entire 
genome (circa 6,000 genes) has now been put on a chip.93
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Information concerning the function of a gene can be gained by differential expression 
analysis,45,48 94’95 in which the expression level of a gene of interest in a test or activated cell 
state (e.g. after the cell has been subjected to the action of a drug) is compared to the 
expression level in a reference or resting state. An additional dimension to multiplexing, 
provided by multicolor fluorescence detection, allows for mRNA from both the resting and 
activated cell states to be assayed against the array simultaneously,45 in a competitive 
hybridisation process (a feature that is not possible with radioisotope detection). This approach 
requires test and reference targets to be labelled with distinct, spectrally discriminable 
fluorophores, and assay detection to be carried out through the two corresponding optical 
channels.
If randomly chosen cDNA clones, rather than ESTs, are used as probes, differential expression 
analysis can be the first step in a de novo gene discovery strategy, in which the second step 
involves the characterisation by sequencing of those mRNAs that exhibit differential expression. 
Simultaneous gene discovery and sequence determination are possible through the use of 
generic oligoarrays.96
Technical requirements
The successful conduction of multiplexed gene expression analysis requires the use of a 
microarray platform with high intrinsic sensitivity, so that hybridisation events associated with 
genes with low expression levels (transcripts that represent < 1:100,000 (w/w) of the total mRNA 
sample) can be unambiguously detected. In addition, the dynamic range of the assay must be 
large enough to allow for the simultaneous measurements of a wide range of expression levels. 
For example, Schena et a/.45 have shown that the expression levels for heat shock and phorbol 
ester-regulated genes in human T (Jurkat) cells vary from < 1:100,000 to >500:100,000, which 
represents 2.7 orders of magnitude. Another requirement is the ability to detect low levels of 
differential expression (lower than 2-fold45).
Such high levels of intrinsic performance must be accompanied by high levels of instrumental 
performance, due to the experimental conditions in which hybridisation array assays are carried 
out. Microarray-based gene expression measurements follow the reverse dot blot approach, in 
which the sample consists of a complex target containing a large number of sequences at 
different concentrations. As the sample is prepared with mRNA extracted from tissue, a low 
amount of each sequence is present in the complex target (in effect, each probe sequence 
immobilised on the array is in large excess over its cognate target present in the sample). In 
addition, the simultaneous measurement of abundance levels for each of the sequences 
present in the complex target requires that microarray readout takes place in the initial phase of 
the pseudo-first order hybridisation process, when the kinetics are linear and the signals are 
proportional to the concentration of target molecules present in the sample (in addition to being 
proportional to the number of probe molecules present within each sensing element, and the 
hybridisation time). These conditions are only realised when a small fraction of the probe
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molecules present within each sensing element is hybridised with targets.5 Generally, an 
attomole-range level of sensitivity for probe-target duplexes is required. In the case of 
traditional planar glass microarrays such as those used by Schena et al., this level of 
performance is achieved through the use of two-color confocal scanning epifluorescence 
microscopy as the detection scheme.
1. 2. The flow-through microchannel DNA chip platform: concept and implementation
1 .2 .1 .  Introduction
In this section, the concept of the flow-through microchannel DNA chip is presented. The 
underlying rationales are discussed, in terms of potential advantages and limitations with 
respect to traditional planar platforms. Possible strategies for the implementation of the concept 
are considered.
1. 2. 2. Limitations of current DNA chip platforms
The state of the art in DNA chip technology has been presented in Section 1.1.  As stated, 
current platforms are based on essentially two types of configurations, namely: planar, non- 
permeable substrates on the surface of which probes are immobilised (two-dimensional biochip 
morphology); and porous substrates, such as hydrogel layers or nylon membranes, with probes 
immobilised inside the polymeric matrix (three-dimensional morphology).
In hybridisation assays performed in the framework of gene expression measurements, the 
experimental conditions used are such that signals are proportional to the number of probe 
molecules present within a single sensing element in the array.5 Therefore, the sensitivity of a 
DNA chip is related to the effective surface area of substrate covered by each individual spot.
In the case of DNA chips based on the two-dimensional morphology, increasing the amount of 
probe per spot increases the effective feature size of the spots, which in turn may result in a 
decrease in the spot density. Likewise, the number of probe molecules present within each 
sensing element determines the intrinsic dynamic range of the chip. A higher dynamic range 
can therefore only be achieved either by lowering the spot density, and/or by increasing the 
lateral dimensions of the substrate.
Another limitation of planar DNA chips is concerned with the time frame of the assays. In the 
common implementation of static assays, in which the array is covered with a thin film of sample 
and capped by a coverslip to prevent evaporation,45 hybridisation kinetics are controlled by the 
diffusion of a target molecule towards its cognate probe. Accordingly, for a given concentration 
of targets in the sample, assay times increase as the overall lateral dimensions of the array 
increase, since the distances over which mass transport must take place before a target 
reaches its cognate probe increase. Even if mass transport is enhanced by, for example, forced
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convection of the sample over the array, a 10-100 pm thick stagnant layer of fluid remains
97through which targets must diffuse to reach the probes.
DNA chips based on a three-dimensional matrix feature a larger effective surface area as 
compared to planar, non-permeable substrates, permitting a greater number of probe molecules 
to be immobilised within a spot of identical lateral dimensions. However, the kinetics of 
hybridisation are detrimentally altered by the slower diffusion of target molecules through the 
polymeric matrix.
1. 2. 3. The flow-through microchannel DNA chip concept
The above-mentioned limitations of DNA microarrays have prompted the design of a novel 
platform, which relies on the use of microstructured solid substrates to provide increased
98bioanalytical performance. The concept is schematically represented in Figure 1-1.
Array of
microchannels
Spots of nucleic 
acid probes
Flow-through 
DNA chip
Figure 1-1. The three-dimensional, flow-through microchannel DNA chip concept. Nucleic acid probes are 
immobilised, in the form of discrete spots, within the microchannels of a uniformly porous substrate (each 
spot encompassing several microchannels). Hybridisation events take place upon flowing the sample 
through the chip.
This three-dimensional (3D) biochip configuration is based on uniformly porous substrates that 
feature an array of discrete, ordered, high aspect ratio (defined as the ratio between channel 
length and channel diameter) microchannels. Probe molecules (oligonucleotides or cDNA) are 
immobilised on the walls of the microchannels, using a post-synthesis attachment protocol. 
Hybridisation events between the probes and solution-borne target molecules take place whilst
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flowing the sample “through” the chip, if necessary in an iterative manner. Note that, because 
of the typically small feature size of the microchannels (a few micrometers) as compared to the 
volume dispensed to produce a single spot (a few nanoliters), each spot typically encompasses 
tens to hundreds of channels.
Structurally speaking, a flow-through microchannel chip can be seen as a microporous 
membrane, such as those used in microfiltration, whose pores are cylindrical and uniform in 
size, i.e. a homoporous membrane.99,100 From a functional point of view, it is appropriate to 
consider a flow-through microchannel DNA chip as a multiplexed set of mixed phase, 
affinity-based separation columns. Each 3D spot, consisting of a group of microchannels within 
which probe molecules of identical sequence are attached, has the ability to retain a particular 
analyte (a target molecule that is complementary to the probe sequence of that spot) selectively 
to others (targets that are non-complementary to the probe). In this respect, each 3D spot or 
flow-through biorecognition element acts as an solid-phase extraction column. Each individual 
microchannel that is part of a 3D spot functions as an open-tubular capillary column. The 
pooling of several of these biorecognition elements on a single microchannel chip, to which a 
given sample is applied (in effect, “eluted” through the chip), is conceptually similar to a 
multiplexed capillary column analysis.
1. 2. 4. Potential advantages of the flow-through microchannel DNA chip configuration
The potential advantages that are expected to result from the use of microchannel substrates 
are many-fold. Firstly, in terms of intrinsic assay performance, the increase in effective surface 
area, brought about by extension into the third dimension, permits an increased number of 
probes to be immobilised within a spot of given feature size, as compared to a 2D planar 
substrate. The higher number of probe molecules immobilised within each spot is expected to 
provide a higher dynamic range, as well as a higher sensitivity (refer to Section 
1. 1. 2. 4. 2 above). In addition, the high surface-to-volume ratio characteristics of the 
microchannel substrates can possibly result in smaller sample and reagent volume 
requirements.
Secondly, enhanced hybridisation kinetics are expected, due to the flow-through capability of 
the microchannel configuration. Forced convection of the sample within the microchannels can 
be used to supplement diffusion in bringing target molecules into contact with their cognate 
probe. In effect, each microchannel acts as a miniature analytical chamber, in which 
mass-transfer kinetics are enhanced by spatial confinement, a consequence of the stagnant 
fluid layer being reduced to the radius of the channels (typically 5 pm, versus 10-100 pm on 
planar substrates).
Thirdly, the microchannel configuration is expected to be beneficial to the process of probe 
immobilisation. Liquid dispensed onto the surface of a microchannel substrate is drawn into the 
microchannels by capillarity, while the non-interconnected nature of the channels prevents 
lateral diffusion of the spotting solution (unlike the case of porous substrates such as hydrogel
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pads and nylon membranes). As a result, probe spots are expected to present a smaller 
footprint than on planar or porous substrates, as well as a higher uniformity of probe distribution.
Experimental demonstrations of the potential advantages provided by the use of microchannel 
substrates are given over the next chapters. In particular, the enhanced sensitivity and dynamic 
range of flow-through microchannel DNA chips with respect to planar DNA chips are 
demonstrated in Chapter 6.
1. 2. 5. Technical challenges associated with the use of microchannel substrates
The morphology of microchannel biochips has been designed to enhance intrinsic bioassay 
performance, as discussed above. However, this very morphology brings specific technical 
constraints as compared to traditional DNA chip configurations based on planar, non-permeable 
substrates.
In terms of probe attachment chemistry, photochemical methods (including photochemical 
immobilisation and in situ photoactivated oligonucleotide probe synthesis), as well as 
microcontact printing techniques, are obviously not implementable on high aspect ratio 
microchannel substrates. Mechanical spotting appears to be the only applicable approach.
This has important consequences in terms of array density, as discussed later. Besides, the 
particular morphology of the substrate provides particular wetting properties that are likely to 
affect liquid-phase surface modification reations.
In addition, the high aspect ratio microchannel structure of the substrate complicates qualitative 
and quantitative analysis of the biorecognition layer. The latter is not readily accessible for 
probing by usual surface analysis techniques, due to the active sensing layer being localised to 
the walls of the microchannels. Techniques commonly used in surface science, such as atomic 
force microscopy (AFM), X-ray photoelectron spectroscopy (XPS), goniometry, and 
ellipsometry, which have all been successfully applied to the characterisation of 
two-dimensional DNA chips,101 are not directly applicable to 3D microchannel substrates.
Imaging methods based on the projection of particles onto a two-dimensional detector 
(fluorescence, autoradiography) are more readily implementable, but the information obtained 
is, at best, semi-quantitative.
For the same reason, a number of transduction schemes that have been successfully 
implemented with 2D biochips are incompatible with the 3D microchannel configuration.
In particular, schemes in which the substrate plays an active role, such as near-field optical 
methods28 and electrochemical methods,84 can not readily be applied to microchannel chips.
The use of far field optical methods (fluorescence, chemiluminescence) is a priori not 
incompatible with 3D substrates, but specific procedures have to be developed and optimised 
before sufficient levels of instrumental performance (as mentionned in Section 1. 1. 2. 4. 2) 
can be attained from these methods, when used in conjunction with microchannel chips; 
in particular, the bulk optical properties of the substrate have to be taken into account.
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Fluidics is an important aspect of the flow-through microchannel biochip approach. Flowing the 
sample solution through the chip is expected to provide increased mass transport and diffusion 
gradient breakdowns within the microchannels, giving enhanced assay kinetics. However, the 
delivery of a target molecule to its cognate probe requires consideration of the fact that the 
non-interconnected nature of the microchannels prevents lateral diffusion of target molecules 
from one spot to the next within the 3D structure. As all the target molecules should be given 
an opportunity to interact with their respective complementary probe, some kind of external 
mixing process is necessary to ensure target redistribution across the array.
Overall, the morphology of the substrate is expected to play a crucial role in determining the 
bioanalytical performance of 3D, flow-through microchannel biochips. Assay kinetics are 
expected to be enhanced by a decrease in channel diameter. Sensitivity and dynamic range 
are likewise expected to be enhanced by a decrease in channel diameter, as well as by an 
increase in the thickness of the chip. However, decreasing the diameter of the channels while 
increasing their aspect ratio is likely to adversely affect the fluidics and detection processes, 
through increased resistance to sample flow, increased probability of channel blocking, and 
reduced optical detection efficiency.
1. 2. 6. Implementation of the flow-through microchannel configuration for DNA chip 
applications
In this section, technical issues regarding the implementation of the flow-through microchannel 
biochip concept into a functional, performant platform for nucleic acid hybridisation assays are 
discussed. These issues concern substrate materials and morphologies, strategies for the 
attachment of nucleic acid probes to the substrate, fluidics, and hybridisation detection. The 
technical choices that have been made regarding each of the aforementioned issues are stated 
and briefly justified, so as to provide the reader with an overall picture of the microchannel chip 
platform as well as a first insight into the various aspects of the work carried out in the 
framework of this thesis. Further characterisation, validation and subsequent technical 
developments are presented in more details in the next chapters.
1. 2. 6. 1. MicroChannel substrates 
1. 2. 6. 1. 1. Requirements
Materials suitable for use as substrates in the flow-through biochip approach described above 
have to feature a regular array of ordered, discrete microchannels. In addition, the material 
must be amenable to surface modification and/or derivatisation so as to permit the tethering of 
nucleic acid probes to the walls of the channels. As the high aspect ratio morphology translates 
into high surface-to-volume ratios, undesirable surface effects such as non-specific binding 
through physisorption have to be considered in the choice of the material. The substrate must
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also be compatible with bulk liquid transport processes such as convective pumping, and thus 
must exhibit a low resistance to flow as well as a sufficient level of mechanical resiliency.
Finally, the substrate must allow for the implementation of an analytical detection scheme 
suitable for mixed phase nucleic acid hybridisation assays.
1. 2. 6. 1.2.  Envisioned materials
Two existing materials have been initially identified as likely candidates for flow-through biochip 
substrates: microchannel glass (which is commercially available) and macroporous silicon. The 
applicability of deep dry etching techniques for the fabrication of microchannel silicon substrates 
has also been assessed in the framework of this thesis. In addition, investigations into the use 
of polymeric materials for flow-through DNA chip applications have been conducted, based on 
poly(dimethylsiloxane), PDMS.
MicroChannel glass
Nanochannel glass (NCG) materials were first described by Tonucci et a/.102 NCG materials are 
essentially glass structures containing a geometrically regular array of parallel channels as 
small as 33 nm in diameter, with packing densities in excess of 3 x 1010 channels per square 
centimeter, that can be fabricated in various array configurations. The initial impetus behind the 
development of NCG substrates stemmed from the fact that their morphology, combined with 
their ability to withstand temperatures in excess of 600°C without deformation, made these 
materials suitable as host or template structures for the development of quantum-confined 
semiconductor systems. The process used to fabricate NCG materials is applicable to the 
production of larger scale structures, with feature sizes in the 1-50 pm range and aspect ratios 
up to 60:1. These microchannel glass (MCG) structures are routinely used as in-line filters for 
liquids, and thus, unlike NCG substrates, exhibit the flow-through capability required for the 
envisioned biochip platform. The geometrical regularity of MCG implies that the surface 
available for the attachment of biomoiecules is well defined. Other applications of MCG 
materials include gas-flow collimation, X-ray collimation, differential pressure barrier, and optical 
beam splitters.
Macroporous (photoelectrochemically etched) silicon
The formation of nanoporous silicon by anodic conversion of crystalline silicon in hydrofluoric 
acid (HF) was first reported by Turner in 1958.103 In the early 80s, Beale et al. published 
systematic studies of the effects of silicon dopant type, resistivity, current density, and HF 
concentration on the formation and properties of nanoporous silicon.104 Interest in the material 
widened after the discovery of the room temperature photoluminescence of porous silicon, 
a phenomenon resulting from the increase of the energy bandgap of silicon into the visible 
range by quantum confinement effects.
In 1990, Lehmann modified the photo-assisted electrochemical etching process initially 
developed by Turner, and achieved deep etching (several hundred microns) of vertical pores,
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with feature sizes in the high nanometer - low micrometer range, arranged according to a 
pre-patterned array, in n-type silicon wafers. Lehmann proposed a mechanism for the formation 
of these photoelectrochemically etched trenches, and provided an experimental validation of his 
model.105,106 Lehmann’s work has open routes towards the fabrication of highly regular 
structures with custom pore geometries. The latter are possible within certain limits of 
crystallographic orientation and doping density of the substrate,107 and require the 
precalculation of etching parameters, namely applied electrical bias, illumination intensity, HF 
concentration, and pore initiation pattern. In this thesis, the term macroporous silicon is used to 
refer to photoelectrochemically etched silicon substrates featuring well-defined, regular trenches 
with 1-20 pm feature sizes and 30:1 to 250:1 aspect ratios.
Deep dry etched silicon
A whole range of “dry” (i.e., gas phase) subtractive processes have been available from the 
early 1970’s onwards that allow for the transfer of photolithographic patterns into dielectric and 
semiconductor materials, in particular glass, quartz and silicon. Recently developed dry etch 
techniques provide high levels of anisotropy in the etching process, making high aspect ratio 
microstructuring possible. In particular, one type of process108 has been shown to allow for 
deep (> 300 pm) and highly anisotropic (aspect ratio > 20:1) etching of silicon, as would be 
required for the fabrication of microchannel substrates to be used in flow-through DNA chip 
applications. This process, referred to as Advanced Silicon Etch (ASE™), relies on the 
alternating of etching periods and protective polymer deposition steps (for sidewall passivation) 
to yield highly anisotropic etching profiles.108 Typically, a high-density, inductively coupled 
plasma (ICR) is used to drive dissociation, ionisation and attachment reactions of the fluorine 
reagent within the etching chamber, generating highly reactive species at moderate 
temperatures (between 25°C and 250°C). In addition, plasma-induced polymerisation is used to 
coat the sidewalls of the structures being etched with a Teflon-like [(-CF2-)n] polymeric layer that 
inhibits lateral etching. The fluorine plasma process has potential capability for high aspect ratio 
(in excess of 40:1) etching, with highly vertical walls over large (> 500 pm) etching depths, as 
would be appropriate for the fabrication of microchannel DNA chip substrates.
Poly(dimethylsiloxane), PDMS
Poly(dimethylsiloxane) is an elastomeric polymer that readily lends itself to imprinting or molding 
into small feature size (sub-micrometer), and/or high aspect ratio, structures. A wide range of 
microelectromechanical, optical and microfluidics components have been realised by casting 
liquid siloxane prepolymer against a positive relief master, followed by heat-induced curing and 
release.19 The master can be made of glass, silicon or another plastic (polyurethane, PMMA).60 
Therefore, by imprinting PDMS against an array of self-standing high aspect ratio pillars 
(fabricated by, for example, deep dry etching of silicon), it might be possible to fabricate 
microchannel PDMS structures with dimensions suitable for use as flow-through DNA chip 
substrates. Although cured PDMS is elastomeric in nature, its bulk optical properties are similar 
to glass, with a very low extinction coefficient above 230 nm and a refractive index of 1.43.19
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The surface properties of PDMS are characterised by an inherently low surface energy, hence a 
low reactivity that does not support direct surface modification. However, surface oxidation of 
PDMS into a silica-like material, followed by derivatisation through organosilane chemistry, has 
been reported.109 This opens routes for the tethering of nucleic acid probes to PDMS surfaces, 
in particular the sidewalls of PDMS microchannel substrates.
The fabrication of macroporous silicon, imprinted PDMS and deep dry etched silicon 
microchannel substrates is presented in the next chapter. Methods for the derivatisation of 
glass, silicon and PDMS substrates to produce functional DNA chips are presented in 
Chapter 4.
1. 2. 6. 2. Capture probe attachment chemistry 
1. 2. 6. 2. 1. Requirements
As mentionned in section 1.2.2.  3, the choice of an appropriate strategy for the attachment of 
nucleic acid capture probe molecules to the substrate is crucial to the obtention of a 
biorecognition layer with satisfactory, if not optimised, performance. The probes must be 
tethered to the substrate in a permanent and functional fashion. It is necessary to alleviate 
steric crowding and excessive charge densities that can hinder duplex formation, as well as 
minimising detrimental surface effects, such as non-specific binding of sample components. 
Stability of the biorecognition layer must be ensured in the operating conditions used for 
hybridisation, as well as upon storage and handling of the chips. In addition to these 
requirements pertaining to the performance of the biosensing layer, additional constraints 
associated with the use of microchannel substrates, as mentionned above, have to be taken 
into account.
1.2.6.  2. 2. Possible strategies
A number of strategies are reported in the literature that allow for the immobilisation of (often) 
derivatised nucleic acids to solid substrates, for use in mixed phase hybridisation assays.
Physisorption
Non-chemical strategies, based on physisorption mechanisms (i.e., electrostatic, hydrophilic 
and hydrophobic interactions) have been used in nylon membrane-based, mixed phase 
hybridisation assays. Conventionally, the probes are attached to the substrates through 
essentially ionic interactions between the positively charged amino groups of the nylon support 
and the negatively charged phosphodiester backbone of the nucleic acid probes. The same 
mechanism has also been applied to glass surfaces coated with lysine or casein110 or 
derivatised with an aminosilane film.111 However, these strategies only yield low probe densities 
and do not allow for control of strand orientation and attachment sites (giving poor biochemical 
functionality and resulting in relatively low hybridisation kinetics). Moreover, the significant
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effect of physico-chemical parameters such as pH, ionic strength and temperature on the 
stability of physical bonds does not ensure long-term functionality of the immobilised probe 
molecules (which might leach from the surface over the course of an hybridisation assay). 
Therefore, probe adsorption methods are not appropriate for quantitative hybridisation assays 
over a reasonably wide range of experimental conditions and do not allow for repeated use of 
the sensing layer.
Covalent attachment
Covalent bonds are much less affected by ionic strength, temperature and pH conditions than 
physical bonds. Thus, chemical immobilisation via covalent binding is the preferred method for 
the permanent and functional immobilisation of biomolecules to solid substrates in biosensing 
applications, especially if reusability of the chip is intended. Reusability of a DNA chip requires 
that probe-target hybrids be dissociated without the functionality of the sensing layer to be 
affected. In particular, probe attachment and conformation should not be altered by the 
regeneration step, and tendency for non-specific binding should not increase. Alternatively, 
a calibration function should provide compensation for changes in the response curve over 
repeated use.29
Covalent attachment of cDNA and genomic DNA probes onto amino group-bearing surfaces 
can be achieved through photoinduced cross-linking. UV-irradiation at 254 nm (at dose levels 
of a few hundred mJ cm'2) has been reported to form covalent bonds between the thymine 
residues of the DNA probe and the amino groups present on the surface of an aminosilane- 
coated substrate, due to the high reactivity of primary amino groups with light-activated 
thymines.112 If required, the non-reacted surface amino groups can subsequently be reacted 
with succinic anhydride to reduce the positive charge at the surface. However, this approach 
has limitations, mainly possible nicking of the DNA probes by over-irradiation, and/or low 
functionality of the probes resulting from the nucleobases being involved in the binding to the 
surface.
Maximum functionality is obtained through single-point attachment, preferably end-attachment, 
of the nucleic acid probe molecules to the surface. Two to three orders of magnitude higher 
hybridisation rates have been reported, in the case of oligonucleotide probes, for strand- 
terminus immobilisation as compared to adsorption methods with no control over strand 
orientation and attachment sites.80 The observed enhancement in performance probably results 
from both a higher probe coverage within each spot and a higher level of functionality for each 
probe molecule. One constraint of the end-attachment approach is that derivatisation of nucleic 
acid probes with a reactive moiety is necessary. In addition, the use of a cross-linking adduct is 
usually required.
Chemisorption
Gold-thiol interactions (binding of sulphur head groups as thiolates at three-fold hollow sites at 
the Au{111} crystal lattice) have been applied to the formation of self-assembled layers of
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mercapto-terminated oligonucleotides on gold-coated surfaces, and these assembly have been 
used in mixed-phase hybridisations51,83,113,114
Affinity binding
A viable alternative to the covalent immobilisation of probe molecules to a solid substrate is 
provided by antibody-hapten and vitamin-protein biochemical systems, which exhibit strong 
affinity and high selectivity. The pairing of (strept)avidin and biotin, with an affinity constant 
Ka = 1015 M'1, is widely used in bioassay design. Biotinylated probes attached to surface-bound 
avidin have been used successfully in hybridisation assays.69,115 However, this approach 
restricts the hybridisation procedure to experimental conditions that do not lead to degradation 
of the protein. Denaturation of avidin is unavoidable over a certain temperature, leading to 
irreversible damage of the sensor surface.115 This limits the possible use of heating to enhance 
hybridisation selectivity, as well as the use of heat-induced denaturation steps.29 In addition, 
the use of affinity binding for probe immobilisation does not alleviate the need for immobilisation 
of the avidin-bearing compound to the substrate, which is usually achieved by covalent binding.
1. 2. 6. 2. 3. Approach used in this thesis
Immobilisation strategies based on gold-thiol interactions are not applicable to microchannel 
substrates, due to the difficulty of coating the walls of high aspect ratio structures with an 
appropriate thin metallic film. However, the fact that all the envisaged microchannel materials 
described above (glass, silicon and PDMS) can be treated to exhibit silica-like surface 
properties suggests the possibility of using organosilane chemistry as a route to functionalise 
the substrates with nucleic acid probes. The required incorporation of a nucleophile moiety at 
the 3’ or 5’ end of the oligodeoxynucleotide probes is readily achieved during synthesis.116 The 
development of a procedure for the covalent attachment of nucleic acid probe molecules to 
planar glass, silicon and PDMS substrates using organosilane chemistry is presented in details 
in Chapter 4. The extension of the procedure to microchannel substrates (taking into account 
the specific wetting properties of the latter) is presented in chapter 6. The biotin-avidin system 
was not used for probe immobilisation; instead, it was used in post-hybridisation staining 
schemes, with biotinylated targets, as an alternative to direct fluorescent labelling of the targets.
1.2.6.  3. Arraying of capture probes onto microchannel substrates
1. 2. 6. 3. 1. Requirements
As stated above, mechanical spotting is the only viable approach for the structured 
immobilisation of multiple biorecognition sites on microchannel substrates. In the context of this 
thesis, microchannel DNA chips were initially produced by manual spotting, using a micropipette 
to deliver droplets of probe solutions. This approach is obviously limited in terms of 
reproducibility and array density, because of the large dispensed volumes resulting in
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accordingly large spots. A number of microarraying techniques, presented below, is available 
for the automated dispensing of nucleic acid probes at high densities onto biochip substrates. 
The microarraying of microchannel biochips requires careful selection of the printing mechanism 
used, due to the specificity of the 3D, high aspect ratio characteristics of the substrate.
1. 2. 6. 3. 2. State of the art in microarraying technology
A number of so-called microarrayers have been developed for the automated, sub-microlitre 
dispensing of nucleic acid probe solutions (or other biological samples) onto biochip 
substrates.71'73 All consist in a computer-controlled XYZ positioning stage fitted with a print 
head. The positioning stage serves essentially to move the print head from a source reservoir 
(typically, a 96- or 384-well plate) from which a given volume of probe solution is loaded into the 
tip, to the precise location on the substrate where a spot is to be deposited. The performance of 
positioning stages is determined by a number of parameters such as repeatability, accuracy, 
resolution and linear velocity of positioning.
Contact vs non-contact printing
Microarray printing technologies can be broadly classified into two categories, according to the 
type of print head and independently of the positioning stage: contact and non-contact 
dispensing. The former involves direct contact between a rigid print head and the biochip 
substrate. Various printing devices have been developed, such as solid pins, split pins, 
Pin-and-Ring™, capillary tubes, and tweezers. With these devices, a small volume of sample is 
expelled by tapping the tip onto the substrate with a force sufficient to break the meniscus of 
loaded sample. A more elaborate alternative is the Micro Spotting pin configuration, which is 
based on the “ink stamp” principle, whereby a small amount of liquid (between 0.25 and 2.5 nL) 
is withdrawn from the loaded tip by the attractive force of the substrate. The tip dimensions, as 
well as the relative surface energies of the pin, fluid, and substrate and the viscosity of the 
sample, determine the size of the spot.
In non-contact dispensing techniques, derived from the ink-jet printing industry, drops are 
ejected from a nozzle onto the biochip substrate, with a kinetic energy that is lower than the 
surface energy of the substrate, so as to avoid splashing or splitting of the drop. Two principal 
types of ink-jet devices are used in microarraying technology: syringe-solenoid devices and 
piezoelectric devices. The former combine a high-resolution syringe pump with a microsolenoid 
valve. Sample is loaded into the tip by withdrawing the syringe plunger, and ejection of a 
droplet takes place upon opening the solenoid valve after the sample has been pressurised by 
the syringe. The relative simplicity of this dispensing mechanism has been shown to be highly 
reliable for minimum dispensing volumes of the order of 4-5 nL. Piezoelectric dispensing 
technology relies on a piezoelectric crystal to exert radial pressure a capillary tip (into which 
liquid has been drawn through actuation of a syringe pump), thereby ejecting a small amount of 
sample. This mechanism is characterised by inherently high dispensing frequencies (up to 500
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spots per second) and low dispensing volumes (down to 350 pL), due to the fast response time 
and small deflection characteristics of the crystal.
Microarrayer performance
While each microarraying tool is characterised by a range of spot dimensions and array 
densities that can be achieved (on a given type of substrate), other practical issues have to be 
taken into account in assessing the overall performance of a microarrayer, in particular in a 
large-scale production settings. For a given printing device, the loading or uptake volume 
determines the number of spots of identical composition that can be printed from a single 
sample loading. If the uptake volume is small and/or the number of arrays to be printed in a 
single run is large, re-loading the printing tip with the sample might be necessary. Between the 
printing of two sets of non-identical spots (i.e. two probes of different sequences), cleaning of 
the tip is necessary in order to alleviate contamination by carry-over. Thus, the level of 
throughput that can be achieved by a microarrayer, for a given number of arrays to be printed in 
a single run, is determined by the duration of one printing cycle, i.e. loading, printing, and tip 
washing and drying. Also to be considered is the minimum sample volume that needs to be 
present in the source reservoir to permit correct loading of the printing tips. Contact dispensing 
devices require less sample than non-contact devices (typically, 5 pl_ versus 20-50 i^L) for a 
given total delivered volume and thus are more efficient in terms of sample use.
1.2.6.  3. 3. Microarraying of microchannel DNA chips
Among the variety of microarraying techniques available, contact printing devices are not 
expected to be compatible with microchannel substrates, since the latter do not present a 
uniformly flat surface to the printing tip (the walls of print pins are as close as 20 urn apart, 
whereas the diameter of microchannels is typically 10 p.m), and capillary action from the 
microchannels can cause wicking of liquid from the dispensing tip. In addition, microchannel 
substrates present a lower structural rigidity and are more prone to scratches than flat glass 
slides. Thus, non-contact printing technology is required for the production of microchannel 
biochips. Implementation and experimental investigations of microchannel chip microarraying 
are presented in Chapter 5.
1.2. 6. 4. Fluidics
1. 2. 6. 4. 1. Requirements
Design and implementation of an appropriate fluidics scheme is a key issue in the flow-through 
microchannel DNA chip approach.
For a multiplexed heterogeneous hybridisation assay to be successful, all the target molecules 
should be given an opportunity to interact with their respective complementary probe.
Therefore, redistribution of the target molecules over the whole capillary array must be ensured.
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Because of the non-interconnected nature of the channels of a flow-through chip, mixing is 
necessary as a means to redistribute the sample over the whole array of channels.
In addition, flowing the sample through the chip in an iterative fashion is an obvious way to 
enhance interactions between probes and targets. However, the delivery of target molecules to 
the numerous sensing elements that make up the array must respect the parallel nature of the 
assay, which requires that uniformity of flow be ensured over the whole microchannel chip.
1. 2. 6. 4. 2. Fluidic modes in mixed phase bioassays 
Bulk liquid transport
Bulk liquid transport is an integral part of many mixed-phase and liquid-phase (bio)analytical 
processes. Liquid flow is particularly important in the context of process automation, as best 
exemplified by flow injection analysis (FIA) methodologies. In most situations, bulk liquid 
transport can be achieved by mechanical pumping (i.e., pressure-driven convective flow). Fan 
et a/.115 have reported a “dynamic” DNA hybridisation approach, in which pneumatic and 
hydrostatic pumping of probe-bearing paramagnetic beads was used to provide enhanced 
hybridisation kinetics, resulting from the dynamic supply of both probes and targets. 
Electroosmostic pumping is a possible alternative,117 which has been gaining importance lately 
due to its applicability to the rapidly growing field of miniaturised, integrated bioanalytical 
devices. The electro-osmotic effect requires the application of a strong electric field within 
channels of small cross-section that feature negatively charged walls.
Molecular transport
The selective and controlled motion of molecules and larger particles with specific electrical 
properties (net charge, polarisability) can be achieved, under the action of homogeneous or 
inhomogeneous electric fields, within a liquid medium.
Electrophoresis refers to the transport of charged molecules under the effect of a static electric 
field. Electrophoresis is at the core of powerful analytical separation techniques, either in its 
most straightforward, “free flow” implementation or in the form of more elaborate schemes such 
as capillary gel electrophoresis, isotachophoresis or isoelectric focusing. Dielectrophoresis 
refers to induced-dipole forces experienced by polarisable particles placed in an electric field. 
The formation of an induced dipole makes the particles sensitive to field gradients. 
Dielectrophoresis has been used for the controlled manipulation and confinement of large 
bioparticles (cells, bacteria, viruses) in potential energy wells, and for the characterisation and 
separation of species (e.g. viable and dead cells) by selective trapping, using positive and 
negative dielectric forces.118
As highly charged and polarisable molecules, nucleic acids lend themselves to both 
electrophoretic and dielectrophoretic manipulations.119 However, the behaviour of colloidal 
(sub-micrometer) particles is strongly influenced by particle-particle interactions and thermal
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effects such as Brownian motion, so that strong electric fields are required to overcome these 
effects.120
Mechanical vs electronic pumping
The use of electrokinetic sample pumping provides a number of potential advantages with 
respect to mechanical pumping. Electrokinetic pumping can be implemented in the form of a 
truly integrated microfluidics platform, with no mechanical moving parts, since the generation of 
localised and tunable electrical fields is possible through the electronic adressing of an array of 
microelectrodes. The associated high levels of miniaturisation and integration that can be 
achieved are compatible with the concept of lab-on-a-chip devices. Accordingly, a DNA chip 
could become part of a micro analytical platform, combining on-chip RNA extraction and reverse 
transcription, and/or on-chip PCR, for sample preparation, as well as integrated detection and 
signal transduction.14,18 Electrophoretic transport is at the core of one type of DNA chip.69 In 
that implementation, electrophoresis is used to achieve spatial concentration of target 
molecules at individually adressable hybridisation sites (resulting in enhanced hybridisation 
kinetics) as well as electronic stringency control.
1. 2. 6. 4. 3. Sample pumping in the flow-through microchannel DNA chip configuration 
Convective pumping
In terms of fluidics, it is convenient to treat a microchannel chip as a homoporous microfiltration 
membrane. This analogy was used to design a pressure-driven convective flow system 
compatible with microchannel substrates. Flow cells and fluidics circuitry have been designed 
that allowed fluids to be directed to and forced through microchannel DNA chips (Chapters 5 
and 6).
Electrokinetic pumping
In addition to the advantages associated with miniaturisation and integration, the use of 
electrokinetic pumping potentially offers enhanced control of the spatial distribution of target 
molecules within the hybridisation volume. The main challenge associated with the use of 
electrokinetic pumping in microchannel chip-based hybridisation assays consists in combining 
target transport and probe-target hybridisation within the same medium. Also, the morphology 
of the substrate restricts the positioning of electrodes away from the the hybridisation sites, 
since the fabrication of thin film electrodes on the microchannel sidewall is not technically 
possible. An investigation into the feasibility of implementing electrophoretic sample transport in 
flow-through microchannel chip-based hybridisation assays is presented in Section 6. 4.
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1. 2. 6. 5. Assay detection by fluorescence imaging
1. 2. 6. 5. 1. Suitability of fluorescence as a detection method in DNA microarray technology
Fluorescence-based methodologies are well-accepted and widely used in bioassays, including 
nucleic acid hybridisation assays, due to the availably of a wide range of fluorophores, labelling 
methods and detection schemes, from direct prompt intensity measurements to fluorescence 
resonance energy transfer (FRET)50 and “molecular beacons” strategies. In addition, several 
levels of multiplexing are achievable through spatial and spectral discrimination (multicolor 
assays). These characteristics of fluorescence-based analytical methodologies provided a 
strong impetus for developing a fluorescence detection method compatible with the 
microchannel biochip concept.
1.2.6.  5. 2. Challenges associated with fluorescence detection in 3D microstructures
As stated in section 1. 1. 2. 3. 5, the morphology of microchannel substrates restricts the use of 
fluorescence to far field optical methods. In the case of 3D microstructures, fluorescence 
detection presents a challenge in that, since the assay takes place throughout a thick substrate, 
fluorescence must be detected (i.e., excited and collected) over a large axial distance 
commensurate with the chip thickness, so as to take full advantage of the inherently higher 
levels of sensitivity and dynamic range provided by the 3D format. In particular, confocal
39epifluorescence microscopy, which has been shown to be particularly well suited to two- 
dimensional DNA microarrays in terms of spatial resolution and sensitivity, is not compatible 
with 3D substrates.
1.2.6.  5. 3. Methodology for fluorescence detection of microchannel chip-based DNA 
hybridisation
To accommodate the technical constraints mentionned above, a specific methodology was 
devised for microchannel chip-based DNA hybridisation fluorescence assays. Initial efforts 
were directed towards the setting up of a detection system based on non-custom 
(i.e., commercially available) elements; thus, the validity of a relatively simple approach based 
on a standard (non-confocal) epifluorescence microscope configuration and CCD camera 
imaging121 was investigated. As the optical properties of the substrate had to be taken into 
account for the fluorescence detection process to be characterised and optimised, the relevant 
optical properties of microchannel substrates were investigated, both experimentally and 
through simulations, as presented in Chapter 3. The suitability of the approach to gene 
expression measurements, whose requirements in terms of instrumental performance are 
described in Section 1. 1. 2. 4. 2, are reported in Chapter 6.
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CHAPTER 2. FABRICATION AND CHARACTERISATION OF FLOW-THROUGH MICROCHANNEL 
BIOCHIP SUBSTRATES
2.1.  Introduction
As mentioned in Section 1. 2. 6. 1. 2, a range of microchannel materials have been envisaged 
as possible substrates for flow-through biochips. The fabrication processes involved in the 
production of these materials are presented below. In addition, the morphology of the materials 
has been characterised; knowledge of the structure of microchannel biochip substrates is 
important since the values for geometrical parameters such as the effective surface area of the 
substrate, the feature size of the microchannels and the standard of smoothness of the channel 
walls are directly relevant to the issues of probe immobilisation, fluidics and optical detection.
2. 2. MicroChannel glass (MCG)
2. 2 .1 .  Fabrication of microchannel glass biochip substrates
2. 2. 1. 1. Fabrication of microchannel glass boules
The process for the fabrication of nano- and microchannel glass materials was first described by 
Tonucci et al.102 It requires the use of two dissimilar types of glasses, an acid etchable glass 
and an inert, acid-resistant glass. The process starts with the insertion of a cylindrical acid 
etchable glass rod into an inert glass tube (referred to as the matrix glass) whose inner 
dimensions match that of the rod. The structure is then drawn at high temperature, in a 
vacuum, according to a process similar to that used in the manufacture of optical fibres. The 
aim of this drawing step is to reduce the overall cross-section to that of a fine filament.
A number of these filaments are then assembled in a predetermined configuration, most 
typically a hexagonal close packing. The bundle of filaments is re-fused and redrawn, and the 
procedure is repeated until structures with the desired number of elements and the appropriate 
channel diameters are obtained. Finally, the soft glass rods are etched in a suitable acidic 
solution.
The process allows for the production of highly regular, mechanically rigid microchannel glass 
structures, provided that interdiffusion of the two glass materials and structural stress be 
reduced, for example by annealing the structure before rod etching. Adjustment of the ratio of 
the diameter of the etchable glass rod to that of the outside dimension of the inert glass tubing 
allows for the diameters of the rods and their centre-to-centre spacing (pitch) to be varied 
independently, resulting in the production of channel arrays with a range of packing densities 
(or open fractions).
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2. 2. 1. 2. Dicing of microchannel glass boules into chips
In the framework of this thesis, unetched microchannel boules with 5 pm to 50 pm channel 
diameter were purchased from several US manufacturers, namely Galileo Electro-Optics Corp. 
(MA), Collimated Holes, Inc. (CA) and Burle Electro-Optics (MA). The boules were watered 
perpendicular to the channel axis into 0.5 to 2.0 mm thick sections, using a diamond saw 
(Mechanical Workshop, Electronics Department, University of Glasgow). The wafers were then 
cleaned in MeOH to remove surface contamination, and the soft glass core was etched in
2 M HCI. Although the selectivity in etch rate between the core and the matrix is of the order of
3 orders of magnitude, an iterative procedure was used in which etching was carried out in 
5 min increments while the depth of etching was monitored by white light microscopy.
Finally, the microchannel disks were diced into 12 mm x 12 mm square self-supporting chips. 
These dimensions were mainly dictated by the need to ensure compatibility with CCD-based 
fluorescence imaging methodologies, as discussed in Chapter 3. Likewise, the standard 
thickness used was 0.5 mm; thinner microchannel glass chips were too brittle to be used as 
flow-through substrates, whereas thicker chips were less amenable to microarraying (see 
Chapter 5) and epifluorescence imaging (Chapter 3). The use of 10 pm channel diameter,
0.6 open fraction as standard dimensions was imposed by the wider availability and lower cost 
of MCG material with these dimensions. Importantly, these dimensions were found to be 
compatible with pressure-induced flowing of aqueous solutions through the microchannels, as 
demonstrated later, e.g. in Figure 5-10.
2. 2. 2. Characterisation
2. 2. 2. 1. Physical properties
The glass used for the microchannel matrix is a clear potash lead glass (Corning type 8161) 
containing 55% lead oxide and 35% silicon dioxide. The high lead oxide content endows the 
glass with a high density of 4.44 g cm"3, thereby providing mechanical strength to the structure. 
In terms of optical properties, this type of glass is characterised by a low optical absorption 
coefficient in the visible part of the electromagnetic spectrum, and a high index of refraction (Rl) 
of 1.7 at wavelengths of circa 500 nm.
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2. 2. 2. 2. Morphology
Figure 2-1 shows a low magnification brightfield optical m icroscopy image of a 50 pm channel 
diameter, 0.5 mm thick microchannel glass chip.
Figure 2-1. Brightfield optical microscopy image of a 50 pm channel diameter, 0.5 mm thick microchannel 
glass chip from Galileo Electro-Optics Corp. Magnification factor: 10x.
Even at this low level of magnification, individual m icrochannels can be distinguished, and the 
superstructure (“bundling” ) that defines the hexagonal packing of the channels is apparent.
Figure 2-2 shows high magnification brightfield optical m icroscopy images of 25 pm channel 
diameter, 1 mm thick m icrochannel glass chips from different m anufacturers.
Figure 2-2. Brightfield optical microscopy images of 25 pm channel diameter, 1 mm thick microchannel 
glass chips from (a) Galileo Electro-Optics Corp. and (b) Collimated Holes, Inc. The two images were 
acquired in identical conditions of illumination and with identical camera settings. Magnification factor: 
200x.
A significant difference in the levels of regularity of the two m icrochannel glass arrays is 
evidenced in Figure 2-2. Whereas m icrochannels o f the Galileo material appear to be highly 
circular and uniform ly arranged, the Collimated Holes substrate presents a much less uniform
Vincent Benoit PhD Thesis: Flow-through MicroChannel DNA Chips Page 53
Chapter 2 - Fabrication and Characterisation of Flow-through MicroChannel Biochip Substrates
array of microchannels. In addition, although the images of Figure 2-2 were acquired in 
identical experimental conditions, the relative levels of brightness of the channel openings and 
of the interstitial surface (i.e. the surface of the glass matrix, located on the front face of the 
chip, perpendicular to the sidewalls of the channels) d iffer greatly between the two materials. 
This suggests differences in optical properties, as dem onstrated in the next chapter.
The m orphology of the sm aller diameter m icrochannel glass was characterised by scanning 
electron m icroscopy (SEM). Figure 2-3 shows SEM images o f a 10 pm channel diameter,
0.5 mm thick m icrochannel glass chip from Galileo Electro-Optics Corp. acquired with a Hitachi 
S-800 scanning electron m icroscope operated at 30 kV. A circa 10 nm layer of Au-Pd was 
evaporated onto the substrate prior to imaging in order to prevent charging during SEM 
operation.
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Figure 2-3. Scanning electron microscope images of a 10 pm channel diameter, 0.5 mm thick 
microchannel glass chip from Galileo Electro-Optics Corp. (a) Front face image, 600x magnification; (b) 
front face image, 3000x magnification; (c) off-axis image, 1100x magnification. The images were acquired 
using a Hitachi S-800 scanning electron microscope operated at 30 kV, after a circa 10 nm layer of Au-Pd 
was evaporated onto the substrate in order to prevent charging during SEM operation
The high regularity of the hexagonal arrangement of the m icrochannels, as well as the high 
uniform ity in their shape and dimension, are again clearly evidenced from the head-on images 
(a) and (b) in Figure 2-3. These images suggest that the diameter of the m icrochannels and the 
centre-to-centre spacing are circa 8.9 pm and 11.1 pm, respectively, in slight d isagreem ent with 
the expected values corresponding to the m anufacturer’s specifications (10 pm and 12 pm, 
respectively). The manufacturer claims a variation in diameter of less than 1% channel-to- 
channel and 6% maximum between boules.
Image (c) in Figure 2-3 was taken at non-normal incidence from the surface o f the chip, and 
shows the roughness of the interstitial surface. This roughness is a result o f the diamond blade 
dicing of the microchannel glass boule. Individual MCG wafers polished to a high standard of 
surface sm oothness (optical flat) with 0.5 pm diamond powder are available, at significantly
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higher cost, from the manufacturer. However, this requires the polishing step to be carried out 
before the soft glass core is etched, because polishing of the etched wafers results in pieces of 
the hard matrix glass irreversibly blocking the m icrochannels. In the laboratory, unetched 
wafers could be polished to a relatively high standard of smoothness; however, subsequent 
etching o f the soft glass core from these polished wafers was found to be impedingly slow, 
presumably due to the reduction in the soft glass effective area leading to reduced reactivity 
towards the acidic etchant. Consequently, all the m icrochannel glass chips used in the 
fram ework o f this thesis exhibited a surface roughness comparable to that shown in Figure 
2-3(c). This has important implications in terms of fluorescence imaging o f MCG-based DNA 
chips, as described in details in Chapters 3 and 5.
Figure 2-4 shows SEM images of the cleaved edge o f the same substrate, at various levels of 
magnification.
a
Figure 2-4. Scanning electron microscope images of the cleaved edge of of a 10 pm channel diameter, 
0.5 mm thick microchannel glass chip from Galileo Electro-Optics Corp. (a) 249x magnification; (b) 2000x 
magnification; (c) 7000x magnification.
Figure 2-4(a) shows the high levels of verticality and cross-section uniform ity of the 
m icrochannels over the whole thickness of the chip. The high standard of sm oothness of the 
microchannel walls is evidenced in Figure 2-4(b) and Figure 2-4(c).
2. 2. 2. 3. Calculations of geometrical parameters of interest
The morphology and dimensions of m icrochannel glass chips, as determ ined from the SEM 
images shown above, as well as the expressions and numerical values for several geometrical 
parameters of interest, are given in Table 2-1.
000060 30KV ;!
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MicroChannel glass chip
Hexagonal channel 
packing
Channel radius:
R = 5
Centre-to-centre spacing: 
L = 12
Chip thickness:
T = 0.5 mm
Lateral dimensions:
A2 -  1 x 1  cm2
Parameter
Open fraction
Single channel 
surface area
Single channel 
volume
Density of 
channels
Chip internal 
surface area
Chip internal 
volume
Surface-to-volume
ratio
Surface
enlargement
Expression
£ =
2 n
d  =
ttR 2 S l 2
S = ^ ± A > T  
S  L2
S /V = 2 /R
s / a 2 =
2 sT
Value
0.6
1.6 x 10'2 mm2
39.3 pL
8.0 x 103 mm’2
126 cm"
31.5
0.40 ^m'
126
Table 2-1. Expressions and numerical values for several geometrical parameters o f a 10 Pm channel
2
diameter, 12 Pm centre-to-centre spacing, 0.5 mm thick, 1 cm microchannel glass substrate.
The last row of Table 2-1 shows that the effective surface enlargement is seen to increase in 
inverse proportion to the channel radius, for a given open fraction. The enhancement in 
effective surface area for a 10 j^m channel diameter, 0.6 open fraction, 0.5 mm thick 
microchannel glass chip is in excess of 100 with respect to a flat chip of identical lateral 
dimensions.
2. 3. Photoelectrochemical etching of silicon 
2. 3 .1 . Principle and implementation
The silicon photoelectrochemical etching process enables the formation of regular, high aspect 
ratio, vertical channels in silicon wafers of appropriate doping characteristics and 
crystallographic orientation. Custom etching patterns (i.e. pitch, but also shape and dimensions
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of the channels) can be obtained within limits imposed by both the doping density of the 
substrate and the operating conditions used during the etching process.
2 .3 . 1. 1. Overview of the process
The process relies on the fact that dissolution of silicon in HF necessitates the presence of 
holes (or defect electrons), h+, in the substrate. The chemical reaction taking place is the 
following:104,105
2 h+ + 6 HF  + Si —> SiFe + H2 + 4H+ (Equation 2-1)
In the case of n-type silicon, for which majority charge carriers are electrons, generation of 
these holes can be achieved by illumination of the back side of the wafer with photons of energy 
higher than that of the band gap of silicon. In these conditions, photon absorption takes place 
and electrons are promoted from the valence band to the conduction band. Separation of 
charges in the space charge region results in the formation of mobile holes in the conduction 
band. Upon simultaneous application of an anodic bias voltage across the wafer, the substrate 
effectively acts as a photoanode, and mobile holes are attracted towards regions of high electric 
field strength, where dissolution of silicon can take place according to Equation 2-1.
At the surface of the electrically biased wafer, the electric field is strongest at sharp 
topographical discontinuities. Thus, the relative positions of the dissolution sites can be 
determined, prior to electrochemical etching, by the formation of pits at the surface of the wafer. 
Wet KOH etching of {100} silicon wafers, through a photolithographically-patterned mask of 
thermally grown silica or deposited silicon nitride, is particularly appropriate to that end, as it 
allows pyramidal recesses with sharp tips (with an angle of 54.7° with respect to the surface) to 
be formed at the surface of the wafer. Under suitable experimental conditions of anodic bias 
and illumination, the etching process is initiated at these tips. As etching progresses and the 
pores grow, the electric fied strength remains higher at the tips of the pores than at the surface 
of the wafer or at the sidewalls of the pores. Thus, dissolution of silicon remains localised at the 
tip of the growing pores while the sidewalls are passivated against dissolution, allowing high 
aspect ratio microstructures to be produced.104'105
2. 3. 1. 2. Photoelectrochemical etching setup
Implementation of the electrochemical etching process required the use of an electrochemical 
cell whose design and setup are presented in Figure 2-5.
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Figure 2-5. Setup for the electrochemical etching of silicon. (1) Cell body (transverse sectional view); (2) 
silicon wafer; (3) stirred electrolyte compartment; (4) potential reference; (5) counter electrode; (6) 
potentiostat; (7) am meter; (8) O-ring; (9) back-side illumination; (10) ohmic contact.
The cell body was manufactured of PTFE, so as to withstand m oderately concentrated solutions 
of HF (< 5 %). The cell couid accommodate a 18 mm x 18 mm square piece of silicon and 
features a 1 mm x 1 mm etching window. This small etching area ensured a low consumption 
of electrolyte (whose total voiume available in the cell is limited to about 6 ml_), while being 
sufficiently large (the area encompasses at least 1000 m icrochannels) for photoelectrochemical 
etching result patterns to be assessed by SEM imaging. The electrolyte consisted of a weakly 
concentrated (2.5 weight percent) solution of HF in water, to which a small am ount of Triton X 
surfactant was added so as to improve the physical contact between the electrolyte and the 
hydrophobic silicon substrate. Sealing of the electrolyte-containing com partm ent was ensured 
by a PTFE O-ring. Stirring of the electrolyte during the course of the etching process was 
achieved by the use of a magnetic stirring unit. Stirring was required to keep the substrate 
surface free of hydrogen bubbles, which could hinder the diffusion process and lead to
105degenerated growth of the pores.
A potentiostat was used to apply a constant voltage of the order of a few mV across the 
substrate, as measured with respect to a pseudo-reference electrode consisting of a platinum 
wire placed close (circa 1 mm) to the surface of the wafer. To ensure a proper electrical 
connection between the back side of the substrate and the potentiostat, an appropriate ohmic 
contact had to be used. In the case o f n-type silicon, the ohm ic contact of choice consisted of 
Ga: In eutectic alloy, 75.5:24.5 (Alfa, Hertfordshire, UK) that was rubbed around the area of the 
wafer exposed to the electrolyte. A 1 cm 2 piece of Pt foil (Goodfellow, Cambridge, UK) was 
used as the counter electrode. An ammeter was used to m easure the etching current. 
Illumination of the substrate from the back side was ensured by a 100 W tungsten lamp used 
with a IR-blocking KG 5 filter (Omega Optical, model XF 83). Since the etching current density 
is a direct function of the irradiance, the former could be varied by placing the lamp at various 
distances from the back side of the wafer.
6 L i <C=
<=<c
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2. 3. 1. 3. Etching parameters 
2. 3. 1. 3. 1. Bias voltage
The bias voltage provides kinetic energy to the mobile holes, so that these can be transported 
from the bulk of the wafer to the pore tips. If the bias voltage is too low, no or uneven pore 
growth takes place. If the bias voltage is too high, an excess of mobile holes is generated 
within the bulk of the silicon, leading to etching of the sidewalls of the pores.105
2. 3. 1.3. 2. Illumination
Since a piece of silicon undergoing photoelectrochemical etching behaves as a photoanode, 
adjustment of the illumination intensity to appropriate values required consideration of the 
illumination-dependent current density versus bias voltage (l-V) plot. Figure 2-6 shows l-V plots 
for 3 Q cm silicon under different levels of illumination, recorded by cyclic voltammetry, using 
the experimental setup of Figure 2-5.
j (mA/cm2)
Jps -
Figure 2-6. Cyclic voltammograms for a 3 Q  cm silicon photoanode in 2.5% HF, recorded at 100 mV s 1
versus a Pt pseudoreference electrode, at room temperature, (a) No illumination; (b)-(d) increasing
-2illumination (a few tens of mW cm ). jps is the critical current density, below which photoelectrochemical 
etching takes place.
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The intensity of illumination determines the level of photocurrent density, j, generated in the 
substrate. In the absence of illumination, a small dark current was observed (curve (a) of Figure 
2-6). This residual current was ascribed to unattached pendant bonds associated with Si atoms 
located at the surface of the wafer.106 Under illumination (curves (b)-(c) of Figure 2-6), 
electrochemical etching only takes place for values of j  smaller than the critical current density, 
jps. In these conditions, the rate of the dissolution reaction is limited by the supply of holes, 
thereby ensuring that the mechanism of pore growth is under self-regulation conditions. If the 
photocurrent density is greater than jps, diffusion of chemical reactants in the Nernst diffusion 
layer is the limiting step of the dissolution reaction, and therefore electropolishing of the wafer 
surface takes place. jps was determined experimentally, by the presence of a characteristic 
feature in the l-V plot. For a silicon wafer of given doping and crystallographic orientation, jps 
depends on the concentration of the electrolyte, the temperature and the level of stirring. As 
shown in Figure 2-6, the critical current density for {100}, 3 Q cm silicon in a 2.5% HF solution 
was found to be about 1.75 mA cm'2.
2. 3. 1. 4. Control of the etching pattern
An array of microchannels of uniform cross-section can be characterised by the feature size and 
depth of the channels, and by the centre-to-centre distance between adjacent channels (the 
pitch). The overall volume of silicon dissolved in the course of the process determines the 
eventual porosity, or open fraction, of the chip. According to the etching mechanism involved, 
the volume of silicon dissolved is proportional to both the current density and the etching time.
In addition, the channel depth is proportional to the etching time. This results in the channel 
diameter being proportional to the square root of the photocurrent. However, the range of 
possible values for the channel diameter is restricted by the doping density of the substrate, 
since the range of stable channel diameters scales with the width of the depletion region around 
the forming pore tips. Likewise, for a desired channel diameter, the pitch can only be chosen 
within limits imposed by the doping density, lest branching or dividing of pores takes place. 
Typically, possible pitch-to-diameter ratios of 1 to 10 can be achieved.106
As a result of the interaction of all of these different parameters, the determination of a set of 
operating conditions leading to the desired etching pattern is likely to involve an iterative 
optimisation process. This is particularly true in the case of deep (> 200 pm) channels, for 
which it is difficult to predict the photocurrent needed for a desired value of the channel 
diameter.
2. 3. 2. Fabrication of microchannel silicon biochip substrates
2. 3. 2. 1. Adjustment of experimental parameters
As discussed above, the successful obtention of the desired etching pattern requires all the 
experimental parameters to be precisely adjusted. Table 2-2 shows optimised sets of operating
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conditions associated with different doping levels of the substrate, which were used as 
guidelines.105
Substrate 
Resistivity 
(Q cm)
Mask pattern Bias
Voltage
(V)
Photocurrent
density
(nA/channel)
Etching time 
(min)
Resulting pattern
0
(pm)
Pitch
(pm)
0
(pm)
0.6
Depth
(pm)
1 1 4 10 0.33 30 42
20 1 4 10 1 30 2 18
80 10 30 1 13.3 100 10 60
Table 2-2. Operating conditions for the photoelectrochemical etching o f silicon substrates o f different 
doping levels in 2.5% HF (from ref. 104).
2. 3. 2. 2. Substrate preparation
Preparation of the silicon substrates for electrochemical etching consisted in thermally growing 
a silicon dioxide layer at the surface of the wafers, then photolithographically patterning and dry 
etching this layer so as to produce a sacrificial mask aimed at defining the subsequent wet 
etching pattern.
2. 3. 2. 2. 1. Wafers
Silicon substrates with {100} crystallographic orientation were used, for two major reasons: the 
anisotropic etching of silicon with wet alkali forms pyramidal holes on <100> surfaces, and 
photoelectrochemically etched channels grow perpendicular to the <100> direction. The 
characteristics of the four types of silicon wafers used are listed in Table 2-3.
Diameter
(inch)
Thickness
(pm)
Doping Resistivity 
(Q cm)
Crystallographic
orientation
Manufacturer
3 381 ± 25
n type
1-5
{100}
Compart Tech Corp.
3 381 ± 2 5 10 Compart Tech Corp.
4 525 ± 15 32.2 - 37.8 Shin-Etsu Corp.
4 525 ± 15 97.4- 102.9 Shin-Etsu Corp.
Table 2-3. Characteristics of the four types of silicon wafers used in photoelectrochemical etching 
experiments.
2. 3. 2. 2. 2. Design and fabrication of contact photomasks
Several darkfield photomasks were designed and manufactured that featured arrays of clear 
circular holes arranged in a square packing pattern over an opaque background. The layouts of
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the photomasks were designed using WaveMaker software (Barnard Microsystems, London, 
UK) and transferred into CATS™ software on a Sun Sparc workstation (Sun Microsystems,
Palo Alto, CA). A Leica 5 electron beam writer (Leica, Cambridge, UK) was used to write
2.5 inch x 2.5 inch ferric mask plates. The following range of values were considered for the 
circular cross-section and pitch, according to Table 2-2: 1 pm diameter, 4 pm pitch (for 3 and 10 
Q cm wafer); 3 pm diameter, 15 pm pitch (for 10 and 35 Q cm wafer); 6 pm diameter,
20 pm pitch (for 35 Q cm wafer); and 10 pm diameter, 30 pm pitch (for 35 and 100 Q cm wafer).
2. 3. 2. 2. 3. Masking and preliminary wet etching
The wafers were cleaned first by sequential 10 min sonication periods in isopropanol (IPA), 
acetone, methanol and RO water, then by immersion in hot Pirhana solution, 3:1 H2S 0 4 (98%): 
H20 2 (30%), for 30 min. In preparing the Pirhana solution, hydrogen peroxide was slowly added 
to the acid while the temperature of the solution was monitored, so as to avoid overheating.
The cleaned wafers were rinsed with ample water and blow-dried. The cleaned wafers were 
oxidised at 1180-1200°C for 5 hours in wet 0 2(as described in Section 4. 4. 1 below), resulting 
in the formation of a circa 1 pm thick silicon dioxide layer on both sides. Patterns comprising 
sub-micron features required direct e-beam writing in 380 pm thick UVIII photoresist, whilst 
larger feature size patterns were transferred onto the substrates by standard UV 
photolithography using 2.5 x 2.5 square inch chromium mask plates. In the latter procedure, 
wafers were spin-coated with S1818 positive photoresist (Shipley, UK) at 4000 rpm for 30 s, 
baked at 90°C for 30 min, exposed for 10 s at an illumination power density of 0.52 mW cm'2 
using a mask aligner (HTG, Oxford, UK) and developed in 1:1 Microposit: water for 75 s. Dry 
etching of the silica layer was carried out, using the UV-III or S1818 resist layers as a mask, by 
subjecting the samples to a C2F6 plasma in a BP80 machine (Plasma Technology, UK) for 20 
min. The silica layer present on the back side of the substrate was left as a protection during 
subsequent wet etching in 45% KOH, at 80°C. Etching times varied from 3.5 min for a 
1 pm diameter pattern to 24 min for a 10 pm diameter pattern.
Etching patterns (circular holes in the silicon dioxide superstrate, pyramidal holes in the silicon 
substrate) were checked using an optical microscope, under episcopic illumination, at 100x 
magnification, and by SEM imaging. Removal of the silicon dioxide masking layer was 
achieved by immersion of the substrate in 40% HF for 3 min. Figure 2-7 and Figure 2-8 show 
silicon substrates at different stages of the preparation.
2. 3. 3. Results
Although photoelectrochemical dissolution of silicon was clearly observed when the 
experimental procedure described above was implemented, it soon became apparent that the 
production of regular, well-defined microchannel structures would involve a much time- 
consuming and labour-intensive optimisation phase that would delay the development of other 
aspects of the microchannel biochip platform. In this respect, a collaboration was established
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with Infineon Technologies AG (Munchen, Germany), through which high-quality m acroporous 
silicon chips were made available to us in the context of our biochip developm ent effort.
Figure 2-7. 4 pm pitch square pattern of 1 pm diameter holes produced by dry etching of a circa 1 pm 
thick silica layer thermally grown on the surface a n-type, {100}, 10 O  cm silicon wafer.
Figure 2-8. Pyramidal recesses formed by KOH etching of a n-type, {100}, 35 Q  cm silicon wafer, after 
removal of the silicon dioxide masking layer. Here, the wet etching process did not reach completion, as 
evidenced by the flat bottom of the pits.
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2. 3. 4. Physical characterisation of macroporous silicon substrates
2. 3. 4. 1. Scanning electron m icroscopy imaging
Figure 2-9 shows SEM images of a macroporous silicon substrate, acquired with a Hitachi 
S-800 scanning electron m icroscope after coating the substrate with a circa 10 nm thick layer of 
Au-Pd.
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Figure 2-9. Scanning electron microscope images of electrochemically etched microchannel silicon 
(Infineon Technologies AG, Munchen, Germany), (a), (b) Front face of the chip with pyramidal openings 
formed by KOH etching, 2480x and 200x magnification; (c) opposite face of the chip, 1500x magnification; 
(d) cleaved edge, 350x magnification.
Figure 2-9(a) and Figure 2-9(b) show an array of square pits, corresponding to the top of the 
pyramidal holes produced by anisotropic wet etching of the {100} silicon surface with KOH. The 
opposite side of the chip, which did not undergo the wet etching step, is shown in Figure 2-9(c)
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to exhibit an array of roughly circular, almost octogonal, holes. Figure 2-9(d) is an image of a 
cleaved edge, from which the verticality of the microchannels is evidenced. As the feature sizes 
and aspect ratio of these macroporous silicon chips were comparable to those of MCG, the term 
microchannel silicon, MCS, is used henceforth, by analogy, to refer to these substrates.
2. 3. 4. 2. Morphology of the microchannels
By extrapolation, the morphology of the microchannels can be approximated to that depicted in 
Figure 2-10.
Front side: 
square pattern.
Back side:
circular pattern,
radius 4.5 Pm, pitch 15 Pm.
Figure 2-10. Approximate microchannel morphology o f electrochemically etched silicon.
Note that the side that did not feature the pyramidal etching pattern, shown in Figure 2-9(c), was 
subsequently used as the “top” side for probe arraying (Chapter 5), as well as in 
epifluorescence imaging using an upright microscope (Chapter 3), following the observation that 
the side with the pyramidal holes produced higher levels of scattering and reflection of the epi- 
illumination light.
2. 3. 4. 3. Calculations of geometrical parameters of interest
The channel array morphology for the substrates used in this work, as determined from SEM 
pictures, as well as the expressions for several geometrical parameters of interest and their 
numerical values calculated from the data above, are given in Table 2-4.
Table 2-4 shows that the enlargement in effective surface area for a MCS chip is half that for a 
10 pm channel diameter MCG chip with the same thickness and same lateral dimensions. This 
reflects the lower open fraction of the microchannel silicon material, as a consequence of the 
thicker walls.
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MicroChannel silicon chip
Square channel packing
Channel radius: 
R = 4.5
Centre-to-centre spacing: 
L = 15
Chip thickness:
T = 0.5 mm
Lateral dimensions:
A2 = 1 x 1  cm2
Parameter
Open fraction
Single channel 
surface area
Single channel 
volume
Density of 
channels
Chip internal 
surface area
Chip internal 
volume
Surface-to-volume
ratio
Surface
enlargement
Expression
S  — 7Z
R
\ L j
V =7VR T
d  = - ^ Y  = \
7lR  L 1
S = 2 n ^ A 2T 
L
V = 71 A2T
S IV = 2 IR
S/A 2 =
2 eT 
R
Value
0.28
1.41 x 10-2 mm2
31.8 pL
4.4 x 103 mm'2
63 cm"
14.0 (iL
0.44 (xm‘1
63
Table 2-4. Expressions and numerical values for several geometrical parameters o f a macroporous silicon 
substrate (Infineon Technologies AG, Munchen, Germany).
2. 4. Deep dry etching of silicon
2 .4 .1 . The Advanced Silicon Etch (ASE) process
Investigations into the suitability of the ASE process for the fabrication of microchannel silicon 
biochip substrates were made possible after a suitable machine had become available within 
the Department of Electronics and Electrical Engineering, University of Glasgow. The main 
considerations and results are presented below.
2. 4. 1.1.  Principle
As mentioned in Section 1. 2. 6. 1. 2., the ASE process, developed from the original Bosch 
108process, relies on the alternating of etching periods and protective polymer deposition steps
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to yield highly anisotropic etching profiles. The fluorine-based reagent used is a mixture of SF6 
and C4F8.
The mechanism for the etching of silicon is based on dissociation, ionisation and attachment of 
SF6 to generate fluorine free radicals which are directly involved in the reactive chemical etching 
of the silicon substrate, according to the following reaction:
SiFx + F —> SiFx+i (x e  [0,3]) (Equation 2-2)
Silicon is removed from the substrate as silicon tetrafluoride, SiF4. As the etching reactions 
proceed spontaneously, rather than being driven by ion bombardment of the substrate, as is the 
case with chlorine- and bromine-based processes, high etch rates are observed. However, the 
resulting etching mechanism is essentially isotropic.
As stated, etching anisotropy is brought about by the polymerisation of C4F8 into a circa 10 nm 
thick fluorocarbon polymer layer that prevents etching of the underlying silicon. The passivating 
polymeric layer forms essentially in regions where ion bombardment is limited, i.e. on the 
sidewalls of the etched structures, thereby inhibiting lateral etching. In the direction 
perpendicular to the ion bombardment flow, i.e. the bottom of the pits, the passivating layer is 
thinner than it is on the sidewalls, hence a significant axial etch rate.108
2. 4. 1. 2. Relevance to the fabrication of flow-through silicon chips
In order to ensure sufficient structural rigidity and mechanical strength of the flow-through DNA 
chips, a minimal substrate thickness of 250-300 pm is required. The etching of microchannels 
with feature sizes of 10 pm or less thus translates into aspect ratios in excess of 25:1. In 
addition, for the chips to feature a high density of microchannels, open fractions of > 0.4 are 
required. Consequently, the etching process must be able to accommodate the removal 
of large amounts of silicon.
Also, the required large depth of etching is expected to entail long etching run times (several 
hours), over which significant variations in the etching conditions (changes in diffusion and 
consumption of reactants, as well as in the efficiency of ion bombardment into, and removal 
of the reaction products from, the small, deep trenches) are likely to take place.
Besides, the choice of a suitable sacrificial masking layer is crucial to the successful
implementation of the process. In the SF6/C 4F8 plasma etching process described above,
erosion of the photoresist mask is believed to be necessary to promote the anisotropic nature of
the etching process, as the associated release of carbon-rich products contributes to the
formation of the sidewall passivating layer. This, along with the large etching depths, makes the
122use of thick photoresist sacrificial layers necessary.
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2. 4. 2. Implementation of the process for the fabrication of microchannel silicon 
substrates
2. 4. 2. 1. Materials and methods 
2. 4. 2. 1. 1. Apparatus
All the experiments described below were carried out on an STS machine (Surface Technology 
Systems Ltd., Newport, UK) running the ASE process. The machine is based on an inductively 
coupled plasma (ICP) system in which the radiofrequency (RF) coil generator is operated at an 
excitation frequency of 13.56 MHz, to produce uniformly distributed, high plasma densities at 
low pressure and room temperature. The resulting high fluorine radical concentrations reduce 
the loading effect of silicon on the fluorine radicals, resulting in improved uniformities at high 
exposed areas. A second RF generator produces a bias frequency of 4 MHz which controls the 
energy of the ions striking the wafer surface.
2. 4. 2. 1. 2. Sacrificial masking layers
Two types of thick photoresists were used as sacrificial masking layers: a positive, 
diazoquinone-based photoresist, AZ4562 (Hoechst AG, Germany) and a negative photoresist, 
SU8 SM-1060 (Sotec Microsystems, Renens, Switzerland). The latter contains 60% of EPON 
SU8 epoxy-based material and 1-6% of photoiniator in y-butyrolactone (GBL). AZ4562 could be 
processed to a maximum thickness of 15 pm, with a resolution of circa 2 pm. Much thicker 
layers of SU8-SM1060 could be obtained (up to 50 pm), however the resolution was not better 
than 5 pm for 20 pm-thick layers.
2. 4. 2. 1. 3. Contact photomasks
The layout of the photolithographic pattern was designed using WaveMaker software and 
transferred into CATS™ software on a Sun Sparc workstation. The pattern comprised four 
different arrays, each consisting of square cross-section openings arranged in a square packing 
configuration. The arrays varied in feature size and pitch as listed in Table 2-5. Each array 
covered a 12x12  mm2 area.
Array Feature size (pm) Pitch (pm)
A 5 50
B 20 65
C 30 75
D 40 85
Table 2-5. Photolithographic pattern used in Advanced Silicon Etch experiments.
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A Leica 5 electron beam writer was used to write two 2.5 inch x 2.5 inch ferric mask plates, a 
brightfield one for use with the negative photoresist and a darkfield one for use with the positive 
photoresist. The pattern featured each of the four arrays A, B, C and D in quadruplicate.
Although a square cross-section is not the most appropriate channel morphology for biochip 
applications (due to non-uniform diffusion distances in heterogeneous bioassays, and 
exacerbated non-specific adsorption of biomolecules at the edges), it was used at this early 
stage of the investigation because it made morphological analysis of the etched substrate 
(requiring cleaving prior to SEM analysis) easier.
2. 4 . 2 . 1 .  4. Substrates
Two types of silicon wafers were used in this work: 1 inch diameter, 250 ± 15 pm thick (Siltronix, 
Archamps, France) and 4 inch diameter, 525 ± 15 pm thick (Shin-Etsu Corp., Tokyo, Japan). 
Both were {100} in crystallographic orientation and one-side polished.
The thinner, smaller wafers were used in combination with the thinner (AZ4562) photoresist. 
One single 1 2 x 1 2  mm2 pattern was transferred onto each 1 inch diameter wafer. The thicker 
wafers were coated with a 20 pm thick layer of SU8 and patterned with the whole six-array 
pattern; this allowed for the possible dependence of etching performance on aspect ratio to be 
investigated.
2. 4. 2. 2. Experimental
2. 4. 2.2.  1. Photolithography of AZ4562
1 inch diameter wafers were cleaned as described in Section 2. 3. 2. 2. 3 and dried at 120°C for 
two hours. A layer of HMDS (1,1,1,3,3,3-hexamethyldisilazane) was spun on each wafer (1500 
rpm for 15 s) in order to promote subsequent adhesion of the photoresist to the silicon surface. 
A few millilitres of AZ4562 photoresist were dispensed onto the whole surface of the wafer, 
using a 5 mL syringe. No filtering was used due to the high viscosity of the resist. The layer of 
photoresist was allowed to equilibrate and planarise over the wafer surface for 
5 min, before being spun at 1500 rpm for 30 s. The coated wafer was let to sit for another 
10 min, then soft-baked at 90°C for 30 min. Exposure through the darkfield photomask was 
carried out at an illumination power density of 0.52 mW cm'2 for 70 s, using an HTG mask 
aligner. The exposed photoresist was then developped in a 1:4 AZ400K: RO water solution, for
3.5 min, under mild agitation. A post-baking step (120°C, 20 min) was carried out. Finally, the 
wafer was rinsed with ample RO water and blow-dried.
2. 4. 2. 2. 2. Photolithography of SU8-1060
4 inch diameter wafers were cleaned and dried as above. SU8-1060 was dispensed onto each 
wafer so as to cover the whole surface. The coated wafer was let to sit for 10 minutes, before
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being spun at 500 rpm for 5 seconds to eject some of the excess photoresist, and spun a 
second time for 25 seconds, with an initial ramping up of the spinning rate from 500 rpm to 1000 
rpm over 5 s. The coated wafer was soft-baked on a levelled hot plate at 60°C for 10 min and 
at 90°C for 30 min. It is important that the hot plate be horizontal for SU8 layers of uniform 
thickness to be obtained, as resist flow readily takes place at this stage. After the soft bake 
step, the photoresist layer should have become moderately hard and should not be tacky. The 
above procedure consistently yielded a 20.0 ± 0.5 pm thick SU8 layer, as determined from 
surface profiling measurements. Exposure was carried out for 30 s, at 0.52 mW cm'2, through 
the brightfield photomask. A post-exposure bake was carried out on a hot plate, for 5 min at 
60°C followed by 15 min at 90°C. This ramping up of the temperature was implemented as a 
way to reduce stress within the resist layer. As the Tg (glass temperature) of SU8 is about 
55°C, some cross-linking takes place during the lower temperature baking step that stabilises 
the layer. Development was carried out using EC solvent, with mild agitation, for a total 
development time of about 3 min, broken into three 1 min steps between which the sample was 
immersed in fresh IPA to remove non cross-linked photoresist, coming off as white scum. The 
sample was then rinsed in IPA and blow-dried. No hardbake was performed as this was found 
to induce cracking of the SU8 layer.
2. 4. 2. 2. 3. Silicon etching
The STS machine was operated with the parameters set as described in Table 2-6. These 
parameters were used in all the etching runs.
Parameter I Value
SF6 flow rate 130sscm
C4 F8 flow rate 85 sscm
Lid temperature 45 °C
Platen temperature 20 °C
Parameter Value
Coil power 600 W
Platen power 12 W
Etching step duration 12s
Passivation step duration 9 s
Table 2-6. Parameter settings used for the deep dry etching o f silicon through the Advanced Silicon Etch 
process.
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2. 4. 3. Results and discussion
Figure 2-11 is an SEM image of the cleaved edge of a 250 pm thick silicon w afer having been 
subjected to a 360 minute long etching run through a 15 pm thick AZ4562 photoresist sacrificial 
masking layer, patterned with an array o f 5 x 5 pm 2 openings.
Figure 2-11. Scanning electron microscope image of the cleaved edge of a 250 pm thick silicon wafer,
etched through a 15 pm thick AZ4562 photoresist sacrificial masking layer patterned with an array of
2
5 x 5  pm openings, for 360 minutes.
Figure 2-11 shows that the wafer has been etched all the way through. However, a high extent 
of undercutting was observed, as clearly evidenced by a sharp increase in channel width in the 
upper part o f the wafer, just below the photoresist layer. Over the upper third of the wafer 
thickness, the etched channels exhibited straight and near-vertical walls, but the cross-section 
was about 18 pm, which is circa 3.6-fold the feature size of the masking layer. The lower part of 
the channels exhibited significant tapering, resulting in a circa 8 pm channel feature size on the 
bottom side.
The etch rate was determined over the time course of the etching process by measuring the 
etch depth at regular intervals, in a cumulative etching procedure. The initial etch rate (for the 
first 30 minutes of etching) was 3.2 pm m in '1, while between 5 hours and 5.5 hours of etching, 
the etch rate had dropped to 0.8 pm m in '1. The thickness of the AZ4562 masking layer was 
measured to have decreased from 15 pm to about 5 pm over the 6 hour long etching run. This 
suggests that the suitability of such a photoresist layer to longer etch runs, and even more 
significantly, to larger etching depth, is limited. As AZ4562 could not be successfully processed 
to layer thicknesses larger than 15 pm, SU8 was used for the masking of th icker wafers.
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Figure 2-12 shows SEM images of the cleaved edge o f a 525 thick silicon wafer etched 
through a 20 thick SU8 photoresist sacrificial masking layer, patterned as described in 
Section 2. 4. 2. 1.
Figure 2-12. SEM images of the cleaved edge of a 525 M m  thick silicon wafer etched through a 20 M m
2
thick SU8 photoresist sacrificial masking layer, (a) 40 x 40 Pm openings (420 minutes etching time);
2
(b) 20 x 20 Mm openings (615 minutes etching time).
Figure 2-12(a) shows 40 x 40 ^m 2 cross-section channels etched over a depth of circa 470 
The etch time was 420 minutes, giving a 1.1 min"1 average etch rate. The etching pattern 
was highly regular. The upper part o f the channels featured straight, vertical walls, while the 
lower half exhibited some tapering. Figure 2-12(b) shows the etched channels obtained for a 
20 x 20 j^m2 feature size photoresist array pattern. The etching time was extended to 615 min, 
which resulted in the wafer being etched all the way through. The channel cross-section over 
the upper quarter o f the wafer thickness was about 35 ^m , which evidenced a very significant 
(175%) undercutting effect, measured as the ratio of the cross-section o f the w idest part o f the 
channel to the feature size of the masking pattern. The lower part of the channels was 
characterised by some bowing effect, and the feature size of the channel openings on the 
bottom side of the wafer was circa 25 ^m.
Aspect ratio-dependent etching was evidenced by the difference in etching depth observed 
between the 20 x 20 ^m 2 array and the 40 x 40 ^m 2 array over a 420 m inute-long etch run. 
W hereas the 40 x 40 ^m 2 pattern had been etched over circa 470 (Image (a) in Figure 
2-12), the 20 x 20 ^m 2 array had been etched over 365 jam only, which represented a 22% 
lower average etching rate. Etching the 20 x 20 ^m 2 array through the 525 ^m -th ick wafer, as 
shown in Image (b) of Figure 2-12, required an additional >120 min etching time, and gave a 
less uniform m icrostructure.
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The smallest feature size pattern that could be transfered to the 20 pm thick SU8 layer was 
10x10 pm2. Attempts at etching this pattern all the way through the 525 pm thick wafer did not 
succeed within an 11 hour-long etching run. Longer etching times were deemed unreasonable.
The work presented above has confirmed the suitability of the ASE process for the fabrication of 
flow-through microchannel silicon structures by deep dry etching. The use of thick photoresists 
as sacrificial masking layers made it possible to etch wafers as thick as 525 pm all the way 
through. However, the dimensions and morphology of the etched channels were found to be 
highly dependent on the feature size of the mask pattern, and on the etching depth (i.e., the 
wafer thickness). The level of aspect ratio that could be achieved was compromised by serious 
undercutting effects, while tapering of the lower part of the microchannels was observed in most 
of the etched structures. Further optimisation of the operating parameters may yield a reduction 
in the extent to which these undesirable effects take place.
The thick photoresists used here have been demonstrated to be compatible with the etching 
process. Whilst the use of the positive resist was limited by a maximum layer thickness of circa 
15 pm, the negative resist, SU8, could be photolithographically processed as 50 pm thick 
layers, making it suitable to long (over 12 hours) etching runs. However, SU8 suffered from a 
lower resolution which limited the pattern to feature sizes larger than 5 pm. Another problem 
with SU8 was the difficulty encountered in the removal of the resist layer from the substrate 
after processing.
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2. 5. Poly(dimethylsiloxane), PDMS 
2. 5 .1 . Fabrication of PDMS structures by imprinting against a master
PDMS readily lends itself to imprinting and molding into small feature size and/or high aspect 
ratio microstructures.60 The versatility and ease of use of PDMS has been exploited in the 
fabrication of microanalytical devices for on-chip electrophoresis,19 centrifugal analysis109 and 
microfluidics,123 as well as microelectromechanical systems.60
PDMS “kits” are commercially available, at a low cost, which comprise two components, 
a siloxane oligomer base and a platinum-containing curing agent. When these two components 
are combined in appropriate relative proportions, polymerisation of the siloxane oligomers is 
induced. From a chemical point of view, the curing of PDMS involves the addition of the silicon 
hydride bonds of cross-linking oligomers across the vinyl groups of siloxane oligomers, in the 
presence of the Pt-based catalyst. Multiple organometallic linkages (-Si-CH2-CH2-Si-) are 
created, forming a three-dimensional polymeric network. In practice, the cross-linking reaction 
is accelerated by heating the prepolymer mixture to 60-120°C for one to a few hours.19,60,124,125
A procedure for the fabrication of flow-through PDMS microstructures is given below.
The procedure consists of four main steps: (i) microfabrication of a master with a suitable 
morphology; (ii) passivation (reduction of the surface energy) of the master, in order to facilitate 
subsequent release of the PDMS imprint; (iii) molding of liquid PDMS prepolymer against the 
master; and (iv) curing of the prepolymer and release of the PDMS imprint from the master.
2. 5. 2. Fabrication of masters for the production of PDMS microchannel substrates
2. 5. 2. 1. Requirements
The possibility of producing microchannel PDMS structures by using a master consisting of an 
array of small feature size, self-standing pillars was suggested in Section 1. 2. 6. 1. 2. For the 
fabrication of flow-through structures (i.e., via channels as opposed to blind holes), the height 
of the pillars must be larger than the thickness of the PDMS imprint. Two techniques were 
considered for the fabrication of masters featuring accordingly high aspect ratio and high 
(> 200 pm) pillars: photolithographic microstructuring of a thick photoresist, SU8, and deep dry 
etching of silicon. Both techniques were closely related to those used in the dry etching of 
silicon described in Section 2. 4.
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2. 5. 2. 2. Photolithographic microstructuring of thick photoresist 
2. 5. 2. 2.1.  Principle
It has been shown in Section 2. 4. 2. 2. 2 that a SU8-type negative photoresist could be 
processed to a thickness of several tens of microns. Here, investigations into the possibility of 
processing a more viscous version of that photoresist to a thickness of several hundred microns 
is reported.
2. 5. 2. 2. 2. Experimental 
Materials
SU8 SM-1070 (Sotec Microsystems) was chosen for its high viscosity (15 Pa s, versus 1.5 Pa s 
for SU8 SM-1060) resulting from a high content in SU8 material (70% versus 60% for SU8 
SM-1060). A photomask was produced, as described in Section 2. 4. 2.1.  3, which featured an 
array of clear 200 pm diameter circles over an opaque background, arranged in a square 
pattern, at a pitch of 500 pm, over a 7.5 x 8.0 mm2 area. These relatively large feature sizes 
were used in the first instance, as the level of resolution of thick SU8 layers was not known a 
priori.
Photolithography o f SU8-1070
A 3 inch diameter wafer was cleaned and dried as described in Section 2. 4. 2. 2. 1. A few 
millilitres of SU8-1070 were dispensed onto the wafer, so as to cover the whole surface. The 
resist layer was allowed to planarise for 1 hour. The wafer was spun at 500 rpm, first for 5 s to 
remove some of the excess photoresist, then a second time for 10 s. The coated wafer was 
again let to sit for about 2 hours, until disappearance of the edge bead, before being soft-baked 
on a levelled hot plate at 60°C for 1 hour and at 90°C for another 3 hours, until enough solvent 
had evaporated for the resist layer to have become moderately hard. The wafer was then 
submitted to an illumination dose of 280 mJ cm'2, through the photomask, implemented as three 
sequential 3 min exposure steps at 0.52 mW cm'2, separated by 1 min relaxation steps. This 
breakdown of the exposure time was necessary in order to avoid overheating of the photoresist, 
as submitting substrates to an uninterrupted 9 min exposure period was found to result in the 
formation of a hard, yellow “skin” on the surface. A post-exposure bake was carried out on a 
hot plate, for 5 min at 60°C followed by 30 min at 90°C. Development was carried out using EC 
solvent (Shipley, UK), under strong mechanical agitation, for a total time of about 15 min, 
broken into 3 min steps between which the sample was immersed in fresh IPA to remove non 
cross-linked photoresist. Finally, the sample was rinsed in IPA and blow-dried.
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2. 5. 2. 2. 3. Results
Figure 2-13 shows SEM images of an array of SU8 self-standing m icropillars. The images were 
acquired using a Hitachi S-800 scanning electron m icroscope operated at 10 kV.
Figure 2-13. SEM images of an array of self-standing micropillars produced by photolithographic 
structuring of a 380 pm thick layer of SU8-1070 negative photoresist. The pillars feature a 200 pm 
diameter circular cross-section and are arranged in a square pattern with a pitch of 500 pm.
(a) 30x magnification; (b) 150x magnification.
Figure 2-13(a) shows the regularity of the arrangem ent o f the SU8 pillars. The height of the 
pillars was measured from SEM images as 380 pm. It is remarkable that a photoresist layer of 
this thickness could be obtained in one single spin-coating step, and subsequently patterned 
using standard UV lithography equipment. Successful removal o f non-cured SU8 from the 
substrate during the photoresist development step was evidenced by the high standard of 
cleanliness of the surface of the underlying silicon wafer. Adhesion o f the SU8 pillars to the 
silicon substrate was strong, despite the fact that no adhesion prom oter was used, and although 
a few pillars were broken during the final blow-drying step (see Section 2. 5. 4. 3).
However, Figure 2-13(b) shows that the shape of individual pillars was not perfectly cylindrical 
(although smooth sidewalls were obtained, suggesting very limited scattering o f UV light within 
the photoresist layer during exposure). The observed distortion of the pillars is likely to have 
taken place upon flowing of uncompletely cured photoresist during the post-exposure baking 
step, as suggested by the shape of the lower part o f the pillars in the bottom -left corner of the 
image in Figure 2-13(a). Incomplete curing of SU8 m ight also be the cause for the higher 
fragility o f the few pillars that broke upon blow-drying. It is expected that more regularly shaped 
pillars can be produced by increasing the duration of the exposure step, and/or that of the 
pre-exposure soft-bake step.
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Overall, the photolithographic microstructuring of SU8-1070 turned out to be time-consuming, 
although not particularly labour-intensive (except the long developing step). The fabrication of 
structures with higher aspect ratios than those shown in Figure 2-13 has not been attempted in 
the framework of this thesis, but it is foreseen that the most challenging aspects will consist in
(i) the empirical determination of appropriate pre-exposure bake and exposure times, and
(ii) the removal of uncured photoresist from the substrate during the development step, as the 
highly viscous resist is likely to become entangled within the dense array of pillars. Also, pillars 
with smaller cross-sections are expected to exhibit a lower adhesion to the silicon substrate.
If required, the use of an epoxy-functionalised organosilane (e.g., glycidopropyltrimethoxysilane) 
might provide enhanced adhesion.
2. 5. 2. 3. Deep dry etching of silicon 
2. 5. 2. 3. 1. Principle
The procedure used to fabricate silicon microchannel chips, described in section 2. 4, was 
adapted to the fabrication of self-standing silicon pillars, by patterning the sacrificial protective 
photoresist layer through a negative image of the contact photomask used previously.
2. 5. 2. 3. 2. Experimental
4 inch diameter, 525 pm thick silicon wafers were processed as described in Section 
2. 4. 2. 2. 1, using AZ4562 photoresist as the sacrificial masking layer. The photomask used 
featured four patterns, all covering a 12 x 12 mm2 area, consisting of opaque hexagons with 
50, 75, 100 and 200 pm diameters respectively, arranged in a hexagonal packing.
2. 5. 2. 3. 3. Results
Figure 2-14 shows SEM images of self-standing silicon pillars afforded by ASE processing of 
silicon wafers. Figure 2-14(a) shows an early attempt at etching 50 pm diameter pillars. The 
resulting structure featured typical problems associated with deep dry etching techniques: 
etching “leg”, characterised by a recess around the base of the pillars, and small vertical spikes 
between pillars, caused by the presence of photoresist residues left on the wafer surface after 
photolithographic processing. Figure 2-14(b) and Figure 2-14(c) show that these problems 
could be corrected by careful optimisation of the experimental parameters, as described above, 
resulting in regular arrays of well-defined, 50 pm and 100 pm diameter, circa 250 pm high 
pillars. A thick layer of photoresist can be seen to remain on top of the pillars, suggesting the 
possibility to further increase the etch depth.
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Figure 2-14 Arrays of self-standing silicon micropillars produced by Advanced Silicon Etch processing of 
silicon wafers patterned with AZ4562 photoresist, (a) 50 Pm diameter, circa 200 Pm high pillars; (b) 100 
Pm diameter, circa 250 Pm high pillars; (c) 50 Pm diameter, circa 250 Pm high pillars.
The average etch rate for this run was estimated as circa 1.6 m in '1. A slight undercutting 
of the pillars is observed in Figure 2-14(c), making this structure unappropriate as a master for 
PDMS imprinting, as the release of the cured PDMS structure would be impeded.
Nevertheless, it is likely that this problem can be solved through semi-em pirical optim isation 
of the etching parameters.
2. 5. 3. Master passivation
2. 5. 3. 1. Aim
The high effective surface area of the masters described above (a direct consequence of their 
small feature size, high aspect ratio characteristics) results in exacerbated physical interactions 
between the master and the PDMS imprint. As these interactions are detrimental to the release 
of the imprint, it is important that surface passivation o f the master be implemented, as a way to 
facilitate the release of the PDMS imprint from the master. This can be readily achieved by 
coating the master with a film of low energy compound, such as a fluorinated polymer.
2. 5. 3. 2. Experimental
One of the photolithographically m icrostructured SU8 masters, fabricated as described in 
Section 2. 5. 2. 2 above, was placed in a dessicator containing a few drops of 1H, 1H, 2H, 2H- 
perfluorooctyltrichlorosilane (Fluka #77279), also known as tridecafluoro-1,1,2,2-tetrahydrooctyl- 
1-trichlorosilane, C6 F i3C2 H4SiCl3 . The dessicator was then evacuated to a m oderate vacuum 
so as to favour vaporisation of the silane compound. The vacuum  was applied for a period of 
an hour, over which the master progressively acquired a whitish colouration.
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2. 5. 4. PDMS molding and release
2. 5. 4.1.  Principle
Casting of PDMS against a master can be achieved simply by pouring the liquid prepolymer 
mixture over the master, before proceeding to the curing of the PDMS. However, as stated 
above, the fabrication of flow-through microchannel structures implies that the top of the pillars 
remains clear from any prepolymer, lest blind channels are formed. This required the viscosity 
of the PDMS prepolymer to be reduced. As dimethylsiloxane oligomers are intrinsically non­
polar compounds, the prepolymer mixture was diluted with hexane, a non-polar solvent, so as 
to produce a less viscous prepolymer solution.
2. 5. 4. 2. Experimental
PDMS base and curing agent (RS Components, UK; ref. 494-966) were combined in a 10:1 
ratio and mixed thoroughly. The mixture was then diluted with an equal volume of hexane.
3 pl_ of the thinned PDMS prepolymer were poured onto the passivated SU8 master. The cast 
prepolymer was allowed to stabilise at room temperature for 15 min. Observation under an 
optical microscope showed that the layer of prepolymer was slightly shallower than the SU8 
posts, as desired. The cast prepolymer was baked at 65 °C for 4 hours. Finally, the cured 
PDMS was peeled off the master using two pairs of tweezers.
2. 5. 4. 3. Results and discussion
After curing, the PDMS structure could easily be peeled off the master that had been 
passivated. Figure 2-15 shows darkfield stereomicroscopy images of the PDMS microchannel 
chip released from the passivated master. All the pillars remained attached to the underlying 
silicon wafer upon release of the PDMS structure, confirming that adhesion of the SU8 pillars to 
silicon was strong. The yellow box in Figure 2-15 corresponds to an area of the master over 
which the pillars had been broken before PDMS casting (as mentioned in Section 2. 5. 2. 2. 3). 
The PDMS chip was circa 350 pm thick.
The feasibility of using PDMS imprinting for the fabrication of flow-through microchannel 
structures with moderate feature size and aspect ratio characteristics has thus been 
demonstrated. However, the approach is limited in terms of feature size and aspect ratio 
characteristics by the need to release the PDMS imprint from the master after curing. Problems 
associated with the use of masters with small feature size, high aspect ratio characteristics 
include increased fragility and reduced adhesion of the thin and tall self-standing pillars, as well 
as increased physical interactions between the master and the imprint due to the large surface 
area of contact involved. This makes it necessary to use masters with high mechanical 
resiliency as well as suitable surface passivation procedures.
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Figure 2-15. Stereomicroscopy images of a microchannel substrate produced by casting PDMS against 
an SU8 master (shown in Figure 2-13) passivated with perfluorooctyltrichlorosilane. The PDMS chip is 
circa 350 pm thick and features 200 pm diameter channels arranged in a square pattern at 500 pm pitch. 
The yellow box corresponds to a damaged area of the master (see text for details).
Besides th ick photoresist m icrostructuring and deep dry silicon etching, possible a lternative 
techniques fo r the fabrication of self-standing p illar arrays include sequential thermal oxidation 
and silicon d ioxide stripping of MCS substrates, as well as m olding of UV-curable polyurethane 
against, fo r example, a MCS chip, which can then be dissolved in HF to release a self-standing 
polyurethane p illar array. An a lternative  m aster passivation technique is the plasma-induced
125polym erisation of a fluorocarbon layer in an RIE machine. Surface passivation m ight also be 
com plem ented by the use of heating to facilita te  release of the imprint from  the master, by 
exploiting possible d ifferences in the expansion coeffic ients of PDMS and the master m aterial.
2. 6. Conclusions
As shown in th is chapter, a number of techniques can be used fo r the fabrication of highly 
regular, well defined m icrochannel structures to be used as flow-through biochip substrates.
The re lative m erits of glass and silicon m ateria ls as biochip sustrates still have to be 
investigated in the context of chem ical derivatisation and optical detection, which is the focus of 
the next two chapters.
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CHAPTER 3. FLUORESCENCE DETECTION FROM MICROCHANNEL BIOCHIPS
3.1.  Introduction
As stated in Section 1.2.6.  5, the fact that fluorescence methodologies are at the core of a 
wide range of bioassays, including multiplexed heterogeneous nucleic acid hybridisation 
assays, prompted the development of an instrumental method for the fluorescence-based 
detection of heterogeneous hybridisation events taking place along the sidewalls of 
microchannel substrates. This chapter starts with a description of the basic physical principles 
of fluorescence and a brief account of the common implementations of epifluorescence 
microscopy for the imaging of biochips (Section 3. 2). A characterisation of the optical 
properties of microchannel substrates, based on a series of simulations (Section 3. 3. 2) and 
experiments (Section 3. 3. 3), is then described. Finally, the design and subsequent evaluation 
and optimisation of an epifluorescence imaging procedure appropriate for microchannel 
chip-based bioassays are reported in Section 3. 3. 4.
3. 2. Fluorescence as a detection scheme in bioanalytics
3. 2 .1 .  Physical principles of fluorescence
3. 2. 1. 1. Molecular photoactivation and deactivation processes
Molecular fluorescence is a radiative deactivation process, whereby a photo-excited molecule in 
a singlet state returns to its ground state by emission of a photon. Fluorescence can be seen 
as a three-stage photoluminescence process whose outcome is determined by (i) excitation of 
the fluorophore, (ii) conformational changes and environmental interactions taking place during 
the excited-state lifetime period, and (iii) fluorescence emission.
The various possible activation and deactivation processes of a molecule are best illustrated by 
a Jablonski-type diagram,126,127 as shown in Figure 3-1. The Jablonski diagram schematically 
represents the energy levels of a molecule, namely the ground state S0, the first and second 
excited electronic singlet states Si and S2, and the triplet state Tj. Four vibrational states (v) 
are shown for each energy level; rotational levels are not shown.
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Figure 3-1. Energy-level Jablonski diagram, showing ihe various possible activation and deactivation 
processes for a hypothetical molecule. So: ground state; Su S2 : excited electronic singlet states;
7V triplet state; v: vibrational state. AB: absorption; VR: vibrational relaxation; 1C: internal conversion; 
IX: inter-system crossing; EC: external conversion; FL: fluorescence; PH: phosphorescence.
Excitation of a m olecule to various vibrational levels in the first and second singlet states takes 
place, on a fem tosecond tim e scale, through photon absorption (AB). Molecules in excited 
v ibrational states rapidly dissipate the ir excess vibrational energy (over 10'10 - 1 0 11 s) by 
v ibrational relaxation (VR), a non-radiative deactivation process through which energy goes into 
therm al or vibrational motion of the solvent molecules. Excess vibrational energy can also 
result from  a non-radiative transition betrween two electronic states of the same m ultip licity 
(Si and S2 ), called internal conversion (IC). This process requires the lower vibrational levels of 
the higher electronic state, S2 , to have sim ilar energy levels as the higher vibrational states of 
the lower energy level. S i. IC takes place on a picosecond tim e scale. The excess vibrational 
energy resulting from  internal conversion is dissipated through vibrational relaxation.
Fluorescence (FL) occurs as a radiational transition between electronic states of the same 
m ultip lic ity (Si -*So for most molecules). Fluorescence originating from  direct excitation of the 
Si state or IC to the Si state is refered to as prompt fluorescence, and occurs on a nano- to 
m illisecond tim e scale. Longer-lived fluorescence em ission (delayed fluorescence) is observed 
when Si is populated by indirect mechanisms, e. g. therm ally-assisted T 1 -> Si intersystem 
crossing.
External conversion (EC) refers to non-radiative processes in which the excess energy of 
excited states is transferred to other species (solvent, other solutes). Non-radiative transition 
betrween two electronic states of d ifferent m ultip lic ities (Si and T 1) is called intersystem 
crossing (IX). Following IX, deactivation of the trip let state invo lves vibrational relaxation to the
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ground vibrational level, followed by either EC or IX to the ground electronic state S0, or 
radiational deactivation through phosphorescence (PH).
3. 2. 1. 2. Spectral characteristics of fluorescence
Since the fluorescence process is slower than vibrational relaxation and internal conversion, 
fluorescence emission takes place exclusively from the ground vibrational state of S-i, to various 
vibrational levels of S0. Thus, fluorescence emission is observed as a single, broad energy 
band at longer wavelengths than the S0-> Si absorption band; the difference in wavelength 
between the absorption and fluorescence emission bands is called the Stokes shift. The 
fluorescence excitation spectrum of a molecule, which reflects excitation of the molecule to 
singlet states through photon absorption, is in most cases identical to its absorption spectrum.
3 .2 .1 .  3. Fluorescence quantum yield
The fluorescence intensity associated with a given molecule in given conditions of 
photoexcitation is determined by the relative competition between the various radiative and non- 
radiative deactivation routes discussed above. The fluorescence quantum efficiency (QE) or 
fluorescence quantum yield is defined as the ratio of the steady-state fluorescence radiant 
power to the absorbed radiant power. It is related to the rates of radiative and non-radiative 
deactivation of the first singlet excited state by the following equation:
k
  ------ (Equation 3-1)
k F +  k NR
where kF and kNR are the first-order rate constants for fluorescence and non-radiative 
deactivation, respectively. The rate constants depend on the structure and environment of the 
fluorophore.
3. 2. 1. 4. Fluorescence quenching and photobleaching
Fluorescence quenching refers to several bimolecular processes that reduce the quantum yield 
of a molecule without affecting the shape of its emission spectrum. Dynamic or collisional 
quenching is an external conversion process through which energy is non-radiationally 
transfered from an excited molecule to other molecules during collisions. In aqueous solutions 
at room temperature, dynamic quenching of fluorescence is usually negligible for sub-millimolar 
quencher concentrations. Dissolved oxygen and heavy atoms such as iodide can result in 
significant dynamic quenching of some fluorophores.
Static quenching is observed when the fluorophore (in its ground state) forms a stable complex 
with a quencher. Long-range or Forster quenching results from non-collisional energy transfer 
between molecules. Non-radiational deactivation takes place through dipole-dipole coupling, in 
which the excited fluorophore acts as an energy donor to the quencher. The latter becomes
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excited and can either undergo non-radiational deactivation, or emit a type of luminescence 
called sensitised fluorescence. Long-range quenching is further discussed in the context of 
fluorescence resonance energy transfer (Section 7. 2. 1. 1).
Excited-state reactions involve the formation of excimers (excited-state dimers with altered 
emission spectra) between an excited-state molecule and a similar molecule in a ground-state. 
Excimer formation requires relatively high (> 1 mM) concentrations. Excimer luminescence is 
usually shifted to longer wavelengths with respect to the luminescence emission of the 
monomer.
Photobleaching refers to the irreversible destruction of an excited fluorophore under high- 
intensity illumination. Although multiple photochemical pathways are responsible for 
photobleaching, the latter essentially occurs from the triplet excited state and thus follows 
inter-system crossing.
3. 2. 2. Quantitative fluorescence measurements in heterogeneous bioassays
3. 2 . 2 . 1 .  Analyte fluorescence signal
Heterogeneous fluorescence bioassays imply the quantitative measurement of fluorescence 
from surface-bound fluorophores. In the case of nucleic acid hybridisation assays, the latter 
most usually refer to fluorescent labels attached to target molecules that are hybridised to 
surface-bound probes. Alternatively, the fluorescent label might be located on the probes 
themselves , e.g. in “molecular beacon” strategies (Section 7. 2. 1. 2).
The analyte fluorescence signal resulting from the excitation of a fluorophore can be expressed 
as follows:
where B&  is the spectral radiance of fluorescence (in W cm'2 sr'1 nm'1), Y(A’) is the emission 
throughput factor (or optical collection efficiency), and R(X) is the detector responsivity.
Fluorescence is emitted anisotropically, i.e. EL is uniformly distributed in space over a solid 
angle of 4n  steradian. X and X  refer to the wavelengths of the excitation and fluorescence 
radiations, respectively, and, when used as a subscript, to quantities related to these 
wavelengths. The integral in Equation 3-2 extends over the range of wavelengths incident on 
the photodetector.
The spectral radiance of fluorescence, B^, can be decomposed as follows:
oc Yx (Equation 3-3)
(Equation 3-2)
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where Yx is the fluorescence spectral power yield (in nrrf1), and <f>xA is the radiant power 
absorbed by the analyte.
The integral in Equation 3-3 covers the range of wavelengths that impinge onto the fluorophore. 
Yx is characteristic of the emission spectrum of the fluorophore, and thus is directly related to its 
quantum efficiency. can in turn be decomposed as follows:
(f)A ocB J(X )C C A(X ) (Equation 3-4)
where Bx is the spectral radiant power of illumination (in W cm'2 sr'1 nm'1), Y(4) is the excitation 
throughput factor (or optical excitation efficiency), and ct(X) is the spectral absorbance of the 
fluorophore. a( X)  is characteristic of the excitation spectrum of the fluorophore.
3. 2. 2. 2. Background signals
In practice, the quantitative determination of the amount of fluorescence radiation emitted from 
a given fluorophore requires that the associated analytical signal be extracted from the total 
signal, to which background and other extraneous signals contribute.124 Therefore, minimisation 
of the levels of background signals and associated noise is critical in quantitative fluorescence 
measurements. The principal sources of background signals encountered in heterogeneous 
fluorescence bioassays are elastic scattering and reflection of excitation radiations, Raman 
scattering, and background fluorescence, as discussed below.
Excitation radiations are prone to elastic scattering and reflection by the substrate as well as by 
the sample or other solution (if present during the measurement), and optical elements, 
e.g. spectral filters. As elastic scattering and reflection signals occur over the range of 
excitation wavelengths (i.e., in practice, the range of wavelengths passed by the excitation 
wavelength selector; see Section 3. 2. 2. 3), elimination of most of these signals is possible 
through the use of excitation and emission filters with non-overlapping bandpasses. Rayleigh 
scattering of light by molecules has a fundamental nature and thus can not be eliminated; the 
intensity of Rayleigh scattering is proportional to the sixth power of the radius of a molecule 
and the inverse fourth power of the excitation wavelength.
29 2The Raman effect is inherently weak (a typical Raman cross-section is 10' cm , whereas 
a typical absorption cross-section is 10'16 cm2); however, Raman bands of the solvents 
occasionally contribute to the background signal in fluorescence measurements. For a given 
molecular species, the maximum wavelength of the Stokes Raman band, X.r, can be predicted 
from the Raman shift of the molecule, Au, and the the excitation wavelength, Xex, as follows:
XXD = ------- -------- (Equation 3-5)
l - ^ A y
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The Stokes shift for fluorophores commonly used in bioassays is greater, on the energy scale, 
than the Raman shift for water (0.339 pm'1), which permits efficient spectral rejection of Raman 
signals.
Background fluorescence is caused by fluorescent species other than the analyte fluorophores, 
such as concomittants (including other fluorophores in multicolor experiments) and 
contaminants, and by endogenous fluorescence from the substrate and the optics. Spectral 
discrimination is usually not sufficient to totally eliminate background fluorescence.
3. 2. 2. 3. Long-wavelength fluorescence measurements
The use of fluorophores that can be efficiently excited in the far-red part of the visible 
electromagnetic spectrum is potentially beneficial to fluorescence-based bioassays, due to 
reduced levels of background.128
The autofluorescence of most materials, including biological materials as well as organic and 
inorganic materials (such as plastics and glass, respectively) is reduced at long visible 
wavelengths. Rayleigh scattering is also reduced, as the inverse fourth power of the excitation 
wavelength. Another advantage is the availability of low-cost, miniature solid-state laser diodes 
that emit in the red and far-red (635, 670 and 780 nm).129 These light sources offer stable and 
relatively high outputs in addition to long operating lifetimes and low maintenance costs, which 
make them suitable alternatives to gas lasers, in particular in the context of integrated analytical 
devices. As a result, a number of long-wavelength fluorophores, including DBCy5, Cy7, NN382 
and IRD-41, with excitation maxima at circa 670 nm, 748 nm, 780 nm and 787 nm respectively, 
have been developed for use in bioanalytical applications.27,129'133
Limitations associated with far-red fluorescence measurements include a decreased optical 
resolution, higher optical transmission losses (the transmittance of mirrors and lenses 
decreases above 650 nm due to the presence of anti-reflection coatings), and higher levels of 
chromatic aberration from objective lenses. Axial chromatic aberrations do not significantly alter 
imaging in non-confocal systems, due to the high depth of field. These limitations are impeding 
in specific applications only.
3. 2. 2. 4. Epifluorescence microscopy imaging
As stated in Section 1.2.6.  5. 2, the morphology of microchannel substrates restricts the 
implementation of microchannel chip fluorescence imaging to epifluorescence microscopy.
A schematic drawing of an imaging epifluorescence microscope is shown in Figure 3-2.
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Figure 3-2. Schematic drawing of an imaging epifluorescence microscope configuration. Light from a 
conventional or laser source is spectrally filtered by an excitation filter and directed towards the objective 
lens by a dichroic mirror, which reflects the excitation light. Fluorescence emitted by the sample is 
collected by the same objective lens and focused onto the detector, after passing through the dichroic 
mirror and being spectrally filtered by the emission filter.
The design of an epifluorescence m icroscope is characterised by the use of a single objective 
lens, through which excitation light is focused onto the substrate and fluorescence light is 
collected (and transm itted to the detector). This is made possible by the use of a dichroic 
mirror, which reflects the shorter wavelength excitation light whilst transm itting the longer 
wavelength fluorescence light. The epifluorescence configuration allows fluorescence imaging 
of biochips to be carried out in optim ised conditions. High levels of spatial resolution, as 
required in the case of high-density m icroarrays, are made possible by the use of high 
m agnification, high NA objective  lenses. Background m in im isation is achieved through the use 
of filte r sets (comprising an excitation filter, an emission filte r and a dichroic m irror) whose 
spectral characteristics are optim ised fo r the detection of the fluorophore of interest. E fficient 
excitation of the fluorophore w ithin the excitation bandwidth is ensured by high power tungsten- 
halogen, mercury or laser sources (which provide a high spectral radiant power of illum ination, 
Bx in Equation 3-4) and high NA objective  lenses (which provide a high excitation throughput 
factor, Y (\)  in Equation 3-4). E ffic ient collection of the em itted fluorescence light is ensured by 
high NA objective  lenses (which provide a high em ission throughput factor, Y(X)  in Equation 
3-2). Finally, transduction of the fluorescence light em itted w ithin the bandwidth of the emission 
filte r into an electrical signal is ensured by the use of highly sensitive detectors, such as 
photom ultip lier tubes (PMTs) and charge-coupled device (CCD) cam eras (which provide a high 
detector responsivity, R (X) in Equation 3-2). Increased levels of axial resolution are achieved 
by the placem ent of confocal pinholes in the beam paths, so that only a very th in region is 
probed.39'134'135
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3. 2. 3. CCD-based fluorescence imaging
3. 2. 3. 1. CCD cameras
Charge-coupled devices (CCDs) were commercially introduced in 1973. CCD cameras 
combine a CCD photodetector chip with the associated read-out electronics. Over the last 
decade, the use of scientific-grade CCD cameras as high-sensitivity imaging detectors in 
luminescence methodologies (such as fluorescence microscopy and microplate-based 
chemiluminescence assays) has gained widespread acceptance.136'138 The use of digital 
cameras makes fluorescence imaging data directly accessible in digital form, which facilitates 
objective (statistical) quantitative data treatment as well as comparison and archiving.
In addition, digital data lend themselves to direct image processing such as image arithmetic, 
filtering, contrast enhancement, and flat fielding.
3. 2. 3. 2. Principle of CCD photodetection
The functionality of a CCD can be compared to that of electronic film. A CCD chip is a MOS 
(metal-oxide-semiconductor) solid-state device composed of a two-dimensional array of pixels. 
Upon exposure to light, photons absorbed at an individual pixel create electron-hole pairs in the 
silicon junction of that pixel. Over the duration of exposure, photoelectrons generated at each 
pixel accumulate in an electric potential well, before being transferred from one well to another 
(through charge coupling) to an analog readout amplifier. An individual pixel can integrate 
signals until the single pixel full well capacity is reached; thus, the full well capacity, along with 
the readout noise characteristics, directly affects the dynamic range (i.e. number of “gray 
levels”) of a CCD. An analog-to-digital converter (ADC) provides digital output. The number of 
photoelectrons required to produce one digital count, i.e. the magnitude of amplification, is 
referred to as the gain of the system; in order to take full advantage of the dynamic range of the 
CCD chip, the digitisation rate of the ADC is usually chosen so as to match the dynamic range 
of the CCD at a gain of 1. Most scientific CCD cameras allow pixel binning, which consists in 
combining charges from adjacent pixels during readout, prior to digitisation, thereby permitting a 
reduction in the readout noise.136
3. 2. 3. 3. Features and performance of CCD cameras 
3. 2. 3. 3. 1. Spectral response and quantum efficiency
Unlike photocathodes, in which the conversion of photons into photoelectrons is ensured by a 
alkali metal photoemissive surface, solid-state detectors such as CCDs rely on the absorption of 
a single photon at the sensor to create an electron-hole pair in a suitable silicon junction. This 
endows CCDs with potential intrinsic single-photon detection capability, although various noise 
sources (in particular, dark current and readout noise, as discussed below) affect the sensitivity 
of detection. Also, since the number of electron-hole pairs generated is in direct proportion to 
the number of incident photons, CCDs exhibit highly linear responses.
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The spectral response of CCD chips is particularly well suited to visible, including far-red, light 
detection. Figure 3-3 shows the quantum efficiency, as a function o f the wavelength of incident 
light, for a SITe SIA003AB back-thinned illuminated CCD, at room temperature. The quantum 
efficiency of this chip is seen to be in excess of 80% between 450 and 750 nm. As a 
comparison, bialkali photocathodes have a peak response around 350-450 nm, with a 
m aximum quantum efficiency of 20-30%.
600 800 
Wavelength (nm)
1000
Figure 3-3. Spectral responsivity curve (at room temperature) for a SITe SIA003AB back-thinned 
illuminated CCD (from ref. 139).
3. 2. 3. 3. 2. S ignal-to-noise ratio considerations
The performance and precision o f a photodetector operated under given conditions is 
determ ined by the magnitude of the signal relative to the uncertainty in the m easurem ent o f that 
signal, characterised by the signal-to-noise ratio (S/N). In the case of a CCD camera, a S/N 
value can be associated to each individual pixel, for each fram e acquired over a given 
integration time. The total noise, expressed in e rms (root mean square) per pixel, includes 
contributions from photon noise, readout noise and dark current noise.
Photon noise is a fundamental noise associated with the particle nature of light. The fluctuation 
of a photon flux follows a Poisson statistical distribution, so that photon noise increases as the 
square root o f the signal. Readout noise is associated with electronic treatm ent of the signal on 
the CCD chip, and is proportional to the square root o f the readout rate. Dark current is 
generated at high levels by silicon at room temperature. However, the dark current decreases 
with decreasing temperature, according to the following equation which relates the number of 
dark current electrons generated per unit time, Ndc, to the temperature, T:
N d = CT2' ' 2kT (Equation 3-6)
where C is a constant, k is Boltzm ann’s constant, and Ebg is the band gap energy of silicon, 
which is itself a function of temperature:
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E bg=  1 .1 5 57 -7 .0 21 x l0 ^ x r2/( ll08  + r )  (Equation 3-7)
As a rule of thumb, the dark current of a CCD decreases by half when the temperature is 
decreased by 7-8°C. Noise associated with the variation of the dark current over time follows 
a Poisson statistics. Thus, the rms dark current noise, expressed in e /  pixel, is equal to the 
square root of the dark current. Overall, the S/N for a pixel is given by:
® Q A t
S  /  N  =  . — — --------- -  . ----- (Equation 3-8)
jQ Q A t  +  N dcAt +  N j
with <P. photon flux (photons pixel'1 s'1),
Q: CCD quantum efficiency,
At: integration time (s),
Ndc: dark current (e pixel'1 s'1), and 
Nro: readout noise (e rms pixel'1).
3. 3. Fluorescence detection from microchannel structures
3 .3 .1 .  Introduction
The influence of the geometrical optical configuration on the levels of fluorescence and 
background signals obtained in epifluorescence microscopy measurements is clearly apparent 
from Equations 3-2 to 3-4, in which the optical excitation and emission efficiency factors, Y(X) 
and Y(A), are involved. In the case of a 3D substrate, the overall optical configuration includes 
the substrate morphology, in such a way that the detection of fluorescence signals associated 
with fluorophores located inside the structure is determined by both the optical properties of the 
structure itself and the imaging properties of the optics. In the conventional (i.e., non confocal) 
epifluorescence imaging scheme, the total amount of fluorescence collected and transmitted to 
the detector includes contributions from above and below the focal plane. Fluorescence 
generated outside the focal plane will contribute to the overall signal, provided that the 
associated radiations are guided to the focal plane (waveguiding of the chip), and/or that the 
imaging optics actually probe the volume of the chip where the fluorescence is generated 
(depth-of-field of the imaging optics). In addition, the structure itself directly affects the imaging 
properties of the optics by distorting the path of light within the field of view of the optics. As a 
result, the system {substrate + optics} has to be considered as a whole in terms of optical 
properties. This approach was used, by means of simulations and experimental 
measurements, to investigate the process of fluorescence detection from microchannel 
structures, as presented below.
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3. 3. 2. Simulation of the process of fluorescence detection from microchannel 
structures
3. 3. 2. 1. Introduction
The sim ulation work presented in th is section was part of an effort to gain insight into the 
mechanism  of light propagation inherent to m icrochannel chips. To that end, the m orphology 
and optical properties of MCG and MCS substrates were correlated to the extents to which a 
m icrochannel sidewall-bound fluorophore could be excited and to which the emitted 
fluorescence radiation could be collected and transm itted to the photodetector.
3. 3. 2. 2. Methods
3. 3. 2. 2. 1. Geom etrical optics and ray-tracing procedures
The concept of geometrical optics is based on the in tu itive  idea of a ray of light, representing the 
path along which light energy travels, together with the concept of surfaces that reflect a n d /o r  
transm it light. Ray-tracing procedures thus consist in fo llow ing the paths of rays through a 
system of reflecting and refracting surfaces.140
Figure 3-4 illustrates the mechanism of light propagation at a smooth interface between two 
media with d ifferent refractive indices (RIs). The symbol n henceforth represents the refractive 
index.
n7 > n0 La ‘
rV
ni < no
n0 CCj |
(a)
o t j  c ’ CCc otj > a c
Figure 3-4. Propagation of electromagnetic radiations at the interface between two media with different 
refractive indices, n0 and n7. a, is the incidence angle, ar the refraction angle and etc the critical angle.
(a), (b) Partial reflection; (c) total internal reflection. See text for details.
A ray of light impinging on the interface between a m edium  of low Rl and a medium of higher Rl 
(ray (a) in Figure 3-4) undergoes partial reflection at the interface, whereby the ray is partly 
reflected within the medium of origin and partly refracted into the other medium. Both the 
reflected and refracted rays are coplanar with the incident ray and the normal to the surface. 
The reflected ray makes an angle equal to the incidence angle, whilst the direction of the 
refracted ray is given by Snell’s law:
no sin ctj = n 1 sin a r (Equation 3-9)
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where n0 and /7r are the refractive indices of the origin and destination media, respectively, and 
«/ and ar are the incidence and refraction angles, respectively, measured from the normal to the 
surface. The relative extents to which a ray undergoes reflection and refraction depend on the 
optical properties of the interface as well as on the angle of incidence of the ray. The fraction of 
energy that is reflected is characterised by the reflectivity, which is predicted by Fresnel’s law:
p -  1/2 (sin2 (a-, - ar) /  sin2 (a-, + ar) + tan2 (a■, - ar) /  tan2 (a ■, + ar)) (Equation 3-10)
where p  is the reflectivity and a\ and ar are the incidence and refraction angles, as defined 
above.
A ray passing from a medium of high Rl to a medium of lower Rl undergoes partial reflection 
only if the incidence angle is lower than the so-called critical angle ac, given by
ac = arcsin (n-, /  n0) (Equation 3-11)
In this case (ray (b) in Figure 3-4), Fresnel’s law applies, as above, and the refracted ray is bent 
away from the normal. If the incidence angle is higher than the critical angle (ray (c) in Figure 
3-4), total internal reflection (TIR) occurs at the interface, accompanied by the generation of an 
evanescent electromagnetic field, perpendicular to the interface, which tails out into the medium 
of lower Rl.
3. 3. 2. 2. 2. Algorithmic formulation and numerical computations of the ray-tracing procedure
Simple though the laws of geometrical optics are, implementation of the ray-tracing approach to 
the analysis of complex optical systems can be extremely labour-intensive, as the number of 
rays to be traced must be large enough to ensure that a thorough exploration of all possible ray 
paths within the optical system is made. In certain particular applications, the symmetry of the 
optical system of interest and the simplicity of shape of the surfaces involved can be taken 
advantage of, so as to reduce the ray-tracing procedure to relatively simple algorithms in which, 
for example, only meridional rays (i.e., rays that propagate within a diametral plane in a 
cylindrically symetrical system) are taken into account.141,142 In more general cases, however, 
such as the present case of the epifluorescence imaging of a microchannel chip, where the 
presence of non-meridional (“helical”) rays can not be neglected, it is necessary to formulate ray 
tracing in a generic vector form, as described by Welford and Winston,143 so that the ray-tracing 
procedure can be efficiently handled through numerical computations.
A number of software packages are commercially available that allow the analysis, based on 
algorithms derived from geometrical optics, of three-dimensional imaging and non-imaging 
optical systems. OptiCAD 5.0 software (OptiCAD Corp., Santa Fe, NM) was used in the 
framework of this thesis. OptiCAD allows complex optical systems to be defined, in a computer- 
aided design (CAD) format, as sets of surfaces and volumes to which a number of optical 
properties, such as index of refraction, surface reflectance and bulk absorptance, can be
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assigned. A powerful feature of OptiCAD is its unconstrained (i.e. nonsequential) approach to 
ray tracing; rays are not constrained as to the order in which components are intersected, nor to 
the number of times the same component may be intersected. The computation of the 
propagation of a ray is not discontinued until one of three termination conditions (which can all 
be adjusted by the user) is fulfilled: (i) the number of surfaces hit has exceeded a given number, 
(ii) the energy of a sub-ray has fallen below a given fraction of that of the original ray, and (iii) 
the level of ghosting (i.e., the number of rays derived from the original ray) has become larger 
than a specified number.
3. 3. 2. 2. 3. Use of OptiCAD software for the simulation of the process of fluorescence 
detection in microchannel biochips
The simulations were based on the subdivision of the fluorescence detection process into two 
independent processes: (i) excitation of the fluorophores by illumination of the microchannel 
chip, and (ii) collection of the emitted fluorescence and transmission thereof to the 
photodetector. Fluorescence emission was simulated by defining individual fluorophores as 
self-luminous, incoherent point sources to which an isotropic emission distribution was 
associated. Fluorescence excitation was simulated by imparting to each fluorophore of interest 
a radiant energy that reflects the extent of excitation of that fluorophore, in accordance to 
Equation 3-3. Although the simulations drew upon the physical principles exposed in Section 
3. 2. 2, the fluorescence excitation and emission spectra of the model fluorophores used in the 
simulations were not explicitly taken into account, as the intrinsic properties of the fluorophores 
were assumed not to vary within the excitation and emission spectral bandpasses. Thus, a 
single excitation wavelength and a single emission wavelength were considered in the 
simulation; these wavelengths only came into account through the values assigned to the 
refractive indices of the structure and the immersion medium. The wavelengths were assumed 
to be in the range 620-680 nm, so as to simulate fluorescence measurements with red 
fluorophores such as Cy5 (which exhibits an excitation maximum at circa 630 nm and an 
emission maximum at circa 670 nm).
3. 3. 2. 2. 4. Models for different types of microchannel chips 
MCG chips
Cutout sections of MCG chips were modelled according to the morphology and dimensions 
reported in Table 2-1, i.e. regular array of 10 pm diameter cylindrical channels, arranged in an 
hexagonal packing pattern, with a centre-to-centre spacing of 12 pm. Each model channel was 
defined as a polygonally faceted object featuring a 72-side polygonal cross-section, 
approximating a circular cross-section. Figure 3-5 shows a 19-channel model structure, as 
used throughout the simulation work. Increasing the number of channels resulted in 
prohibitively long computation times.
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Figure 3-5. 19-channel model cutout structure used in light propagation simulations with OptiCAD 
software, (i) 3D view; ( ii) front face. The labelling of the four different types of channels (according to 
their relative position from the centre) is indicated.
Due to the symetry of the hexagonal pattern, the 19-channel cutout featured 4 d ifferent types of 
channels, d iffering by their relative position from  the centre. These channels were labelled as 
follows: 0 (central channel), 1 (direct neighbourgs of the central channel), 2a (aligned with 
channel 0 and one type 1 channel) and 2b.
The Rl of the die lectric material was set equal to  1.70, which is the value (at 620-680 nm) fo r 
the heavy flint, 55% lead oxide-containing glass used fo r the fabrication of the MCG material. 
The Rl of the medium in which the chip was imm ersed (corresponding to the inside of the 
channels plus thin layers of flu id  at the front and the back of the chip) was set equal to either 1.0 
(air) or 1.33 (aqueous solution); the latter case corresponds to  experim ental conditions in which 
fluorescence imaging is carried out while buffer is filling  the channels. Bulk absorptance and 
autofluorescence of the material were not considered. Although lead-rich glasses are known to 
exhibit fluorescence emission over a wide portion of the electrom agnetic spectrum, from  purple 
to green, upon ultravio let (UV) illum ination,144 the effect could be neglected in the present case 
of long-wavelength fluorescence imaging. No vo lum etric or surface scattering was considered 
either.
MCS chips
In order to gain direct insight into the effect of the substrate material upon the waveguiding 
properties of m icrochannel chips, a m orphology identical to that of MCG chips described above 
was used to model MCS chips. The Rl of the silicon m icrostructure was set equal to 3 .85 .145 
Unlike glass, silicon exhib its a significant vo lum etric absorptance in the v is ib le  region of the 
electrom agnetic spectrum, due to its bandgap of 1.12 eV at 293 K. The absorption coeffic ient,
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k, was taken equal to 0.017 (between 620 nm and 680 nm),145 which gave a value for the 
extinction coefficient of 4k  k/A = 0.33 pm'1 at a wavelength, A, of 650 nm.
3. 3. 2. 2. 5. Parameter input and data output
A set of Visual Basic (Microsoft Corp., Seattle, WA) and OptiCAD macro commands was written 
to provide a maximum level of automation to the simulation procedure. The parameters related 
to the morphology and optical properties of the model microchannel chip under study were input 
into the OptiCAD computation engine via an ASCII text file, generated by a Visual Basic macro 
from an Excel file. Conversely, the raw data resulting from each computation were retrieved 
from OptiCAD into ASCII text files before being formatted and displayed in Excel.
3. 3. 2. 2. 6. Quantitative simulation of the fluorescence detection process 
Collection of the fluorescence radiations
In order to study the extent to which the axial position of a fluorophore within a microchannel 
affected the amount of signal collected by the imaging optics, simulations were carried out in 
which a single fluorophore (simulated by an incoherent point source featuring an anisotropic 
distribution of light emission, as stated above) was placed inside the central channel of a 19 
channel cutout (as shown in Figure 3-5), at a fixed distance of 10 nm from the sidewall, but at 
increasing distances from the front face of the chip. For each axial position, radiant energy 
propagating within the 3D system was mapped by positioning virtual “films” at suitable locations. 
These films were used to record both the spatial distribution of energy within the system 
(radiometric mapping), and the angles made by rays at their point of intersection with the film. 
Typically, a minimum of 10,000 rays were traced. Each computation required between 0.5 and 
5 hours on a Pentium II PC.
Recordings of the angular distribution of the radiant energy were used to simulate the effect of 
the NA of the objective lens, as fluorescence radiating from the front side of the microchannel 
structure can only be collected (before being transmitted to the detector) if the radiations fall 
within the acceptance angle of the objective lens. The acceptance semi-angle of a lens, amax, is 
related to the NA of the lens by:
NA = n0 sin amax (Equation 3-12)
Note that the focal plane of the objective lens was set on the front face of the chip.
Cross-talk of fluorescence radiations
A particular issue that the simulations sought to adress consisted in assessing the extent to 
which inter-chanel optical cross-talk of the emitted fluorescence radiations took place within a 
microchannel structure. The phenomenon of optical cross-talk is illustrated in Figure 3-6.
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Figure 3-6. Schematic depiction of the phenomenon of inter-channel optical cross-talk in microchannel 
structures. Ray (a), which is part of the fluorescence radiations emitted isotropically by a sidewall-bound 
fluorophore, F, undergoes partial reflection on the microchannel sidewall at point A; the reflected ray, (b), 
exits the front plane of the chip from within the channel in which F is located, whereas the refracted ray is 
refracted once more at point B and exits the front plane of the chip from another channel than that in which 
F is located.
As fluorescence is em itted isotropically, i.e., over a fu ll solid angle of 4tc sr, most rays (such as 
ray (a) in Figure 3-6) interact with the sidewall of the m icrochannel from  which they are em itted. 
As shown in Figure 3-4(a), the interaction is characterised by partial reflection of the ray, 
whereby the refracted light propagates through the sidewall, before undergoing another partial 
reflection at the sidewall of the neighbouring channel. This process results in rays (such as ray 
(c) in Figure 3-6) to exit the front surface of the chip from  a channel d ifferent from  that in which 
they were originally em itted. Note that cross-talking of a ray can extend over a larger number of 
m icrochannels.
Cross-talk is an important issue in the context of m icrochannel chip-based fluorescence 
bioassays, as the m ultip lexing nature of the approach (which is essentially based on spatial 
discrim ination of biosensing elements by the imaging system) can be impaired by the 
occurrence of cross-talk, if the latter extends over d istances com m ensurate with the feature size 
of the biorecognition elements.
In order to  investigate cross-talk by means of simulations, radiom eter film s were placed in one 
peripheral channel of each type (1, 2a and 2b), in addition to  the central channel (type 0), in the 
19 channel model cutout structure of Figure 3-5(b).
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Fluorescence excitation
As shown in Equation 3-4, the extent of excitation of a fluorophore is proportional to the am ount 
of excitation light that reaches the fluorophore. As stated in Section 3. 2. 2. 4, the 
epifluorescence detection scheme entails illum ination of the substrate with excitation light 
through the same objective lens as that used fo r the collection of the em itted fluorescence.
As a consequence, excitation radiation was focused on the fron t surface of the chip.
Knowledge of how these radiations propagated within the m icrochannel structure was required 
in order to assess the extent to which sidewall-bound fluorophores located at various axial 
distances from  the front face of the chip were excited.
The process of fluorescence excitation was simulated by illum inating the chip, from  the front, 
with an energy distribution corresponding to that obtained at the output of a m icroscope 
objective  lens. Two d ifferent d istributions were used, corresponding to low (0.13) and high 
(0.75) NA objective lenses, respectively; these NA values correspond to those of actual 
ob jective  lenses used in experim ental studies (see Section 3. 3. 3). In the case of an 
achrom atic lens, the illum ination sem i-angle is identical to the acceptance angle defined above. 
Values fo r the illum ination sem i-angle (given by Equation 3-12) fo r the 0.13 and 0.75 NA lenses 
were 5.6s and 34.3s, respectively, in water (n=^ .33).
In the simulations, the illum inated area was defined so as to comprise the opening of the central 
channel, plus the interstitial area around it extending to the edge of the first ring of neighbouring 
channels, as shown in Figure 3-7. The excitation intensity in the central channel was then taken 
as the sum of the excitation intensities in all the 19 channels of the chip cut-out. This procedure 
simulated a uniform  illum ination of the front face of the chip through an objective lens of given 
NA, while taking inter-channel cross-talk of the illum ination radiations into account.
NA=0.13
Figure 3-7. Schematic representation of the epi-illumination of the front face of a microchannel chip 
through objective lenses of various NA, as used in simulations of the excitation of microchannel sidewall- 
bound fluorophores. (i) NA=0.13 (illumination semi-angle amax = 7.5° in water); (ii) NA=0.75 (amax = 48.6g).
As in the case of fluorescence emission, the radiation wavelength only cam e into account 
through the values assigned to the RIs. Radiom eter film  planes located at several axial 
distances from  the front surface of the chip were used to record the radiant energy, as above.
NA=0.75
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Fluorescence detection
As stated above, the effic iencies of excitation and collection of a given m icrochannel sidewall- 
bound fluorophore are dependent upon its axial position (distance from  the front face of the 
chip). The actual fluorescence signal detected by imaging the front face of the chip with an 
epifluorescence m icroscope is a convolution of the two processes mentionned above 
(Equations 3-2 to 3-4). As the processes of fluorescence excitation and fluorescence collection 
were treated independently in the sim ulations, a numerical convolution was implem ented to 
determ ine the fluorescence detection effic iency associated with m icrochannel sidewall-bound 
fluorophores located at various axial positions.
3. 3. 2. 3. Results and discussion
3. 3. 2. 3. 1. Reflectiv ity of the m icrochannel sidewalls
Figure 3-8 shows a plot of the reflectiv ity, calculated from  Fresnel’s law, of a m onochromatic, 
unpolarised radiation impigent onto a glass (rt= 1 .7 0 )/water (n=1.33) interface and a silicon 
(r?=3.85)/water interface, as a function of the planar incidence angle.
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Figure 3-8. Reflectivity of a monochromatic, unpolarised radiation at the interface between water (n=1.33) 
and (a) silicon (n=3.85) and (b) heavy flint glass (n=1.70), as predicted from Fresnel’s law.
Figure 3-8 shows that the silicon surface exhibits a higher level of re flectiv ity than the glass 
surface, especially at steeper incidence angles. This suggests a higher waveguiding efficiency 
of m eridional rays inside the m icrochannels of a MCS chip, as com pared to a MCG chip. 
However, the relative extents to  which refraction and absorbance take place in the two d ifferent 
types of m icrochannel chips have to be considered; these will depend on the optical properties 
of the interface, as well as on the angle of incidence of the rays, as predicted by Fresnel’s law. 
Since m icrochannel sidewall-bound fluorophores are located within the medium of lower Rl, the 
em itted fluorescence will undergo a series of partial reflections on the sidewalls of the
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microchannels, as shown in Figure 3-4(a); as a consequence, one can expect a significant 
portion of the radiations to be travelling inside the wall separating adjacent microchannels. This 
holds true for excitation radiations as well as for fluorescence radiations.
3. 3. 2. 3. 2. Waveguiding of the fluorescence radiations 
Inter-channel optical cross-talk in glass and silicon microchannel chips
Figure 3-9(i) shows the simulated intensity profile of the fraction of radiant fluorescence energy 
that was guided to the front surface of a 19 channel model MCG chip immersed in air (n=1.0), 
where fluorescence was emitted by a single model fluorophore located at a distance of 10 nm 
from the sidewall of the central channel, and at an axial distance of 10 pm from the front plane 
of the chip.
Figure 3-9(i) gives a quantitative account of the phenomenon of inter-channel optical cross-talk 
in MCG. From the simulation, it is apparent that most of the emitted fluorescence energy 
radiated from the opening of the central channel, in which the emitting fluorophore was located, 
whilst only a small fraction of the emitted fluorescence radiation was seen to emerge from the 
opening of neighbouring channels. Fluorescence intensity profiles obtained in simulations 
where the fluorophore was placed at increasing axial distances (50 pm to 450 pm) from the front 
plane showed an even less significant level of cross-talk than that shown in Figure 3-9 (i). 
Likewise, lower levels of cross-talk were obtained in simulations in which the chips were 
immersed in aqueous solution (/?=1.33).
Figure 3-9(i) also shows that, in the absence of light scattering off the front surface of the chip, 
no significant amount of fluorescence energy radiated from the interstitial area of the front 
plane. A close analysis of the ray propagation pattern in OptiCAD confirmed that, although a 
number of rays propagated inside the solid glass wall separating adjacent microchannels, these 
rays underwent total internal reflection on the front surface of the substrate, and thus were not 
refracted out of the glass material. This suggests the possibility of minimising the amount of 
surface scattering, hence the level of background signals, by polishing the front surface of MCG 
chips to an optical standard of flatness.
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Figure 3-9. Simulated three-dimensional intensity profiles of the fraction of radiant fluorescence energy 
transmitted to the front surface of a 19 channel model microchannel glass chip immersed in air (n=1.0), 
illustrating the inter-channel cross-talk of fluorescence emitted by a single model fluorophore located close 
to the sidewall of the central channel and at an axial distance of 10 pm from the front face of the chip. The 
x and y  axes correspond to two orthogonal directions on the front face of the model structure, as defined in 
Figure 3-5. (i) model MCG chip; (ii) model MCS chip.
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Figure 3-9(ii) shows the intensity profile obtained for a model MCS chip, in the same conditions 
as above. In this case, all of the fluorescence radiations were seen to be confined within the 
central channel, indicating that inter-channel optical cross-talk did not take place to any 
significant extent. This was due to the fact that silicon has a high bulk absorptivity, which 
resulted in attenuation of the fluorescence energy refracted inside the solid silicon wall. 
Nevertheless, the amount of fluorescence radiation that propagated within the central channel 
and reached the front face of the model MCS chip was larger than in the case of a MCG chip 
[note the difference in the scales of the energy axis between Figure 3-9(i) and Figure 3-9(ii)], 
as expected from the higher level of reflectivity of silicon as compared to glass, shown in 
Figure 3-8 above.
Waveguiding properties of different types of microchannel chips
Figure 3-10 shows the fraction of fluorescence, emitted by a single fluorophore, that was guided 
to the front surface of model glass and silicon microchannel chips, as a function of the axial 
position of the fluorophore with respect to the front surface of the chip. Radiant fluorescence 
energy was measured over the 19 channels of the model structure. The plots for model 
microchannel chips of identical morphology, but with 100% absorbing and 100% reflective 
sidewalls, are also shown for comparison.
Figure 3-10 shows that, for all the types of microchannel chips except the one with totally 
reflective sidewalls, the fraction of emitted fluorescence guided all the way to the front face 
decreased sharply as the emitting fluorophore was located at increasing axial distances from 
the front face.
In the case of the chip with totally reflective sidewalls (curve (a) in Figure 3-10), half of the 
emitted fluorescence was expected to reach the front plane, as a result of fluorescence being 
emitted isotropically and confined within the microchannel, leading to 50% of the radiation 
propagating towards the front face of the chip and 50% towards the back face. This was 
observed in the results of the simulation, except for a small decrease as the emitting 
fluorophore was located at increasing distances from the front plane. This decrease was 
ascribed to termination of rays that were emitted in directions close to perpendicular to the 
microchannel axis and thus were involved in a large number of interactions with the sidewall 
before reaching the front surface. The termination criterion based on the number of surfaces hit 
was set at 10,000 in this simulation. The effect of ray termination was small enough to be 
neglected in the computations.
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Figure 3-10. Relative amount of fluorescence radiation, emitted by a single fluorophore, that is guided to 
the front face of different types of microchannel chips immersed in water (n=1.33), as a function of the 
axial position of the fluorophore with respect to the front face of the chip, (a) 100% reflective material;
(b) glass (n=1.70, k=0); (c) silicon (n=3.85, k=0.017); (d) 100% absorptive material.
In the case of the model MCG chip, in the absence of bulk absorption from  the glass material 
and from  the flu id  filling  the channels, the decrease observed in Figure 3-10 was essentially due 
to the fact that radiation em itted in non-axial d irections did not reach the front plane of the chip 
within the 100 x 100 pm^ radiom eter film  over which the radiant energy of fluorescence was 
measured. This effect, refered to as long range cross-talk, is evidenced in Figure 3-11 below. 
Long-range cross-talk was studied by recording the radiant energy of fluorescence impiging 
onto a radiom eter film  plane positioned perpendicular to  the front face of the chip, and 
separated from  the central channel by two peripheral channels. Figure 3-11 shows the intensity 
profile  in the film  plane, when the fluorophore was located at an axial distance of 100 pm from  
the front surface.
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Figure 3-11. Radiant energy in a plane(shown in Figure 3-5i) perpendicular to the axis of the central 
channel, showing long range cross-talk across two rows of channels, in the case of a single fluorophore 
located at an axial distance of 100 pm from the front surface of a MCG chip immersed in water.
The intensity scale of Figure 3-11 is identical to that of Figure 3-9. Clearly, a large fraction of 
fluorescence em itted by the fluorophore radiated transversally across the MCG structure, over 
a transversal distance of at least two channel diam eters, and did not reach the front surface. 
However, it is also apparent from  Figure 3-11 that long-range cross-ta lk was restricted to a 
narrow range of directions, close to  the normal.
In the case of silicon chips (curve (c) in Figure 3-10), rays that were d iffracted into the silicon 
wall underwent partial absorption (/c=0.017). This counteracted the higher reflectiv ity exhibited 
by the s ilic o n /a ir  interface as compared to the g la s s /a ir  interface (see Figure 3-8) and resulted 
in MCS chips exhibiting a lower level of waveguiding than MCG chips. Nevertheless, both glass 
and silicon m icrochannel chips exhibited a s ign ificantly enhanced waveguiding e ffect as 
com pared to the non-reflective, to ta lly absorptive ch ip (curve (d) in Figure 3-10).
The effect of the Rl of the imm ersion medium on the waveguiding properties of MCG chips is 
illustrated by Figure 3-12 which shows that the model MCG chip exhibited a slightly higher level 
of waveguiding when the channels were filled  with a ir (n=1.0) than when they were filled  with an 
aqueous solution (n=1.33), as expected from  Fresnel’s law. In practice, however, the effect of 
the imm ersion medium on other experim ental factors, such as the imaging properties of the lens 
(in particular the NA) and the quantum yield of the fluorophore, would have to be taken into 
account.
Vincent Benoit PhD Thesis: Flow-through MicroChannel DNA Chips Page 103
Chapter 3 - Fluorescence Detection from MicroChannel Bbchips
100.0
10.0
>»O)i—a)cQ)
(1)
>
ca
<uCC
0.0
0 50 100 150 200 250 300 350 400 450 500
Fluorophore distance from the front face (pm)
Figure 3-12. Relative amount of fluorescence, emitted by a single fluorophore, that is guided to the front 
surface of a microchannel glass chip immersed in (a) air (n=1.0) and (b) water (n=1.33), as a function of 
the position of the fluorophore with respect to the front face of the chip.
Angular d istribution o f the waveguided fluorescence
The angular d istribution of the waveguided fluorescence radiation is shown in Figure 3-13, 
where the fraction of fluorescence energy (re lative to  the total energy that reaches the front face 
of the chip) that fa lls  within a given NA was plotted as a function of the axial position of the 
fluorophore with respect to  the front surface. Figure 3-13 corresponds to  the case of a MCG 
chip in which only fluorescence radiations that did not undergo cross-ta lk were considered.
Figure 3-13 shows that, as the em itting fluorophore was located farther away from the front face 
of the chip, a larger fraction of the fluorescence radiation exited the m icrochannel within a 
restricted range of angles. Accordingly, the NA of the objective lens used to image the chip 
determ ined the relative contribution to the collected fluorescence signal of fluoropnores located 
at d ifferent axial distances, such that the use of a lower NA objective  lens resulted in an 
increased contribution from  fluorescence originating from  deeper inside the chip. According to 
Figure 3-13, all the fluorescence energy em itted by fluorophores located at distances larger 
than 200 pm was confined within a NA of 0.25 as it exited the front face of the chip from the 
opening of the m icrochannel in which the fluorophore was located. This suggests that the use 
of a low NA lens would not be detrim ental to the collection of most of the fluorescence radiation.
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Figure 3-13. Fraction of fluorescence energy (emitted by a single fluorophore) that falls within a given 
numerical aperture, relative to the total fluorescence energy that reaches the front face of a microchannel 
glass chip immersed in water, as a function of the axial position of the fluorophore with respect to the front 
face of the chip. The legend corresponds to ranges of NA values.
The angular d istribution of the fluorescence em itted from  each peripheral channels (1, 2a and 
2b) was also simulated. It was found that rays participating in cross-ta lk emerged from  
neighbouring channels at angles corresponding to NA va lues greater than 0.5. This suggests 
that the use of a low NA objective  lens to image the chip would actually result in a lower level 
of apparent cross-taik.
3. 3. 2. 3. 3. W aveguid ing of the excitation radiation
The excitation of fluorophores located near the sidewall of a m icrochannel involves two types of 
rays, as schem atica lly depicted in Figure 3-14: rays, such as ray (a) in Figure 3-14, that enter 
the m icrochannels directly, and propagate according to the mechanism  described above, 
including inter-channel cross-talk; and rays, such as ray (b) in Figure 3-14, that impinge onto the 
interstitial area of the front face of the chip and are refracted into the solid wall.
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Figure 3-14. Schematic illustration of the propagation of excitation radiation inside a microchannel chip, 
upon epi-illumination of the chip through an objective lens with the focus set on the front face of the chip. 
Flay (a) enters a microchannel directly through its opening, while ray (b) is refracted inside the solid wall 
after impinging onto the interstitial area of the front face of the chip, at point A, resulting in the generation 
of an evanescent field at point B along the microchannel sidewall. See text for details.
R eflectiv ity on the front surface of the chip is low, as shown in Figure 3-8, especially at steep 
incidence (p < 5% fo r a  < 45°), such that, upon epi-illum ination of the front face of the chip, a 
large fraction of the incident energy will be coupled into the glass m atrix and subsequently 
impinge onto the m icrochannel sidewall at grazing incidence, thereby undergoing TIR at the 
sidewall. As stated above, TIR is accom panied by the generation of an evanescent 
e lectrom agnetic fie ld  along the channel wall.
1 he intensity of the evanescent fie ld  l(z) decays exponentia lly with the distance z fro m  the 
interface, according to:
l(z) = lQ exp ( - Z /  dp) (Equation 3-13)
where l0 is the intensity at the interface, at which z =  0, and dp is the penetration depth. The 
latter is typ ica lly of the order of a wavelength, which is larger than the distance over which 
heterogeneous biorecognition events are localised (the length of a nucleic acid duplex arranged 
in a double helix configuration is circa 3.4 A per base pair). This im plies that fluorescence 
bioassays taking place along the m icrochannel sidewall will benefit from  the excitation radiation 
provided by the evanescent fie ld. The effect is however d ifficu lt to  quantify, both through 
simulation and experim entally. In practice, the generation of the evanescent fie ld  is affected by
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the sign ificant levels of light scattering and diffuse reflection taking place on the front face of the 
chip, as well as on the channel sidewalls, and by bulk absorp tiv ity  of the m icrochannel matrix.
Figure 3-15 shows the axial d istribution of the excitation intensity w ithin MCG and MCS chips, 
as a result of the epi-illum ination of the chips through an objective  lens of g iven NA (simulated 
as shown in Figure 3-7), with the focus adjusted on the front face of the chip. Two values for 
the NA were considered, 0.13 and 0.75.
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Figure 3-15. Axial distribution of the excitation intensity within two types of microchannel chips immersed 
in water, as results from the waveguiding of excitation lighi focused on the front surface of the chip through 
an objective lens of given NA. (a) MCG, NA 0.13; (b) MCS, NA 0.13; (c) MCG, NA 0.75; (d) MCS, NA 
0.75. The energy is expressed as a percentage of the energy impigent onto the front face.
Figure 3-15 shows that, as expected, the use of a lower NA lens resulted in a higher axial 
un iform ity of illum ination intensity over the th ickness of the chip, whether MCG or MCS, due to 
enhanced reflection and reduced refraction along the m icrochannel sidewalls. Figure 3-15 also 
shows a significant d ifference in the axial d istribution of excitation intensity between MCG chips 
and MCS chips. At short axial distances, the excitation intensity was higher in the case of the 
MCG chip, due to the fact that a lower fraction of the excitation radiation was reflected upon 
impinging onto the interstitial surface, because of the lower re flec tiv ity  of the glass surface as 
compared to that of the silicon surface. At larger distances from  the front surface, the d ifference 
in excitation intensity observed between MCG chips and MCS chips could be explained by the 
d ifference in light propagation m echanisms specific to each type of chips, as stated in the 
discussion of the waveguiding of the fluorescence emission. In the case of the MCG chip
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illum inated through a NA of 0.13, the feature at 50-100 |im  was due to indirect illum ination 
through cross-ta lk from  neighbouring channels.
3. 3. 2. 3. 4. Effic iency of fluorescence detection
The results of the convolution of the fluorescence excitation process with the fluorescence 
co llection process is shown in Figure 3-16.
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Figure 3-16. Efficiency of detection of a sidewall-bound fluorophore through epifluorescence imaging of 
the front face of a microchannel chip with an objective lens of given numerical aperture, as a function of 
the axial position of the fluorophore with respect to the front face of the chip, (a) MCG, NA 0.13; (b) MCS, 
NA 0.13; (c) MCG, NA 0.75; (d) MCS, NA 0.75. The detection efficiency is expressed as the fraction of 
emitted fluorescence energy that is collected by the lens and transmitted to the phctodetector.
Figure 3-16 illustrates the axial dependence of the e ffic iency of detection of a sidewall-bound 
fluorophore. In thecase of a MCG chip imaged with an objective  lens of NA 0.13, the simulation 
indicated that the detection e ffic iency was rem arkably uniform  over a chip thickness of 200 pm, 
with between 1% and 2% of the em itted energy being collected by the objective lens and 
transm itted to the photodetector. In the case of a MCS chip, imaged with the same lens, the 
detection effic iency was found to be lower and to decrease more sharply with increasing axial 
distance. For both types of chips, the use of a h igher NA objective  lens provided a higher 
detection e ffic iency for fluorophores located at short axial distances; however, the detection 
e ffic iency dropped by more than two orders of m agnitude over 200 pm.
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3. 3. 2. 3. 5. Conclusions
The simulations reported above have provided useful insight into the optical properties of 
microchannel structures. MCG appears to be well suited to microchannel chip-based 
fluorescence bioassays, as the transparency of the glass matrix permits efficient excitation of 
fluorophores located along the channel sidewalls, and each microchannel acts as a light guide 
that focuses fluorescence radiation along the axial direction, with limited inter-channel 
cross-talk. As far as MCS is concerned, the suitability of this material to fluorescence bioassays 
is limited, in terms of optical properties, by the opacity of silicon in the visible part of the 
electromagnetic spectrum, which limits the extent to which fluorophores can be excited. The 
simulations have also pointed at the benefits provided by the use of low NA optics. A number of 
factors, including scattering of light by the microchannel matrix, could not be simulated 
accurately; therefore, the simulations were complemented by experimental investigations, 
which are presented below.
3. 3. 3. Experimental characterisation of the optical properties of microchannel biochip 
substrates
3. 3. 3. 1. Introduction
The work reported here aimed at corroborating and complementing the simulations described 
above, and at further evaluating the suitability of an epifluorescence approach to the detection 
of fluorophores from microchannel chips. Note that the experiments were designed so that 
derivatisation of the microchannel substrates under investigation (as a first step towards 
immobilisation of fluorophores onto the microchannel sidewalls) was not required.
From a bioanalytical point of view, the use of microchannel substrates of increased thickness 
provides a way of increasing the number of probe molecules immobilised within each spot 
without increasing the lateral dimensions of the spots, thereby potentially improving the 
analytical performance of the chip in the context of fluorescence-based bioassays. However, 
the simulations reported above have clearly indicated the limitations of the approach, by 
pointing at the technical difficulty of detecting fluorophores from increasingly thick microchannel 
chips. Therefore, a range of chip thicknesses were considered in the experiments reported 
here, as a first step in the optimisation of the substrate morphology.
3. 3. 3. 2. Experimental 
3. 3. 3. 2. 1. Materials
Cylindrical boules of MCG from Galileo Electro-Optics Corp. and Collimated Holes Inc., with 
channel diameters of 10 urn, 25 pm and 50 pm, were wafered, as described in Section
2 .2 .1 .  2, to produce 0.5 mm, 1 mm and 2 mm thick chips. Care was taken to ensure that the
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chips were diced so that the front and back planes were perpendicular to the sidewalls of the 
microchannels. The surfaces of the chips were not polished after dicing. MCS chips, with 
750 pm, 320 pm, 150 pm, 70 pm and 25 pm diameter channels, were produced by ASE dry 
etching of a 380 pm thick silicon wafer (Compart Tech Corp.), as described in Section 2. 4. 2.
A PDMS chip with 200 pm diameter channels, similar to that shown in Figure 2-15, was also 
used.
2D fluorescent spots were produced by covalently immobilising a fluorescent dye, 
tetramethylrhodamine-5-maleimide (mal-TAMRA; Molecular Probes, Eugene, OR), on the 
surface of planar glass substrates. This was achieved by depositing aliquots of 10 pM 
mal-TAMRA solution onto standard float glass microscope slides (BDH, Poole, UK) that were 
previously silanised with mercaptopropyltrimethoxysilane, MPTS (Sigma). The dye spots were 
allowed to dry, during which process the maleimide moieites reacted with the surface thiol 
groups to form covalent thioether bonds. The spots were then washed with ample RO water 
and blow-dried with N2. 2 nL and 1 pL aliquots of mal-TAMRA solution were dispensed, using 
a piezoelectric arrayer (see Chapter 5) and a manual micropipette, to form circa 260 pm and 1.5 
mm diameter spots, respectively. Silanisation of the glass slides was carried out as follows.
The slides were first cleaned by sequential treatment with isopropanol, acetone, methanol, and 
RO water, rinsed with RO water, and further treated by immersion in 1 M nitric acid, water, and 
ethanol, 10 min each. The chips were then blow dried and baked at 80°C for 4 hours. 
Silanisation was performed by incubation of the substrates in a 2.5% solution of MPTS in 
toluene (Sigma, HPLC grade), at room temperature, for one hour. The slides were then washed 
by sequential ultrasonication in toluene, 1:1 toluene: absolute ethanol, and ethanol, 2 min each. 
Finally, the chips were baked at 80°C for 4 hours to promote condensation of the silane film.
3. 3. 3. 2. 2. Instrumentation
Fluorescence imaging was carried out using a Microphot microscope (Nikon, Tokyo, Japan) 
fitted with an epifluorescence attachment and a 100 W mercury lamp, coupled to a water- 
cooled, monochrome, 16-bit CCD camera (SpectraVideo SV10K, PixelVision, Tigard, OR,
USA). A picture of the setup is shown in Figure 3-17.
The fluorescence filter set used was DM580-G2A (Nikon), comprising a 510-560 nm bandpass 
excitation filter, a 580 nm dichroic mirror and a 590 nm long pass emission filter. The SV10K 
camera is built around a SITe SIA003AB back-thinned illuminated CCD, whose spectral 
responsivity curve, shown in Figure 3-3, indicated the suitability of this camera to long- 
wavelength fluorescence imaging. A KG5 IR blocking filter (Omega Optical, Brattleboro, VT, 
USA) was placed in front of the CCD to reduce background in the infrared, to which the CCD is 
sensitive (Figure 3-3). The objective lens used was a 4x Plan DL (Nikon), with a NA of 0.13.
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Figure 3-17. Photograph of the combination of a Nikon Microphot epifluorescence microscope and a 
PixelVision SV10K cooled CCD camera used for the imaging of microchannel biochips.
3. 3. 3. 2. 3. Procedure
The optical properties of m icrochannel chips relevant to the fluorescence imaging process, 
namely transparency , waveguiding and inter-channel cross-talk, were investigated by means of 
the epifluorescence imaging procedure schematically presented in Figure 3-18.
Microscope
objective
lens
MCG
chip
Glass slide with 
2D dye spot
Figure 3-18. Epifluorescence imaging procedure for the investigation of the optical properties of 
microchannel glass chips, with a two-dimensional, circa 260 jum diameter fluorescent TAMRA spot 
immobilised on the surface of a silanised planar glass substrate. (A) In-focus imaging o f the 2D spot; (B) 
imaging of the 2D spot through the chip; (C) imaging of the front surface of the chip, with the 2D spot 
underneath; (D) imaging of the 2D spot with a level of defocusing equal to the chip thickness. The 
dimensions of the 2D spot and the microchannels have been exagerated for clarity.
In this procedure, the m icrochannel chips of various charateristics were used in combination 
with a 2D fluorescent spot o f mal-TAMRA. The MCG and PDMS chips were used with the 
smaller (circa 260 pm) spot, which covered an area that would encompass 370 individual 10 pm 
diameter m icrochannels on a 0.6 open fraction MCG chip. The larger (1.5 mm diameter) 2D 
spot was used in combination with the MCS chips.
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The CCD camera was operated at 256K (by allowing iced water to flow through the built-in 
thermoelectric cooling element), 2x2 pixel binning, and 2 s integration time. These settings 
were determined from preliminary measurements so as to take full advantage of the inherent 
sensitivity and dynamic range of the CCD camera. All the fluorescence images were acquired 
in a 2-point correction mode, which ensured flattening of the optical field while providing a dark 
offset for each pixel. The images were saved as 16-bit TIFF files and processed using IPLab 
software (Scanalytics, Inc., Fairfax, VA).
The procedure depicted in Figure 3-18 was carried out manually, for each chip, during the data 
acquisition process, as follows. First, a focused image of the reference spot was acquired 
(Image A). The chip of interest was subsequently placed on top of the reference spot, in the 
optical path of the lens, and an image of the reference spot was acquired (Image B). The 
sample was then moved away from the lens by a distance equal to the chip thickness, so that 
the front surface of the chip was now in the focal plane, and Image C was acquired. Finally, the 
chip was removed and an image of the reference spot was acquired (Image D), with a negative 
amount of defocusing equal to the chip thickness. Quantitative data were obtained by 
determining the signal, S, as the area under the peak in the radial intensity profile, after 2-point 
baselining of the curve.
3. 3. 3. 3. Results and discussion
3. 3. 3. 3. 1. Imaging properties of microscope objective lenses in three dimensions
By design, the ability of a microscope objective lens to produce a sufficiently sharp image is 
restricted to a short distance on each side of the focal plane, in the object space, referred to as 
the depth-of-field (DOF) of the lens. In a non-confocal epifluorescence imaging scheme, 
images formed on the detector include contributions from fluorophores and scattering sites 
located within a whole range of optical planes. The weight of the contribution from each optical 
plane is determined by the imaging properties of the lens in that plane. If the object is thicker 
than, or lies out of, the depth-of-field of the lens, significant blurring of the image occurs. Figure 
3-19 illustrates how the imaging properties of a microscope objective lens are affected by the 
position of the object (in this case, a 2D fluorescent spot) relative to the focal plane.
As seen in Figure 3-19, out-of-focus images of the spot were characterised by a spatial 
spreading which made the spot appear wider than its actual physical dimension. As the level of 
defocusing increased, the edges of the spot became blurred, resulting in the overall diameter of 
the spot image to increase. The overall intensity of the spot image also decreased. The 
increase in the dimensions of the spot image with increasing amounts of defocus is shown in 
Figure 3-20.
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Figure 3-19. Fladial intensity profiles associated with the epifluorescence images of a two-dimensional 
fluorescent spot imaged with a 4x, 0.13 NA microscope objective lens at different levels of defocusing: (a) 
focused image; (b) 0.5 mm defocusing; (c) 1 mm defocusing; (d) 2 mm defocusing. Each curve was 
obtained by averaging 4 adjacent pixel rows.
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Figure 3-20. Width of the out-of-focus image of a two-dimensional reference fluorescent TAMRA spot on 
planar glass, relative to that of the in-focus image, as a function of the level of defocusing. A 4x, 0.13 NA 
microscope objective lens was used.
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O ut-of-focus im ages of a reference spot were also characterised by a lower intensity than the 
in-focus image, as illustrated by Figure 3-21 which shows a plot of the out-of-focus to focused 
intensity ratios of the spot image as a function of the am ount of defocusing.
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Figure 3-21. Fluorescence intensity of the out-of-focus image of a two-dimensional reference fluorescent 
TAMRA spot spot, relative to that of the in-focus image, as a function of the level of defocusing. A 4x, 0.13 
NA microscope objective lens was used.
In the case of the 4x, 0.13 NA lens used in the experim ent of Figure 3-18, both the increase in 
d iam eter and the decrease in intensity were seen to be roughly linear with the level of 
defocusing. At a defocusing distance of 0.5 mm, the d iam eter and brightness of the spot image 
were determ ined as 1.15 and 0.75 tim es that of the focused image, respectively.
Figures 3-12 to 3-14 illustrate the concept of depth-of-fie ld  (DOF). In an imaging system, the 
DOF refers to the distance in the object space over which the system delivers an “acceptably 
sharp image” . An expression fo r the DOF of an epifiuorescence m icroscope was given by 
P iller:146
D O F (pm ) = ----- ------------+ . ^ ”5*1 (Equation 3-14)
7 x  NA  x  M  2000M4
where NA is the num erical aperture of the objective lens,
M  is the total m agnification of the system, 
and A is the wavelength of illum ination, in nm.
Equation 3-14 indicates that the depth-of-fie ld  of an epifluorescence imaging system increases 
with decreasing NA, decreasing m agnification, and increasing wavelength. As the criterion for 
what constitutes an “acceptably sharp image” is somewhat subjective, and m ight vary widely 
depending on the application (the criterion used in the derivation of Equation 3-14 is not 
specified in P iller’s publication), Equation 3-14 was not used to infer absolute DOF values.
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3. 3. 3. 3. 2. Optical properties of MCG and MCS chips 
MCG chips
Multiple information could be inferred from the procedure represented in Figure 3-18. 
Comparison of images A and B indicated how the imaging properties of the lens were altered by 
the presence of the chip in the optical path; this characterised the level of transparency of the 
chip. Comparison of images A and C reflected the waveguiding efficiency of the chip, combined 
with the imaging properties of the lens for a defocusing distance equal to the chip thickness, 
whilst comparison of images C and D gave direct insight into the waveguiding properties of the 
chip. Figure 3-22, (a) to (d) show images A to D, as described in Figure 3-18, for a 0.5 mm 
thick, 10 pm channel diameter Galileo MCG chip.
In all the images of Figure 3-22, the 2D spot was clearly seen, with various levels of sharpness. 
Variations in the levels of signal and background with chip thickness were also evidenced. The 
fact that the 2D spot was not uniform, as seen in Figure 3-22(a) and discussed later, provided a 
means to check that the extent of radiation “scram bling” through the MCG chip was limited. In 
particular, the bright dot present within the spot, seen in Figure 3-22(a), was visible in Figure 
3-22, (b)-(d).
Figure 3-22. (a)-(d) Epifluorescence images A to D associated with the procedure described in Figure 
3-18, for a 0.5 mm-thick microchannel glass chip. The 2D fluorescent spot was circa 260 pm in diameter.
Figure 3-23(a) shows an image equivalent to that o f Figure 3-22(c), but for a MCG chip o f larger 
channel diameter.
Figure 3-23. Image C, as defined in Figure 3-18, for MCG chips from different manufacturers:
(a) Galileo, 1 mm thick, 25 pm channel diameter and (b) Collimated Floles, 1 mm thick, 50 pm diameter.
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In Figure 3-23, individual m icrochannels could be distinguished. In Figure 3-23(a), the 
m icrochannel openings appeared brighter than the interstitial surface, in agreement with the 
simulation results of Figure 3-9(a). However, Figure 3-23(b) showed the opposite pattern, with 
the channel openings being darker than the glass matrix. This confirmed the differences in 
waveguiding properties between the MGC materials from the two manufacturers, as was 
suggested in Figure 2. 2.
Figure 3-24 shows the radial intensity profiles of the images shown in Figure 3-22. Each curve 
was obtained by averaging the four median columns of pixels in each spot image.
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Figure 3-24. Radial intensity profiles associated with the images of Figure 3-22. Each curve was obtained 
by averaging 4 adjacent pixel rows.
Figure 3-24 illustrates the relative levels of signal and background associated with images A-D. 
Curve A is representative of the focused image of the 2D spot, and shows the non-uniform ity of 
the latter. Curve D is associated with the image of the 2D spot at an amount of negative 
defocusing equal to the chip thickness, and shows the associated blurring of the spot, as 
discussed above. Curve B is representative of the image of the 2D spot as seen through the 
chip, and shows an attenuation in the net fluorescence signal and an increase in the level of 
background, both caused by the MCG structure. Finally, curve C is associated with the image 
of the 2D spot with the focus adjusted on the front surface o f the chip. As compared to curve B, 
curve C was characterised by sim ilar levels of signal and background, which demonstrated the 
compatibility between the chip thickness and the imaging properties of the lens.
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Figure 3-25 shows the effect of the chip thickness on the characteristic ratios S(C)/S(A), 
S(C)/S(D) and S(B)/S(A), where S is the net fluorescence signal and A-D were as defined in 
Figure 3-18, for 10 pm channel diameter MCG chips.
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Figure 3-25. Characteristic ratios S(C)/S(A) (a), S(B)/S(A) (b), and S(C)/S(D) (c) for 10 pm channel 
diameter MCG chips from (i) Galileo Corp. and (ii) Collimated Holes Inc, as a function of the chip 
thickness. The bars represent averages and 95% confidence intervals for 3 independent measurements. 
See text for details.
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As expected, the fraction of net fluorescence signal collected by adjusting the focus on the front 
surface of the chip, characterised by the ratio S(C)/S(A), decreased as the chip thickness 
increases. This resulted from a combination of two factors: attenuation of the fluorescence 
signal caused by the presence of the substrate in the optical path, and loss in the excitation and 
collection efficiencies of the lens induced by the defocusing. The contribution from the latter 
factor was evidenced by comparison with S(B)/S(A), in which no defocusing was involved. 
Importantly, S(C)/S(A) and S(B)/S(A) were not statistically different in the case of a 0.5 mm thick 
MCG chip, suggesting that no significant attenuation of the signal resulted from defocusing 
itself. Signal attenuation by the substrate was due, for the major part, to reflection (both 
specular and diffuse) and scattering of light on the front surface of the chip, and thus was not 
proportional to the chip thickness. The ratio S(C)/S(D) characterised the waveguiding efficiency 
of the chip, since it represents the relative intensity of fluorescence that is detected through the 
chip with the focus on the front surface of the chip, as compared to that detected directly. For 
the range of chip thicknesses studied here, S(C)/S(D) was less than unity, which indicated that 
the signal originating from the 2D spot was actually attenuated by the presence of the chip in 
the optical path. However, as the chip thickness increased, the waveguiding ability of the chip 
progressively compensated for the defocusing-induced loss of detection efficiency of the 
objective lens.
MCS and PDMS chips
The procedure schematically described in Figure 3-18 was carried out with the dry etched MCS 
chips, using the 4x, 0.13 NA objective lens as above. Figure 3-26 shows a plot of the ratio 
S(C)/S(D) as a function of the diameter of the microchannels, where S(C) was determined as 
the total pixel intensity over an area covering a single channel opening and S(D) was 
determined over the same area of the 2D spot.
In the case of the MCS chips, Figure 3-26(a) shows a decrease in S(C)/S(D) with decreasing 
channel diameter, indicating that the efficiency of fluorescence detection within the MCS chip 
decreased with increasing aspect ratio of the microchannels. The rate of decrease was higher 
for small (< 200 pm diameter) channels, illustrating the fact that these small channels with 
opaque walls act as aperture stops with respect to the excitation light delivered by the objective 
lens, resulting in a reduced illumination of the fluorescence spot. In the case of a 0.5 mm thick 
MCG chip, S(C)/S(D) was determined as circa 0.6 for 10 pm diameter microchannels, as seen 
in Figure 3-25(a). Figure 3-26 suggests a one order of magnitude lower value for an equivalent 
MCS chip. This is in satisfactory agreement with the simulation results shown in Figure 3-16.
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Figure 3-26. Relative intensity S(C)/S(D) (as defined in Figure 3-18), for (a) a 200 pm channel diameter, 
350 pm thick PDMS chip, and (b) 0.5 mm thick MCS chips, as a function o f the channel diameter. S(C) 
was detemnined as the total pixel intensity over an area covering a single channel opening and S(D) was 
determined over the same area of the two-dimensional spot.
S(C)/S(D) was determined as circa 0.75 in the case of the 200 jam channel diameter, 350 pm 
thick PDMS chip, as shown in Figure 3-26(b). This value is higher than that for a MCS chip with 
the same channel diameter, as expected from the high transparency o f the PDMS matrix.
3. 3. 3. 3. 3. Conclusions
The experiments reported above have corroborated the main results obtained from the 
simulation work, namely the remarkable waveguiding properties of MCG (including the low 
levels of apparent cross-talk) and the large attenuation of fluorescence signals that characterise 
the use o f MCS.
In addition, the experiments have pointed at two important effects: the generation o f significant 
background signals upon illumination of MCG substrates, ascribed to autofluorescence of, and 
scattering of light by, the glass matrix; and the importance of the depth-of-field of objective 
lenses on their behaviour in three-dimensional imaging. The extent to which these factors affect 
the performance of epifluorescence imaging schemes in the context o f m icrochannel chip-based 
fluorescence bioassays is reported in the next section.
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3. 3. 4. Quantitative detection of fluorophores from microchannel biochip substrates
3. 3 .4 .1 .  Introduction
The experiments reported in this section were concerned with the assessment of the 
detectability of fluorophores present on the sidewalls of MCG and MCS substrates. As stated in 
Section 1. 1. 2. 4. 2, the ability to detect low amounts of fluorophores, in a quantitative fashion, 
is a prerequisite to the use of microchannel structures as biochip substrates in gene expression 
measurements. An epifluorescence imaging procedure, designed according to the knowledge 
gained from the results of Sections 3. 3. 2 and 3. 3. 3, was tested and optimised using 
microchannel chips spotted with low amounts of a fluorescent dye. The fluorophore molecules 
were merely adsorbed on the sidewalls of the microchannels, as a model for fluorescently- 
labelled target nucleic acid hybridised to sidewall-bound probes.
3. 3. 4. 2. Experimental 
3. 3. 4 .2 .  1. Materials
0.5 mm thick, 10 pm channel diameter MCG chips (Galileo Electro-Optics Corp.) and MCS 
chips (Siemens) were spotted with 10 nL aliquots of solutions of the fluorescent dye Cy5 
(Amersham Pharmacia Biotech), dissolved to various concentrations (from 50 nM to 1 pM) in 
RO water. Spotting was carried out with a piezoelectric arrayer, as later described in Chapter 5. 
Each Cy5 concentration was spotted as 16 replicates, in the form of a 4x4 array, with a center- 
to-center spot spacing (pitch) of 400 pm. 16 different Cy5 concentrations were spotted on each 
microchannel chip (resulting in a total of 256 spots being present on each 12x12  mm2 chip).
In addition, 0.2 pL aliquots of a 10 pM mal-TAMRA solution were dispensed in three corners of 
each chip, to produce “reference” spots. Spotted chips were allowed to dry in a dessicator.
3. 3. 4. 2. 2. Instrumentation
The epifluorescence microscopy instrumentation was as described in Section 3. 3. 3. 2. 2, with 
a Cy5 filter set (HQ-Cy5, Chroma Technology Corp., catalogue # 41008) being used in addition 
to the Nikon DM580-G2A set. The HQ-Cy5 filter set comprised a 590-650 nm bandpass 
excitation filter, a 660 nm dichroic mirror and a 660-740 nm bandpass emission filter.
A bespoke epifluorescence microscope platform, schematically represented in Figure 3-27, was 
also used.
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Figure 3-27. Schematic representation of the bespoke epifluorescence microscope platform used for the 
imaging of microchannel biochips. RL: red He-Ne laser; GL: green He-Ne laser; ND: neutral density filters, 
LF: laser line filter; M: mirror; DM1 and DM2: dichroic mirrors; FL: focusing lens; P: pinhole; OL: objective 
lens; CH: chip; EF: emission filter; ID: imaging detector. See text for details.
The microscope platform was set up on high resolution mechanical stages for precise 
positioning of the optical elements and the m icrochannel chip to be imaged. The latter was held 
in a custom-designed metallic holder set up on a 3 translation, 1 rotation m icropositioner (Elliot 
Scientific Ltd, Herts, UK). Dual-wavelength excitation was provided by a green (543 nm) and 
a red (633 nm) He-Ne lasers (Coherent, Santa Clara, CA, USA). LF was a 633 ± 3 nm filter 
(Omega Optical XF46). FL was a Newport PAC086 achrom at lens, with a f-num ber of 3.0 and 
a focal iength of 15 cm. DM1 was a DM580 (Nikon) dichroic mirror. DM2 was a Cy3/Cy5 dual 
dichroic m irror (Omega Optical XF2053). EF was either an Omega Optical XF3019 (580-630 
nm bandpass) filter (EF1), or the emission filter from the Chroma HQ-Cy5 filter set (EF2). The 
4x objective lens and CCD camera mentioned above were used with the bespoke platform, 
after being dismounted from the Nikon microscope.
3. 3. 4. 3. Procedures
3. 3. 4. 3. 1. Image acquisition
The microchannel chip to be imaged was secured in the custom holder placed on the 
m icropositioner. The TAMRA spots were used for lateral and axial (focus) alignment of the chip 
within the field of view of the objective lens. To that end, imaging of the TAMRA spots was 
achieved by illuminating the chip with the green laser (the red laser was shut off) whilst the 
emission filter EF1 was placed in front o f the CCD. As the TAMRA spots were produced from a 
solution o f relatively high concentration, these spots were very bright and thus could be imaged
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by the CCD camera using short integration times (< 100 ms), which facilitated the positioning of 
the chip within the field of view of the objective lens, including adjustment of the focus.
Once the chip was correctly aligned, the 4x4 arrays of identical Cy5 spots were sequentially 
positioned within the field of view (by translating the chip of a distance equal to the separation 
between adjacent 4x4 arrays, i.e. 1 mm), and imaged with the CCD camera. For Cy5 
fluorescence imaging, the red He-Ne laser was used while the green laser was shut off, and 
EF2 was substituted for EF1 as the emission filter. Illumination was blocked between 
measurements in order to reduce photobleaching and sample heating. The illumination power 
in the focal plane of the objective lens was adjusted to 1.2, 3.1 or 7.8 mW cm'2 by placing 
neutral density filters in the laser beam path. A silicon photodetector (Anritsu ML910B) was 
used to measure the illumination power. The CCD camera was operated at 256 K. Integration 
time and level of pixel binning were varied (from 1 s to 10 s and from 1x1 to 3x3, respectively) 
as described below. The field of view of the imaging system (objective lens and CCD camera) 
was wide enough to allow the imaging of entire 4x4 arrays of Cy5 spots.
3. 3. 4. 3. 2. Experimental determination of Cy5 photobleaching
The extent to which photobleaching of the Cy5 molecules took place at a level of illumination 
power equal to 1.2 mW cm'2 was determined by acquiring a sequence of images of a 4x4 array 
of fluorescent spots containing 300 amol Cy5 each, with an integration time of 2 s for each 
image. 15 images were acquired sequentially, so that the final image showed Cy5 spots that 
had been submitted to a cumulative illumination time of 30 s. The same experiment was 
repeated, with a new set of spots, using sequential integration times of 10 s.
3. 3. 4. 3. 3. Image processing and data analysis
Data analysis was carried out from the raw images, saved as TIFF files, using IPLab software. 
The determination of a S/N value for each spot involved the definition of a disc, covering the 
entire surface of the spot, and a ring, surrounding the disc, outside the spot area. The net 
fluorescence signal for each spot, S, was determined by subtracting the average pixel intensity 
of the ring from that of the disc. The background noise associated with each spot, N, was 
determined as the standard deviation of the intensity of the set of pixels enclosed within the 
ring. The limit of detectability (LOD) of a spot was defined as the lowest amount of fluorophore 
contained in the spot for which S/N > 3.
3. 3. 4. 4. Results and discussion
3. 3. 4. 4. 1. Use of the fluorescent dye, Cy5
Upon allowing spotted microchannel chips to dry, evaporation of the solvent took place, leading 
to adsorption of the dye molecules on the sidewall of the microchannels. The number of 
adsorbed dye molecules in each spot was thus directly proportional to the concentration of the
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solution used for spotting, so that spots were produced which contained between 0.5 fmol and 
10 zmol of dye.
The fluorescent dye used in this investigation was Cy5, an arylsulfonate pentamethyne 
derivative which is excited to circa 90% of its absorption maximum by the 633 nm line of a red 
HeNe laser. As a “red” fluorophore, Cy5 provides the advantages associated with long- 
wavelength fluorescence measurements, as mentionned in Section 3. 2. 2. 3. Cy5 is a 
fluorophore of choice in bioassays, including nucleic acid hybridisation assays, due to its high 
photostability (resistance to photobleaching) and the availability of close structural partners 
within the family of cyanine derivatives (Cy3, Cy5.5).
3. 3. 4. 4. 2. MicroChannel biochip imaging platfom 
Epifluorescence microscope
As shown in Sections 3. 3. 2 and 3. 3. 3, the imaging of microchannel biochips, in which analyte 
fluorophores are distributed axially as well as laterally, requires the use of imaging optics of 
sufficiently large depth-of-field. This precluded the use of both high NA objective lenses and 
confocal configurations. Accordingly, the epifluorescence microscope platform used here was 
based on a 4x, 0.13 NA lens whose suitability to the fluorescence imaging of microchannel 
chips has been shown in Sections 3. 3. 2. 3. 4 and 3. 3. 3 .3 .1 .  By the same token, the wide 
field of view of this lens (circa 4 mm2) provided an opportunity to implement CCD-based 
detection, as discussed below.
Note that the Nikon Microphot microscope used in Section 3. 3. 3 could not be used in the 
detectability experiments reported here due to the absence of a calibrated translation stage. In 
addition, in the measurements described here, the use of two distinct, non-overlapping optical 
channels for the reference (TAMRA) spots and the analyte (Cy5) spots greatly reduced the 
extent of photobleaching undergone by the Cy5 spots in the course of the experiment, as 
alignment of the chip within the field of view could be carried out under green light illumination.
CCD camera
The main requirements concerning the CCD camera were a high sensitivity and a high dynamic 
range. These requirements are best fulfilled in the case of cooled, back-illuminated, high 
quantum efficiency CCD chips. As a high level of resolution is not required in the imaging of 
microarrays, a CCD with large pixels was preferable, since the full well capacity, and by 
extension the dynamic range, of a CCD increase with pixel size. With these considerations in 
mind, the PixelVision SpectraVideo SV10K camera was selected. This camera featured a CCD 
chip comprising 1024 x 1024 pixels of area 24x24  (im2, a 16-bit level of digitisation, and a built- 
in Peltier cooling system, giving a dark current level of 2 e pixel'1 s'1 at -35°C and a readout 
noise level of 15-25 e rms at 500 kHz readout rate (manufacturer’s specifications). As the dark 
current of a CCD decreases by half when the temperature is decreased by 7-8°C, dark current
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levels as low as 10 e pixel'1 s '1 were obtained by operating the CCD at 256 K, the m inimum 
achievable using the Peltier system. This translated into dark current noise levels of < 4  e rms 
for an integration time of 1s.
3. 3. 4. 4. 3. Optim isation of the imaging system for the detection of low fluorophore amounts 
from MCG substrates
Figure 3-28 shows the fluorescence image of a 4x4 array of spots containing 100 amol of Cy5 
each. Knowing that the chips were spotted at a pitch of 400 pm, the diameter of the spots could 
be estimated as about 200 pm.
Figure 3-28 Fluorescence microscopy image of a 4x4 array of spots, each spot resulting from the 
adsorption of 100 attomoles of Cy5 fluorophore at the surface o f a 0.5 mm thick, 10 pm channel diameter 
MCG substrate. The image was acquired over an integration time of 10 s, with the CCD camera operated
at 256 K and 1x1 pixel binning. The illumination power in the focal plane of the objective lens was 1.2 mW
-2cm .
The image shown in Figure 3-28 was not subjected to any digital processing after acquisition.
The optical field can be seen to be non perfectly uniform, even though the 4x4 array was placed 
in the central part of the field of view of the lens (of which it covered about half the area) for 
imaging. This prompted the use of the “disc and ring” image processing method for the 
calculation of S/N values, so that N was measured individually for each spot, thereby reducing 
variability in S/N m easurements associated with non-uniform illumination within the field of view
The detectability o f a fluorescent spot is directly related to the S/N of its image. In addition to 
the optical configuration o f the imager (including the illumination power), the conditions in which 
the CCD is operated significantly affect the detectability, as shown by Equation 3-8. Two 
regimes can be distinguished, depending on which source o f noise (fundamental or non­
fundamental) is limiting. In the low light regime (small photon flux, O, in Equation 3-8), the 
photon noise is small, such that the S/N is limited by the readout noise and the dark current 
noise.
Identification o f the lim iting sources o f background noise
The effect o f the integration time upon the S/N provided a way to identify the limiting sources of 
background noise. The readout noise was expected to be the limiting source of noise at low
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light levels. Equation 3-8 suggests that, as long as the readout noise remains the chief 
contribution to the total noise, increasing the integration time results in a proportional increase in 
S/N. However, as photon noise increases with integration time, photon noise is expected to 
become the dominant source of noise beyond a certain integration time, in which case the S/N 
increases only with the square root of the integration time.
Figure 3-29 shows the effect of the CCD integration time on the measured S/N values 
associated with fluorescent spots containing 30, 100 and 300 amol Cy5.
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Figure 3-29. S/N values for fluorescent spots (produced by the dispensing of 10 nL aliquots of Cy5 
solution onto 0.5 mm thick, 10 pm channel diameter MCG substrates), as a function of the CCD integration 
time. The illumination power in the focal plane of the objective lens was 1.2 mW cm 2. The CCD camera 
was operated at 256 K and 1x1 pixel binning. Number of Cy5 molecules per spot: (a) 30 amol (10 nL of a 
3 nM solution); (b) 100 amol (10 nL of a 10 nM solution); (c) 300 amol (10 nL of a 30 r.M solution). The 
bars represent the 95% confidence intervals determined from the simultaneous imaging of 16 identical 
spots.
A comparison between the three curves shown in Figure 3-29 shows that, over the range of 
integration times investigated, higher S/N values were obtained for higher amounts of 
fluorophore, indicating that the epifluorescence imaging approach provided an at least semi- 
quantitative determination of the amount of fluorophores present within spots. The detection 
limit for Cy5 was less than 30 amol (for integration times of at least 2 s).
As the integration time was increased from 1 s to 2 s, a circa 2-fold increase in S/N was 
observed for each spot, as expected from a readout noise-limited regime. However, as the 
integration time was further increased to 10 s, the rate of increase of S/N diminished, 
suggesting an increased contribution of the photon noise (in addition to that of the dark current
Integration time (s)
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noise) to the total background noise. This behaviour indicates that, when integration times 
longer than 2 s were used, the measurements were carried out in a photon noise-limited 
regime, in which the detectability of fluorophores was limited by the MCG chip, rather than by 
the CCD photodetector. This is in agreement with the generation of significant levels of 
background by the MCG substrate itself, through light scattering, as already suggested in 
Section 3. 3. 3. 3. 2.
The increase in S/N observed with increased integration times suggests that the limit of 
detection (LOD) can be improved by using longer integration times, although obvious limitations 
of this approach are longer assay readout times and increased photobleaching and sample 
heating, which can be deleterious to the sample and affect the validity of the assay. In addition, 
the increase in background signal associated with increased integration time would contribute to 
reducing the dynamic range of the measurements.
Photobleaching
As the validity of the previous discussion, based on the data shown in Figure 3-29, could be 
affected if significant photobleaching of the fluorescent dye occurred over the course of the 
experiment (by contributing to the lower rate of increase in S/N between 3 s and 10 s integration 
time, as compared to that observed between 1 s and 2s), the extent to which photobleaching of 
the Cy5 molecules took place at the levels of illumination power used (1.2 mW cm'2) was 
determined, in an independent experiment, as described in Section 3. 3. 4. 3. 2. The results are 
shown in Figure 3-30.
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Figure 3-30. Dependence of the S/N values for fluorescent spots (300 amol Cy5 deposited onto 0.5 mm 
thick, 10 pm channel diameter MCG substrates) on the number of consecutive measurements, under an 
illumination power of 1.2 mW cm 2. CCD integration time: (a) 2 s; (b) 10 s. The bars represent the 95% 
confidence intervals determined from the simultaneous imaging of 16 identical spots.
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Figure 3-30 shows that no significant photobleaching took place over 20 s, indicating that 
photobleaching did not affect the validity of the measurements above, in which the maximum 
cumulative illumination time each spot was submitted to was 16 s.
Calibration curves
Figure 3-31 (a) shows the experimentally determined calibration cun/e for spots comprising 
between 30 amol and 5 fmol of Cy5, imaged using a 1 s integration time. The dependence of 
the S/N on the amount of dye was found to be approximately linear over that range, with an 
associated correlation coefficient greater than 0.990. This remarkable standard of linearity is in 
agreement with curve (a) of Figure 3-16. The LOD was determined as about 50 amol.
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Figure 3-31. S/N values for fluorescent spots (produced by the dispensing of 10 nL aliquots of Cy5 
solution onto 0.5 mm thick, 10 pm channel diameter MCG substrates), as a function of the amount of 
fluorophore present in each spot. The CCD camera was operated at 256 K, and at integration time and 
pixel binning of (a) 1 s, 1x1; (b) 3 s, 1x1; (c) 1 s, 3x3; (d) 3 s, 3x3. The illumination power in the focal 
plane of the objective lens was 1.2 mW cm 2. The bars represent the 95% confidence intervals determined 
from the simultaneous imaging of 16 identical spots.
Figure 3-31 (b) shows the experimentally determined calibration curve, using a 3 s integration 
time. The curve was again approximately linear (correlation coefficient 0.998) over a range of 
Cy5 amounts extending from 10 amol to 1 fmol of Cy5. The increase in S/N provided by the
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increase in integration time as compared to Figure 3-31 (a) resulted in an improved LOD of 
about 15 amol.
Increasing the detectability by pixel binning
Figure 3-31 (c) shows the experimentally determ ined calibration curve, using a 1 s integration 
time and a 3x3 level of pixel binning. The readout noise-lim ited nature of the m easurem ents is 
confirmed by the fact that the use of a 3x3 binning level resulted in a circa 9-fold increase in 
S/N, as expected from the discussion of Section 3. 2. 3. 1. At 3 s integration time, the readout 
noise was not the dom inant source of noise, as shown by the fate that pixel binning only 
resulted in a moderate increase in signal to noise (curve (d) in Figure 3-31).
Increasing the detectability by increasing the illumination pow er
As indicated by Equation 3-3, increasing the radiant power of illumination (BA in Equation 3-4) is 
expected to result in an increase in the spectral radiance of fluorescence, B ^ , and thus in the 
analyte fluorescence signal, EL (Equation 3-2). However, background signals stemming from 
scattering and autofluorescence from the MCG substrate are also expected to increase under 
increased illumination. Figure 3-32 shows the effect o f an increase in illumination power on the 
S/N of 10 amol Cy5 spots imaged at 1 s integration time and 3x3 pixel binning.
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Figure 3-32. S/N values for fluorescent spots (produced by the dispensing o f 10 nL aliquots of Cy5 
solution onto 0.5 mm thick, 10 pm channel diameter MCG substrates) containing 30 amol Cy5, as a 
function of the illumination power. The CCD camera was operated at 256 K. 3x3 pixel binning and 1 s 
integration time. The bars represent the 95% confidence intervals determined from the simultaneous 
imaging of 16 identical spots.
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Figure 3-32 shows an increase in the S/N of the spots under increased illumination. This 
increase is moderate, however, as S/N was multiplied by 2 upon increasing the illumination 
power by a factor 8. The use of increased levels of illumination power exhibits the same 
practical limitations associated with photobleaching and sample heating as the use of longer 
integration times, indicating the existence of a trade-off in the conditions of imaging between 
enhanced detectability and possible degradation of the biochip and/or the sample during 
imaging.
The “commercial” instrumentation consisting of the Nikon Microphot microscope fitted with a 
100 W  Hg lamp provided a maximum illumination power in the object plane of 1.2 mW cm'2, with 
the excitation filter in place, as determined using the Anritsu silicon photodetector. Coupling the 
SV10K CCD camera to that instrument provided similar performance to that obtained using the 
laser-based microscope platform at the same level of illumination power, with a LOD of 12 amol 
achieved by operating the CCD camera under the optimal conditions of 3 s integration time and 
3x3 pixel binning.
3. 3. 4. 4. 4. Conclusions
The detectability of a fluorescent dye, Cy5, adsorbed on the sidewall of MCG has been shown 
to be in the low attomole range, using commercially available instrumentation, after optimisation 
of the experimental parameters involved in the epifluorescence imaging scheme.
The LOD is limited by background signals produced by the microchannel substrate, suggesting 
that the polishing of the front face of MCG chips might enhance the detectability by reducing 
light scattering. The LOD has been shown to increase upon using longer integration times and 
higher levels of illumination power; however, there are practical limitations associated with this 
approach, namely increased photobleaching of the dye and higher instrumental budget.
3 .4 . Conclusions
The investigations of the optical properties of MCG and MCS reported in this chapter have 
evidenced a significant difference between the two materials. MCG was shown to exhibit 
remarkable optical characteristics that make it particularly appropriate to heterogeneous 
fluorescence assays. Excitation of microchannel sidewall-bound fluorophores is enhanced by 
the transparency of the matrix as well as by the generation of an evanescent field along the 
channel sidewalls, while collection of the emitted fluorescence is facilitated by the confinement 
and focusing of radiations within the microchannels. This results in the possibility of detecting 
very low amounts of fluorescent molecules immobilised on the microchannel sidewalls. MCS is 
less suitable to photoluminescence detection, as the opacity and absorptivity of the matrix are 
detrimental to photoexcitation of fluorophores. However, MCS substrates might be applicable to 
chemiluminescence assays, which do not rely on photoexcitation of the reporter molecules (as
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further discussed in Chapter 7). A method for the attachment of probe molecules on the 
sidewalls of MCG and MCS substrates is presented in the next two chapters.
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CHAPTER 4. FUNCTIONAL ATTACHMENT OF OLIGONUCLEOTIDE CAPTURE PROBES ONTO 
SOUD SUBSTRATES
4.1. Introduction
As stated in Section 1.1. 2. 2. 3, the derivatisation of solid substrates for DNA chip applications 
requires a surface chemistry that provides a robust and functional immobilisation of the probe 
molecules. For short oligonucleotide probes, these requirements are most readily met by 
covalent end-attachment strategies. A procedure for the functionalisation of glass, silicon and 
PDMS materials, based on organosilane chemistry, is presented here. The approach relies on 
the fact that all the microchannel substrates described in Chapter 2 can be treated so as to 
exhibit a silica-rich surface. In this chapter, the validity of the attachment strategy for 
heterogenous nucleic acid hybridisation assays is demonstrated; planar substrates were used in 
the first instance as they lent themselves more readily to processing and surface analysis than 
microchannel substrates. Functionalisation of the latter is presented in the next chapter.
4.2. Strategies for the covalent attachment of oligonucleotide capture probes onto 
silica-rich surfaces using organosilane chemistry
4.2.1. Organosilane surface chemistry
Organosilane compounds are widely used for the surface modification of silica-like surfaces. 
The availability of many derivatives (encompassing a wide range of chemical functionalities), 
combined with the remarkable self-assembly characteristics of this class of molecules, have 
made silane compounds the basis of versatile chemical strategies for the tailoring of surface 
properties such as hydrophilicity and chemical reactivity. Organosilane chemistry has had a 
significant impact on a number of applications ranging from synthetic chemistry (phase transfer 
catalysts) and analytical chemistry (gas and liquid chromatography) to biotechnology 
(biomolecule immobilisation for biosensing applications).
4. 2 . 1 .1 .  Principle
A silane molecule comprises a central Si atom which is bound to between one and three 
moieties that can readily be substituted by a suitably reactive surface hydroxyl group. Most 
commonly encountered hydroxyl-substituable groups are -Cl (chlorosilanes) and -OMe and -OEt 
(alkoxysilanes). Functional groups available in the organosilane class of compounds include 
amine, thiol (or mercapto-), epoxy (or glycido-), carboxyl, and olefin moieites. The coupling 
between the silane molecule and the biomolecule to be immobilised can be direct or indirect, in 
the latter case a cross-linker is used.
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4. 2 .1 .  2. Chemical mechanisms for reactions between organosilane compounds and surface 
hydroxyl groups
Silanisation can be carried out in the liquid phase. Vapour-phase silanisation is also possible, 
due to the relatively high volatility (high vapour pressure) of organosilane compounds.
4. 2 .1.  2 .1 .  Liquid-phase silanisation
The halogen and alkoxy groups of silane compounds are extremely reactive towards water. 
Therefore, the mechanism of bond formation between organosilane compounds and surface 
hydroxyl groups differs whether the silanisation process is carried out in aqueous solution or in 
a completely dry organic solvent.
The mechanism of silane deposition in aqueous solution, where significant cross-linking of the 
silane molecule occurs, is shown in Figure 4-1 (the case of a trimethoxysilane is considered in 
the illustration).
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Figure 4-1. Mechanism for the reaction between an organosilane compound (here, a trimethoxysilane is 
considered) and a silica-like surface, in the presence of water (adapted from Ref. 147). H-bonds are 
shown in red.
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In the presence of water, the silane molecules undergo hydrolysis and condensation before 
deposition on the surface, resulting in the formation of silanol groups. These silanol groups 
form physical H-bonds (shown in red in Figure 4-1) with surface silanols as well as with 
neighbouring hydrolysed silane molecules. The subsequent condensation into siloxane 
(chemical) bonds leads to the formation of a three-dimensional polymeric network on the 
surface, whose thickness and uniformity are difficult to control.
On the contrary, if the surface to be silanised is dehydrated before silanisation and a water-free 
organic solvent is used, direct condensation of the chloro- or alkoxy groups with the surface 
silanols is the only possible mechanism for the formation of chemical bonds. Some studies 
suggest that direct condensation of alkoxysilanes with a silica surface does not take place in a 
water-free medium, unless amine catalysis is brought about by the presence of ammonia or by 
the use of an aminosilane compound.147
Self-assembled monolayers (SAMs) of trichloro- or trialkoxy-silanes can be formed on silica 
surfaces by controlling the amount of interfacial water present on the surface. In practice, the 
substrate is first dehydrated, then rehydrated by exposure to controlled humidity, so as to form a 
monolayer of surface water. In these conditions, the oxidation of the silane molecules is limited 
to surface anchoring sites, and highly ordered and densely packed silane films can be 
obtained.147 This effect of interfacial water on the formation of silane films points at the different 
behaviour of different silica-rich materials when subjected to silanisation in the same conditions. 
For example, glass and silica differ in that glass has been shown to adsorb more water than 
silica, hence a greater surface hydration.148
4. 2. 1. 2. 2. Vapour-phase silanisation
Whereas gas-phase silanisation reactions are similar to those involved in dry organic solvents, 
reaction conditions within the vapour are more easily controlled. Thus, the formation of silane 
layers is more reproducible than from the liquid phase. In addition, since the vapour is enriched 
in more volatile monomer, monolayer coverages can be achieved.
4. 2. 1. 3. Pre-silanisation treatment of silica-rich surfaces
A substrate is amenable to silanisation only if exposed silanol moieties are present at its 
surface. Surface silanols can be in one of three configurations, geminal, isolated or vicinal. 
Silica-rich surfaces can also feature strained siloxane bridges, in which two surface Si atoms 
are linked to a single oxygen atoms. For a hydroxyl group to be reactive, it has to be in an 
isolated or geminal configuration, as opposed to vicinal silanols which are bridged in pairs 
through H-bonding.147 Thus, cleaning and activation of silica-rich surfaces prior to silanisation is 
a prerequisite, in order not only to remove organic and non-organic (heavy metals) surface 
contaminants, but also to generate suitably reactive surface silanol groups. Pre-silanisation 
substrate preparation procedures typically involve degreasing with organic solvents, followed by 
a treatment with a strong oxidant and a final activation step in acidic conditions.
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A number of liquid-phase chemical methods can be found in the literature for the cleaning and 
activation of glass and silica surfaces prior to silanisation. All are based on various 
combinations of organic solvents, bases and acids, and oxidising agents, at various 
temperatures, such as the RCA Standard Clean 1 procedure which consists in the immersion of 
the substrate in 1:1:5 NH4OH: H20 2 (30%): H20  at 80 °C for 5 minutes. A comparative 
assessment of eight of these methods applied to soda lime glass slides has been reported 
recently by Cras et a/.148 The investigation was based on goniometric analysis, i.e. the 
measurement of equilibrium contact angles of sessile drops, to assess the cleanliness of the 
surface. The rationale of the approach was that removal of contaminants from a glass surface 
leaves a highly hydrophilic surface, characterised by low water contact angles. Cras et at. 
showed that cleaning methods based on strongly acidic conditions (HCI, H2S 0 4) resulted in the 
most hydrophilic surfaces, whereas basic solutions (KOH, NaOH) were found to lead to surface 
heterogeneities, due to a leaching and/or etching effect. A treatment in 1:1 MeOH: HCI, 
followed by immersion in concentrated H2S 0 4, was found to provide the most efficient surface 
cleaning. However, the value of the results presented by Cras et al. is somewhat diminished by 
the fact that the investigation was based solely on contact angle measurements, a method 
which is known to be sensitive to surface heterogeneity.
Plasma etching processes can be used instead of, or in complement to, liquid phase processes, 
for the cleaning of silica surfaces. Treatment of a substrate with a low-power 0 2 plasma for a 
few minutes is known to be efficient in the removal of organic contamination.
4. 2. 2. Derivatisation of oligonucleotides to be used as covalently-bound capture probes
4. 2. 2. 1. Reactive nucleophile terminal groups
Amine and thiol moieties are nucleophile groups that exhibit reactivity towards suitably 
derivatised surfaces, through direct or cross linker-mediated binding. Incorporation of a 
nucleophile moiety at the 3’ or 5’ end of a synthetic oligonucleotide molecule is readily achieved 
during synthesis,149 and this approach was used in this thesis. In the case of amino-terminated 
oligonucleotides, the 5’ primary amine is a stronger nucleophile than the exocyclic amines on 
the bases,93 which yields selectivity to the fixation process (levels of end-attachment of the 
order of 90% have been reported), hence a better biorecognition activity of the immobilised 
probe.
4. 2. 2. 2. Spacer arms
As stated above (Section 1. 1. 2. 2. 3), a spacer arm is required between the support and the 
surface-bound probe in order to avoid detrimental steric and/or electrostatic effects resulting 
from crowding of the suface.
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An investigation into the effect of spacer arms onto the hybridisation of surface-bound, synthetic 
oligonucleotide probes to PCR products has been presented by Zhang et a/.90 In this study, 
5’-aminohexyl-terminated oligonucleotides were covalently attached to nylon membranes 
through carbodiimide-mediated condensation of the terminal amines with the carboxyl groups 
present on the membranes. Spacer arms consisted of hexaethylene glycol units (incorporated 
into the probes during synthesis, as phosphoramidite adducts), whose number was varied 
between 0 and 3. The combined lengths of the aminohexyl linker and one hexaethylene glycol 
unit is 28 A, when fully extended. The results of the investigation show that the presence of at 
least one linker unit provides a 4-fold increase in hybridisation efficiency as compared to the 
case when no linker is used. Conversely, Southern and Mir suggested the existence of an 
optimum length, beyond which steric crowding occurs due to “dissolution” of the probe inside 
the volume of the matrix formed by the spacer.49
As an alternative to ethylene glycol units,9,90 polydeoxythymidylate (poly dT) groups can be used 
as spacer arms.37,114 The link between the poly dT unit and the terminal nucleophile moiety 
usually involves a carbonyl chain, typically C6.45 The length of a fully extended hexyl linker plus 
the phosphate group of the first thymine residue is circa 12.8 A. This distance is believed to be 
the minimal distance below which detrimental steric effects take place. One triethylene glycol 
unit is approximately equivalent in length to two dT residues.
4. 2. 3. Examples of oligonucleotide probe attachment to silanised surfaces
A number of procedures have been reported for the attachment of appropriately derivatised 
oligonucleotides to various organosilane-modified surfaces, for use in heterogeneous DNA 
hybridisation applications.
Amino-terminated oligonucleotides can be attached directly to glycidoxypropylsilane-modified 
surfaces through a reaction resulting in the formation of a secondary amine upon opening of the 
oxirane ring. Using this strategy, Cloarec et al.57 reported surface densities of 1012 20-mer 
oligonucleotide probes per cm2 on oxidised silicon wafers (100 A silicon dioxide). Beattie and 
coworkers150 achieved surface densities of 1010 -1 011 probe molecules (9-mer oligonucleotides 
with triethylene glycol phosphoryl spacers) per mm2 of planar glass surface. This equates to a 
30 -100 A spacing between adjacent probes, considering that the effective surface area of 
glass is about twice that of an atomically smooth surface. Stimpson et a/.109 reported similar 
densities of surface coverages of 3 x 109 - 3 x 1010 probe molecules per mm2 on planar glass 
slides.
Maskos and Southern have used glycidoxypropylsilane-treated glass slides as substrates for 
the in situ synthesis of oligonucleotides, achieving surface densities of 110 fmol mm'2, 
equivalent to adjacent probes being 39 A apart.9 The attachment of amino-terminated
28oligonucleotide to glycidoxypropylsilane-treated Ta20 5 substrates has also been reported.
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Amino-terminated oligonucleotides and PCR products have also been immobilised onto 
aminosilanised glass slides,37 using a phenylisocyanate cross-linker. The attachment was 
shown to be specific to the terminal amino groups, with respect to the internal amines of the 
nucleobases. Oligonucleotides bearing a terminal thiol moiety have been attached to oxidised 
silicon wafers.58 The latter were first silanised with an aminosilane and then derivatised so as to 
exhibit iodoacetamide groups, that are reactive towards the thiols. 21-mer ODNs were 
immobilised at a density of 250 fmol mm'2.
4. 2. 4. Optimisation of the probe coverage density
Whilst the functionality of oligonucleotide probe layers for DNA hybridisation sensors is 
increased by the use of end-attachment strategies combined with the use of appropriate linkers, 
another important parameter that significantly affects heterogeneous hybridisation efficiencies is 
the coverage density of probes. From the previous section, covalent attachment of nucleic acid 
probes onto solid surfaces usually results in coverage densities in the range 10 10 - 1 011 
molecules per mm2, equivalent to 16 -165  fmol mm'2. The coverage density can be optimised 
between these two values: increasing the surface density of probes will result in an increase in 
hybridisation kinetics until the trend is reversed due to steric crowding.
A short oligonucleotide strand, assumed to have the shape of a rigid rod and to stand normal to 
the support, would cover an approximately 5 x 5 A2 area.151 However, the diameter of a double 
helix of double-stranded DNA (e.g., probe-target hybrid), likewise assumed to be rod-shaped, is 
20 A. If standing perpendicular to the surface, this hybrid would have a footprint of 314 A2, 
while a hybrid of two 25-mers laying flat on the surface would have a footprint of 1700 A2, 
considering that each base pair in the duplex is 3.4 A in length.
Steel et al.83 have conducted a thorough experimental investigation of the effect of probe 
surface density upon hybridisation efficiency. A model system was used in which thiol- 
derivatised, single-stranded oligonucleotides were immobilised as sub-monolayers on a Au 
surface. The coverage density of oligonucleotides could be controlled by forming mixed 
monolayers with 6-mercapto-1-hexanol. A chronocoulometric method was used that provided 
quantitative analysis of both single- and double-stranded DNA at the Au electrodes. The 
hybridisation efficiency, characterised by the ratio of the number of targets having hybridised at 
equilibrium to the number of probes present, was monitored for probe coverage densities in the 
range 1012-1 0 13 molecules per cm2. The hybridisation efficiency for a 25-mer target to a 
25-mer probe was found to exhibit a maximum for a value of the probe coverage of 4 x 1012 
molecules per cm2 (or 66 fmol mm'2), equivalent to 2500 A 2 per probe molecule. This coverage 
density is circa 50% less than that for a closely packed layer of duplexed laying flat on the 
surface.
Other experimental determinations of hybridisation efficiency for various probe coverage 
densities have been reported. Beattie et a/.150 found that hybridisation of 21-mer targets to 
9-mer probes having a triethylene glycol phosphoryl spacer was maximum for a 100 fmol mm'2
Vincent Benoit PhD Thesis: Flow-through MicroChannel DNA Chips Page 136
Chapter 4 -  Functional Attachment of Oligonucleotide Capture Probes onto Solid Substrates
probe coverage density. O’Donnell and coworkers58 showed that circa 40% of 21-mer probes 
attached at a 250 fmol mm'2 coverage density were available for hybridisation. This translates 
into a density of hybridised target of 100 fmol mm'2, in excellent agreement with the results of 
Beattie et al. A similar investigation involving allele-specific oligonucleotide (ASO) probes and 
157 base long PCR amplicons as targets was conducted by Guo et al.37 The optimum surface 
density for hybridisation to the 157 base long target was found to be 500 A2 per probe molecule, 
equivalent to 330 fmol mm'2. At this coverage density, the hybridised fraction was 20%.
4. 2. 5. Blocking of non-specific adsorption
The performance of most heterogeneous bioassays is significantly affected, in terms of 
reliability, accuracy and sensitivity, by the occurence of electrostatic and/or hydrophobic 
interactions between the analyte and the substrate. Reducing the extent of non-specific binding 
to an acceptable level requires the “blocking” of the biosensing surface. A number of different 
types of chemical or biological blocking agents can be used in heterogeneous hybridisation 
assays.152 These usually consist of large molecules, such as proteins, and organic oligomers or 
polymers, e.g. poly(acrylic acid).28 The blocking agent can either be used as a pre-hybridisation 
treatment of the chip or as a component of the hybridisation buffer.
4. 3. Strategy for the functional immobilisation of oligonucleotide capture probes onto 
glass and oxidised silicon and PDMS substrates 
4. 3 .1 . Organosilane
The use of functional organosilane compounds for the covalent tethering of biomolecules onto 
silica-rich surfaces was suggested by Eigler et a/.153 The authors carried out a comparative 
assessment of several commercially available silanes, using contact angle measurements as a 
semi-quantitative guide to determine film quality and reproducibility. Glass coverslips and fused 
silica fibres were treated in the iiquid phase with mercapto-, amino- and epoxy-functionalised 
silanes. The substrates were first activated by immersion in 1:1 HCI: MeOH, then water rinsed, 
immersed in concentrated H2S 0 4, water rinsed, boiled in water, and air dried. Silanisation of 
the substrates was carried out by immersion in a 2% solution of silane in dry toluene, for 2 
hours, followed by rinsing with dry toluene and air drying. The results of the contact angle 
measurements are given in Table 4-1.
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Organosilane 
reactive group
Equilibrium water drop contact angle 
(mean value and standard deviation, °)
mercaptomethyldimethylethoxy- 54.0 ± 0.2
mercaptopropyltrimethoxy- 58.0 ± 0.3
4-aminobutyldimethylethoxy- 68.0 ± 0.4
4-aminobutyltriethoxy- 60.0 ± 0.3
glycidopropyltrimethoxy- 52.0 ± 0.9
Table 4-1. Equilibrium water drop contact angles for silica-rich surfaces silanised with d ifferent types of 
organosilane compounds (from ref. 153)
The results presented in Table 4-1 show that the thiol-functionalised silane films exhibit contact 
angles with the lowest levels of standard deviation, indicating a higher coverage uniformity than 
those obtained with amino- and epoxy-silanes. The glycidopropyltrimethoxysilane, in particular, 
shows a high level of non-uniformity, with an associated relative standard deviation in excess of 
1.5%. Besides, as compared to the aminosilanes, the mercaptosilanes present lower contact 
angles, hence a lower hydrophobicity. This characteristic is important in terms of wetting 
properties of the microchannel substrates, as the generation of 3D spots of oligonucleotide 
probes on flow-through substrates relies on capillary action, as discussed in the next chapter.
A higher level of hydrophilicity of the microchannel wall will enhance permeation of aqueous 
solutions into the pores. Consequently, mercaptosilane was selected as a starting point in the 
derivatisation of microchannel substrates. A trialkoxy derivative was chosen due to its self- 
assembly capability, as shown in Figure 4-1.
4. 3. 2. Reactive nucleophile and linker on the probe
Nucleophile-terminated oligonucleotide probes can not be tethered directly to surface-bound 
nucleophile thiol groups; a cross-linker is required to establish a chemical bond between the 
thiol moieites on the substrate and the nucleophile group on the probe. Although the use of 
thiol-terminated probes along with a homofunctional cross-linker is possible, this approach 
suffers from possible probe-probe and surface-surface cross-linking. A more reliable alternative 
is offered by the use of amino-terminated probes along with a thiol-to-amine heterobifunctional 
cross-linker. The stronger nucleophilicity of a 3’- or 5’-end primary amine as compared to the 
exocyclic amines on the bases allows for selective end-attachment. All the oligonucleotide 
probes used in this thesis were 16- to 25-mers which featured a 3’-aminohexyldeoxy- 
thymidylate modifier (amino C6 dT), incorporated during synthesis. The 6-carbon aliphatic chain 
served as a linker and spacer. The use of 3’-aminohexyldeoxythymidylate-modified
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oligonucleotide probes has been shown to be superior to propanolamine (amino C3) and 
heptylamine (amino C7) modifiers in terms of hybridisation efficiency.153
4. 3. 3. Cross-linking
A number of heterobifunctional cross-linkers are available for the coupling of an amine to a thiol 
moiety. Functional groups reactive to amines include aldehydes, isothiocyanates, succinimidyl 
esters and sulfonyl chlorides, which react to form alkylamine (via a Schiff base), thiourea, 
carboxamide and sulfonamide linkages, respectively. Thiols readily react with alkylating agents 
such as iodoacetamide and maleimide derivatives to form thioethers. Succinimidyl esters are 
generally preferred over isothiocyanate derivatives because the former are more reactive with 
amines and yield more stable adducts (a strong amide bond is formed). Iodoacetamide 
derivatives are intrinsically light-sensitive, making maleimides a more reliable alternative. Thus, 
the preferred amine-to-thiol cross-linkers are heterobifunctional compounds, which combine a 
succinimidyl ester with a maleimide group. Several such compounds are commecially available, 
with a variety of aromatic and aliphatic cross-bridges between the two terminal functional 
groups. s-GMBS (N-[y-maleimidobutyryloxy]sulfosuccinimide ester) was used in this work.
The presence of a sulfonate group on the N-hydroxysuccinimide (NHS) ring of s-GMBS imparts 
solubility in aqueous solution to the molecule, which would otherwise exhibit a low solubility in 
water due to the presence of the succinimidyl ester group. By using s-GMBS rather than 
GMBS, no organic solvent such as DMSO was required, thereby alleviating the problems 
associated with the reduced levels of hybridisation efficiencies observed for DMSO-treated 
capture probes.153
Cross-linking is a two-step reaction process. In order to allow for each reaction to take place in 
optimised conditions (in terms of solvent, pH, and relative amount of reagents), it is preferable 
that the two steps be conducted separately. In addition, the order in which the two steps are 
carried out is to be taken into consideration. Reacting the cross-linker with the probe first is a 
homogeneous reaction (to be subsequently followed by a heterogeneous reaction), whereas if 
the cross-linker is reacted with the silanised surface first, two heterogeneous reactions are 
involved. The second option is less preferable due to the fact that surface thiols react to some 
extent with succinimidyl esters, leading to cross-linker molecules being attached to the 
substrate by the “wrong” end. Although the product is unstable, the final probe coverage will be 
reduced.
The derivatisation of amino-terminated probes with s-GMBS requires a large excess of cross­
linker, in order to compensate for the relatively high rate of hydrolysis of the NHS group of the 
cross-linker. The rate of hydrolysis of the NHS ester increases with increasing pH. Likewise, 
hydrolysis of maleimides to maleimic acid can take place to a significant extent above pH 8. 
Besides, although maleimides can react with amines (a primary, aliphatic amine at the 3’ end of 
an oligonucleotide has a pKa close to 7.0), the reaction requires a higher pH than the reaction of 
maleimides with thiols. Thus, by keeping the pH close to 7.0, the amine moiety on the probe is
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made to react selectively with the NHS group of s-GMBS, leaving the maleimide group 
unreacted, hence readily reactive to the surface-bound thiols in the second step. However, 
removal of the excess cross-linker is necessary so that the latter does not compete with the 
derivatised probe in the reaction with the surface thiols.
In the second step, selectivity of maleimide towards thiols is an issue as some non-reacted, 
amine-terminated probe might still be present and these amine-terminated probe could react 
with the maleimide of the cross-linker to yield inter-probe cross-linking. However, at pH 7, the 
reactivity of maleimide towards thiols is selective by a factor of three orders of magnitude with 
respect to the reactivity of maleimide towards amines.
4. 3. 4. Overall surface modification and capture probe attachment process
Throughout this thesis, the strategy used for the covalent attachment of ODN probes onto silica- 
rich surfaces, including the sidewalls of MCG and MCS chips, is depicted in Figure 4-2.
OH
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MeO
+  M eO -^S i-(-C H ,)— SH
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MeO
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Figure 4-2. Strategy used for the covalent attachment of amino-terminated oligonucleotide probes onto 
the silica-like surface o f solid substrates.
Note that the cross-linker contributes to the overall spacer length between the surface and the 
probe. The length of the s-GMBS residue is 10.2 A. This adds to the 12.8 A of the C6 linker to 
give a total spacer arm of 23 A.
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4. 4. Generation of reactive silanol moieties on planar substrates in preparation for 
silanisation
The need to generate suitably reactive surface silanol groups on silica-rich substrates in order 
to ensure successful silanisation has been stated in Section 4. 2. 1. 3. In this section, the issue 
is adressed in the case of planar glass, silicon and PDMS substrates.
4. 4 .1 . Surface oxidation of silicon substrates
4. 4. 1. 1. Issues
Due to the high affinity of Si for oxygen, untreated silicon wafers kept in air at room temperature 
are normally covered with a thin layer of native oxide (circa 3 nm thick). However, it is not 
certain that the latter be stable and uniform enough to ensure a satisfying level of silane 
coverage after silanisation. In addition, silicon is a highly hydrophobic material, therefore 
aqueous solutions do not readily permeate the microchannels of MCS substrates, making 
liquid-phase treatment of the latter unreliable.
The chemical reactivity of a silicon surface can be favorably modified, in preparation for 
silanisation, by resorting to oxidation, whereby a surface layer (a superstrate) of silicon dioxide 
is formed on the silicon substrate. Surface oxidation of silicon can be achieved through a 
number of processes including thermal, chemical, and anodic oxidation (the latter being carried 
out either in a liquid electrolyte or in a gaseous plasma). Anodic oxidation is anisotropic in 
nature and thus not applicable to high aspect ratio microchannel substrates such as 
macroporous silicon. The same holds true for deposition methods, in particular chemical 
vapour deposition (CVD). As discussed below, chemical and thermal oxidation are isotropic 
processes, which makes them applicable to high aspect ratio structures.
In this section, aspects of thermal and chemical oxidation of silicon relevant to the subsequent 
silane chemistry-based surface derivatisation of silicon substrates are discussed. The main 
issue regarding the grown oxide layer concerns its density and porosity, as this will affect 
subsequent silanisations in which the behaviour towards hydration and the effective surface 
area of the silicon dioxide surface play a role. Another issue is the thickness of the oxide layer, 
and its unifomity. Control of the oxide layer thickness requires that the kinetics of the thermal 
oxidation process be understood. Finally, the possible generation of structural stress during 
oxidation has to be considered.
4 .4 . 1. 2. Thermal oxidation of silicon
The thermal growth of a thin layer of silicon dioxide on silicon substrates is a basic feature of 
planar microfabrication technology.59,154 Silicon dioxide layers are used for impurity masking 
during diffusion, for surface protection and passivation, and as elements in active devices, 
e.g. as a dielectric in CMOS (complementary metal-oxide-semiconductor) transistors.
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4. 4. 1. 2. 1. Principle
Thermal oxidation of silicon takes place in the presence of oxygen or water vapour, at elevated 
temperatures. Overall chemical reactions for the oxidation of silicon in “dry” (0 2) and “wet” 
(H20 )  atmospheres are as follows:
“Dry” S i(S) + 0 2(g) ->  S i0 2(S) (Equation 4-1)
Wet Si (s) + H20  (g) S i0 2 (S) + 2H2 ^  (Equation 4-2)
Thermal oxidation of silicon is typically carried out in an oxidising atmosphere of oxygen or 
water vapor, or both, in resistance-heated cylindrical quartz tubes. Such furnaces, used in 
silicon microelectronics, allow for precise temperature control (± 1°C) over a significant length of 
the tube called the flat zone. In open-tube oxidations, oxidising agents are introduced at one 
end of the furnace and allowed to be freely exhausted at the other end.
The experimental conditions used during thermal oxidation of silicon should ensure that an 
excess of oxidising reactants is maintained inside the tube, and in particular at the surface to be 
oxidised, which might be an issue in the case of high aspect ratio structures. Under these 
conditions, the temperature remains the controlling factor in open-tube oxidations, so that a 
uniform oxide layer can be grown within the flat zone of the furnace.
4. 4. 1. 2. 2. Kinetics of thermal oxidation
Experimental investigations into the kinetics of thermal oxidation of silicon, based on radiotracer 
measurements, have shown that oxidation proceeds by inward diffusion of oxidising species 
through the oxide layer, rather than by the outward motion of Si to the outer oxide layer surface, 
as is the case in anodic oxidation. Consequently, the mechanism of thermal oxidation of silicon 
involves three processes: (i) dissolution of the oxidising species (0 2 and/or H20 )  into the oxide 
layer, at the gas-oxide interface; (ii) diffusion of the oxidising species through the growing oxide 
layer; and (iii) reaction of the oxidising species with the silicon substrate, at the oxide-silicon 
interface.
A mathematical model for the oxidation of silicon has been derived by Deal and Grove.155 
Two distinct regimes of oxidation kinetics can be distinguished over the course of the oxidation 
process: at first, the oxide growth rate is essentially linear, as the reaction at the oxide-silicon 
interface is limiting; after oxidation has been allowed to proceed for a sufficiently long period of 
time (corresponding to about 100 nm of grown oxide), a parabolic growth rate, controlled by 
diffusion through the oxide layer, is observed. The Deal and Grove model was later refined by 
Wolters, by accounting for the solubility and transport behaviour of water in silica.156 The 
time-dependence of the oxide layer thickness, x, is expressed by the following equation:
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X = A 
X 2 1 +
t +  T
A214B
. 1 / 2
— 1 (Equation 4-3)
where A = 2D (1 / ks -1 / h) and B = 2 D C IN , with
D: diffusion coefficient of the oxidising species through the oxide, 
ks: rate constant of the oxide formation reaction, 
h: gas-oxide mass transfer coefficient,
C : equilibrium bulk concentration of oxidising species inside the oxide,
N : number of molecules of oxidising species per unit volume of oxide, and 
t . time constant accounting for the initial presence of a native oxide layer.
The validity of the model has been demonstrated over a wide range of experimental conditions. 
Predicted effects of temperature and partial pressure of the oxidising species on the rate 
constants have been confirmed experimentally. The reaction-limited (linear) growth presents an 
Arrhenius-type exponential dependence on temperature, as well as a dependence on the 
crystallographic orientation of the silicon substrate. The magnitude of the diffusion-limited 
(parabolic) growth rate also shows an exponential dependence on temperature. The parabolic 
rate constant is directly proportional to the partial pressure of the oxidising species.
The model also accounts for the experimentally observed fact that wet oxidation is faster than 
dry oxidation, in the same conditions of temperature and partial pressures of oxidising species. 
This is a result of the three order of magnitude higher equilibrium solubility of H20 , as compared 
to 0 2, in S i02. Typical open-tube oxidation rates in dry oxygen (in which the oxidising species is 
0 2 at a partial pressure of 1 atm) are 60 nm h'1 at 1000°C. Passing the oxygen through a water 
bath prior to its introduction into the furnace results in an increase in the moisture content of the 
gas stream (wet 0 2 oxidation), thereby increasing the oxidation rate. The moisture content of 
the gas stream is determined by the temperature of the water bath and the flow rate of the gas 
stream. A neutral carrier gas (N2, Ar) can be substituted for oxygen with a minimal decrease in 
the rate of oxidation. Faster oxidation rates are obtained in steam oxidation conditions, when 
the amount of water present is such that it does not limit the oxidation rate (i.e. a partial 
pressure of water of 1 atm is maintained in the oxidation tube). Empirical values of the linear 
and parabolic rate constants have been tabulated for a range of oxidising atmospheres, 
temperatures and partial pressures of the oxidising species.
A number of intrinsic properties of the silicon substrate itself have an effect on the oxide growth 
rate. The crystallographic orientation of the substrate (i.e. type of crystallographic plane 
exposed) influences the kinetics of the linear growth phase, as an effect of the surface 
concentration of Si bonds acting as oxidation sites; for example, oxidation of {111} Si is faster 
than that of {100} Si. The presence of dopants in the Si substrate has an effect on the oxidation 
rate as well.
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4 .4 . 1. 2. 3. Physical properties of thermal oxide layers grown in various conditions
The thermal oxidation process gives a material whose density decreases with increasing water 
content of the oxidative atmosphere. The following values have been reported: 2.24 - 2.27 
g cm'3 for dry oxygen oxidation; 2.18 - 2.21 g cm'3 for wet oxygen oxidation; 2.00 - 2.20 g cm'3 
for steam oxidation. By comparison, silicon and fused silica have a density of 2.33 and 2.21 
g cm'3, respectively.
Upon growing a thermal oxide, the thickness of the substrate decreases, since silicon is being 
consumed. In addition, the relatively open network structure of amorphous silicon dioxide 
causes a significant volume change in the overall structure. For a final oxide layer thickness of 
t, the substrate thickness is reduced by 0.45f whereas the overall thickness of the substrate and 
superstate is increased by 0.55f. The volume increase is localised at the Si / S i02 interface, 
which can result in significant interfacial stress, leading to dopant redistribution as well as 
creation of point defects and dislocations inside the silicon. Whereas dopant redistribution is 
not an issue for silicon used as a passive biochip substrate, defects can be deleterious to the 
structural rigidity and optical properties of the material. If oxidation is conducted at 
temperatures above 950°C, very low levels of stress are observed, due to a viscous flow of the 
oxide layer.154
4 .4 . 1. 3. Thermal oxidation of planar silicon substrates
As stated above, optimisation of the thermal oxidation process for planar silicon chips was 
focused on obtaining a uniform (in thickness and in physical properties) oxide layer. Flat silicon 
pieces were used to assess the oxidation rates that could be achieved with the limited facilities 
at hand.
4. 4. 1. 3. 1. Experimental 
Materials and apparatus
4 inch-diameter, 525 ± 15 pm thick, n-doped, 32.2 - 37.8 Q cm, {111} silicon wafers (Shin-Etsu 
Corp.) were diced into 1 5 x 1 5  mm2 pieces. The chips were cleaned in IPA, Pirhana solution 
and buffered HF for 1 minute to remove any contaminated native oxide layer.
A 4 inch diameter quartz furnace, normally used for layer diffusion in microelectronics device 
fabrication, was used. The set-up is shown in Figure 4-3. A quartz holder, designed to hold 
1-2 cm2 substrates in an upright position, was used.
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urnace
Silicon substrates
Thermometer
RO water
Quartz tube
Figure 4-3. Set-up used for the thermal oxidation of macroporous silicon chips.
Procedures
The bath of ultrapure water was kept at room temperature, in the absence of any temperature 
regulation capability and of heating mantels for the gas lines between the water bath and the 
tube. The silicon chips were held u p r ig h t, perpendicular to the gas flow, in the flat zone of the 
furnace. The chips were cleaned in IPA, Pirhana solution and 40% HF for 1 min to remove any 
contaminated native oxide layer. Two batches of four flat silicon chips were oxidised at circa 
1050°C and 1.5 cm 3 m in '1 0 2 flow rate, for 4.5 hours and 8 hours, respectively.
4. 4. 1 .3 . 2. Results and discussion
In order to obtain a high quality layer, oxidation was carried out at tem peratures above 950°C, 
to reduce stress. An open-tube, wet 0 2 oxidation procedure was chosen for the flexib ility it 
offers in terms of growth rate, since the latter can be altered by simply changing the flow rate of 
0 2 gas. Varying the water content of the oxidative atmosphere also allows for the density, 
hydroxylation and wettability of the material to be adjusted. In addition, the equipm ent used 
was limited in terms of oxygen flow rate, making dry oxygen oxidations impedingly slow.
As the S i0 2-on-Si material system consists of a transparent superstrate on a reflective 
substrate, measurements of the superstrate thickness is possible by ellipsometry, to a lower 
limit of circa 50 nm. This method is faster than the measurem ent of a step height, after 
localised etching o f a portion of the silicon oxide layer, by surface profiling (i.e., tracking of the 
position of a mechanical stylus as it is traversed across the step). In addition, e llipsom etry 
requires less sample manipulation, in addition to being non-destructive. D irect thickness 
measurement of the oxide layer grown in the m icrochannels of the m acroporous silicon chips is 
not possible by ellipsometry. Alternatives include m icrogravim etric m easurem ents of the weight 
gain and SEM imaging of a localised etch, but no attempt at using these methods was made.
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The oxide thickness grown was measured, by ellipsometry, to be 237.0 ± 4.3 nm for 4.5 hours 
of oxidation and 378.7 ± 2.8 nm for 8 hours of oxidation. Further characterisation of the oxide 
thickness versus oxidation time curve was not deemed necessary.
4.4.  1. 4. Chemical oxidation of silicon
The suitability of chemical oxidation as a pre-silanisation treatment of MPS substrates was 
investigated, as a possible less labour-intensive alternative to thermal oxidation.
Although cleaning solutions commonly used in the pre-processing treatment of silicon wafers 
consist of mixtures of hydrogen peroxide and mineral acids, the actual surface oxidising effect, 
as opposed to just cleaning, is not clear. Immersion of silicon substrates in a 1: 1: 5 HCI (30%): 
H20 2 (30%): H20  solution has been reported to result in the formation of a 1 nm thick S i02 
layer. This treatment renders silicon substrates hydrophilic, however the surface can quickly 
become hydrophobic again by adsorption of hydrocarbon impurities from the ambient air or from 
plastic containers.
4. 4. 2. Surface oxidation of PDMS substrates
4. 4. 2.1.  Introduction
The amenability of PDMS to surface oxidation by 0 2 plasma discharge has been reported by 
Morra et al.,157 and by Chaudhury and Whitesides.158 Extensive surface characterisation 
studies carried out by these authors, based on static secondary ion mass spectrometry 
(SSIMS), X-ray photoelectron spectroscopy (XPS) and infra-red spectroscopy, have evidenced 
the formation of surface hydroxyl groups upon plasma treatment, indicating that -0Si(CH3)20 -  
moieties are converted to -OnSi(OH)4-n groups. In this thesis, the notation PDMS0X, as coined by 
Whitesides et al., is used henceforth to refer to the thin (< 50 A) silica-like layer present on the 
surface of oxidised PDMS.
A lack of durability of the thin silica-like layer on the surface of PDMS0X has been evidenced by 
contact angle measurements, which showed the advancing contact angle of water to increase 
from 30° immediately after plasma oxidation, to 79° after 15 minutes in air and to 93° (close to 
the value for native PDMS) after 45 minutes in air.123,157 However, PDMS0X was shown to be 
stable when immersed in solvents, suggesting that the alteration of the surface properties 
observed in air only resulted from rapid adsorption of contaminants. Chemisorption of 
organosilane compounds onto PDMS0X has been demonstrated in fundamental studies of 
surface interactions158 and in hemocompatibility studies for bioengineering applications.159 
This property was used as a starting point for surface derivatisation of PDMS substrates, in 
prevision of subsequent attachment of oligonucleotide probes.
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4. 4. 2. 2. Experimental
4. 4. 2. 2. 1. Materials and apparatus
A two-component PDMS kit containing base and curing agent was obtained from RS 
Components. Mercaptopropyltrimethoxysilane (MPTS), toluene (99.8%, HPLC grade) and 
absolute ethanol were from Sigma (St Louis, MO). 0 2 plasma was generated using a Plasma 
Technology BP80 machine.
4. 4. 2. 2. 2. Procedure
PDMS slabs, circa 1 mm thick, were made by pouring a suitable volume of well-mixed PDMS 
prepolymer (10:1 ratio of base to curing agent) into a glass Petri dish, letting the prepolymer 
equilibrate and degas at room temperature for 30 min, and curing at 65 °C for 4 hours. Finally, 
the PDMS was cut out into 1 2 x 1 2  mm2 pieces. In order to facilitate peeling of the PDMS slabs, 
the dish was previously silanised by reaction with dichlorodimethylsilane (Sigm a), diluted to 
2% in chlorobenzene, for 10 min, then rinsed with chlorobenzene and RO water, and 
blow-dried.
The PDMS substrates were washed in ethanol and blow-dried with N2. Oxidation was achieved 
by exposure to a 20 seem, 13 mT 0 2 plasma for 1 minute, in the BP80 machine operated at 
100 W. The oxidised substrates were immediately immersed in toluene. Then, silane was 
slowly added to the toluene, to a final concentration of 2.5%, under strong agitation provided by 
a rotating table.
The activated PDMS substrates were subsequently derivatised with oligonucleotide probes as 
described in Section 4. 5. 1.
4. 5. Validation of the strategy for the attachment of oligonucleotide capture probes onto 
planar substrates
The validity of the strategy was checked using planar substrates, due to the fact that surface 
analysis is difficult to implement with microchannel substrates, whilst a range of techniques are 
readily available for planar surfaces, including fluorescence microscopy, XPS and FT-IR.
4. 5 .1 . Analysis of immobilised probe layers by fluorescence microscopy
4. 5. 1. 1. Introduction
The choice of fluorescence microscopy for the analysis of immobilised oligonucleotide probe 
layers was justified by the suitability of the technique for the imaging of planar substrates. In 
addition, the technique allowed for direct investigation of possible surface effects associated 
with fluorescent labels, in prevision of studies concerned with the microarraying of microchannel 
substrates (Chapter 5). Accordingly, two complementary series of experiments were
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conducted: (i) immobilisation of fluorescently labelled probes, followed by characterisation by 
fluorescence microscopy imaging, and (ii) immobilisation of non-labelled probes, followed by 
indirect fluorescence labelling (staining) and imaging.
4 .5 .1 .  2. Experimental 
4. 5. 1.2. 1. Materials 
Substrates and reagents
Standard float glass microscope slides were obtained from BDH (Poole, UK). 4 inch-diameter, 
525 ± 15 pm thick, n-doped, 32.2 - 37.8 Q cm, {111} silicon wafers were purchased from 
Shin-Etsu Corp. PDMS base and curing agent were from RS Components, UK.
Mercaptopropyltrimethoxysilane (MPTS), toluene (99.8%, HPLC grade), absolute ethanol,
20x sodium saline citrate (SSC) buffer (0.3 M sodium citrate and 3 M NaCI) and 20x SSPE 
(saline sodium phosphate EDTA) buffer (0.2 M phosphate buffer, 2.98 M NaCI and 0.02 M 
EDTA) were from Sigma. The heterobifunctional cross-linker s-GMBS was purchased from 
Pierce (Rockford, IL). Sodium dodecyl sulfate (SDS) was obtained from Sigma.
A synthetic 18-mer ODN probe, P1-c, of sequence "C"ACCAI I I I AGAGCCCCTA'T", where 
"T" denotes a 3’-aminohexyldeoxythymidylate modifier and "C" a 5’ Cy5 phosphoramidite label, 
was obtained as a lyophilised powder from Cruachem Corp. (Glasgow, UK). 200 pM stock 
solutions were prepared from the lyophilised powder by dilution in 0.1 x TRIS-EDTA (TE) buffer 
(1 mM TRIS HCI, pH 8 and 0.1 mM EDTA, sodium salt) and kept at 4°C. An 18-mer ODN 
probe, P2-b, of sequence ”B”CCCAGGGAGACCAAAAGC”T”, where “T” is as above and ”B” is 
a 5’ biotin label, obtained from Operon Technologies (Alameda, CA), was dissolved to 30.8 pM 
in RO water and kept at 4°C.
A 1 mg ml_'1 streptavidin-Cy5 stock solution was prepared by diluting 1 mg of FluoroLink™ Cy5 
labelled streptavidin (PA 45001, Amersham Pharmacia Biotech) in 1 mL RO water. The 
staining solution used for the fluorescence detection of biotinylated probes was made by diluting 
the stock solution 200-fold in 1x SSC.
Instrumentation
The deposition of ODN spots on MCG and flat glass chips was performed manually, using a 
micropipette (Gilson, Viliers le Bel, France).
Fluorescence imaging involved the use of the instrumentation described in Section 3. 3. 3. 2. 2, 
except that an HQ-Cy5 (Chroma Technology Corp., ref. 41008) fluorescence filter set was used 
instead of the 580-G2A set.
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4. 5 . 1 . 2 .  2. Methods 
Sample preparation
Preparation of activated PDMS substrates. PDMS slabs were made, plasma oxidised and 
silanised as described in Section 4. 4. 2. 2.
Preparation of glass and silicon substrates. The glass slides were diced into 1 2 x 1 2  mm2 
pieces, which could fit into 10 mL beakers in prevision of subsequent liquid-phase treatments. 
The silicon wafers were diced likewise. The glass and silicon substrates were then cleaned 
according to a procedure commonly used in microelectronics. The chips were placed in a 
beaker (individually, to prevent overlapping) and treated sequentially with IPA, acetone, 
methanol, and RO water. The substrates were subjected to 5 minute ultrasonication periods in 
each solvent. Care was taken, upon substituting one solvent for the next, to avoid the formation 
of drying marks. Finally, the substrates were rinsed with ample water and blow-dried with N2.
Oxidation of silicon substrates. One of the silicon chips was thermally oxidised as above, for
4.5 hours, resulting in the formation of a circa 250 nm silicon dioxide superstrate. A second 
silicon chip was chemically oxidised by immersion in a 1:1:5 HCI (30%): H20 2 (30%): H20  
solution, for 15 minutes, followed by rinsing with ample water and blow drying. A third silicon 
chip was used without any further treatment.
Surface activation and silanisation of glass and silicon substrates. Activation of the surface 
hydroxyl moieties was achieved by immersion in 1 M nitric acid, water, and ethanol, 10 minutes 
each. The chips were then blow dried and baked at 80°C for 4 hours before silanisation. No 
further dehydration was carried out prior to silanisation. MPTS was stored dry, at 4°C, in order 
to reduce alteration through hydrolysis and oligomerisation. Prior to use, the bottle of MPTS 
was allowed to equilibrate to room temperature before opening so as to avoid condensation of 
ambient moisture inside the stock solution. MPTS was diluted to 2.5% v/v in toluene (Sigma, 
HPLC grade) that had previously been dried on 3 A molecular sieves. Silanisation was 
performed by incubation of the substrates in the silane solution at room temperature, for one 
hour. The chips were placed in separate beakers to avoid overlapping. The chips were then 
washed by sequential ultrasonication in toluene, 1:1 toluene: absolute ethanol, and ethanol,
2 minutes each. Finally, the chips were baked at 80°C for 4 hours to promote condensation of 
the silane film.
Probe activation. The stock solutions of Cy5-labelled probe, P1-c, and biotinylated probe, P2-b, 
were allowed to reach room temperature, and their concentrations were determined by optical 
density measurements at 260 nm. The following formula was used:
Cprobe ~ A 260 (Vcuv /  Vprobe) (33,000 /  MW) (Equation 4-4)
where Cprobe is the concentration of the probe solution, in pM,
A26o is the absorbance of the probe solution at 260 nm,
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Vcuv is the volume of diluted probe solution used in the measurement,
Vprobe is the volume of original probe solution used in the measurement,
M W  is the molecular weight of the probe.
A 5 pL aliquot of probe solution was diluted in 500 pl_ RO water for the measurements. As 
TRIS (tris(hydroxymethyl)aminomethane) contains a primary amine that can compete with the 
terminal amine of the probes in the reaction with the NHS ester of s-GMBS, the 30 pM solution 
of Cy5-labelled ODN was desalted prior to reaction with the cross-linker. This was achieved by 
gel filtration on MicroSpin G-25 microcentrifugation columns (Amersham Pharmacia Biotech). 
The Sephadex resin in the column was first re-suspensed by spinning at 735 g for 1 min. 50 pL 
of ODN solution were then applied to the column and centrifugated at 735 g for 2 min. Half of 
the desalted solution of Cy5 labelled probe and the 30.8 pM solution of biotinylated probe were 
then diluted to 12.5 pM in 1x SSC buffer (15 mM sodium citrate and 150 mM NaCI; from 20x 
concentrate, Sigma) in the presence of a 10-fold excess of s-GMBS, and incubated at room 
temperature for one hour. Excess s-GMBS was eliminated by gel filtration, using MicroSpin 
columns as above. The other half of the desalted solution of Cy5 labelled probe was diluted to
12.5 pM in 1x SSC buffer; no cross-linker was added.
Reaction of the probe with the silanised surface. MicroChannel and planar DNA chips were 
initially produced by manual dispensing of activated probe solution onto silanised substrates, 
using a manual micropipet. This approach is obviously limited in terms of reproducibility and 
array density, because of the large dispensed volumes resulting in accordingly large spots. 
Nevertheless, the manual dispensing of microlitre spots onto planar substrates was used to 
investigate the attachment chemistry, whilst an investigation into the automated sub-microlitre 
spotting of microchannel DNA chips, using a robotic microarrayer, is presented in the next 
Chapter. 8 spot replicates were produced on the five types of substrates (glass, thermally 
oxidised silicon, silicon with native oxide, plasma-oxidised PDMS, and non-oxidised PDMS).
The same procedure was repeated with the Cy5 labelled probe that had not been reacted with 
the cross-linker. The cross-linker-reacted biotinylated probe was spotted onto glass and 
thermally oxidised silicon substrates. Each spot was produced by the dispensing of a 1 pl_ 
aliquot. After spotting, the chips were incubated for circa 36 hours in a low-light, low-humidity 
atmosphere.
Washing non-covaientiy bound probes. Non-covalently bound probes were washed off the 
chips by immersion in 5 ml_ of a solution of 1x SSC and 0.1% SDS for 15 minutes, followed by 
exhaustive rinsing with first fresh 1x SSC, then RO water, and blow-drying with N2.
Staining. Substrates that had been spotted with the biotinylated probes were incubated for 15 
min with the staining solution, then washed with ample 1x SSC and RO water and blow-dried 
with N2.
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Sample analysis
Images of the replicated fluorescent spots were acquired with the CCD camera operated at 256 
K, with a 2x2 level o f binning and 1 s integration time. The net fluorescence signal for each 
spot, S, was determined by subtracting the average pixel intensity over the spot area from that 
o f a non-spotted area.
4. 5. 1. 3. Results and discussion
4. 5. 1. 3. 1. Fluorescence imaging of immobilised Cy5-labelled ODN probes
Figure 4-4 shows fluorescence m icroscopy images o f Cy5-labelled ODN probes, immobilised on 
four types of substrates, namely glass, silicon (covered with native oxide only), therm ally 
oxidised silicon and PDMS0X. The substrates were imaged after non-covalently bound probe 
molecules had been washed off the substrate by a detergent solution.
Figure 4-4. Fluorescence microscopy images of fluorescently-labelled ODN probes immobilised on planar 
substrates: (a) glass; (b) thermally oxidised silicon (1 pm thick oxide layer); (c) silicon (with native oxide 
only); (d) O2 plasma-oxidised PDMS. Each spot was formed by the dispensing of a circa 0.5 pL aliquot of 
a 12.5 pM Cy5-labelled probe, activated with sulfo-GMBS, onto the silanised substrate, followed by 
washing of non-covalently bound probe molecules. The images were acquired with a Nikon Microphot 
epifluorescence microscope, using a 4x microscope objective lens, and coupled to a PixelVision CCD 
camera operated at 256 K. 2x2 pixel binning and 1 s acquisition time.
All four images shown in Figure 4-4 were obtained under the same experimental conditions of 
fluorescence imaging. All the spots of ODN probe were well-defined and could be clearly 
distinguished from the background. The spots formed on silicon covered with native oxide only 
exhibited a smaller diameter, supposedly reflecting the higher level o f hydrophobicity of this 
material as compared to the silanised silica-like surface of the other substrates. The smearing 
marks seen in some of the images were formed during washing of non-covalently attached 
probe molecules, which reacted with the silanised surface outside of the spot area.
The net fluorescence intensities, with the associated 95% confidence interval infered from 6 to 8 
spot replicates, are given in Table 4-2. Spots which differed significantly in d im ensions from 
other spots formed on the same substrates (due to the lack o f reproducibility o f the manual 
spotting procedure) were not used in the calculation.
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Substrate Cross-linker No cross-linker
Glass 108.8 ±68.1 (n=6) 19.3 ± 11.2 (n=6)
Thermally oxidised silicon 253.5 ± 192.1 (n=8) 18.5 ±9.1 (n=8)
Chemically oxidised silicon 23.7 ± 18.0 (n=7) 21.4 ± 15.8 (n=7)
Silicon with native oxide 14.0 ± 11.1 (n=8) 16.2 ±12.9 (n=8)
PDMS0X 174.3 ±79.2 (n=6) 22.6 ± 14.0 (n=6)
PDMS 23.1 ± 12.4 (n=7) 19.7 ±12.5 (n=6)
Table 4-2. Net fluorescence intensities for spots of Cy5-labelled oligonucleotide probe deposited on 
various planar substrates. The intensities are given as 95% confidence intervals, calculated from n spot 
replicates.
Due to the different nature of the substrates, and despite the fact that imaging was carried out 
under identical conditions, the values for the net fluorescence intensities were not necessarily 
directly proportional to the number of probe molecules present within the spots. For example, 
the fact that the spots formed on thermally oxidised silicon appeared brighter than those on 
glass might be due to the higher reflectivity of both the excitation and fluorescence emission 
radiations at the surface of the silicon wafer.
In the case where cross-linker was used, the observed fluorescence intensities from glass, 
thermally oxidised silicon and oxidised PDMS samples were not statistically different from one 
another. However, the fluorescence intensities from the non- oxidised silicon substrate and 
from the chemically oxidised silicon substrate were found to be much lower than that from the 
thermally oxidised silicon substrate. Likewise, much lower signals were observed from PDMS 
than from PDMS0X, This confirmed the relevance and suitability of the silicon thermal oxidation 
and PDMS plasma oxidation procedures to the subsequent silanisation of these substrates.
The much higher fluorescence intensities obtained in the presence of cross-linker confirmed the 
covalent nature of the bonds formed between the probe molecules and the silanised surfaces. 
The fact that the net fluorescence intensities obtained in the absence of cross-linker were 
statistically different from zero indicated that some extent of non-covalent binding, that was not 
removed by the 1x S S C /0.1% SDS washing step, took place on the silanised surface. A 
fraction of these non-covalent interactions might have been caused by the fluorescent label 
present on the probe molecules.
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4. 5. 1. 3. 2. Fluorescence imaging of stained probe spots
This experiment was implemented as a way to check the extent to which the fluorescent label 
affected the attachment of the probe to the surface. Table 4-3 shows the net fluorescence 
intensities for spots of biotinylated probe (with and without cross-linker) deposited on glass, 
thermally oxidised silicon and PDMS0X, after staining with Cy5-labelled streptavidin.
Substrate Cross-linker No cross-linker
Glass 69.2 ± 27.9 (n=9) 13.7 ± 16.1 (n=8)
Thermally oxidised silicon 184.0 ±62.3 (n=8) 9.2 ± 11.4 (n=9)
PDMS0X
. . .
145.1 ±72.3 (n=8) 8.6 ± 15.3 (n=7)
Table 4-3. Net fluorescence intensities for spots of biotinylated oligonucleotide probe deposited on various 
planar substrates and stained with Cy5-labelled streptavidin. The intensities are given as 95% confidence 
intervals, calculated from n spot replicates.
As in the case of the fluorescently-labelled probe, signals statistically different than zero (at 
a 95% confidence level) were obtained when cross-linker was used. In the absence of 
cross-linker, however, signals not statistically different from zero were obtained, indicating that 
non-covalently bound probe molecules had been washed off the surface before staining. Thus, 
the small level of probe adsorption previously observed with Cy5-labelled probes can be 
assigned to the presence of the fluorophore label.
In addition, the relative signal intensities between the three substrates, when cross-linker is 
present, are in the same order as in Table 4-2. The lower absolute values of net fluorescence 
intensity obtained here, as compared to Section 4. 5. 2.3.  1, reflected higher levels of 
background signals (surface adsorption of staining molecules) as well as difference in the extent 
of labelling of each probe molecule (including the fact that each avidin moiecule could bind to 
four biotin molecules).
4. 5. 1. 3. 3. Conclusions
Beside confirming the validity of the immobilisation approach, these experiments have shown 
that fluorescent labels present on ODN probes contribute to enhanced adsorption of the probes 
to the surface. This result can be extended to the case of heterogeneous fluorescence 
hybridisation assays, in which the target molecules, rather the probes, are labelled. However, 
the extent to which the use of indirect labelling (staining) might reduce non-specific binding of 
the targets to the surface remains to be investigated in the case where blocking of non-specific 
adsorption is implemented; also, it is likely that the effect of the fluorescent label might be 
reduced in real samples where the size of the targets (prepared from mRNA) is larger than that 
of the ODN probes used here.
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4. 5. 2. Further characterisation and validation of the attachment strategy
Complementary work aiming at characterising and assessing the validity of the attachment 
strategy described above was conducted outside the framework of this thesis, in a collaborative 
effort with the laboratory of Bioanalytical Chemistry, Imperial College of Science, Technology 
and Medicine, London, UK.
The determination of coverage densities of thiol groups obtained through the silanisation 
procedure described above was carried out using quantitative X-ray Photoelectron 
Spectroscopy (XPS) and radiolabelling experiments. The latter involved the derivatisation of 
silanised glass and thermally oxidised silicon surfaces with dithiobispyridine, followed by 
reaction with 1,2-14C cysteamine hydrochloride (American Radiolabeled Chemicals, Inc.). The 
radioligand was then cleaved from the surface and mixed with scintillation cocktail. A 
scintillation counter was used to measure the radioactivity of the solution. Knowledge of the 
specific activity of the radioisotope permitted the surface density of thiol groups to be calculated. 
The coverage density of free thiols was determined as circa 2 x 1011 per mm2, equivalent to 
330 fmol mm'2, on planar lead-rich glass slides and thermally oxidised silicon wafers.160
The robustness of the surface modification and attachment chemistry was assessed, for flat 
glass slides and thermally oxidised silicon wafers, through a series of experiments using 
radiolabelled probes, as a complement to the fluorescence imaging experiments described in 
Section 4. 5. 1. Control experiments using non-amino modified probes (to confirm the 
selectivity of end attachment over side attachment), and/or omission of the cross-linker (as 
above), have confirmed the covalent nature of the bonds formed between the probe molecules 
and the various silica-rich surfaces. In these experiments, radiolabelling of the ODN probes 
was achieved by incubation with 33P dATP in the presence of polynucleotide kinase. 
Phosphorimaging was used to measure the radioactivity of the surfaces.160
The yield of the reaction between the NHS group of s-GMBS and the terminal amine moiety of 
ODN probes (reaction through which a maleimide moiety is attached at the 3’ end of the probe), 
was experimentally determined as circa 60% when implemented as described in Section 
4. 5. 1.2. 2 above.161
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4. 5. 3. Heterogeneous hybridisation on flat glass and oxidised silicon and PDMS 
substrates
4. 5. 3. 1. Introduction
The experiments reported in this section aimed at confirming the activity of ODN probes 
immobilised to silica-rich substrates through the procedure described above in terms of 
heterogeneous nucleic acid hybridisation.
4. 5. 3. 2. Experimental 
4. 5. 3.2.  1. Materials
The hybridisation experiments involved the use of unlabeled probes and fluorescently labeled 
ODN targets. The sequences for the probes P3 and P4 and the targets T3 and T4 (purchased 
from Glen Research, Sterling, VA) were 'T'CCGCTGCCGCTGTCA, 
'T'CCCTGGTATGAGCCCATCTATC, "F'TGACAGCGGCAGCGG, and 
"F"AAGATAGATGGGCTCATACCA, respectively, where "F" represents a 5’-carboxyfluorescein 
phosphoramidite (6-FAM) label and "T" is as above. The complementary pairs P3-T3 and 
P4-T4 are representative of the genes C-myc and TNF-a, respectively.
The Cy5-labelled probe P1-c described above was used to provide a reference spot for 
alignment and focusing during the imaging process. The ODNs were obtained as a lyophilised 
powder and subsequently dissolved to appropriate concentrations in 1x SSC (probes) or 
1x SSPE (targets). The blocking agent was an aqueous solution of 0.02% polyvinylpyrrolidone 
(PVP) and 0.02% ficoll. Fluorescence imaging involved the use of the instrumentation 
described in Section 3. 3. 3. 2. 2, with the addition of a DM510-B2A (Nikon) fluorescence filter 
set that was used for FAM imaging.
4. 5. 3. 2. 2. Methods
The pre-treatment and silanisation of glass, oxidised silicon and oxidised PDMS substrates (one 
of each type) was carried out as described in Section 4. 5. 2. 2. 2. The preparation of activated 
probe solutions and the spotting onto the activated substrates were also achieved as in Section
4. 5. 2. 2. 2; no desalting of the probe was required since TE was not used. A total of 5 spots 
were deposited on each chip: one spot of P1-c in the centre, and duplicate spots of P3 and P4. 
The blocking agent was also used to wash non-covalently bound probes. Spotted chips were 
immersed in 0.2 mL of blocking solution for 15 minutes, then blow-dried and dried at 80°C for 
one hour.
Hybridisation with each chip was carried out by enclosing 100 pl_ of sample within a cell 
consisting of a PDMS wall in conformal contact with the chip, and a glass coverslip acting as a 
lid to prevent evaporation, as shown in Figure 4-5. The hybridisation sample consisted of 
100 nM of target T3 and 50 nM of target T4 in 1x SSPE. Each chip was subjected to sequential
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hybridisation periods of 20, 40, 60, 150, 90 and 390 minutes, resulting in cumulative 
hybridisation times of 20, 60, 120, 270, 360, 750 min. After each sequential hybridisation 
period, the chip was washed for several minutes with a solution of 1x SSPE and 0.1 % SDS, 
blow-dried and imaged. Afresh 100 pL of target solution was used in each successive 
hybridisation.
—  Glass coverslip
Ca. 100 PL 
hybridisation cell
Substrate with probe 
and reference spots
Figure 4-5. Setup used to carry out heterogeneous hybridisation assays with planar DNA chips.
The reference spot present on each substrate was imaged through the FAM optical channel, at 
each step of the sequential hybridisation, thereby providing a check for the formation of any 
possible mismatched probe-target duplexes. Image analysis (determination of a S/N value for 
each spot) was implemented as the disc and ring method previously used in Section 3. 3. 4.
4. 5. 3. 3. Results and discussion
The reference spot present on each substrate was used to position the chip within the field of 
view of the lens and to adjust the focus. This approach was necessary, especially for short 
hybridisation periods for which the number of hybridised targets was small, resulting in very low 
signals in the FAM optical channel. As in the experiments of Section 3. 3. 4, the use of dyes 
with different spectral characteristics for the reference and the target label contributed in 
reducing the extent of photobleaching of the latter.
The cumulative hybridisation approach gave insight into the kinetics of hybridisation, in the 
absence of any real-time monitoring scheme. Figure 4-6 shows the evolution of the S/N of each 
spot after each sequential hybridisation step, for the three different types of chips.
PDMS wall
o .
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(Figure 4-6, continued on next page)
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Figure 4-6. Evolution of the S/N of ODN spots during sequential hybridisation of planar chips, a) glass; 
b) thermally oxidised silicon; c) 0 2 plasma-oxidised PDMS. Circles: target T3 (100 nM); squares: target 
T4 (50 nM).
In the case of the glass and thermally oxidised silicon chips, all the plots of S/N versus 
hybridisation time exhibited a sim ilar shape, characterised by an initial quasi-linear increase 
followed by a progressive lowering of the increase rate. A plateau was reached after circa 
4 hours o f hybridisation in the case of the more concentrated target, T3, with S/N values of 
37-39 and 44-50 on the glass and silicon chips, respectively. Sim ilar (slightly lower) levels of 
S/N were reached in the case of T4 after about 12 hours. The initial rate o f increase of S/N, 
measured as the tangent to the curve at an hybridisation time of zero, was about twice higher 
for T3 (present in the hybridisation cell at 100 nM) than for T4 (50 nM).
The shapes of the curves are characteristic of pseudo-first order binding kinetics, as expected in 
the case of a heterogeneous hybridisation assay in which the solution-borne target is in excess 
over the probe. The spots formed on the flat substrates were about 0.8 mm in diameter; 
assuming that silanisation resulted in a coverage density of free thiol groups of 330 fmol m m '2 
(Section 4. 5. 3), a maximum of circa 160 fmol probe molecules could be covalently immobilised 
within each spot. Thus, the hybridisations were in effect carried out in conditions of a vast 
excess (1-2 orders of magnitude) of targets with respect to the probes. Consequently, the 
concentration of the targets in the hybridisation cell could be considered to remain equal to its 
initial value, i.e. 100 nM for T3 and 50 nM for T4, over the course of the experiment.
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The formation of a nucleic acid duplex by hybridisation of a target to a probe can be described 
by the following equation:
k.
Probe + Target <-> Duplex (Equation 4-5)
k - i
where /c* is the binding rate constant and is the dissociation rate constant. The present 
situation in which targets are present in a vast excess with respect to the probes corresponds to 
a saturation hybridisation behaviour, in which the evolution over time of the amount of duplex 
formed is given by:
[Duplex]t = [Duplex]*, (1 - exp (-t / t)) (Equation 4-6)
with [Duplex]*, = [Probe]0 (Equation 4-7)
and t  = (k-i [Target]0 + k.-,y\ (Equation 4-8)
where [Duplex]*, is the surface density of probe-target duplex at saturation,
[ProbeJo is the surface density of probe within each spot,
[TargetJo is the initial concentration of target in the sample, 
and ris the relaxation time.
The difference observed experimentally between T3 and T4 in the initial rates of increase of 
S/N, characterised by the tangent to the curves at t = 0, reflects the difference in the 
concentrations at which the two targets are present the sample. No curve fitting was attempted, 
as this would have required additional experimental data (for a series of [Target]0 values).
Considering that each spot was formed by the deposition of 0.5 fiL of a 12.5 pM probe solution, 
and taking into account the fact that circa 60% of the probe molecules were activated upon 
incubation with s-GMBS,161 an estimated 7500 fmol of activated probe molecules were present 
within each spot, before washing off non-covalently bound probes, representing a > 20-fold 
excess with respect to the number of thiol anchoring sites present over the surface covered by 
each 0.8 mm diameter spot. This probably resulted in a high density of immobilised probes, up 
to 330 fmol mm'2 (the coverage density of thiol anchoring groups) and higher than the optimal 
66 fmol mm'2, causing possible steric crowding effects. Nevertheless, the bioactivity of the 
probes towards heterogeneous hybridisation was demonstrated.
The difference in S/N observed between the two spots of same probe sequence deposited on 
each substrate, seen in Figure 4-6, probably reflects a difference in the number of immobilised 
probe molecules within each spot, as accounted for by Equation 4-7.
The S/N of the reference spot imaged through the FAM optical channel remained below 3 
throughout the hybridisation sequence, indicating that no significant formation of mismatched 
probe-target duplexes took place.
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In the case of the PDMS chip, the experimental data showed some deviation from a pure 
pseudo-first order kinetics. In particular, the S/N for T4 exhibited a decrease over the last 
hybridisation period (between 6 and 12 hours). The background signal did not increase 
significantly over that period; however, the fluorescence intensity of the reference spot, imaged 
through the Cy5 optical channel, was found to decrease by circa 16% over the whole course of 
the experiment (12 hours), whereas this decrease was lower than 3% in the case of the glass 
and silicon chips. This phenomenon was ascribed to a loss of probe from the surface over the 
course of the experiment, suggesting a degradation of some of the covalent bonds between the 
probes and the silanised PDMS0X layer or, more likely, a degradation of the silanised PDMS0X 
surface. A loss of probe would also account for the lower levels of S/N obtained in the case of 
the PDMS chip with respect to the glass and silicon chips.
4. 6. Conclusions
A strategy has been developed for the covalent immobilisation of ODN probes onto glass and 
thermally oxidised silicon substrates that is suitable to the production of DNA chips. The 
bioactivity of the surface-bound probes in multiplexed heterogeneous hybridisation assays with 
ODN targets has been demonstrated through the monitoring of hybridisation kinetics.
Heterogeneous hybridisation was observed even though the coverage density of probes was 
not optimised. Although the possible occurrence of steric crowding in the experiments reported 
above was not studied, the use of a less concentrated probe solution would probably have been 
beneficial to the uniformity and functionality of the spots. The issue of optimising the probe 
coverage density for enhanced functionality is adressed in the next chapter, where the probe 
immobilisation strategy presented above is applied to microchannel substrates.
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CHAPTER 5. ARRAYING OF MICROCHANNEL SUBSTRATES WITH OLIGONUCLEOTIDE PROBES
5 .1 . Introduction
The generation of multiple sensing elements on a solid substrate is the major step in the 
fabrication of a DNA chip. The levels of accuracy, precision and repeatability that can be 
achieved in the probe attachment process determine the suitability of the chip to quantitative 
nucleic acid hybridisation analysis. In this chapter, the arraying of microchannel substrates with 
ODN probes, in order to produce medium-density flow-through microchannel oligoarrays, is 
reported.
Since the use of MCG chips of increased thickness provides a way of increasing the number of 
probe molecules immobilised within each spot without increasing the lateral dimensions of the 
spots, a range of chip thicknesses were considered, in terms of the effectiveness of the process 
of probe immobilisation on the microchannel sidewalls. In this respect, the physical-chemical 
processes that control the formation of spots on microchannel substrates were investigated.
The specific morphology and wetting properties of the microchannel substrates were taken into 
account in the arraying process, leading to optimisation of the aliquot volume and concentration 
of the probe solutions to be dispensed.
5. 2. Constraints associated with the use of microchannel substrates
The morphology of microchannel substrates introduces specific constraints in terms of surface 
modification of the channel sidewalls.
5. 2 .1 . Liquid-phase treatment of microchannel glass and microchannel silicon
Although the microchannels readily fill by capillary action, their non-interconnected nature 
results in each channel behaving as a quasi-independent microreservoir, whose interface with 
the outer medium is restricted to the channel opening, on both sides of the chip. This limits both 
fluid exchange between the inside of the microchannels and the medium in which the chip is 
immersed, and reagent access to the surface of the channel walls. Likewise, for a solute to be 
rinsed out of the inner volume of a microchannel, large diffusion distances are involved due to 
the high aspect ratio of the microchannels. Furthermore, the rate of evaporation from the inside 
of the microchannels is low, due to the limited surface area of the liquid/air interface.
These characteristics lower the efficiency of convective mixing procedures commonly employed 
with planar substrates, such as the use of a shaking and/or rotating table, and the flushing of 
solvents or solutions over the surface. As a way to enhance fluid and solute exchange within 
the microchannels, ultrasonication was used during liquid-phase chemical treatment. The large
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effective surface area of the microchannels promotes bubble nucleation at the channel walls, 
thereby further increasing convective mixing.
The small feature size of the microchannels makes the use of viscous solutions, such as 
concentrated sulfuric acid used in cleaning/activation procedures, labour-intensive in that 
extremely long rinsing times are required. Strongly basic solutions are known to have an 
etching action on silica surfaces, resulting in an increased roughness of the surface, hence an 
increased effective surface area. Although this is not necessarily detrimental in terms of 
subsequent derivatisation and biofunctionalisation of a substrate, the optical properties of the 
surface are significantly affected, as surface roughness greatly increases light scattering at 
interfaces between media of different refractive indices. In the case of microchannel materials 
to be used as biochip substrates, the need to ensure compatibility with optical detection 
schemes such as fluorescence implies that the waveguiding properties of the substrate be 
maintained, as evidenced in the previous chapter. It is therefore important that the level of 
smoothness of the microchannel walls be not compromised by any etching action of the 
cleaning solutions. Therefore, concentrated sulfuric acid and strongly basic solutions were not 
used in the surface treatment of microchannel substrates.
5. 2. 2. Thermal oxidation of microchannel silicon
As shown earlier, surface oxidation of silicon substrates is required so as to allow for the 
functional attachment of probes through organosilane chemistry. In the case of MCS 
substrates, controlling the thickness of the oxide layer is important for morphological reasons, 
since the layer thickness will directly affect the diameter of the microchannels. The thermally 
grown oxide layer must be uniform in thickness from one microchannel to the next.
Other considerations than chemical reactivity pertain to the surface oxidation of the sidewalls of 
MCS substrates. As a dielectric material, silicon dioxide can protect fluorescent labels from 
possible fluorescence quenching by the silicon substrate. In terms of optical detection, the 
growing of an oxide layer along the microchannel sidewalls could be used to beneficially alter 
the waveguiding properties of the chip, for example through the fabrication of “hybrid” Si / S i02 
microchannel chips where thin silicon walls would prevent inter-channel cross-talk while the 
presence of a silicon dioxide layer would allow for the generation of an evanescent 
electromagnetic field along the sidewalls. Finally, the controlled growing, and subsequent 
removal, of a layer of silicon dioxide along the sidewalls of the microchannels provides a means 
to alter the dimensions of the channels; this could be used in developmental and 
characterisation studies.
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5. 3. Piezoelectric ink-jet arraying of microchannel substrates
5 .3 .1 .  Experimental
5. 3. 1. 1. Materials and reagents
MCG chips of various thicknesses (0.5 mm, 1 mm and 2 mm) were watered from a 10 pm pore 
diameter boule of MCG, obtained from Galileo Electro-Optics Corp. (Sturbridge, MA, USA).
The surfaces of the chips were not polished after dicing. Macroporous silicon chips, obtained 
from Infineon Technologies AG (Munchen, Germany), were 0.5 mm thick and featured a square 
array of circa 10 pm feature size channels, as shown in Figures 3-7 and 3-8. Standard float 
glass microscope slides (BDH, Poole, UK) were used as planar substrates, for comparative 
purposes.
The probe used, P2-f, was a fluorescently labelled, amino-terminated 18-mer oligonucleotide 
of sequence "F"CCCAGGGAGACCAAAAGC"T", where “T” denotes a 3’-aminohexyldeoxy- 
thymidylate modifier and “F” a 5’-carboxyfluorescein phosphoramidite (6-FAM) label.
A non-labelled probe, P2, with sequence and 3’ modifier as above, was also used. The probes 
were purchased as a lyophilised powder from Glen Research (Sterling, VA) and subsequently 
dissolved to appropriate concentrations in 1x SSC.
5. 3. 1. 2. Apparatus 
Oxidation furnace
Thermal oxidation of MCS chips was carried out using the instrumentation described in 
Section 4. 4. 1. 3. 1.
Microarrayer
As stated above, structured immobilisation of multiple biorecognition sites on microchannel 
substrates has to rely on spotting techniques. In the work presented in this thesis, piezoelectric 
technology was chosen over syringe-solenoid technology due to its inherently lower dispensing 
volume capability, permitting the production of higher density biochips. MicroChannel DNA 
chips were produced using a Packard BioArrayer piezoelectric spotter (Packard Instrument Co., 
Meriden, CT), a photograph of which is shown in Figure 5-1. This instrument features a multiple 
printing head with four 75 pm internal diameter capillary tips, capable of dispensing as little as 
0.35 nL per piezo actuation. Upon spotting, the tips remain some 100 pm above the surface. 
The resolution of the positioning stage is 10 pm laterally and 50 pm vertically.
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Figure 5-1. Photograph of the piezoelectric ink-jet spotter (Packard Biochip Arrayer 1) used to produce 
microchannel DNA chips. The insert shows the phnting head with its 4 dispensing tips.
Brightfie ld and fluorescence m icroscopy
Spotted chips were imaged by white light brightfield m icroscopy and epifluorescence 
microscopy using an Eclipse E800 epifluorescence m icroscope (Nikon, Tokyo, Japan) fitted with 
an Orca C4742-95 color, 12-bit CCD camera (Hamamatsu, Hamamatsu City, Japan). Objective 
lenses, also from Nikon, were a 4x Plan Apo and a 20x Fluor, with NA values of 0.45 and 0.20, 
respectively. The fluorescence filter set used was DM510-B2A (Nikon). The use of “yellow” 
FAM labels (excitation maximum circa 495 nm, emission maximum circa 520 nm) rather than 
longer wavelength dyes was justified by the low spectral responsivity o f the Orca camera 
above 550 nm, as shown in Figure 5-2.
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Figure 5-2. Spectral responsivity curve of the Hamamatsu Orca CCD camera (maufacturer’s data).
5. 3. 1. 3. Procedures
5. 3. 1.3. 1. Preparation of activated MCG and MCS substrates 
Thermal oxidation of MCS substrates
As stated above, optimisation of the thermal oxidation process for MCS chips was directed 
towards the obtention of a uniform (in thickness and in physical properties) oxide layer over the 
whole array of microchannels. Care was thus taken to ensure that the batch of chips to be 
oxidised were placed within the flat zone of the furnace. As the number of MCS chips available 
was limited to a small number, and layer thickness measurements on microchannel substrates 
are difficult to implement, planar silicon reference pieces were used first to assess oxidation 
rates. Planar silicon pieces were also used to determine the flat zone of the furnace.
A batch of three MCS chips, plus one planar reference piece, were oxidised at circa 1050°C 
and 1.5 cm3 min'1 0 2 flow rate, for 8 hours. Prior to oxidation, the chips were cleaned in IPA, 
Pirhana solution and buffered HF for 1 minute to remove any contaminated native oxide layer. 
After oxidation, the MCS chips as well as the planar chip exhibited a purplish hue, indicating 
the presence of an oxide layer. Ellipsometric measurements indicated the presence of a 
353.7 ±2.1 nm oxide thickness on the reference piece.
Surface activation of MCG and oxidised MCS substrates
The MCS chips were thermally oxidised as described in Section 5. 3. The procedure used for 
the cleaning of MCG and thermally oxidised MCS chips was similar to that used with planar 
substrates. Ultrasonication was used, as justified above. The chips were individually placed in 
a beaker and subjected to sequential 10 minute ultrasonication periods in IPA, acetone, 
methanol, and RO water. As with planar substrates, care was taken to avoid the formation of
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drying marks. Finally, the substrates were rinsed with ample water, blow-dried with N2 and 
further dried at 120°C for at least 1 hour.
Activation of the surface hydroxyl moieties was achieved by sequential sonication in 1 M nitric 
acid, water, and ethanol, 10 minutes each. The chips were then blow-dried and baked at 80°C 
for 12 hours before silanisation. The same protocol was used for the planar glass chips. As 
justified above, the use of strong bases and concentrated sulfuric acid was avoided.
Silanisation
MicroChannel chips were incubated in 2.5% v/v MPTS in dry toluene, at room temperature, for 
one hour. The number of silane molecules contained within the volume of solution enclosed 
within each single channel is in a 3 order of magnitude excess as compared to the amount 
needed for a monolayer coverage. Therefore, thorough washing is required at the end of the 
incubation period, in order to remove the excess silane. This was achieved by washing the 
chips by sequential 10 minute ultrasonication steps in toluene, 1:1 toluene: absolute ethanol, 
and absolute ethanol. Between each sonication step, the chips were drained by blotting on 
low-lint absorbent tissue. Finally, the chips were baked at 80°C for 4 hours.
5. 3. 1. 3. 2. Preparation of activated probe solutions
A 30 pM solution of FAM-labelled probe, P2-f, and 30 pM and 60 pM solutions of non-labelled 
probe, P2, were prepared as described in Section 4. 5. 2. 2. 2.
5. 3. 1. 3. 3. Microarrayer operation
The Packard Biochip arrayer comprised a holder for a 384-well microtitre plate, into which the 
probe solutions to be dispensed were introduced by pipetting. The microchannel chips were 
placed in a specially designed tray whose external dimensions were identical to those of a 
microtitre plate. The tray held 24 (6x4)  microchannel chips of standard 12 mm x 12 mm 
dimensions. The desired array pattern for each chip to be spotted was entered into the 
computer memory, as was the location of each probe solution in the microplate. Although the 
arrayer is a highly automated apparatus, the appropriate setting of a number of operating 
parameters was incumbent to the user, as discussed below.
Loading of the printing tips
Operation of the piezoelectric mechanism requires the entire printing capillary to be filled with 
an incompressible fluid. As a consequence, air is not suitable for that purpose. Loading of the 
tips is achieved by aspiration from a syringe pump. As the total volume that is required to fill the 
capillary is, in most instances, much larger than the volume of probe solution to be dispensed, a 
plug of water is first apirated, followed by a sufficient volume of the probe solution. In this 
approach, diffusion of probe molecules into the water plug over time can not be avoided, which 
leads to mixing, and dilution of the probe solution, at the water-probe solution interface.
Vincent Benoit PhD Thesis: Flow-through MicroChannel DNA Chips Page 166
Chapter 5 - Arraying of MicroChannel Substrates with Oligonucleotide Probes
Therefore, the volume of probe solution that is aspirated into the capillary must be sufficient to 
ensure that the time-expanding mixing zone does not reach the lower part of the printing tip 
over the time frame of the arraying job. In practice, the volume of probe solution that was 
aspirated into the capillary before each arraying job was 10 times the volume of probe solution 
to be spotted. Given the relatively low value for the diffusion coefficient of probe molecules in 
aqueous solutions (circa 10'7 cm2 s'1 for < 20 base long ODNs), this ensured that the probe 
solutions were dispensed at their original concentration.
Washing of the tips
Since the experiments described in this chapter involved a single probe sequence to be arrayed 
on each chip, print tips were not cleaned between the loading of different concentration 
solutions. However, the arrayer was programmed to proceed in order of increasing 
concentrations. Two different tips were used for the FAM-labelled and non-labelled probes, 
respectively.
Chips prepared for experiments described in subsequent chapters required the spotting of 
several different probe sequences, and/or different concentrations of the same probe, onto a 
single chip, such that the four tips available on the printing head did not suffice for the whole 
arraying job to be carried out without the need to clean at least one of the tips. In that case, 
thorough cleaning of the tips was necessary in order to alleviate contamination by carry-over. 
The cleaning of a tip involves the flushing out of the remainder of solution, followed by the 
loading of ultrapure water and the in-line sonication of the tip. The efficiency of the cleaning 
process could benefit from the use of organic solvents instead of water. However, the purity of 
organic solvents is known to be compromised by the presence of bacteria that grow inside the 
tubings when these are filled with water, and are subsequently disloged from the tubing wall by 
the organic solvent. The presence of these adventitious bacterial particles is not compatible 
with the small dimensions of the printing tips (75 (im internal diameter), which are extremely 
prone to clogging.
Arraying of the activated substrates with the activated probe
Microarraying was carried out in ambient conditions, with no particular control over 
environmental humidity and dust. Neither the sample containers nor the chips were cooled 
during operation.
2 nL, 5 nL and 20 nL aliquots from the 30 pM solution of fluorescently-labelled probe were 
deposited onto each glass chip (0.5 mm, 1 mm and 2 mm thick MCG, and planar glass), in 
quadruplicate. MCG and thermally oxidised MCS chips were arrayed with 1 nL, 2 nL, 3 nL and 
5 nL spots of a 30 ^M solution of the non-labelled probe. The silicon chips were spotted with 
the flat side (i.e. the side, shown in Figure 2-9(c), that does not feature the KOH pyramidal 
etching pits) facing up. A 0.5 mm thick MCG chip was also spotted with 5 nL and 20 nL aliquots 
from 30 jiM and 60 (iM solutions of the non-labelled probe, in quadruplicate.
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5. 3. 2. Results and discussion
5. 3. 2. 1. Differences in wetting properties between m icrochannel glass and planar glass
5 . 3 . 2 . 1 1 .  Compared dimensions and standard of uniform ity o f spots
Brightfield optical m icroscopy images o f the spotted chips were acquired, after evaporation of 
the spotting buffer (i.e., in a “dry” state) but prior to any subsequent washing. All o f the images 
of spotted MCG and planar glass chips were acquired with the focus set on the front (top) 
surface. These brightfield images provide a convenient way to determ ine the physical size of 
the spots, due to aggregation of the spotting solution and formation of buffer crystals inside the 
m icrochannels.
Figure 5-3(b) shows the radial intensity profiles of the brightfield (Figure 5-3(a)) and 
epifluorescence (Figure 5-3(c)) images of equivalent spots of fluorescently labelled ODN probes 
deposited on planar glass and MCG, using the piezoelectric arrayer.
Figure 5-3. Brightfield (a) and epifluorescence (c) microscopy images, and associated radial intensity 
profiles (b), of spots formed by the dispensing of 5 nL aliquots from a 30 pM solution of fluorescently- 
labelled probe in 1x SSC, onto a planar glass slide (left) and a microchannel glass chip (right). The 
images were acquired using a 4x, 0.2 NA lens. Each profile curve was obtained by averaging 4 adjacent 
pixel rows.
In the case of the planar glass substrates, both the brightfield image and the fluorescence 
image show a poor level o f uniform ity of the spots, including the presence of buffer crystals 
having formed during evaporation of the spotting solution. The bright outer rings seen in the 
fluorescence image are due to scattering of the excitation light at the edge of the spots.
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A number of publications concerned with the arraying of DNA probes on planar solid substrates 
have reported such inhomogeneities within spots,71,72,111 and ascribed the effect to the transport 
of material from the center to the edges of the deposited droplets upon evaporation. By 
comparison, the spots on the MCG substrate appear to be much more uniform. In particular, 
no outer rings can be seen in the fluorescence image. In addition, the spots formed on MCG 
exhibit a smaller footprint, with a diameter of circa 40% that measured on planar glass.
An observation not directly relevant to the present study, but closely related to the work 
presented in Chapter 3 of this thesis, is the significant difference in the shapes of the intensity 
profiles of the MCG spots between the fluorescence image and the brightfield image. The 
intensity profiles show some extent of spatial spreading of the fluorescence signal on the MCG 
chips, a phenomenon that is not observed with planar glass chips for which the dimensions of 
the spots are not significantly different between the brightfield image and the fluorescence 
image. This effect is related to inter-channel optical cross-talk in microchannel glass and to 
imaging properties of microscope objective lenses in three dimensions.
5. 3. 2. 1. 2. Processes governing spot generation on microchannel substrates
The smaller footprint and higher uniformity of MCG spots, as compared to planar glass spots, 
reflect the differences in wetting properties between the two types of substrates. When a 
droplet of liquid is released from the capillary tip of the piezoelectric spotter, and impinges onto 
the surface of a MCG chip, the liquid undergoes lateral and axial redistribution, through both 
spreading over a certain area of the front surface of the substrate and drawing into the 
microchannels by capillary action. Since the latter takes place on a short time scale with 
respect to evaporation, probe and buffer molecules present in the dispensed liquid can be 
assumed to be uniformly distributed between all of the microchannels encompassed by the 
dispensed volume. Any redistribution of probe molecules occuring upon subsequent 
evaporation of the solvent is confined within the volume of each microchannel, rather than 
taking place over the whole spot area as in the case of planar substrates.
The wetting properties of MCG substrates are a combination of the surface tension properties of 
both the interstitial area and the channel walls, and the capillary action induced by the 
microchannels. Consequently, it can be expected that only part of the total dispensed volume 
will be drawn into the microchannels, the remaining fraction of the dispensed volume forming a 
convex meniscus on the surface of the chip. The extent of this fraction is expected to depend 
on the dispensed volume, as well as on the morphology (channel diameter, open fraction, and 
chip thickness) and surface properties (hydrophobicity) of the microchannel substrate. The 
effect of these parameters, including chip thickness, upon the spot dimensions, was 
investigated and the results are presented below.
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5. 3. 2. 2. Parameters affecting the dimensions of oligonucleotide spots on m icrochannel glass
5. 3. 2 . 2 . 1 .  Effect of chip thickness and dispensed volume upon the spot d im ensions
The rationale for investigating the effect of chip thickness lies in the possibility o f modulating the 
effective surface area o f m icrochannel substrates of given morphology, i.e. same channel 
diameter and same open fraction, in direct proportion to the chip thickness.
Figure 5-4 shows brightfield images of spots resulting from the deposition of various volumes of 
the same probe solution onto MCG chips of various thicknesses.
Figure 5-4. Brightfield images, acquired with a 4x, 0.20 NA objective lens, o f 30 pM ODN spots (in 
quadruplicate) on microchannel glass, prior to washing. Left to right: 5, 10 and 20 nL; bottom to top:
0.5 mm, 1 mm and 2 mm thick chips. The generation of 5 nL spots on the 1 mm thick chip was impeded 
by a spotter disfunction.
As expected, Figure 5-4 shows that the spot dimensions are affected not only by the spotted 
volume, but also by the thickness of the chip. At identical spotted volumes, sm aller spots are 
formed on thicker chips. Although the degree of porosity of the chip (determ ined by both the 
channel diameter and the open fraction) is also expected to affect the spot dim ensions, the 
effect of this parameter was not studied. The diameters of the spots are plotted as a function of 
the dispensed volume in Figure 5-5.
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The spot diameters obtained on planar glass are also shown, for comparative purposes.
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Figure 5-5. Spot diameters for different glass chips, as a function of the dispensed volume, measured 
from the bhghtfield images of Figure 5-4. (a) Planar glass; (b) 0.5 mm thick MCG; (c) 1 mm thick MCG; (d) 
2 mm thick MCG The bars represent the 95% confidence intervals for 4 spots.
As intuitively expected, the rate o f increase in spot dimensions with increasing dispensed 
volume is larger for thinner chips.
From the knowledge of the dimensions of a spot generated by the delivery of a given volume of 
solution on MCG, the fractions of the dispensed volume that either fill the microchannels, or 
form a meniscus at the surface of the chip, can be estimated. The values for the morphological 
parameters of MCG reported in Table 3-1 were used in the calculation. The spot dimensions 
used are those determ ined from the brightfield images of Figure 5-4 for dispensed volumes 
larger than 5 nL, and from Image (a) of Figure 5-7 (see below) for volumes lower than 5 nL.
The results of the calculation of the ratios Vdr / Vch, where Vdr is the volume of the aliquot of 
probe solution dispensed onto the microchannel substrate, and Vch the internal m icrochannel 
volume encompassed by the resulting spot, are shown in Table 5-1.
The calculated ratios Vdr / Vch are seen to encompass a wide range of values below and above 
unity. The numbers smaller than 1 point at the possibility o f the dispensed volume being less 
than the combined volumes of the m icrochannels over the spot area. For all the chips, the trend 
shown in Table 5-1 is clear, with the values for Vdr / Vch increasing as the dispensed volume 
increases.
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Chip thickness 
(mm)
Dispensed volume (nL)
1 2 3 5 10 20
0.5 0.54 0.70 0.84 1.03 1.08 1.26
1 NA NA NA 0.75 0.94 0.99
2 NA NA NA 0.53 0.64 0.82
Table 5-1. Calculated ratios V d r /V c h , where Vdr is the volume of an aliquot of a 30 juM  solution of 
oligonucleotide probe in 1x SSC buffer dispensed onto the microchannel substrate using the ink-jet 
spotter, and Vch is the internal microchannel volume encompassed by the resulting spot. The internal 
microchannel volume encompassed by a spot was estimated from the footprint of the spot, determined by 
brightfield imaging, and the morphology of the microchannel substrate.
In the case of the 1 mm and 2 mm thick chips, the dispensed volume does not suffice to fill the 
entire volume of the microchannels, suggesting that probe attachment in the top part of the 
channels will be compromised. In the case of the 0.5 mm thick chip, there is an excess liquid 
for dispensed volumes larger than 5 nL. These conditions are favorable, in terms of probe 
attachment, for coating the whole microchannel wall. A dispensed volume of 5 nL closely 
matches the internal volume of the microchannels, while the dispensing of lower volumes 
results in partially filled microchannels.
5. 3. 2. 2. 2. Optimisation of the concentration of the spotting solution
For a MCG chip of given thickness, channel diameter and open fraction, a given number of 
anchoring sites is available on the wall of each microchannel. The total number of sites 
available within a given spot area can be calculated from the silane coverage density and the 
spot footprint area. As stated in the previous chapter, the former was determined as 2 x 1011 
molecules per mm2, whilst the latter can be assessed from the brightfield image of the spot of 
interest. Here, the case of a 0.5 mm thick chip is considered. As the spot dimensions used are 
those determined from the brightfield images of Figure 5-4, in which the probes were spotted at 
30 pM, the calculation is valid within a range of probe concentrations in which the latter does not 
significantly affect the dimensions of the spots.
As stated earlier, the optimum probe coverage density is 66 fmol mm"2. For a given spotted 
volume, the number of probe molecules dispensed is proportional to the spotting concentration; 
however, the limited binding efficiency of the s-GMBS activation step (60%) has to be taken into 
account in the determination of the number of covalently attached probes. Table 5-2 shows the 
calculated optimal concentration of spotting solution for this level of concentration to be reached 
(assuming uniform distribution of probe inside the channels).
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Dispensed
volume
(nL)
Number of thiol 
groups within 3D 
spot area (1010)
Spotting concentration (in pM) 
for a probe coverage density 
of 66 fmol m m '2
5 38.8 42.7
10 74.5 41.0
20 127.7 35.1
Table 5-2. Calculated numbers of binding sites and optimal spotting concentration for oligonucleotide
probe spots on 0.5 mm thick, 10 pm channel diameter microchannel glass chips. A silane coverage
11 2 density value of 2 x 10 molecules per mm was used in the calculations.
As seen from Table 5-2, the optima! concentration varies between 35 pM and 43 pM for 
dispensed volumes between 5 nL and 20 nL. These values are close enough to the 30 pM 
value used in the experimental determ ination of the spot dim ensions to validate the underlying 
assumption that the spot size is not affected by the probe concentration within this range, as 
confirmed by Figure 5-6.
(a) (b)
Figure 5-6. Brightfieid images of oligonucleotide probe spots formed on microchannel glass from solutions 
of variable concentration in 1x SSC. (a) 5 nL, 30 pM (left) and 60 pM (right); (b) 20 nL, 30 pM (left) and 
60 pM (right).
The fact that an increase in probe concentration from 30 pM to 60 pM does not significantly 
affect the dimensions of 5 nL to 20 nL spots is easily understood by the predom inence, in the 
spotting solution, of the buffer molecules, which are present at 2-3 orders of magnitude higher 
concentrations than the probe molecules (1x SSC contains 15 mM sodium citrate and 150 mM 
NaCI). In addition, the ODN probes are of relatively short length (18-mers), and thus do not 
impart any marked polymeric behaviour to the solution, as would be the case for cDNA 
fragments with secondary structure conform ations. Also, even though the probes used here 
were labelled with a fluorescent dye, comparison with sim ilar spots (same volume, same 
concentration) of non-labelled probes, as for example in Figure 5-7(a) below, show that the 
fluorescent label does not significantly affect the spot dimensions.
Vincent Benoit PhD Thesis: Flow-through MicroChannel DNA Chips Page 173
Chapter 5 - Arraying of MicroChannel Substrates with Oligonucleotide Probes
5. 3. 2. 3. Comparison of oligonucleotide spots formed on m icrochannel glass and on 
m icrochannel silicon
The wetting properties of MCS were expected to differ from those of MCG, due to differences in 
morphology and surface tension properties, the latter resulting from different silane coverage 
densities. In order to assess to what extent this affected spot formation, a MCG chip and a 
MPS chip, both 0.5 mm thick, were arrayed with identical volumes (from 1 nL to 5 nL) of the 
non-labelled probe solution. The silicon chips were spotted with the flat side upwards.
Figure 5-7 shows brightfield m icroscopy images of the spots formed on both substrates.
(a)
(b)
Figure 5-7. Brightfield images of oligonucleotide spots on microchannel substrates, (a) MicroChannel 
glass; (b) thermally oxidised macroporous silicon. The probes were deposited from a 30 MM solution in 
1x SSC with dispensed volumes of 5 nL, 3 nL, 2 nL and 1 nL, in quadruplicate from left to hght.
Figure 5-7 shows that the spots formed on macroporous silicon have a 5-10% sm aller footprint 
than the spots formed on MCG. The shape of the spots differs slightly between the two 
substrates, and seems to reflect the arrangem ent o f the m icrochannels (hexagonal packing 
on MCG, square packing on m acroporous silicon).
5. 4. Flow-through washing of microchannel chips
As the probe activation step (reaction through which a maleim ide moiety is attached to the 
3’ end of the probe) that is part o f the immobilisation strategy described in C hapter 4 has a 
limited (circa 60%) binding efficiency, a fraction of the activated probe m olecules delivered to 
the surface of a m icrochannel chip do not bind covalently to the thiol anchoring sites. These 
probes have to be removed from the sidewalls of the m icrochannels before the latter can be 
used in heterogeneous hybridisation assays. As these non-covalently bound probes are 
involved in physical interactions with the substrate, simple immersion o f the chip in a washing 
solution is not sufficient; some mechanical force is required to overcom e the physical 
interactions and flush the molecules out o f the microchannels. This section reports the 
implementation of forced convection of washing solution through m icrochannel chips, using
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flow cells specially designed and fabricated for use with MCG chips. An attempt at assessing 
the uniformity of flow over the array of microachannels is also presented.
5 .4 .1 .  Experimental
5.4. 1. 1. Materials
A 0.5 mm thick microchannel glass chip was silanised and spotted with a 16x16 array of 5 nL
aliquots from the 30 ^M solution of activated fluorescently-labelled probe P2-f, as in Section
5. 3. 1. 3. A planar glass slide was processed likewise.
5. 4. 1. 2. Instrumentation
5. 4. 1. 2. 1. Glass/ PDMS flow cell
The simple design of this type of cell was based on disposable PDMS parts that were fabricated 
without any specific tooling. Figure 5-8 shows a schematic drawing of the cell.
Glass or quartz slide
PDMS gasket
Flow-through chip
PDMS gasket
Glass or quartz slide
Figure 5-8. Schematic drawing (exploded view) of the glass/PDMS flow cell used in microchannel chip- 
based bioassays. The design is based on a five-layer configuration (see text). The light blue area 
represents the active area of the microchannel biochip.
Outlet
Inlet
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The cell design is based on a five-layer sandwich configuration, of which the microchannel chip 
is the central layer. On both sides, PDMS serves both as gaskets and as the boundary walls of 
microchambers. The outer layers consist of glass or quartz slabs. The enclosed volume, 
henceforth refered to as the cell, comprises the open volume of the chip in addition to the top 
and bottom chambers. A 2-3 mm wide strip along the edge of the chip is used as a contact 
area for the PDMS gaskets. The active area of the microchannel chip is represented by the 
light blue area in Figure 5-8. The elastomeric properties of PDMS allows for a tight, leakproof 
seal with the surface of the chip to be achieved, by maintaining conformal contact through 
clamping. The glass or quartz slabs allowed visual inspection of the chip as well as in situ 
fluorescence detection.
The PDMS parts were fabricated so as to comprise a piece of small bore tubing, which serves 
as fluid inlet / outlet. Micropipet tips (BioRad) were used to that end. Teflon tubing (1/16” o.d.) 
with standard Vi-28 flanged end fittings (Supelco, Poole, UK) were coupled to the micropipet 
tips by insertion and mere conformal fitting. The PDMS parts were made by first pouring a 
mixture of PDMS base and curing agent (RS Components, UK; ref. 494-966), in a 10:1 ratio, 
over a micropipet tip positioned in a Petri dish, before curing the PDMS at 65 °C for 4 hours.
A 12 mm x 12 mm square area was then cut out from the cured PDMS slab with the pipet tip 
protruding at 45° from one corner, and a square 8 mm x 8 mm window was open in the center 
of the slab, the very tip of the pipet being cut off in the process, creating the inlet / outlet 
channel. Finally, the PDMS part is peeled off the Petri dish.
Note that this cell configuration did accommodate chips with varying dimensions, including 
varying thickness. The thickness of the PDMS parts could easily be adjusted over a range of 
values. The lower limit was determined by the outer diameter of the micropipet tip, i.e. 350 pm, 
to which 100-150 pm must be added for elasticity. In the case of 500 pm thick gaskets and a 
500 jim thick MCG chip, the volume of the cell amounted to 2 x 25 |iL (chambers) plus circa 
10 |il_ (MCG chip; see Section 2. 2. 2. 3), or circa 60 pL. Smaller volumes could be achieved 
by replacing the micropipet tip by a microchannel directly molded in the PDMS, which would 
make PDMS gaskets as thin as 50 pm, and cell volumes as small as 12 pL, possible.
5. 4. 1. 2. 2. Stainless steel flow cell
A more robust alternative to the disposable glass / PDMS cell type described above was 
fabricated according to the design shown in Figure 5-9. This flow cell was comprised of two 
machined stainless steel body parts. The bottom part featured a recess which accomodated 
microchannel chips of standard dimensions (12 x 12 x 0.5 mm3) and through which fluid was 
circulated via the inlet and outlet ports (fitted with standard Valeo connectors). Leakproof 
sealing with the top part was ensured by a Viton gasket. The top part also comprised a quartz 
optical window through which the chip can be optically interrogated.
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Optical window
Inlet Outlet
GasketFlow-through chip
Figure 5-9. Schematic cross-sectional view of the stainless steel flow-through cell used in microchannel 
chip-based bioassays.
In th is  design, the top and bottom cham bers were 79 pL and 90 pL in vo lum e, respectively.
In a subsequent design, the bottom part of the cell was m odified so as to feature a concave 
bottom, in an effort to im prove the filling  process of the ch ip as well as the flow  uniform ity across 
the array of m icrochannels.
5. 4. 1. 2. 3. Pump
Either cell could be connected to a reservoir and a waste container with 1/16” o.d. Teflon tubing 
(Supelco) v ia  Valeo fittings. An Ismatec ISM-1014 perista ltic pump (Ismatec SA, Zurich, CH) 
was used.
5. 4. 1. 3. Procedures
The spotted chip was loaded “dry” into the stainless steel flow  cell (the stainless steel flow  cell 
with concave bottom was used). The latter was connected to  the tubings and placed w ithin the 
fie ld of v iew  of a Logitech QuickCam digital cam era connected to  a laptop computer.
1x SSC buffer was pumped from  the reservoir through the flow  cell at a continuous flow  rate of 
0.5 mL m in '1. The cell filling  process was monitored by acquiring white light images of the MCG 
chip, through the optical w indow of the flow  cell, at regular intervals.
In order to prevent a ir bubbles from  being trapped inside the hybridisation cel! over the course 
of the filling  process, the flow  cell was held at an angle so as to keep the outlet port in 
uppermost position. G ravity then ensured that the top cham ber filled  com plete ly before liquid 
reached the outlet port.
The effectiveness of the convective  washing process was assessed by fluorescence imaging of 
the MCG chip, inside the flow  cell. An image of the dry ch ip  was acquired, before washing.
A second image was acquired after washing solution had been pumped through the chip fo r 
10 min, at 0.5 mL m in '1; buffer was not flushed from  the cell prior to imaging. Fluorescence 
imaging of the MCG chip through the optical w indow of the flow  cell was carried out as 
described in Section 5. 3. 1.
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5. 4. 2. Results and discussion
Filling of the cell and establishm ent of the flow
Figure 5-10 illustrates the first stage of the convective pumping process through a microchannel 
glass chip. The 256 spot array patterned on the MCG chip is clearly visible in Images (a)-(i).
Figure 5-10. Establishment of a flow of working solutions through a microchannel glass chip, monitored by 
white light imaging. The microchannel glass chip shown here featured an array o f 256 probe spots. The 
flow cell used was of the stainless steel type with concave bottom, as deschbed in section 5. 4. 1. 2. 2.
The locations of the inlet and outlet ports are indicated on Image (a). Hybridisation buffer (1x SSPE) was 
pumped at 0.5 mL min'1 through the cell. See text for details.
Image (a) o f Figure 5-10 shows the dry MCG chip positioned inside the stainless steel flow cell. 
The locations of the inlet and outlet ports are indicated on the image. As previously stated, the 
inlet port was located below the microchannel chip while the outlet port was located above.
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Images (b)-(i) were recorded at various time intervals during the pumping of buffer through 
the cell.
Images (b)-(d) show buffer entering the cell through the inlet port, below the chip. The liquid is 
seen to spread under the chip, without permeating it, due to the resistance to flow imposed by 
the small diameter of the channels. Image (d) shows the bottom chamber of the cell having 
been filled entirely. As the flow of liquid into the cell was sustained, pressure built up inside the 
bottom chamber, until liquid permeated some of the microchannels and burst into the top 
chamber, as seen in image (e). Images (f)-(h) show the permeation area spreading over the 
surface of the chip, from the inlet corner to the outlet corner. In Image (i), the whole cell 
(i.e., bottom chamber, microchannels and top chamber) had been filled, and the flow of liquid 
through the outlet port was established.
5. 4. 2. 1. Uniformity of flow through the MCG chip
The use of fluorescent tracers for the investigation of fluid dynamics in planar microfluidic 
devices has previously been reported.162'164 In its simplest implementation, the approach relies 
on the use of a fluorescent compound in solution, whose time-dependent distribution within the 
fluidics circuitry is monitored by fluorescence imaging.162,163 Seeding the flow with latex 
microspheres is a possible alternative which offers higher sensitivity, due to the large number of 
fluorophores that can be attached to each bead. However, the approach is valid only if there is 
no substantial velocity gradient, i.e. no significant relative shear, across the particles, which 
requires the use of sub-micron particles.
A more elaborate variation of the same technique is based on photoactivation of fluorescence, 
through the use of “caged” photoactivable fluorescent dyes. Flash photolysis of UV-photo- 
activable fluorescent dyes (such as o-nitrobenzyl derivatives) provides a means to spatially and 
temporally control the release of tracer molecules within a flow pattern.163 Although this 
technique is a powerful tool, it requires highly specific instrumentation.
In the former method, an epifluorescence microscope was used, providing imaging with lateral 
resolution in the plane of the device. With microchannel substrates, since the flow pattern is 
truly three-dimensional, imaging with both lateral and axial resolutions is required. This is in 
principle achievable through the use of a confocal microscope. In practice, however, the 
approach is limited by the impossibility to obtain a confocal image of a plane located more than 
a few microns below the surface of a microchannel chip (due to the large discrepancy of 
refractive index between the lead glass structure and the liquid filling the microchannels).
In addition, the presence of fluorescent dye in the upper chamber is detrimental to the sensitivity 
of the confocal approach. Finally, the temporal resolution of fluid dynamic monitoring is limited 
by the rate of image acquisition of the confocal scanning process.
For these reasons, experimental investigations of fluid dynamics within flow-through 
microchannel substrates could not be successfully implemented. Rather than uniformity of flow,
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uniform ity of hybridisation over the array of spots of a MCG oligoarray was assessed 
experimentally, as described in Section 6. 2.
5. 4. 2. 2. Effectiveness of the washing procedure and uniform ity of probe immobilisation
Figure 5-11 shows the fluorescence images o f spots of fluorescently-labelled probe P2-f on 
MCG and planar glass, before and after washing.
" ^  * U *
. ’•*&  » Sil! m ®  ^
m  i  L *  *■*
Figure 5-11. Fluorescence images of oligonucleotide probe spots on (a), (b) MCG and (c), (d) planar 
glass, before (left) and after (right) washing. The microchannel glass chip was washed by convective 
pumping of 1x SSC through the microchannels at 0.5 mL min 1 for 10 min, while the planar glass chip was 
washed with a washbottle. The images were acquired with a 20x, 0.75 NA objective lens. Different CCD 
camera settings were used between images (a)-(a).
The MCG chip was washed and imaged inside the stainless steel flow cell. W ashing consisted 
in the convective pumping of 1x SSC through the m icrochannels at 0.5 mL m in '1 for 10 min, as 
described above. The planar glass chip was washed with a washbottle and imaged inside the 
PDMS cell filled with washing buffer, so that both chips were covered with a layer o f fluid and a 
glass slide (optical windows). Figure 5-11 (c)-(d) show that, in the case of the planar substrate, 
the probe became immobilised in the pattern in which it dried, resulting in a poor uniform ity of 
probe immobilisation.
Figure 5-11(a) shows that, before washing, probe molecules are present over the interstitial 
area, on the front surface of the chip; the apparent brightness o f these probe molecules is 
enhanced, with respect to that o f the probe molecules located inside the m icrochannels, by the 
fact that a low DOF (high NA) objective lens was used to image the chip. The distribution of
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probes within the spot area is not uniform, though less so than in the case of the planar chip. 
Figure 5-11 (b) shows a fluorescence image of the same MCG chip, after washing. Individual 
microchannels can now be clearly distinguished from one another, and the level of uniformity in 
fluorescence intensity from one channel to the next is high. The overall shape of the spot 
appears to reflect the hexagonal arrangement of the microchannels. The outer ring of reduced 
brightness is attributed to a combination of inter-channel cross-talk and three-dimensional 
imaging behaviour of the objective lens.
5. 5. Conclusions
The investigation presented in this chapter has shown that microchannel substrates exhibit 
favorable wetting properties permitting the generation of ODN probe spots with higher uniformity 
and smaller lateral dimensions than those achievable on planar substrates, provided that the 
spotting parameters are adjusted with respect to the morphological properties of the substrate, 
the characteristics of the dispensing mechanism and the rheological properties of the sample.
The validity of the procedures developed for the production of microchannel oligoarrays 
(immobilisation chemistry and microarraying) in the context of flow-through hybridisation assays 
is assessed in the next chapter.
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CHAPTER 6. MICROCHANNEL OLIGOARRAY-BASED FLUORESCENCE HYBRIDISATION 
ASSAYS
6.1.  Introduction
The aim of the experiments presented in this chapter was to validate the applicability of the 
flow-through microchannel DNA chip platform described above to multiplexed, heterogeneous 
fluorescence nucleic acid hybridisation assays, and to demonstrate the advantages of the flow­
through microchannel configuration over the conventional planar configuration. Convective 
pumping was used as the primary mechanism of sample delivery, although the feasibility of 
using electrokinetic sample pumping was investigated.
6. 2. MicroChannel oligoarray-based fluorescence hybridisation assays with convective 
sample pumping
6 .2 .1 .  Introduction
MicroChannel oligoarrays, produced in a configuration optimised from the knowledge gained 
through the investigations reported in Chapters 2 to 5, were used in hybridisation assays in 
which the sample was flown through the chip in a convective pumping mode. Synthetic ODN 
targets were used as a model for “real” samples of biological relevance prepared from mRNA. 
ODNs are cheaper, easier to obtain and to handle, and are nevertheless appropriate to 
characterisations of flow-through microchannel DNA chips from a bioanalytical and 
biotechnological point of view.
6. 2. 2. Experimental
6. 2. 2.1. Materials
MCG chips were from Galileo Electro-Optics Corp. (Sturbridge, MA), with a thickness of 
0.5 mm, a channel diameter of 10 pm and an open fraction of 0.6, as previously described.
Hybridisation experiments involved the use of unlabelled probes and fluorescently labeled ODN 
targets. The probe-target pairs P3-T3 and P4-T4, described in Section 4. 5. 4. 2, were used in 
addition to probe P5 and target T5 (Glen Research), of respective sequences 
"T"C ACC AG G AT G CT C AC ATTT AAGT and "F"AAACTTAAATGTGAGCATCCTGGTG, with 
"T" and "F" as previously defined. The complementary pair P5-T5 is representative of the IL-2 
gene. Spots of the fluorescently labelled probe P2-f (defined in Section 5. 5. 1) were used as 
internal references. All the ODN lyophilised powders were dissolved to appropriate 
concentrations in 1 x SSC (probes) or 5x SSPE (targets). The blocking agent was as described
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in Section 4. 5. 4. 2, i.e. an aqueous solution of 0.02% polyvinylpyrrolidone (PVP) and 
0.02% ficoll.
6. 2. 2. 2. Instrumentation
6. 2. 2. 2. 1. Convective fluidics for hybridisation
Pumping of working solutions through microchannel chips was achieved through forced 
convection, using the flow cell presented in Section 5. 4. 2. 2. 2. This flow cell was made part of 
a fluidic set-up, shown in Figure 6-1, that permitted all the steps of an assay (chip prewashing, 
sample injection, hybridisation by sample recirculation, and post-hybridisation washing) to be 
carried out sequentially, in a semi-automated mode, under continuous flow conditions (i.e., the 
pump was not stopped over the course of an assay).
Flow-through cell
Injection loop
V1 V2
Peristaltic pump
Sample
injection
BUFFER WASTE
V1 V2Loading Washing
Injection Recirculation
Figure 6-1. Schematic representation of the setup used for convective pumping (with recirculation) of 
working solutions in flow-through chip-based bioassays. V1: 6-port, 4-way rotary valve (2-position);
V2:4-port, 2-way rotary valve. Also shown are the positions of the valves corresponding to the various 
configurations of the fluidic system.
This set-up was based on an Ismatec ISM-1014 peristaltic pump and two rotary 2-position 
valves (Supelco, Poole, UK), denoted V1 and V2 in Figure 6-1. V1 was a 6-port, 4-way valve 
while V2 was a 4-port, 2-way valve. The fluid lines were 1/16” o.d. teflon tubing with %-28 
flanged tube end fittings (Supelco). The fluidics system could take various configurations, 
depending on the positions of the two valves. V1 controlled sample injection into the system, 
while V2 determined whether the flow-through chip is part of an open or close loop. Manual 
actions required from the user during the course of an assay were limited to valve switching and 
buffer reservoir swapping.
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With this set-up, liquid flowed through the chip in one direction only. This feature allowed one 
to take full advantage of the concave-bottomed cell (Section 5. 4. 2. 2. 2) to optimise the flow 
uniformity across the array of microchannels.
6. 2. 2. 2. 2. Epifluorescence microscopy imaging
Fluorescence imaging of microchannel oligoarrays was carried out using the combination of a 
Nikon Eclipse E800 microscope and a Hamamatsu Orca CCD camera described in Section
5. 3. 1. 2. The 4x Plan Apo objective lens, with a NA of 0.20, was used. The microscope was 
fitted with a translation stage that permitted precise lateral actuation of the flow cell within the 
field of view of the objective lens.
6. 2. 2. 3. Procedures
6. 2. 2. 3. 1. Preparation of MCG oligoarrays
The covalent attachment of the amino-terminated ODN probes to the MCG substrates involved 
in the production of flow-through MCG oligoarrays was achieved as described previously. Each 
chip was spotted, as described in Section 5. 3. 1. 3. 3, so as to feature 16 replicates of a 4 x 4  
array, the latter comprising spots of the four probes P3, P4, P5 and P2-f, each in quadruplicate, 
as shown in Figure 6-2. Each spot was produced by the dispensing of a 5 nL aliquot of a 30 pM 
probe solution onto the substrate. The spacing between adjacent spots was 400 pm.
P5 P5 P3 P3
P5 P5 P3 P3
P4 P4 P2-f P2-f
P4 P4 P2-f P2-f
Figure 6-2. Layoui of one of 16 replicates of a 4x4 array of oligonucleotide capture probe spots (each spot 
produced by the dispensing of a 5 nL aliquot of a 30 pM  solution of activated probe) forming the pattern of 
a microchannel glass oligoarray. P3, P4, and P5 were non-labelled probes while P2-f w as aFAM-labelled 
probe, used as a reference for focusing and positioning.
Prior to use in flow-through hybridisation experiments, the chips were immersed in 0.2 mL of 
blocking agent for 10 minutes, then blow-dried and baked at 80°C for one hour.
6. 2. 2. 3. 2. Flow-through hybridisation
The hybridisation sample consisted of 50 pL of a mixture of the targets T3, T4 and T5 at 2 nM,
20 nM and 10 nM concentrations, respectively, in 5x SSPE buffer. The hybridisation procedure, 
with associated fluidic system configurations, is presented in Table 6-1. A microchannel chip,
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prepared as described above, was placed in the flow-through cell and the injection syringe was 
filled with sample solution before the procedure was started.
Step
#
Assay step 
description
V1 valve 
position
V2 valve 
position
Buffer in 
reservoir
Duration
1 Chip pre-washing Load Wash 5x SSPE 15 min
2 Recirculation loop 
closing
Load Recirc. 5xSSPE 5s
3 Sample injection Inject Recirc. 5xSSPE Immediate
4 Hybridisation Inject Recirc. 5xSSPE 3 h
5 Post-hybridisation 
(stringent) washing
Inject Wash 1x SSPE 15 min
Table 6-1. Sequence of steps involved in the conduction of a flow-through chip-based hybridisation assay 
in recirculation pumping mode, related to the configurations of the fluidics system (determined by the 
positions of valves V1 and V2). A microchannel chip was placed inside the flow-through cell and the 
injection syringe was filled with sample solution prior to starting the procedure. Flow-through 
hybridisations were conducted at room temperature, at a 0.5 mL m in1 flow rate.
The volume of sample injected into the system was determined by the size of the injection loop 
(in blue in Figure 6-1). However, the total volume of the closed circuit (during recirculation) 
included the main loop (in purple in Figure 6-1) in addition to the injection loop, so that sample 
dilution was taking place in the system, over the course of the assay, by diffusion at the sample 
plug boundaries. In the set-up used, the volume of the main loop was circa 800 pL while that of 
the injection loop was 50 pL. As seen from Table 6-1, pre- and post-hybridisation washing 
steps consisted in flowing 5x SSPE through the chip at 0.5 mL min"1 for 15 min.
6.2. 2. 3. 3. Assay readout
After completion of the five steps of the flow-through hybridisation procedure described in 
Table 6-1, the chip was imaged in the flow cell filled with washing buffer, through the optical 
window. Each 4x4 array of spots was imaged sequentially with the 4x, 0.20 NA lens, by 
translating the flow cell within the field of view of the lens. The 16 images were acquired with 
the same CCD camera settings (same level of binning, and 10 s integration time) and 
subsequently assembled into a single image of the 256-spot oligoarray. S/N values associated 
with the spots were calculated as described in Section 3. 3. 4. 3. 3.
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6. 2. 3. Results and discussion
The results of the investigation carried out in Chapter 5 suggested that the highest levels of 
axial uniformity of probe attachment over the whole effective surface area of MCG substrates 
are realised through the dispensing of > 5 nL volumes on 0.5 mm thick, 10 pm channel 
diameter, 0.6 open fraction MCG substrates. The dispensing of smaller volumes was found to 
result in incomplete filling of the microchannels with the probe solution. Likewise, thicker chips 
spotted with < 20 nL volumes exhibited incompletely filled microchannels. As a result, an 
optimised flow-through MCG configuration for quantitative heterogeneous nucleic acid 
hybridisation measurements is obtained by using 0.5 mm-thick chips arrayed with 5 nL spots of 
43 pM probe concentration. In these experiments, chips were arrayed with 30 pM probe 
solutions, yielding a probe coverage density of 46 fmol mm'2. This was lower than the alleged 
optimum but ensured that no steric hindrance occured.
Each spot was 140 pm in diameter and comprised 90 fmol of probe molecules. As each of the 
four probe sequences was present within 64 spots over the chip, a total of 5.8 pmol of each of 
the probe sequences was available for hybridisation over the whole array, which represented a 
circa 6-fold excess with respect to the most concentrated target present in the sample. These 
conditions of an excess of each immobilised probe with respect to the cognate target sequence 
present in the sample were similar to those encountered in gene expression measurements 
where low amounts of targets are available, as stated in Section 1. 1. 2. 4. 2. The fluidics setup 
with convective pumping allowed for recirculation of the sample through the chip, the 
importance of which has been stated in Section 1. 2. 6. 4.
Figure 6-3 shows an epifluorescence image of the 256-spot microchannel oligoarray, after 
3 hours of hybridisation with the target mixture followed by stringent washing in the flow cell.
The arrangement of the spots in the image of Figure 6-3 corresponds to a mirror image of the 
spotting pattern shown in Figure 6-2, as the array was spotted and imaged with the same side 
facing upwards. The superstructure of the MCG material can be seen on the image.
Figure 6-3 shows some variability in the fluorescence intensity of the spots corresponding to 
each sequence. In particular, the spots located in the top left corner (red box in Figure 6-3) 
exhibited a reduced brightness. Two factors could have contributed to this lower fluorescence 
intensity: the fact that this part of the chip was used to adjust the initial position of the translation 
stage (lateral positioning in the center of the field of view, as well as axial focusing) and the 
camera settings (integration time), resulting in photobleaching of the spots; and a lower extent 
of duplex formation, resulting from, for example, a different flow rate in that part of the cell. The 
former is in fact the major contribution, as evidenced from the reduced brightness exhibited by 
the reference spot (probe P2-f).
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Figure 6-3. Epifluorescence image of a three-dimensional microchannel glass oligoarray, showing a 
pattern of FAM-labelled oligonucleotide targets hybridised to spots of complementary oligonucleotide 
probes. The image shows 16 replicates of a 4x4 array, the latter comprising four different probe 
sequences P3, P4, P5 and P2-f. each spotted in quadruplicate as indicated in the bottom left comer of the 
image. The spots of FAM-labelled probe, P2-f, were used as a reference for focusing and positioning. 
Each spot of the oligoarray comprised an estimated 90 fmol of probe molecules. The sample consisted of 
50 pL of a mixture o f the targets T3, T4 and T5 at 2 nM, 20 nM and 10 nM concentrations, respectively, in 
5x SSPE buffer. /Hybridisation was carried out by circulating the sample iteratively through the MCG 
oligoarray, under a constant flow rate of 0.5 mL min'1, at room temperature, for 3 hours. Pre- and post­
hybridisation washing steps consisted in flowing 5x SSPE through the chip at 0.5 mL m in'1 for 15 min. The 
image was assembled from 16 images, acquired with 4x, 0.20 NA microscope objective lens and an 
integration time o f 15 s.
Table 6-2 summ arises the data obtained through quantitative analysis of the image of Figure 
6-3. The S/N values determined for each sequence showed a relatively high coefficient o f 
variation (CV) over the whole array (third row of Table 6-2). By judicious removal o f data points 
where photobleaching had obviously occurred, the CV values were reduced by a factor of 
circa 2 or more. Variations in S/N between spots of the same sequence are believed to reflect 
mainly non-uniform ities in the flow pattern within the flow cell (and, indirectly, target distribution 
within the hybridisation cell). The scanning approach used to image the chip ensured that non­
uniformity of imaging conditions from one 4x4 array to the next were reduced to a m inimum,
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even if the objective lens did not provide a perfectly uniform optical field, with a higher 
illumination power in the center than on the edges.
Probe 
(90 fmol 
per spot)
Target, concentration 
(nM) in the 50 pL 
sample volume
S/N
CV (%) over 
64 spots
CV (%) over 
52 spots
Average over 52 
spots
P3 T3, 2 49.3 12.6 6.3
P4 T4, 20 19.5 10.3 216.5
P5 T5, 10 16.6 8.4 103.4
Table 6-2. Quantitative analysis data of a multiplexed fluorescence microchannel oligoarray assay. The 
oligoarray featured 16 replicates of a 4x4 array, the latter comprising four different probe sequences P3, 
P4, P5 and P2-f, each spotted in quadruplicate. The spots of FAM-labelled probe, P2-f, were used as a 
reference for focusing and positioning. The array was hybridised with 50 pL of a mixture of the FAM- 
labelled ODN targets T3, T4 and T5 at 2 nM, 20 nM and 10 nM concentrations, respectively, in 5x SSPE  
buffer, at room temperature and under continuous recirculation of the sample through the MCG chip at a 
constant flow rate of 0.5 mL m in1, for 3 hours. S/N: signal-to-noise ratio; CV: coefficient of variation.
The S/N values for P4 and P5 were in a 2.1:1 ratio, in close agreement with the 2:1 
concentration ratio between T4 and T5. However, the S/N for T3 was circa 3 times lower than 
expected. This was attributed to a lower degree of labelling of T3 as compared to T4 and T5, 
as evidenced from the results of a similar but independent experiment in which all three targets 
were present at equimolar levels. Clearly, QC/QA (quality control / quality assurance) 
processing of the sample is a prerequisite for quantitative fluorescence assays.
An average S/N of 6.3 was obtained for P3, with a maximum of 1.5 fmol of target T3 being 
hybridised within each spot (100 fmol T3 present in the sample, hybridised to 64 spots).
This indicates that, in the experimental conditions used to obtain the image of Figure 6-3, a LOD 
of < 1.5 fmol ODN target per spot was achieved. The absolute LOD is probably as low as a few 
hundred attomoles, given the reduced level of labelling of T3. This level of detectability was 
obviously significantly affected by the nature of the fluorescent labels used, as well as by the 
spectral characteristics of both the fluorescence filters and the CCD detector. As stated, a FAM 
label was chosen here because its spectral characteristics matched the spectral detection 
efficiency of the CCD camera used. The use of longer wavelength dyes such as TAMRA or 
Cy5, along with a CCD camera with enhanced detection efficiency in the red, are expected to 
provide lower levels of background noise, hence an improved detectability.
A dynamic range of 1.7 orders of magnitude of S/N was demonstrated (in Table 6-2) for a single 
image. The dynamic range is limited by two main parameters: the level of digitisation of the 
CCD camera (12 bit in the present case), and the level of background signal (pixel intensity in a
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non-spotted area of the chip). The background signal was composed of contributions from the 
MCG matrix itself (light scattering and autofluorescence), from targets non-specifically adsorbed 
over the surface of the chip, and from scattering of light by the buffer molecules and the optical 
window of the flow cell. Non-specific adsorption is exacerbated in flow-through chip-based 
hybridisation assays by the high effective surface area and the high surface-to-volume ratio that 
characterise microchannel substrates.
6. 3. Relative performance of microchannel glass and planar glass oligoarrays
6 .3 .1 .  Introduction
This section describes the use of “pseudo” real-time fluorescence monitoring of hybridisation 
assays to demonstrate the realisation of the theoretical advantages of the flow-through 
microchannel configuration (Section 1. 2. 4) over the conventional planar configuration.
6. 3. 2. Experimental
6. 3. 2.1.  Materials
MCG chips were from Galileo Electro-Optics Corp. (Sturbridge, MA), with a thickness of 
0.5 mm, a channel diameter of 10 pm and an open fraction of 0.6. Float glass slides were 
machined in order to produce planar glass chips with lateral dimensions and thickness 
(12 x 12 x 0.5 mm3) that ensured compatibility with the flow cell. A corner of these planar glass 
chips was cut off so as to allow liquid to flow from one side of the chip to the other.
As above, hybridisation experiments were carried out using non-labeled probes and 
fluorescently labeled ODN targets. The probe-target pair P5-T5 was used, in addition to the 
probes P6 and P7 and targets T6 and T7, of respective sequences 
"T"CCT CT G ACTT C AAC AGCG AC ACT, "T'T CCTCCT G AGCGC AAGT ACT C , 
"F'AAGTGGGTGGCGCTGTTGAAGTCAGAGG, and
"F"AACACGAGTACTTGCGCTCAGGAGGA, respectively, with "T" and "F" as above. The 
complementary pairs P6-T6 and P7-T7 are representative of the genes GAPDH and [3-actin, 
respectively. Spots of the fluorescently labelled probe P2-f (defined in Section 6. 2. 2) were 
used as internal references. All the ODNs (obtained as a lyophilised powder from Glen 
Research) were dissolved to appropriate concentrations in 1x SSC (probes) or 5x SSPE 
(targets). The blocking agent was an aqueous solution of 0.02% polyvinylpyrrolidone (PVP) 
and 0.02% ficoll.
The instrumentation used was as described in Section 6. 2. 2. 2, except that a 600 pL injection 
loop was used. A 10x, 0.45 NA Plan Apo objective lens (Nikon) was used in complement to 
the 4x lens.
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6. 3. 2. 2. Methods
6. 3. 2 . 2 . 1 .  Preparation of MCG and planar glass oligoarrays
Covalent attachment of the activated ODN probes to silanised MCG and planar glass substrates 
was achieved as described previously. Each chip was spotted so as to feature 4 replicates of a 
2 x 2  array, the latter comprising one spot of each of the four probes P5, P2-f, P6 and P7, as 
shown in Figure 6-4.
P2-f P5 P2-f P5
P7 P6 P7 P6
P2-f P5 P2-f P5
P7 P6 P7 P6
Figure 6-4. Layout of a 4x4 array of oligonucleotide probe spots (each spot produced by the dispensing of 
a 5 nL aliquot of a 30 pM solution of activated probe) forming the pattern of microchannel glass and planar 
glass oligoarrays. P5, P6, and P7 were non-labelled probes while P2-f was a FAM-labelled probe.
Each spot was produced by the dispensing of a 5 nL aliquot of a 30 pM probe solution onto the 
substrate. The spacing between adjacent spots was 400 pm, so that the whole 16 spot array 
could be imaged with the 4x lens while one 2x2 array fitted within the field of view of the 10x 
lens.
6. 3. 2. 2. 2. Flow hybridisation with pseudo real-time monitoring by epifluorescence imaging
The hybridisation sample consisted of 600 pL of a mixture of the targets T6, T5 and T7 at 2 nM,
1 nM and 0.4 nM concentrations, respectively, in 5x SSPE buffer. Hybridisations were carried 
out with continuous convective sample pumping, according to the procedure of Table 6-1, but 
for extended periods of time (6 hours). The sample solution flowed through the MCG chip, as in 
Section 6. 2, and over the planar glass chip.
After the chip (MCG or planar glass) had been loaded into the flow cell, the latter was fastened 
on the translation stage of the microscope. Focus and lateral positioning of the planar glass 
chips within the field of view of the objective lens were made difficult by the reduced brightness 
of the reference spot once the flow cell was filled with buffer and the non-covalently bound 
probes had been washed off; in practice, long integration times (several seconds), i.e. low frame 
rates, had to be used to produce images with sufficient S/N, which made the focusing procedure 
extremely time-consuming, and resulted in significant photobleaching of the reference spot.
Focus adjustment was easier when the chip was “dry”; however, the position of the focal plane 
was altered after the cell had been filled with buffer. Therefore, a procedure had to be used
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which involved adjusting the focus on the dry reference spot, then starting the pumping of buffer 
at a low flow rate, and re-adjusting the focus in real time, as the spot was being washed off by 
the flow of liquid.
Pseudo real-time monitoring of the hybridisation assay consisted in acquiring fluorescence 
images of the oligoarray (a quarter of the array was imaged with the 10x lens) for increasing 
hybridisation periods, during step 4 (hybridisation) of the procedure described in Table 6-1. 
Integration times were 3 s for the planar glass and 1.5 s for the MCG chips, respectively. Each 
image was processed as in Section 3. 3. 4. 3. 3 in order to determine the S/N value associated 
with each spot.
6. 3. 3. Results and discussion
The aforementioned procedure permitted the course of the hybridisation assay to be monitored 
in a fashion best described as “pseudo” real-time in that the S/N values infered from the 
fluorescence images were affected by the presence of sample solution in the hybridisation cell 
during imaging. Increased background signals (hence reduced S/N) were caused by 
fluorescence from targets in solution and scattering of light by target and buffer molecules.
In order to limit these contributions from the flowing sample, a 10x objective lens with a lower 
DOF than the 4x lens was used.
Figure 6-5(i) shows the evolution of the S/N of each probe sequence over time for the planar 
glass oligoarray. Curves (a) and (b) of Figure 6-5(i) are characteristic of an heterogeneous 
hybridisation assay, as previously discussed in Section 4. 5. 3. The S/N for T7 remained below 
the LOD (S/N < 3) over the whole duration of the assay (6 hours), as shown by curve (c) of 
Figure 6-5(i). The amounts of T7, T5 and T6 targets present in the sample plug were 240, 600 
and 1200 fmol respectively, while the planar glass array featured a maximum of circa 14 fmol 
probe per spot (assuming complete covalent coupling of all the thiol anchoring sites to activated 
probes), equivalent to circa 55 fmol of each probe sequence, over 4 identical spots. These 
conditions correspond to an expected saturation behaviour of all the spots at sufficiently long 
assay times. Clearly, the P5 spot had not reached saturation after 6 hours of hybridisation, 
since its associated S/N was still much lower than that associated with T6.
The MCG oligoarray featured circa 360 fmol of each of the probes P5, P6 and P7. Therefore, 
only P5 and P6 were in conditions of probe saturation, while P7 was in conditions of target 
exhaustion. As seen in Figure 6-5(ii), both the P5 and P6 spots had reached near-saturation 
after 6 hours, indicating an enhanced assay kinetics as compared to the planar glass oligoarray. 
Saturation of the P6 spot (curve (a)) was reached after about 60 min, versus more than 240 min 
in the case of the planar glass array. The decrease in S/N observed after saturation was 
ascribed to photobleaching of the labels of the hybridised targets. The latter were more prone 
to photobleaching than those of the free targets in solution because they were submitted to 
direct illumination once hybridised.
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Figure 6-5. Pseudo real-time kinetics curves of multiplexed heterogeneous hybridisation of oligonucleotide 
targets to (i) a planar glass oligoarray and (ii) a microchannel glass oligoarray, at room temperature, upon 
continuous convective pumping of the sample at 0.5 mL min'1 through (resp. over) the microchannel (resp. 
planar) chip. Each array featured 16 spots comprising three non-labelled ODN probes and one FAM- 
labelled probe, all in quadruplicate. The sample consisted o f 600 pL of a mixture of three targets 
complementary to the probes at (a) 2 nM, (b) 1 nM and (c) 0.4 nM concentrations, respectively, in 
5x SSPE buffer.
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The P7 spot exhibited a smooth increase in S/N over time, the LOD being reached after about 
10 minutes. Overall, the S/N values for the MCG array were higher by one to two orders of 
magnitude than those for the planar glass array.
Figure 6-6 shows fluorescence images of the planar glass and MCG oligoarrays after 230 min 
of hybridisation.
P2-f
(a) (b)
Figure 6 -6  F luorescence im ages o f (a) a p lan a r g lass oligoarray and (b) a m icrochannel glass oligoarray, 
after 230  min o f hybhdisation with 6 00  pL o f a m ixture o f oligonucleotide targets T6, T5 and T7 at 2  nM,
1 nM  and 0 .4  nM  concentrations, respectively, in 5x S S P E  buffer, under 0 .5  mL min 1 continuous flow and  
at room tem perature. The im ages show  one o f four arrays o f O D N  probe spots o f sequences P5, P 6  and  
P7, as labelled  on the im age. The spot o f FA M -labelled  probe. P2-f, was used as a reference for focusing  
and positioning. The im ages w ere acquired with a 10x, 0 .4 5  objective lens with integration times o f (a) 1 s 
and (b) 0 .3  s.
Figure 6-6 clearly shows that the MCG oligoarray provided higher S/N levels than the planar 
glass oligoarray. Incidentally, the fact that the reference spots had undergone significant 
photobleaching during the initial focusing step and over the duration of the assay is evidenced 
by the low level of brightness of P2-f in Figure 6-6(a) and Figure 6-6 (b).
6. 3. 4. Conclusions
The MCG oligoarray platform whose development is described in Chapters 2 to 5 has been 
shown to be suitable to multiplexed, heterogeneous nucleic acid hybridisation assays. In 
addition, the enhanced performance provided by the m icrochannel configuration as compared 
to the planar glass configuration has been evidenced by enhanced hybridisation kinetics (assay 
times shortened by a factor of circa 5) and higher S/N levels (by one to two orders of 
magnitude).
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6. 4. Electrokinetic sample transport in microchannel oligoarray hybridisation assays
6 .4 .1 .  Introduction
In this section, the feasibility of substituting convective pumping of target molecules with 
electrophoretic pumping, as suggested in Section 1. 2. 6. 4. 2, is discussed.
6. 4. 1. 1. Electrophoretic transport of nucleic acids
Nucleic acids are highly charged molecules featuring relatively high electrophoretic mobilities.
A typical value for the free-flow electrophoretic mobility of 40- to 60-base ODNs in TBE buffer 
(89 mM boric acid + 5 mM EDTA + 70 mM NaCI, pH 8.5) is 4 x 10-4 cm2 (V s)"1. This 
corresponds to a velocity of 4 jim s'1 at 1 V cm'1 electric field strength.165
As efficient electrophoretic transport requires the application of high voltages, electrophoresis is 
usually accompanied by associated electrochemical effects resulting from the generation of 
faradaic reactions at the electrodes, in particular electrolysis of water:
2 H20  4 H + + 4 e' + 0 2 (Equation 6-1)
2 H20  + 2 e -> H2 + 2 O K  (Equation 6-2)
Equation 6-1 represents the anodic oxidation of water, characterised by a redox potential, E0, 
of +1.23 V (versus NHE, at 25 °C and 1 atm) while Equation 6-2 represents the cathodic
reduction of water (E0 = -0.83 V). As indicated by Equations 6-1 and 6-2, water electrolysis is
accompanied by the release of molecular, possibly gaseous species (0 2> H2) 
as well as ionic, pH-altering species (H+, OH').
Another side effect encountered in electrophoretic systems is resistive heating of the medium 
(Joule effect). Upon establishing a bias voltage within an aqueous medium, resistive heating is 
induced according to Joule’s law which states that the amount of heat generated per unit time 
and unit volume in an electrolyte of electrical conductivity ct subjected to an electric field 
strength E is equal to the density of power deposited in the liquid, P = ctE2.
6. 4. 1. 2. MicroChannel oligoarray-based hybridisation with electrophoretic pumping 
Need to minimise the electrochemical and thermal side effects
Electrochemical and thermal side effects taking place in electrophoretic systems may hinder 
nucleic acid hybridisation. The production of pH-altering hydronium and hydroxide ions at the 
electrodes is likely to lead to local pH changes, unless the aqueous medium provides sufficient 
buffering capacity. In addition, any increase in the temperature of the medium would have an 
effect upon the stringency conditions of the nucleic acid hybridisation mechanism. Even if heat
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is generated uniformly in the electrolyte volume, dissipation can only take place at the 
boundaries of the compartment, leading to the formation of temperature gradients which, in turn, 
are likely to result in convection effects. Electrochemical and thermal side effects will be all the 
more significant that the electric field strength and the current intensity across the medium are 
high, and will depend on the physical properties of both the microchannel chip material and the 
buffer used.
Choice of a suitable electrode configuration
Uniform axial transport of nucleic acid target molecules through a microchannel chip requires 
the establishment of a uniform axial electric field, which is best achieved by using paired 
electrodes positioned perpendicularly to the axis of the microchannels. In addition, the 
generation of an axial electric field of high intensity (to induce migration of the target molecules 
over the whole thickness of the chip, i.e. a few hundred microns, at a reasonable velocity) from 
a moderate bias voltage (to minimise deleterious electrochemical and thermal effects) is best 
achieved by minimising the distance between the paired electrodes.
Although a single pair of electrodes is a priori sufficient to generate an axial electric field across 
a microchannel chip, the use of an array of paired electrodes, in which each electrode pair is 
associated to one individual probe spot, appears to offer several advantages, including the 
possibility to perform sample loading and sample preconcentration at each spot as well as 
reduction of the amount of target present over the non-active area of the microchannel chip. 
Importantly, back-and-forth pumping of the target molecules through the chip (equivalent to 
recirculation in the case of convective pumping) implies frequent polarity reversal of the 
electrodes, which entails that each electrode in a pair has to be switched from an anodic to a 
cathodic state.
Choice of a suitable buffer
In a static or convective nucleic acid hybridisation process, the main role of the buffer is to 
provide shielding of the phosphodiester backbone so as to reduce electrostatic repulsions 
between complementary nucleic acid strands. Ideally, the hybridisation conditions, including the 
ionic strength of the buffer, should be optimised so as to provide adequate stringency. In the 
envisaged electrokinetically-assisted hybridisation mode, the buffer must also be compatible 
with migration of the nucleic acid target molecules. This requires a low conductivity buffer, as 
for a given current density, the lower the buffer conductivity, the higher the fraction of the 
current carried by the ODN molecules, hence the higher the migration rate of the latter. In 
addition, as mentioned above, the buffering strength should be sufficient to keep the pH of the 
medium within a restricted range.
Vincent Benoit PhD Thesis: Flow-through MicroChannel DNA Chips Page 195
Chapter 6 - MicroChannel Oligoarray-Based Fluorescence Hybridisation Assays
6. 4. 1. 3. Integrated device design
Figure 6-7 shows a schematic representation of the device intended to be used for 
electrokinetically-assisted flow-through hybridisation. An array of electrodes is located on each 
side of the chip, with the electrodes parallel to the chip surface. Three distinct volumes can be 
distinguished: the internal volume of the chip (made up of all the channels) and two chambers, 
one on each side of the chip, between the front and back faces of the chip and the electrodes.
Probe spot
Lead
Bonding pad 
Electrode (active area)
Elastomeric “gasket”
MicroChannel chip
Array of thin-film metal electrodes
Figure 6-7. Schematic representation of the proposed integrated device for the implementation of 
electrokinetic target pumping in flow-through microchannel chip-based hybridisation assays. The 
microchannel DNA chip is sandwiched between two thin-film electrode arrays, with two ihin elastomeric 
gaskets defining the upper and lower chambers of the hybridisation cell. The dashed red line illustrates 
the association of each sensing element (probe spot, schematically shown in red) with a pair of electrodes. 
Also shown in the bottom-left part of the drawing is a fluidic circuitry with associated electrodes for 
electokinetic sample injection into the hybridisation cell.
Leads and bonding pads associated with each electrode are also patterned on the glass slides. 
The bonding pads are located outside of the PDMS gasket to allow for external connection to a 
power supply. A microchannel DNA chip can be reversibly integrated into the device by 
clamping, the flexibility of the PMDS gasket enabling a tight seal to be formed through mere 
conformal contact with a minimal amount of pressure applied. The glass slabs can be 
irreversibly bound to the PDMS gaskets through the bonding technique based on oxidising the
123PDMS in an oxygen plasma and immediately bringing both pieces into intimate contact, but
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this is not necessary if the whole device is enclosed inside a housing which permits the various 
elements to be maintained in place. The use of a thermostated housing, for example with a 
built-in Peltier cooler, can be considered.
6 .4 .1 .  4. Adjustment of the experimental parameters
The geometry shown above, in particular the proximity of the electrodes from the hybridisation 
area, requires careful control over the electrochemical effects taking place at the electrodes 
(pH changes, gassing and electrode corrosion) and within the liquid medium (heating effects).
In conventional capillary electrophoresis (CE) or on-chip electrophoresis of biomolecules, 
separation of the molecules present in the sample according to differences in their 
electrophoretic mobilities takes place in a capillary whose two ends are plunged inside buffer- 
containing reservoirs where the electrodes are located. Gas evolution and production of 
hydronium and hydroxyde ions that accompany water electrolysis taking place at the electrodes 
is not damaging to the experiment because the part of the capillary where the separation takes 
place is sufficiently remote from the electrodes so as to avoid perturbation of the separation 
medium by gas bubbles, and the amount of buffer available in the vicinity of the electrodes 
ensures neutralisation of pH-altering species over the (short) time frame of the separation 
run.167 In addition, in CE, efficient heat dissipation is possible through the capillary wall.
In the present case, the electrodes are positioned close to the microchannel chip, i.e. close to 
the hybridisation sites, so that the development of pH and temperature gradients in the vicinity 
of the electrodes is to be reduced as much as possible.
6. 4. 2. Device fabrication
6. 4. 2.1.  Introduction
A procedure was developed for the fabrication of devices of the type shown in Figure 6-7.
Three types of electrodes were considered: Au and indium tin oxide (ITO) thin films, and Pt 
black porous thick films. Each has respective advantages and limitations, as described below.
Thin-film Au electrodes of microscopic dimensions can readily be fabricated by 
photolithographic thin film patterning; however, such electrodes are prone to corrosion in 
chloride ion-containing media,166 such as SSC and SSPE buffers commonly used in nucleic acid 
hybridisation assays, through the formation of soluble AuClx complexes which can lead to 
delamination of the electrodes. The reaction involved is
Au + 4 Cr —> AuCI4' + 36 (Equation 6-3)
which has an associated standard electrochemical potential of +1.005 V.
ITO is a transparent semiconductor commonly used in the manufacture of LCD (liquid crystal 
display) panels. A 200 nm thick layer of ITO has a typical optical transmittance of 80-85% in the
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450-1000 nm wavelength range.168 Unlike other transparent semiconducting materials such as 
aluminum- and gallium-doped zinc oxide, ITO thin film-coated glass and quartz substrates are 
commercially available from a number of vendors. The use of ITO electrodes would permit 
direct visual observation and optical adressing of the inside of the hybridisation cell, e.g. to 
check the absence of gas bubbles and to monitor the distribution (transport, hybridisation) of 
fluorescently-labelled target molecules by epifluorescence microscopy. However, as an oxide, 
ITO is readily reduced under cathodic biasing.
A limitation of thin-film planar electrodes in the context of the present application is their low 
surface area. Electrodes with a much higher effective surface area for the same lateral 
dimensions can be made from porous materials. Pt black is particularly appropriate in that 
respect. Thin film electrodes can be coated with Pt black films of controlled thickness and 
porosity through an electroplating process.169 Pt has the additional advantage that it is less 
prone to corrosion by chloride ions than Au.170
The leads that link the active area of an electrode to its associated bonding pad (see Figure 6-7) 
have to be passivated so as to electrically insulate them from the liquid medium filling the cell.
It is crucial that the passivation layer present a sufficiently high and uniform electric field 
breakdown strength; for instance, the presence of a pinhole in the passivation layer would result 
in a local electrical current shorting and high electric field strength leading to exacerbated and 
deleterious electrochemical effects. Patternable dielectrics commonly used as passivating 
layers in microelectronics include silicon dioxide (S i02) and silicon nitride (Si3N4). These are 
usually deposited over a device by plasma-enhanced chemical vapour deposition (PE-CVD) 
and subsequently patterned by dry etching techniques.154 S i02 presents a limitation in 
bioelectronics application, where devices are used in an aqueous environment, in that it can 
adsorb water to a significant extent, which reduces its electric field breakdown strength.
Recently, photoresists such as SU8 have been shown to be appropriate as passivating layers in 
bioelectronics applications.171 However, as organic materials, photoresists are highly 
fluorescent over a wide range of wavelengths of the visible electromagnetic spectrum, which 
precludes their use in combination with in situ fluorescence detection.
The design shown in Figure 6-7 features a fluidics circuitry consisting of open reservoirs and 
closed channels permitting the injection of working solutions into the the lower chamber of the 
hybridisation cell. This circuitry can easily be defined within the PDMS gasket itself, by molding 
the latter against a master fabricated by direct photolithographic microstructuring of SU8 or by 
dry etching of Si, as described in Section 2. 5. 2.
6. 4. 2. 2. Experimental
6. 4. 2. 2. 1. Plastic contact photomasks for photolithography
It was decided to fabricate electrodes with relatively large feature sizes (> 200 pm diameter) 
which would match the dimensions of probe spots produced by manual pipetting. Therefore,
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electron-beam w riter resolution was not required, and this provided an opportunity to assess the 
validity of a “ rapid prototyping” approach based on the use of cheap plastic photom asks made 
through an offset lithography process from a retail reprography unit. This process offers limited 
resolution (450 dots per inch) but produces uniform ly dark surfaces, which totally block 
UV-visible light, on acetates whose transparency in the UV is compatible with photolithographic 
patterning of S1818 and SU8 photoresists. All the required photomask patterns (Figure 6-8) 
were designed in CorelDraw 9.0 and exported into Adobe Photoshop 4.0 before being printed 
onto A4 acetate sheets.
-> 5 mm
(c)
b H
(d)
Figure 6-8. Layout of the contact photomasks used in the photolithographic steps of the device fabrication, 
(a), (b) Darkfield masks for the lift-off o f Au with positive photoresist: (a) was used for the fabrication of Au 
electrodes and (b) for the fabrication of Au alignment marks on ITO-coated glass slides; (c) darkfield mask 
for the dry ecthing of silicon nitride through a positive photoresist sacrificial layer; (d) darkfield mask for the 
wet ecthing of ITO through a positive photoresist sacrificial layer; (e), (f) masks for producing masters 
used to mold PDMS gaskets with integrated fluidics circuitry: (e) was used to pattern a positive photoresist
sachficial layer onto the surface of a Si wafer that was subsequently dry etched, while (f) was used to
2
directly produce a SU8 master. Each of the pattern has overall dimensions o f 12.5 x 25 mm .
Individual patterns were cut off from the A4 sheet and taped onto 2 .5” x 2 .5” quartz plate so that 
they could be used with a mask aligner (HTG, Oxford, UK) in the same way as ferric and 
chromium photomasks. Each photomask layout consisted of five adjacent repetitions of a given
Vincent Benoit PhD Thesis: Flow-through MicroChannel DNA Chips Page 199
Chapter 6 - MicroChannel Oligoarray-Based Fluorescence Hybridisation Assays
pattern, so that five devices could be processed in parallel from a 1 x 3 inch2 microscope glass 
slide. The equivalent of ten 2.5 x 2.5 inch2 darkfield and brightfield photomask plates were 
produced overnight, at a low cost.
Figure 6-8(a) shows the overall pattern of the Au film, including the 4 x 4 array of electrodes and 
their associated leads and bonding pads, as well as alignment marks, in the form of crosses. 
The latter were necessary to the accurate positioning of the photomasks over the device in the 
subsequent photolithographic steps of the fabrication process. In the case of ITO electrodes, 
the high transparency of ITO required the use of an additional material for the alignment marks; 
to that end, Au was patterned onto the ITO surface using the photomask shown in Figure 
6-8(b). The pattern of Figure 6-8(c) corresponds to that of a photoresist sacrificial layer used to 
protect the passivating silicon nitride while it was removed by dry etching from over the active 
area of the electrodes and bonding pads. Three dimensions of electrodes are shown, with 
diameters of 440 pm, 330 pm and 220 pm. The photomask of Figure 6-8(d) is a negative image 
of that of Figure 6-8(a) and was used to pattern a layer of photoresist used as a sacrificial layer 
during wet etching of ITO. The masks of Figure 6-8(e) and Figure 6-8(f) were used to produce 
masters for the molding of PDMS gaskets with integrated fluidics circuitry; (e) was used to 
pattern a positive photoresist sacrificial layer on the surface of a Si wafer that was subsequently 
dry etched, while (f) was used to produce a SU8 master by photolithographic structuring. The 
channel width was 50 pm in both patterns.
6. 4. 2. 2. 2. Microfabrication of ITO and Au electrode arrays 
ITO electrode arrays
25 mm x 75 mm x 0.9 mm float glass slides coated with a 200 nm layer of ITO (resistivity lower 
than 20 Q/D) on one side and an anti-reflection coating on the opposite side were purchased 
from Delta Technologies Ltd (Stillwater, MN). These substrates were processed according to 
the following sequence of microfabrication steps.
(i) The substrates were cleaned by sequential sonication in IPA, acetone and ethanol 
(5 min each), then blow-dried with N2.
(ii) The ITO-glass substrates were spin-coated with S1818 photoresist (4000 rpm for 30 s). 
Adhesion of S1818 photoresist to ITO was sufficient to make the use of an adhesion primer 
unnecessary.
(iii) The photoresist-coated substrates were soft-baked at 90°C for 15 min, immersed in 
chlorobenzene for 15 min, blow-dried and again soft-baked at 90°C for 15 min. The role of the 
intermediate chlorobenzene soak was to create overhanging photoresist sidewalls, a feature 
known to facilitate the subsequent lift-off process.172
(iv) The photoresist layer was photolithographically patterned through the photomask of Figure 
6-8(b), using a 10 s exposure time, and subsequent developed in 1:1 Microposit: water for 85 s.
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(v) The substrates were coated with a layer of Ti:Pd:Au (10:10:100 nm) using a Plassys 
electron-beam evaporator. The sequential evaporation of Ti, Pd and Au was used to 
compensate the limited adhesion of Au onto glass, as the Ti underlayer greatly enhanced the 
adhesion to the glass substrate, while the intermediate Pd layer prevented subsequent 
oxidation of the Ti layer through the Au layer, the latter being microporous.172
(vi) Lift-off of the photoresist was carried out, in acetone at room temperature.
(vii) The devices were rinsed with RO water and blow-dried with N2.
(viii) The side of the substrates featuring the anti-reflection coating was spin-coated with a layer 
of S1818 photoresist (4000 rpm for 30 s) which was subsequently soft-baked at 90°C for
15 min. The role of this photoresist layer was to protect the anti-reflection coating during the 
subsequent wet etching of ITO, step (xi).
(ix) The ITO side of the substrates was spin-coated with S1818; the photoresist layer was then 
soft-baked at 90°C for 15 min, photolithographically patterned (10 s exposure at 0.52 mW cm'2) 
through the photomask of Figure 6-8(d) and developed in 1:1 Microposit: water for 75 s.
(x) The patterned photoresist layers (on both sides of the substrate) were post-baked at 120°C 
for 60 min so as to increase their resistance towards the strongly acidic and oxidising agents 
used in the next step .
(xi) The substrates were immersed in 6 M HCI + 0.2 M FeCI3, at room temperature, for 15 min, 
under mild agitation.
(xii) The photoresist was removed from both sides of the devices by 1 minute sonication in 
acetone.
(xiii) The devices were rinsed with RO water and blow-dried with N2.
Au electrodes
Thin film Au electrode arrays with the same pattern as that for the ITO electrodes were 
microfabricated on 3” x 1” microscope glass slides. Au electrodes and alignment marks were 
created simultaneously according to steps (ii)-(vii) of the experimental procedure described 
above. The photomask of Figure 6-8(a) was used instead of that of Figure 6-8(b) in step (iv).
Passivation of the leads with Si3N4
A 600 nm thick layer of low-stress Si3N4 was deposited by PE-CVD over the ITO and Au 
devices, using a mixture of SiH4, NH3, N2 and He at 300°C and 1000 mTorr. The deposition 
time was circa 60 min. Holes corresponding to the electrodes and bonding pads were then
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opened up in the silicon nitride layer by dry etching the latter with C2F6 gas, using a layer of 
S1818 photoresist, patterned through the photomask of Figure 6-8(c), as a sacrificial layer.
The complete procedure for the fabrication of ITO electrodes on glass substrates is 
schematically represented in Figure 6-9. Each processed substrate was then diced into 
individual 12.5 mm x 25 mm devices using a tungsten carbide cutter.
6. 4. 2. 2. 3. Cleaning of thin film Au electrodes
Two procedures were assessed for the cleaning of thin films Au electrodes: electrochemical 
cleaning and plasma cleaning. In addition, the possibility to use a protective metallic sacrificial 
layer of NiCr was investigated.
Cleaning of Au electrodes by potential cycling in acidic solutions
This was achieved by applying a scanning potential to the electrodes immersed in 1 M 
perchloric acid, between -0.2 V and 1.4 V vs an Ag/AgCI reference electrode. The procedure 
was restricted to a small number of cycles (3 to 5) so as to alleviate significant etching and 
roughening of the Au surface, presumably induced by the presence of chloride ions in the cell, 
released from the silver chloride reference electrode.
Plasma cleaning of thin film Au electrodes
This method was applied to photoresist-covered glass substrates prior to thin-film metallisation, 
as well as to bare thin-film electrodes prior to insulation with silicon nitride. An 0 2 plasma, 
known to be efficient in the removal of organic contamination, was used. The power (controlled 
by the bias voltage) had to be kept low to avoid damage to the thin metal film through 
sputtering. A PlasmaFab ET340 was used with the following settings: 50 mT pressure, 45 seem 
flow rate, 180 V bias, 1 minute etching time.
Vincent Benoit PhD Thesis: Flow-through MicroChannel DNA Chips Page 202
Chapter 6 -  MicroChannel Oligoarray-Based Fluorescence Hybridisation Assays
i I Glass 
_  ITO 
_  S1818 
Ti/Pd/Au
_______ Si3N4
Key
Positive
photoresist
spining
Resist
patterning and 
developing
Ti/Pd/Au
evaporation
Mask for
alignment
marks
Photoresist
lift-off
I-------------
I Resist
Mask for 
electrodes, 
leads and 
bonding pads
i Acid 
etch 
t  of ITO
r - —
i Resist removal
patterning and 
developing
Si3N4
deposition
i Photoresist spining
i Resist apatterning and /  developing /
Si3N4
etching Mask for etching 
through the 
passivating 
Si3N4 layer
Figure 6-9. Experimental procedure used for the fabrication of an array of ITO electrodes on glass.
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Use o f N iCr sacrificial layers as a protection fo r Au thin films
Since Au was found to occasionally undergo damage during the silicon nitride deposition and 
etching processes, devices were made in which the Ti/Pd/Au metallisation was replaced by 
Ti/Pd/Au/NiCr. The NiCr layer (60% Ni: 40% Cr, 20 nm thick) was etched after the Si3N4 
deposition and etching steps (and after the hardbaked S1818 photoresist used as a mask for 
silicon nitride etching was removed by a 10 s sonication in acetone) by immersion in a solution 
of 10 g eerie ammonium nitrate and 10 mL H N 0 3 (70%) in 100 mL RO water for an appropriate 
duration, followed by immediate immersion in RO water to stop the process, and rinsing with RO 
water.
6. 4. 2. 2. 4. Growing of porous Pt black films onto Au electrodes
Pt black was electrochem ically grown onto “clean” Au m icroelectrodes from an electroplating 
solution containing 0.5 g chloroplatinic acid hexahydrate, 4 mg lead acetate and 15 mL RO 
water. The set-up shown in Figure 6-10 was used to that end
Microscope
Plating
solution
ITO-coated glass 
_ PDMS chamber
+
Glass
substrate ► Au
Figure 6-10. Set-up used for the electroplating of Au microelectrodes with Pt black
A PDMS gasket was placed onto the device to be electroplated, so as to form a circa 100 pL 
cnamber into which the platinising solution was pipetted A piece o f ITO-coated glass slide 
placed on top (ITO side down) served as the anode. Electroplating was carried out by applying 
a potential difference between the ITO anode and the Au cathode, in a galvanostatic mode, at 
current intensities of 5 pA to 40 pA. Different electrodes o f the same device were subjected to 
Pt electroplating at various current intensities and for various durations so as to investigate the 
effect of these parameters upon the formation o f the Pt black film.
The use of a transparent ITO anode permitted optical monitoring of the Pt black growing 
process by darkfield microscopy. In addition, Pt black films grown in various conditions were 
characterised by a num ber o f methods including SEM imaging and surface profiling (using a 
Hitachi S-800 and DekTak 3ST, respectively), and cyclic voltammetry. Cyclic voltam ogram m s 
were recorded in 1 M H2S 0 4 between -0.18 V and +1.15 V against an Ag/AgCI reference 
electrode, at 100 mV s '1, with a piece of Pt foil acting as the counter electrode.
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6. 4. 2. 3. Results and discussion 
6. 4. 2. 3. 1. iTO electrode arrays
The ITO layer had an initial sheet resistance of 16.2±0.1 Q/n, as determ ined using a 4-point 
probe. After production o f the Au alignement m arks and S1818 patterning (including the post- 
bake step), the sheet resistance in the non protected areas of the substrates was found to 
increase to 44.2±1.1 Q/LJ, indicating a partial degradation of the conductive properties of ITO, 
probably due to oxidation during the baking steps. A fter the wet etch step, the sheet resistance 
was measured as 45.4±1.2 Q/O. The transparency of the ITO layer was not affected upon 
processing.
6. 4. 2. 3. 2. Au electrode arrays
Figure 6-11 shows white light microscopy images of thin-film  Au electrode arrays afforded by 
photolithographic patterning through plastic photomasks.
Figure 6-11. White light microscopy images of Au electrode arrays produced by “rapid prototyping” 
photolithography with plastic photomasks, (a), (b) Darkfield images, after photoresist removal;
( c), (d) Nomarski Differential Interference Contrast images, before the photoresist coating was removed.
Figure 6-11 shows the pixelisation of the pattern, resulting from the resolution of the printer 
used. The dimensions o f each pixel were 55 x 55 pm 2 The lighter areas correspond to bare Au, 
while the darker areas indicate the presence of the silicon nitride passivation layer. The active
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surface area of each electrode was circa 1.7x1 O'1 m m 2 (Figure 6-11 (a)) and 3.6x1 O'2 m m 2 
(Figure 6 -11(b)). 9.7x1 O’2 cm 2 electrodes were also fabricated
The small dark spots seen in the images of Figure 6-11 represent residues of photoresist which 
were not been made soluble during the exposure step, due to localised reduced levels of 
illumination caused by the presence of m icrobubbles within the acetate sheet. This problem 
was subsequently partially solved by increasing the exposure time to 28 s and the developing 
time to 110s, but a number of these defects remained, as seen later. Figure 6-11 (c) and 
Figure 6 -11(d) are Nomarski differential interference contrast (DIC) images of an electrode 
acquired after the silicon nitride was etched away but before the photoresist was removed. 
Figure 6-11 (d) clearly shows the roughness of the pattern edges. This problem could of course 
be alleviated by the use of standard ferric oxide or chromium photomasks.
Cleaning of Au electrodes by potential cycling in acidic solutions was found to result in 
significant etching and roughening of the Au surface, presumably due to the presence in the 
electrolyte of chloride ions released from the silver chloride reference electrode. Therefore, 
plasma cleaning was used preferentially. The use of NiCr to protect Au electrodes was 
somewhat limited by the fact that the NiCr wet etch process is isotropic, making it crucial to 
precisely control the etching time to avoid lateral overetching, as exemplified in Figure 6-12.
Figure 6-12. Microphotographs of Au electrodes after removal of the NiCr sacrificial layer 
(a) 25 s and (b) 14 s etching time.
Figure 6-12(a) shows an excessive lateral overetching of the NiCr layer. The silicon nitride 
layer, which remained unaffected by the NiCr etch, formed an overhang over the bare Au area. 
An etching time of 14 s (followed by immediate immersion and rinsing in RO water) was found 
to be optimum, although some degree of lateral overetching could not be avoided.
6. 4. 2. 3. 3. Pt black electrodes 
In situ white light m icroscopy
Figure 6-13 shows white light darkfield m icroscopy images of an electrode, acquired in situ  as 
described in Figure 6-10, before and during the electroplating process.
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i l k
Figure 6-13. White light darkfield microscopy images of a Au microelectrode, (a) prior to electroplating and 
(b) after electroplating at 5 / iA (equivalent to 5.1 mA cm 2) for 30 s.
Figure 6-13 clearly shows an increase in optical density over the electrode area, indicating the 
presence of a Pt black film. A number of particles can be seen in the solution; these were 
removed in subsequent experiments by filtering the electroplating solution through a 0.45 pm 
filter (Whatman).
Characterisation by SEM imaging
Figure 6-14(a)-(c) shows SEM images of Pt black, grown on Au m icroelectrodes according to 
the procedure described in Section 6. 4. 2. 2. 4.
Figure 6-14. Scanning electron microscope images of Pt black grown at (a) and (b) 40 mA cm 2;
(c) 10 mA cm 2.
Figure 6-14(a) clearly shows the porous structure of the Pt black, with sub-micron dendrites 
perpendicular to the surface. Comparison of the SEM images of Figure 6-14(b) and Figure 
6-14(c), which were recorded at the same level of magnification, clearly shows the effect o f the 
current density on the porosity of the structure: in Figure 6-14(c), the use of a lower current 
intensity resulted in a tighter pore structure than in Figure 6-14(b).
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Characterisation by surface profiling
Figure 6-15 shows surface profiles of micro electrodes coated with Pt black grown in various 
electroplating conditions.
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Figure 6-15. Surface profiles of (a) a bare Au microelectrode and (b-c) o f Pt black films grown on Au 
microelectrodes at 20 /uA (equivalent to 20.6 mA cm'2) for (b) 30 s and (c) 2 min.
The profile for the bare Au microelectrode, Figure 6-15(a), clearly shows the microwell formed 
by the 330 pm diameter opening in the 600 nm thick silicon nitride layer over the 500 pm 
diameter, 120 pm thick Ti/Pd/Au disk. The profiles for the Pt black-coated electrodes show the 
effect of the current intensity and biasing duration on the thickness of the Pt black film. 
Although the latter was not radially uniform, it appeared to be cylindrically symetrical. The 
higher thickness obtained near the electrode edges for the films grown at 20 pA reflect the 
higher electric field strength (hence higher current density) at the electrode edges. The spikes 
in the surface profiles correspond to photoresist residues, as discussed in Section 
6. 4. 2. 3. 1.
Characterisation by cyclic voltammetry
Pt black films were also characterised by CV. Figure 6-16 shows the cyclic voltam ogram ms of 
two Au m icroelectrodes which had been coated with Pt black grown at d ifferent current 
densities. The voltam ogram ms shown in Figure 6-16 feature peaks characteristic of Pt 
e lectrodes,166 namely peaks due to the oxidation and reduction of Pt at the surface of the
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electrode (Oa, formation of adsorbed oxygen and Pt oxide layers; Oc, reduction of oxide layers), 
and to the inherent reactivity of Pt towards hydrogen oxidation and reduction (Ha and Hc: 
oxidation and reduction, respectively, o f adsorbed hydrogen layers).
v - 0.2- 0.2
Figure 6-16. Cyclic voltamogramms of Pt black electrodes grown at (a) 10 mA cm'2 and (b) 40 mA cm 2, 
both for 10 s. Electrolyte: 1 M H 2 S O 4 ,  reference electrode: Ag/AgCI; scan rate: 100 mV s '.
The larger value of the integral of the charge under the hydrogen wave in Figure 6-16(a) 
confirms the larger electrochem ically active area of the Pt black film grown at a lower current 
intensity. This is in agreement with the results of Figure 6-14.
6. 4. 2. 3. 4. Completed device
Figure 6-17(a) shows a completed device featuring a 4 x 4 array of Au m icroelectrodes. 
Connectors were attached to the bonding pads with silver-loaded epoxy glue and further 
stabilised with epoxy glue. The device is shown here w ithout the PDMS fluidics structure. 
Figure 6 -17(b) is a m icrophotograph of the central part of the device, showing the array o f 
electrodes, part of the leads and a couple of alignm ent marks. Eight o f the sixteen electrodes 
have been coated with Pt black grown at 10 mA cm '2 for 10 s.
&
i
ranT T
□n m in
(b)
Figure 6-17. (a) Photograph of a complete 4x4 electrode array device with electhcal connectors.
(b) Microphotograph of a 4x4 array of thin film Au electrodes. The electrodes on the right have been 
coated with Pt black.
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6. 4. 3. Selection of a suitable buffer
6. 4. 3.1.  Introduction
A number of buffers were tested for their combined ability to shield the phosphodiester 
backbone of nucleic acid molecules while featuring a low conductivity and a sufficient buffering 
strength. These buffers included standard DNA hybridisation buffers (SSC and SSPE), a buffer 
commonly used in electrophoresis of nucleic acids (TRIS-borate) and two isoelectric amino acid 
buffers, L-histidine (His) and y-aminobutyric acid (GABA). Table 6-3 gives the values for the 
pKa, pi and conductivity of these buffers. The conductivity values were determined 
experimentally.
Isoelectric buffers are aqueous solutions of zwitterionic species which exhibit a weak or no net 
charge (and consequently a low conductivity) at pH values close to their isoionic point (pi) while 
exhibiting appreciable buffering properties at this same pi, the latter being close to a pKa.173,174 
Table 6-3 indicates that the conductivity of the 100 mM His and GABA solutions is at least two 
orders of magnitude lower than that of the “salt” buffers, SSC and SSPE. The expected gain in 
performance provided by this low conductivity in terms of electrophoretic transport was 
investigated, using a device similar to that shown in Figure 6-17, through a series of 
experiments in which DNA molecules were electrokinetically transported over an array of 
patterned electrodes, in a two dimensional configuration.
All the buffers considered here are weak acids and/or bases. At pH values comprised within the 
range [pKa-1, pKa+1], the (3 value for a weak acid is within 1/3 of its maximum, where Ka is the 
thermodynamic dissociation constant, i.e. the value for the dissociation constant at zero ionic 
strength; in practice, the effect of the ionic strength of the medium has to be considered. Unlike 
SSPE, His and GABA, which feature both an acidic and a basic function, SSC and 
TRIS-borate do not provide buffering in basic and acidic media, respectively.
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The stability of double-stranded nucleic acid hybrids is commonly characterised by the melting 
temperature Tm of the duplex, temperature at which half of the hybrids are dissociated. The 
following empirical equation is commonly used to estimate the Tm for the hybridisation of 
solution-borne targets to membrane-bound probes of complementary sequence, in “salt” 
buffers such as SSC and SSPE:38
Tm = 81.5 + 16.6 log ([Na+]) + 0.41 (G+C fraction) - 600/ L  (Equation 6-4)
where [Na+]  is the molar concentration of salt in the hybridisation medium,
G+C fraction is the total percent fraction of guanine and cytosine residues in the hybrid,
L is the length (in number of bases) of the shortest DNA strand in the duplex (usually 
the probe).
This formula gives a good approximation for the Tm of oligonucleotides as short as 14 bases 
and as long as 70 bases, for sodium ion concentrations between 10 mM and 400 mM, and for 
G+C fractions between 30% and 75%. The presence of mismatches within the duplexes leads 
to a reduction of Tm by 1 to 1.5°C for every percent mismatch, depending on the position of the 
mismatched bases along the strands.
Equation 6-4 does not apply to buffer solutions containing a low (< 10 mM) amount of small 
cations, such as the TRIS-borate and isoelectric buffers of interest here. The suitability of these 
buffers as hybridisation media was thus tested experimentally, and compared to that of SSC 
and SSPE, through static hybridisation experiments.
6. 4. 3. 2. Experimental
6. 4. 3. 2. 1. Electrokinetic transport of ODNs over an array of microelectrodes 
The sample used throughout was a 29-mer ODN, T8, of sequence
"R”AGTGGGTGGCGCTGTTGAAGTCAGAGGC, where “R” is a 5’-Texas red label, dissolved at 
100 nM in each of the above-mentioned buffers from a 200 pM stock solution in TE. A device 
similar to that shown in Figure 6-17 was used in these experiments. A 6 mm x 6 mm window 
was cut off in a 0.7 mm thick PDMS slab, which was brought into conformal contact with the 
device, so as to create a 25 pl_ open chamber. A corresponding volume of sample was pipetted 
into the chamber, which was subsequently capped with a thin glass coverslip (80-120 pm, BDH) 
so as to prevent sample evaporation. Two adjacent electrodes of the same type (bare Au or 
Pt black-coated) were used as anode and cathode.
The device was connected to a galvanostat/potentiostat and placed within the field of view of an 
epifluorescence microscope fitted with a CCD camera (as described in Section 5 .3 .1 .  2).
Each experiment consisted in applying a galvanostatic bias of 0.5 pA to 5 pA (equivalent to 
1.6 mA cm'2 -1 6  mA cm'2) between the two electrodes for a given period of time, while 
monitoring the evolution of the potential difference between the electrodes, as well as the
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redistribution of target within the chamber by epifluorescence imaging through the glass 
window. Experiments were conducted in which the polarity of the electrodes was reversed at a 
fixed frequency. A Zeiss Fluar 10x, NA 0.50 objective lens was used. The sample contained in 
the chamber was renewed between successive experiments so as to minimise photobleaching 
of the fluorescent label as well as electrochemical damage of the ODN. In addition, the 
chamber was rinsed with buffer, ample RO water, and blow-dried between measurements.
6. 4. 3. 2. 2. Testing for hybridisation
The capacity of each buffer to support hybridisation was investigated in a static mode, in an 
experiment similar to that reported in Section 4. 5. 3. Ten glass substrates were processed as 
described in Section 4. 5. 3. 2. The ODN target T3 was dissolved at 100 nM in each of the 
above-mentioned buffers (1x SSC, 1x SSPE, 100 mM TRIS-borate, 100 mM His and 100 mM 
GABA) from a 200 pM stock solution in 5x SSPE. Each target solution was hybridised 
sequentially for 20, 30, 60, 120, 240 and 240 minutes with two substrates. After each 
sequential hybridisation period, the chips were washed with hybridisation buffer, blow-dried 
and imaged. A fresh 100 pL of target solution was used in each successive hybridisation.
6. 4. 3. 3. Results and discussion
6. 4. 3. 3. 1. Electrokinetic transport of ODN over an array of microelectrodes (lateral transport)
Figure 6-18 shows the evolution over time of the potential difference between the anode and the 
cathode, during continuous galvanostatic biasing at 0.5 pA and 1 pA, the cell being filled with a 
100 nM solution of Texas Red-labelled 29mer ODN in 100 mM His and 100 mM GABA.
Figure 6-18 shows an increase in the bias voltage with both increasing applied current intensity 
and decreasing conductivity of the medium. Some capacitive behaviour was observed, 
a characteristic of the formation of an electrical double layer at the surface of the electrodes.
The use of a galvanostatic-, rather than potentiostatic, biasing scheme afforded better control 
over the level of surface current density at the electrodes, and thus over the extent of 
electrochemical reaction (in particular water electrolysis) taking place at the electrodes.
Higher levels of current intensity translated into higher levels of electric field strength within the 
cell; the expected higher rate of ODN transport was verified by monitoring the redistribution of 
fluorescently-labelled ODNs within the cell, using epifluorescence microscopy. Evidence of 
ODN transport under galvanostatic biasing is provided by Figure 6-19.
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Figure 6-18. Evolution of the potential difference between a Au anode and a Au cathode overtime, during 
continuous galvanostatic biasing, in two different isoelecthc buffers, (a) 100 mM His, 0.5 pA ; (b) 100 mM 
GABA. 1 /.iA: (c) 100 mM GABA, 0.5 pA.
Figure 6-19 shows an overall increase in fluorescence intensity at the surface o f the anode over 
time, while the opposite trend was observed at the cathode (note that the Pt black anode and 
cathode were not used at this stage). Since the ODN molecules were uniform ly distributed 
within the volume of the cham ber before the onset of biasing, the higher brightness of the 
electrodes and leads as compared to the non-patterned area in Figure 6 -19(a) was due to 
reflection of light at the Au surface rather than to a higher concentration of ODNs at these 
locations. Rapid redistribution of the ODN molecules around the electrodes upon biasing was 
evidenced, even though non-confocal optics were used (hence a relatively high level of 
background fluorescence). The Texas Red label was chosen for the insensitivity of its 
fluorescence properties toward pH, so as to alleviate any effect o f local pH changes at the 
electrodes on the intensity of fluorescence. At higher current intensities, the formation of 
bubbles within the cell was observed, as expected from the production of 0 2 and H2 during 
water electrolysis.
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Figure 6-19. Epifluorescence images of a 100 nM solution of a Texas Red-labelled 29-mer ODN target in 
100 mM GABA submitted to an electric field generated by the continuous application of a 1 uA 
galvanostatic biasing between two Au electrodes o f the device shown in Figure 6-17. Blue: cathode; Red: 
anode: green: floating potential (unbiased) electrode. Images (a) to (g) were acquired at 5 s intervals from 
the onset o f the voltage biasing. Light blue, orange: Pt black anode and cathode, respectively.
Quantitation of the rate of ODN transport was implemented by determining the fluorescence 
intensity over the whole area of each electrode in the sequence o f epifluorescence images.
This was performed using IPLab software. Figure 6-20 shows the resulting “kinetics” curves 
associated with Figure 6-19. The curves of Figure 6-20 illustrate the phenomena of ODN 
concentration at the anode, curve (a), as well as ODN depletion at the cathode, curve (b).
The fluorescence intensity at the floating electrode exhibited a small (< 2%) decrease over 
30 s, which might reflect photobleaching.
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Figure 6-20. Evolution overtime of the fluorescence intensity over the area of (a) the anode, (b) the 
cathode and (c) the floating electrode, measured from the images of Figure 6-19
Lateral transport o f the Texas Red-labelled ODN molecules over the array of m icroelectrodes 
was carried out in the five buffers of Table 6-3, at 1 pA biasing. The increase o f fluorescence 
intensity at the anode over the first five seconds of biasing was used as a measure of the rate of 
transport. A comparison between the five buffers is provided by Figure 6-21.
100
100 mM 100 mM His 100 mM 1xSSC IxSSPE 
GABA TRIS-borate
Figure 6-21. Relative increase (in %) of fluorescence intensity at the anode over the first five seconds of 
galvanostatic biasing (at 1 pA), in various buffers.
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Figure 6-21 shows that the rate of transport was highly dependent on the medium. The 
isoelectric buffers, His and GABA, provided two orders of magnitude faster transport than the 
salt buffers, SSC and SSPE, in agreement with the relative conductivity values (Table 6-3).
The production of charged species (H+, OH ) upon redox transfer at the electrodes was 
expected to increase the conductivity o f the buffer, and thus to decrease the electric field 
strength. This effect was investigated over a period of time during which the polarity of the 
electrodes was reversed at a fixed frequency. Images were acquired every 10 ms (instead of 
5 ms in the previous experiment) to reduce the effects o f photobleaching. The results are 
shown in Figure 6-22, curves (a) and (b).
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Figure 6-22 Time-dependence of the fluorescence intensity over (a) an unbiased Au electrode, (b) a 
biased Au electrode and (c) a biased Pt black electrode, during electrokinetic transport of a Texas Red- 
labelled 29-mer ODN target present at 100 nM in 100 mM GABA buffer. The Au and Pt black electrodes 
were used separately, in two independent experiments in which each of these electrodes was iteratively 
biased at +1 pA for 40 s and -1 pA for 40 s against a Au electrode. The vertical dashed lines indicate the 
time points at which the polarity was reversed.
The low extent of photobleaching over the duration of the experim ent (200 s) is illustrated by 
curve (a), which represents the fluorescence intensity over an unbiased electrode. Curve (b) 
shows the fluorescence intensity over a Au electrode which was biased at 1 pA against another 
Au electrode, the direction o f the current being reversed every 40 s.
Over the first 40 s, during which the electrode was biased anodically, ODN concentration took 
place at the electrode, as illustrated by the associated increase in fluorescence intensity. As
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soon as the polarity was reversed, the fluorescence intensity decreased over the next 40 s.
Over the next cycle (80-160 s), ODN concentration and depletion were again observed, but with 
a reduced amplitude. The latter effect reflects of a lower transport rate, probably caused by an 
increase in the conductivity of the medium as a consequence of the production of charged 
species through water electrolysis, and/or possible electrochemical damage of the ODN at the 
surface of the electrodes.
Curve (c) of Figure 6-22 shows the results of a similar experiment in which a Pt black electrode 
was biased at 1 pA against a Au electrode. The fluorescence intensity values were normalised 
with those of curve (b) in order to compensate for the lower reflectivity of the Pt black. Curve (c) 
shows that the decrease in transport rate with time was not as pronounced as that observed for 
a Au electrode. This can be explained by a reduced extent of water electrolysis at the Pt black 
electrode, a consequence of the higher effective surface area of the porous Pt black film as 
compared to that of the thin Au film, whereby the increase in surface area could have led to a 
lower surface current density, hence a lower level of faradaic current. In this respect, the 
assumption that the level of porosity of the Pt black film affected the ODN transport rate could 
not be unequivocally verified, due to the lack of sensitivity of the method used to measure 
transport rates. In addition, the difference between Au and Pt in terms of water electrolysis 
overpotential might have contributed to the observed phenomenon.
6. 4. 3. 3. 2. Electrokinetic transport of ODN between two parallel microelectrode arrays 
(axial transport)
The two-dimensional electrokinetic transport of ODN demonstrated above was directly relevant 
to the issues of electrokinetic injection and concentration of nucleic acid targets at selected 
locations, as would be carried out in the bottom chamber of the hybridisation cell, prior to back- 
and-forth axial pumping through a microchannel chip. Axial transport of ODN between two 
parallel microelectrode arrays was attempted; however, in this three-dimensional configuration, 
monitoring the redistribution of ODN within the cell by fluorescence imaging required confocal 
optics so as to probe a single optical plane. In the absence of a confocal microscope, no 
conclusive evidence of the axial transport of ODN through a microchannel chip could be 
obtained.
6. 4. 3. 3. 3. Comparison of various buffers in static, mixed-phase hybridisation assays
Figure 6-23 shows the compared hybridisation kinetic curves in the five different buffers. Each 
data point represents the average of two independent measurements from two chips.
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Figure 6-23. Compared kinetics of mixed-phase hybridisation between a planar glass-immobilised 15-mer 
oligonucleotide capture probe and a 14-mer target present at 100 nM in different buffers: 1x SSC 
(squares), 1x SSPE (full circles), 100 mM TRIS-borate (triangles), 100 mM His (diamonds), 100 mM GABA 
(stars). The open circles represent non-specific binding of the target to a non-complementary probe, in 
1x SSPE.
As shown in Figure 6-23, the kinetics of hybridisation were found to vary widely with the buffer 
used. The results obtained for 1x SSC and 1x SSPE were close to each other and in 
agreement with those of Figure 4-6(a). Saturation was reached after circa 4 hours. A negative 
control, provided by the presence on the chip o f a non-complementary probe, showed the low 
extent o f non-specific hybridisation in 1x SSPE, with S/N values remaining below 5 over a total 
cumulative hybridisation period of 16 hours. Slower kinetics of hybridisation were obtained in 
100 mM TRIS-borate, reflecting the reduced ability of this buffer to stabilise the probe-target 
duplexes. Hybridisation did not take place to any significant extent in the isoelectric buffers His 
and GABA.
6. 4. 4. Conclusions
Electrophoretic transport o f nucleic acids over an array of photolithographically-defined 
m icroelectrodes was demonstrated. Furthermore, the coating of the thin-film  Au electrodes with 
a thick, porous Pt black film was shown to be beneficial to the process, allowing for transport 
rates to be sustained for longer periods of time. This could be applied to the injection and 
concentration of nucleic acid targets within integrated, m iniaturised bioMEMS devices such as
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that of Figure 6-7. However, succesful combination of electrophoretic transport of target nucleic 
acids and probe-target heterogeneous hybridisation could not be achieved due to conflicting 
requirements for a medium featuring both a high ionic strength and a low electrical conductivity. 
Possible improvements to the approach remain to be tested, such as the use of peptide nucleic 
acid (PNA) capture probes175 which are known to hybridise with DNA in low ionic strength 
media.
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CHAPTER 7. CONCLUSIONS AND FUTURE DIRECTIONS
7.1 . Achievements of this thesis
The realisation of a novel bioanalytical platform from a concept to a functional device 
necessarily involves a number of different technical issues. Accordingly, the contents of this 
thesis reflect the multidisciplinary nature of the microarray field. The knowledge gained within 
the scope of this thesis is believed to be directly transferable to various applications belonging 
to the rapidly expanding field of bioelectronics, such as lab-on-a-chip technology.
The fabrication of silicon microstructures with feature sizes in the micrometre range and aspect 
ratios in excess of 30:1 has been achieved, using two different techniques, electrochemical 
etching and deep dry etching, whose relative merits have been assessed. The most promising 
technique appears to be deep dry silicon etching, due to its flexibility in the fabrication of 
substrates with varied morphologies, and its status as a MEMS technique with the associated 
possibilities for the implementation of quality control and large scale production. Most of the 
technical issues involved in the fabrication of microchannel substrates, such as the processing 
of thick (> 300 pm) photoresist layers, pertain to the development of other types of MEMS and 
bioanalytical devices.
Investigations into the possible use of fluorescence detection in conjunction with microchannel 
substrates has been the main focus of this thesis. The success of the approach was illustrated 
by the achievement of detection limits as low as a few attomoles of fluorescent dye, in an 
imaging mode that provides two levels of multiplexing (spatial and spectral discrimination). This 
has been made possible by the remarkable optical properties of microchannel glass, in addition 
to the implementation of a methodology for the optimisation of CCD-based epifluorescence 
imaging systems. Simulations of the fluorescence imaging process based on ray-tracing 
procedures have been beneficial in this respect; this approach should be useful to a range of 
bioanalytical applications involving fluorescence detection in microstructures, such as lab-on-a- 
chip devices.
A strategy has been developed for the immobilisation of oligonucleotide probes onto silica-rich 
substrates, in a functional conformation suitable to heterogeneous hybridisation. The approach 
is versatile in that it is applicable to glass as well as silicon. The particular wetting properties of 
microchannel substrates were characterised and subsequently taken into account in the 
development of a microarraying procedure based on non-contact dispensing. This strategy has 
been used to produce medium-density microchannel oligoarrays, with as many as 256 probe 
spots over a < 1 cm2 area.
A fluidics scheme compatible with microchannel chip-based hybridisation assays has been 
implemented, in which the sample was mechanically pumped through the chip. This scheme
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was used in hybridisation experiments which demonstrated the improved performance of the 
flow-through microchannel configuration over the conventional planar configuration.
Even at this early stage of development, it has been shown that the flow-through microchannel 
biochip configuration provides increased sensitivity, speed and throughput to nucleic acid 
hybridisation assays. A few possible routes for further improving the performance and scope of 
flow-through microchannel biochips are suggested below.
7. 2. Suggestions for future work 
7. 2 .1 . Improved optical detection
The performance of the optical detection scheme has been shown in Chapters 3 and 6 to be 
limited by a relatively high level of background signal which detrimentally affected the 
detectability and dynamic range of the assay. This background came from the substrate itself, 
through autofluorescence of the lead glass matrix and surface scattering of light, as well as from 
non-specifically bound targets that unavoidably adsorbed onto the high surface area of the 
MCG substrate. Accordingly, possible work aiming at reducing these background levels should 
focus on two directions. On the one hand, detection schemes that provide enhanced selectivity 
at the molecular level should be considered, so that only targets involved in duplexes with their 
cognate probe generate signal; on the other hand, improvement of the optical instrumentation 
can be envisaged, for example through selective illumination of spots.
7. 2. 1. 1. Fluorescence resonance energy transfer (FRET)-based methodologies 
Principle
The non-radiative transfer of excitation energy between a donor fluorophore and a suitable 
energy acceptor is described by Forster’s theory.126 The rate of energy transfer to a specific 
acceptor, kT, is given by:
k T =  t d  ](R0/ r ) 6 (Equation 7-1)
where rD is the luminescence lifetime of the donor, rthe average distance between the donor 
and acceptor molecules, and R0 the Forster distance. R0 is sometimes refered to as the
distance for half-transfer efficiency. It depends on the fluorescence quantum yield of the donor
(<f>D), the donor-acceptor dipole orientation factor (rf), the index of refraction of the medium (n), 
and the spectral overlap between donor and acceptor (J), according to the following equation:
R0 =  9.8 x 1 0 3 ((/>DK 2n~4j y 16 (Equation 7-2)
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with J being given by
J = J eA(X)ID(X)#dX (Equation 7-3)
where eA is the extinction coefficient of the acceptor, X the wavelength, and lD the fluorescence 
emission intensity of the donor as a fraction of the total integrated intensity. The energy transfer 
efficiency, E, varies with the distance r between the donor and acceptor molecules, according to
(
E  =
K  + r ‘
(Equation 7-4)
Application to heterogeneous nucleic acid hybridisation assays
FRET is particularly well suited to the selective detection of double-stranded DNA. By labeling 
a probe and its cognate target with members of an acceptor-donor pair, energy transfer can be 
made to occur only when a duplex is formed, due to the dependence of the energy transfer on 
the sixth power of the separation distance. The chain order (single- or double-stranded) of a 
probe can thus be infered from the relative fluorescence emissions of the acceptor and the 
donor.92 This is best implemented as a ratiometric measurement through two optical channels, 
which reduces distortions due to photobleaching and instrumental fluctuations. Alternatively, 
the target can be labeled with a non-fluorescent acceptor that acts as a quencher for the probe- 
bound donor.
Benefits to flow-through microchannel chip-based hybridisation assays
The main advantage of the approach as compared to direct fluorescence detection of labeled 
targets is that no stringent washing step is required to remove non-hybridised targets (either in 
solution or non-specifically adsorbed to the substrate) from the hybridisation volume during 
detection. This offers the possibility of performing real-time monitoring of the hybridisation 
process, e.g. for kinetic studies.50 This feature would be invaluable in the optimisation of 
various experimental parameters involved in flow-through microchannel DNA chip assays, such 
as the channel diameter and the flow rate. Also, the contribution of non-specifically bound 
targets to the fluorescence signals would be much reduced, which would improve the 
detectability and dynamic range of the assay. The main limitation of the approach is the need to 
label both the probes and targets, which complicates the chip and sample preparation 
procedures.
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7.2.  1. 2. Molecular beacon technology 
Principle
Molecular beacons are oligonucleotide probes with a stem-and-loop (or dumbbell, or hairpin) 
structure (Figure 7-1) that can selectively report the presence of specific nucleic acids targets.176 
The loop portion of a molecular beacon is a probe sequence complementary to a target of 
interest. The stem consists of the annealing of two complem entary arms located on either side 
of the probe section. One arm of the stem bears a fluorescent label, while a quenching moiety 
is attached to the other arm. In the default configuration {i.e., in the absence of a target 
complementary to the probe), complementary base pairing keeps the fluorophore and the 
quencher in close proximity, within their Forster radius, ensuring quenching o f the fluorescence 
by energy transfer. Upon specific interaction between the probe and its complementary target, 
the m olecular beacon undergoes a conformational reorganisation in which the loop opens and 
the two strands of the stem separate, resulting in restoration of the fluorescence activity.
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Figure 7-1. Mechanism of action of a surface-bound “molecular beacon” oligonucleotide capture probe, 
(a) Hairpin probe in a closed conformation, with the fluorescent label F being quenched by the quencher 
Q; (b) upon hybridisation with a complementary target, the molecular beacon opens up, and the 
fluorescence of F is restored.
Implementation
Molecular beacon technology has been used successfully in homogeneous92,177 and
178 179heterogeneous hybridisation assays. The expected benefits to m icrochannel chip-based 
hybridisation assays are sim ilar to those discussed for inter-m olecular FRET (between probes
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and targets), including the possibility of performing real-time monitoring of hybridisation events. 
The main advantage of the molecular beacon approach over inter-molecular FRET is that the 
sample does not have to be labelled. Factors which limit the use of hairpin probes include the 
greater technical difficulty involved in their synthesis and optimisation as compared to linear 
ODN probes.92
7. 2. 1. 3. Non-organic fluorescent labels
The use of most organic fluorophores as labels in optical bioassays is limited by their low 
resistance to photobleaching and their environmental sensitivity. Most synthetic organic dyes 
are large, planar structures that are intrinsically hydrophobic and have a tendency to aggregate 
in aqueous solutions. In addition, relatively broad emission spectra limit the use of multicolor 
labelling for multiplexing (small Stokes shifts limit the effectiveness of spectral discrimination for 
background rejection). Long-wavelength dyes have an increased tendency to stacking due to 
their increased size and hydrophobicity.
Recently, the possibility of using non-organic particles as fluorescent labels, in place of 
traditional organic molecules, has been demonstrated.179'181 This novel class of materials 
consist of nanometer-sized semiconductor crystals. By using mixtures of group 13 and group 
15 or group 12 and group 16 elements, a variety of compounds can be formed that have 
bandgaps ranging from the IR to the UV and can give strong light emission upon illumination, 
making them functionally similar to organic fluorophores. These materials do not suffer from 
many of the problems associated with organic dyes. They exhibit high quantum yields (up to 
50%) and high resistance to photobleaching, as well as narrow emission spectra (typically 30 
nm full width at half maximum) and broad excitation spectra, permitting multiplexed excitation 
over a single wavelength range and minimal overlap in multicolor assays.
Although the possibility of directly labelling nucleic acid targets with these nanocrystals is not 
certain as of this writing, non-organic fluorophores would be particularly appropriate as internal 
reference spots.
7. 2. 1. 4. Chemiluminescence detection
Principle of chemiluminescence and use as an optical detection method in bioanalysis
Chemiluminescence refers to the phenomenon of light emission associated with chemical 
reactions in which a significant fraction of intermediates or products are produced in excited 
electronic states; the decay, to the electronic ground state, of the chemically excited molecules
182  183is accompanied by the emission of photons, which is measured. Equation 7-5 gives a 
typical chemiluminescent reaction sequence:
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A + B ^ > l  + l * —> l  + h v —> P  (Equation 7-5)
where A is the chemiluminescent precursor, B is a species that influences the 
chemiluminescent reaction, I is an intermediate species, and P is the product of the reaction.
/* refers to the intermediate in an excited state.
Chemiluminescence is widely used as a detection method in bioanalysis due to its high 
versatility, sensitivity, and relative ease of implementation.184 Unlike fluorescence methods, 
photoexcitation is not involved, which simplifies the instrumentation (no light source is required) 
and provides high levels of sensitivity, due to the absence of scattering and background
127photoluminescence signals. In most cases, it is possible to arrange the conditions in which a 
chemiluminescent reaction takes place so that the chemiluminescent signal is directly related to 
the concentration of an analyte of interest. This analyte can be the chemiluminescent precursor 
(A in Equation 7-5), or most often an activator or inhibitor of the reaction (8  in Equation 7-5).
Application to heterogeneous nucleic acid hybridisation assays
Chemiluminescence-based heterogeneous nucleic acid hybridisation assays have been 
reported which involve the labelling of the nucleic acid target with an enzyme that catalyses the 
first step of a reaction sequence through which a chemiluminescent precursor is converted into 
a chemiluminescent species.185 The most commonly used enzymes are alkaline phosphatase 
(ALP) and horseradish peroxidase (HRP), whose activity is retained upon attaching to DNA 
(indirectly, through digoxigenin-antidigoxigenin or biotin-streptavidin coupling).
The chemiluminescence readout of an heterogeneous hybridisation assay is typically performed 
after the final stringent washing step,186 although particular chemiluminescent substrates such 
as acridinium esters provide selectivity between single-stranded and double-stranded DNA, 
through an alteration of the time-course of the chemiluminescence emission, thereby alleviating 
the need for stringent washing before readout.187'189 An appropriate amount of 
chemiluminescent precursor is added to the medium, whereby this precursor is transformed into 
a chemiluminescent species by the enzyme attached to the target molecules. The intensity of 
the measured luminescence emission is indirectly related to the amount of target, through the 
catalytic turnover of the substrate and the lifetime of the light-producing compound. The 
performance and flexibility of this type of assay are benefited by the amplification effect afforded 
by the enzyme label.
Application to multiplexed heterogeneous nucleic acid hybridisation assays
The use of chemiluminesence in multiplexed array-based systems is limited by the difficulty of 
achieving adequate spatial resolution, due to the fact that the luminescent species is in solution 
(rather than linked to the substrate, as in fluorescence detection schemes) and thus prone to 
diffusion outside the spot area. This implies that the readout has to be performed within a time
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frame over which spatial redistribution of the chemiluminescent species does not occur to a 
significant extent.48
An assessment of the feasibility of using the enzyme label approach in hybridisation array 
assays has been reported recently, in low- and medium-density arrays (nylon membranes and 
glass slides).190 Chemiluminescent precursor was added to the array and the emitted light 
detected with a CCD or X-ray film. In the experimental conditions used, spatial spreading of 
spots was not observed, due to the fast kinetics of the chemiluminescence emission (rapid 
fading of the chemiluminescence light) which allowed for the readout to be performed within a 
few minutes. However, the sensitivity of the assay was limited by the rapid exhaustion of the 
chemiluminescent precursor, since only molecules of the latter present in close proximity of the 
hybridised targets contributed to the chemiluminescence signal.
Potential advantages of chemiluminescence over fluorescence in flow-through microchannel 
chip-based hybridisation assays
Chemiluminescence detection appears to be a promising alternative to fluorescence detection 
in flow-through microchannel chip-based hybridisation assays. As photoexcitation of 
chemiluminescent labels is not required, optical effects that have been shown to limit the 
detection efficiency in fluorescence measurements, namely the high levels of background 
signals generated by MCG and the low levels of photoexcitation obtained in MCS, would be 
alleviated in chemiluminescence measurements. Considerations regarding the collection of 
emitted fluorescence radiations from microchannel substrates apply to chemiluminescence 
radiations as well.
In addition, microchannel substrates would provide confinement of the chemiluminescent 
species within individual chambers of reduced lateral dimensions; thus, it is expected that fresh 
chemiluminescent precursor can be actively delivered to the array by convective flowing without 
degradation of the spatial resolution. The flow rate could be adjusted so as to match the 
kinetics of chemiluminescence emission and to take full advantage of the signal amplification 
capability afforded by the enzyme label.
A possible limitation to the use of chemiluminescent reactions within enclosed volumes such as 
the hybridisation chamber of the flow cell concerns the release of gaseous compounds (N2, 0 2 
or C 0 2) that accompanies most of the chemiluminescent reactions, as bubbles trapped within 
the cell would be detrimental to light collection through the optical window.
7. 2. 2. Optimisation of the morphology of microchannel substrates
The microchannel chips used in this thesis featured a regular, uniform array of near-cylindrical 
channels. This morphology was dictated by the fabrication processes: bundling of glass 
capillaries in the case of MCG, photolithographic patterning in the case of MPS. Although
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systematic optimisation of the morphology of microchannel substrates was not carried out in this 
thesis, the importance of the chip thickness on the efficiency of optical detection (Chapter 3) 
and ODN probe immobilisation (Chapter 5) was clearly evidenced. The effect of the standards 
of smoothness of the microchannel sidewalls and of the interstitial area were also discussed. 
The feature size of the microchannels obviously directly impinges upon the wetting properties, 
bioassay kinetics, fluidics and optical detection efficiency, so that optimisation of the channel 
dimensions involves a trade-off to between these factors.
Other morphological characteristics that affect the overall performance of microchannel DNA 
chips are the shape of the microchannels (axial cross-section) as well as their lateral 
arrangement over the front surface of the chip. Possible optimisation of these two factors would 
consist in the tapering of the channels, as well as the suppression of non-active channels (i.e. 
channels on the sidewall of which no probe is immobilised), as discussed below.
The use of tapered microchannels, with a larger feature size on the front face, could enhance 
the efficiency of photoexcitation within MCS chips. However, the effect tapered microchannels 
would have on the flow-through ability of the structures is also to be considered. In Chapter 2, 
tapering of the microchannels was observed as an uncontrolled characteristic of the ASE 
process, but it is likely that this could be controlled. The production of tapered channels would 
also be feasible by photoelectrochemical etching, through appropriate modulation of the biasing 
parameters over the course of the etching process.
Non-active channels contribute to increasing the volume of the hybridisation cell, to increasing 
the surface area over which non-specific binding of targets can take place, and to reducing the 
effectiveness of target capture by allowing targets to flow through channels where no probes 
are present. Microchannels silicon chips could be fabricated that feature localised porous areas 
for reduction in the number of non-active microchannels, as shown schematically in Figure 7-2.
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Figure 7-2. Proposed concept of microchannel silicon chips with patches of porous areas matching the 
capture probe arraying pattern. Microchannels are drawn in black while the footprints of probe spots are 
represented in yellow.
The patches of porous areas would have to approximately match the size of probe spots, so 
that the effective surface area over which probes are tethered is not diminished, while the total
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non-active surface area is decreased. This type of chip can not readily be made by 
photoelectrochemical etching, which is limited in lateral design in that it requires a uniform 
pattern all over the chip surface, but it is achievable by deep dry etching. A constraint 
associated with the approach is the need to accurately deliver spots at locations corresponding 
to the porous areas.
7. 3. Further possible applications of the flow-through microchannel biochip platform
At the beginning of the “post-genome” area, increasingly significant academic and industrial 
research effort is now being directed towards the development of so-called protein chips, within 
the rapidly emerging field of proteomics.191,192 Although nucleic acids and proteins are very 
different in nature, some of the bioanalytical solutions that have been developed to provide high 
levels of throughput in DNA and RNA analysis are readily applicable to protein assays. This is 
expected to be the case with the flow-through microchannel biochip platform.
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